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3.14
Wideband Adaptive multi rate speech channel at full rate (TCH/WFS)

This section describes the coding for the different frame formats used for TCH/WFS. The formats used are (in the order they are described):

SID_UPDATE
Used to convey comfort noise parameters during DTX

SID_FIRST

Marker to define end of speech, start of DTX

ONSET


Used to signal the Codec mode for the first speech frame after DTX

SPEECH


Speech frames
RATSCCH

Frames used to convey RATSCCH messages
In this chapter, sub chapters 3.14.1 to 3.14.5 describe the channel coding for the different formats listed above.

Common to all the formats is that in-band information is conveyed, the coding for the in-band channel is described in the table below.

	Identifier

(defined in GSM 05.09 [7])
	Received in-band data

id(1), id(0)
	Encoded in-band data for SID and RATSCCH frames

ic(15),.., ic(0)
	Encoded in-band data for speech frames

ic(7),.., ic(0)

	CODEC_MODE_1
	00
	0101001100001111
	00000000

	CODEC_MODE_2
	01
	0011111010111000
	10111010

	CODEC_MODE_3
	10
	1000100001100011
	01011101

	CODEC_MODE_4
	11
	1110010111010100
	11100111


3.14.5

RATSCCH

The RATSCCH frames are handled as specified for the TCH/AFS in subclause 3.9.5.
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