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5
Internal test loops

A number of internal test loops are required providing access to isolated functions of the MS without introducing new physical interfaces just for the reason of type approval testing. Fig 5-1 shows a functional block diagram of a reference MS containing the different test loops.

NOTE:
It should be emphasized that these test loops only describe the functional behaviour of the MS with respect to its external interfaces; physical implementation of the loops is completely left open to the manufacturer.

A particular loop is activated in an MS by transmitting the appropriate command message to the MS.
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NOTE:
In the case of loops A and B, when a TCH/EFS is used, the MS loops back 244 bits instead of 260 bits, see subclauses 5.1.2.1 and 5.1.3.1. When a TCH/AFS or TCH/AHS is used, the MS loops back the number of bits related to the used codec mode, see subclauses 5.1.2.1 and 5.1.3.1.
Figure 1: Test loops in the MS

5.1
Single-slot TCH loops

5.1.1
Purpose of Single-slot TCH loops

To establish a transparent loop for TCH blocks a TCH must be active between the SS and MS. The TCH may be full or half rate, speech or data of any rate specified in the GSM system.

Six types of Single-slot TCH loop back are defined.


The first (A) includes the signalling of erased frames and is used to determine Frame Erasure Ratio (FER) and Residual Bit Error Ratio (RBER) for speech TCH and Bit Error Ratio (BER) for any data TCH.


The second type (B) is required to determine Class II bit error ratio for the speech TCH.


With the third loop (C) the 114 information bits of each TCH burst (excluding stealing flags) prior to applying benefit of the channel decoder, but after decryption, shall be transmitted in an uplink burst. (Equivalent error rate to TCH/FS Class II). All that is received shall be re-transmitted regardless of the state of the received midamble. The midamble in the uplink bursts shall be the normal midamble used by the MS. SACCH and idle bursts are not looped back.


The fourth loop (D) includes the signalling of erased frames and unreliable frames and is used to determine Unreliable Frame Ratio (UFR) and Residual Bit Error Ratio (RBER) for TCH/HS.


The fifth loop (E) includes the signalling of erased SID frames and is used to determine Erased SID Frame Rate (ESIDR) and Residual Bit Error Ratio (RBER) for TCH/HS.


The sixth loop (F) includes the signalling of erased valid SID frames and is used to determine Erased Valid SID Frame Rate (EVSIDR) and Residual Bit Error Ratio (RBER) for TCH/HS.


The seventh loop (I) includes the signalling of erased valid SID_UPDATE frames and is used to determine Erased Valid SID_UPDATE Frame Rate (EVSIDUR) for TCH/AFS and TCH/AHS.


The eighth loop (J) includes the signalling of erased valid RATSCCH frames and is used to determine Erased Valid RATSCCH Frame Rate (EVRFR) for TCH/AFS and TCH/AHS.


The ninth loop (K) is required to determine frame error rate for the in-band channel (TCH-AxS-INB FER, x=F,H) for TCH/AFS and TCH/AHS.

NOTE:
Measurement of TCH/FS chip BER is approximately five times faster using loop C rather than loop B.

5.1.2
TCH loop including signalling of erased frames (A)

5.1.2.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK message. Upon reception of that message the SS stops timer TT01.

After the MS has closed its TCH loop, every good speech frame or any user data frame received by the MS on the specified TCH (downlink) shall be taken from the output of the channel decoder, input to the channel encoder and transmitted on the same TCH (uplink).

In the case where TCH is TCH/FS or TCH/HS, the MS shall loop back the 260 bits after normal channel decoding.

In the case where TCH is TCH/EFS, the MS shall loop back the 244 bits after normal and preliminary channel decoding.

In the case where TCH is TCH/AFS or TCH/AHS, the Active Codec Set shall be reduced to only one codec mode. The number of bits that the MS loops back depends on the codec mode used. 

If the channel decoder detects a bad speech frame , then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH (uplink).

If the MS decodes stealing flags as indicating an FACCH frame, then there is no defined response for the MS to the channel encoder for transmission on the TCH (uplink). The FACCH channel shall operate as normal.

5.1.3
Speech TCH loop without signalling of erased frames (B)

5.1.3.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped. The SS then starts timer TT01.

If no TCH is active or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

After the MS has closed its TCH loop, any speech frame received by the MS on the specified TCH (downlink) shall be taken from the output of the channel decoder, input to the channel encoder, and transmitted on the same TCH (uplink).

In the case where TCH is TCH/FS or TCH/HS, the MS shall loop back the 260 bits after normal channel decoding.

In the case where TCH is TCH/EFS, the MS shall loop back the 244 bits after normal and preliminary channel decoding.

In the case where TCH is TCH/AFS or TCH/AHS, the Active Codec Set shall be reduced to only one codec mode. The number of bits that the MS lopps back depends on the codec mode used. 

The SS should avoid using the FACCH downlink in this situation until the test is complete.

5.1.4
TCH burst-by-burst loop (C)

5.1.4.1
Applicability

The test loop shall be implemented by all ME, supporting any TCH.

5.1.4.2
Procedure

Establishment and clearing of the loop is performed at ideal radio conditions.

5.1.4.3
Establishment

-
The establishment shall be commanded by transmitting a CLOSE_TCH_LOOP_CMD message. The SS then starts timer TT01. This command shall be acknowledged by the MS with a CLOSE_TCH_LOOP_ACK message. Upon receipt of that message the SS stops timer TT01. The MS shall establish the loop within one reporting period [SACCH-block = 104 frames] from the sending of the CLOSE_TCH_LOOP_ACK.

-
If no TCH is active or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

5.1.4.4
Operation

-
The round trip delay (RTD), which is the number of TCH frames between the reception of one burst at the MS, and the transmission of the same burst (on the uplink) shall be less than 26 TDMA frames. The actual value shall be declared for the implementation to be tested.

NOTE 1:
The RTD can be as long as required to receive the number of interleaved burst for the relevant TCH.

NOTE 2:
Example of RTD = 5

TDMA Frame No.
1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18

Downlink
T1
T2
T3
T4
T5
T6
T7
T8
T9
T10
T11
T12
Sd
...





Uplink




...
T1
T2
T3
T4
T5
T6
T7
Su
T8
T9
T10
T11
T12


Sd = Downlink SACCH frame, Su = Uplink SACCH frame, Tn = TCH frame


Note from the above that TCH frames looped back prior to the uplink SACCH (or Idle) frame are delayed on the air interface by 5 TDMA frames, but the TCN frames following the SACCH frame are delayed by 6 TDMA frames. The RTD is therefore not to be confused with the TDMA frame delay for a TCH burst, which varies depending on whether the TCH burst is before or after the uplink SACCH frame. The reason for the variable TDMA time delay is to preserve the uplink SACCH frame position in the multi-frame. Note also that the uplink SACCH data is not a looped back version of the downlink SACCH data.

5.1.5
TCH loop including signalling of erased frames and unreliable frames (D)

5.1.5.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased frames and unreliable frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

After the MS has closed its TCH loop, every reliable speech frame (UFI = 0) received by the MS on the specified TCH/HS (downlink) shall be taken from the output of the channel decoder, input to the channel encoder and transmitted on the same TCH (uplink).

If the channel decoder detects a bad speech frame or an unreliable frame (BFI = 1 or UFI = 1) or if the MS decodes the stealing flags as indicating an FACCH frame, then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH/HS (uplink).The FACCH channel shall operate normally.

5.1.6
TCH loop including signalling of erased SID frames (E)

5.1.6.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased SID frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

After the MS has closed its TCH loop, every valid SID frame (SID = 2) or invalid SID frame (SID = 1) received by the MS on the specified TCH/HS (downlink), shall be taken from the output of the channel decoder, input to the channel encoder and transmitted on the same TCH/HS (uplink).

If the channel decoder detects an erased SID frame (SID = 0), then this shall be signalled to the SS, by setting the input frame to the channel encoder to zero's, and transmitting on the TCH/HS (uplink).

If the MS decodes the stealing flags as indicating an FACCH frame, then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH/HS (uplink).The FACCH channel shall operate normally.

5.1.7
TCH loop including signalling of erased valid SID frames (F)

5.1.7.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased valid SID frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

After the MS has closed its TCH loop, every valid SID frame (SID = 2 and BFI = 0) received by the MS on the specified TCH/HS (downlink), shall be taken from the output of the channel decoder, input to the channel encoder and transmitted on the same TCH/HS (uplink).

If the channel decoder detects an erased valid SID frame (SID = 1) or (SID = 0) or ((BFI or UFI) = 1)), then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH/HS (uplink).

If the MS decodes the stealing flags as indicating an FACCH frame, then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH/HS (uplink).The FACCH channel shall operate normally.

5.1.8
TCH loop including signalling of erased valid SID_UPDATE frames (I)

5.1.8.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased valid SID_UPDATE frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

The Active Codec Set shall be reduced to only one mode.

After the MS has closed its TCH loop, every valid SID_UPDATE frame (RX_TYPE = SID_UPDATE and BFI = 0) received by the MS on the specified TCH (downlink), shall be taken from the output of the channel decoder, input to the channel encoder , using TX_TYPE = SID_UPDATE, and transmitted on the same TCH (uplink).

If the channel decoder detects an erased valid SID_UPDATE frame (RX_TYPE = SID_BAD, BFI = 1), then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, using TX_TYPE = SID_UPDATE, and transmitting on the TCH (uplink).

If the MS decodes the stealing flags as indicating an FACCH frame, then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH (uplink). The FACCH channel shall operate normally.

5.1.9
TCH loop including signalling of erased valid RATSCCH frames (J)

5.1.9.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that erased valid RATSCCH frames are to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

The RATSCCH message shall not be interpreted by the MS. RATSCCH protocol is desactivated and there is no RATSCCH acknowledge.

The Active Codec Set shall be reduced to only one mode.

After the MS has closed its TCH loop, every valid RATSCCH frame (for TCH/AFS, RX_TYPE = RATSCCH and BFI = 0 ; for TCH/AHS, RX_TYPE=RATSCCH_DATA and BFI=0) received by the MS on the specified TCH (downlink), shall be taken from the output of the channel decoder, input to the channel encoder , using TX_TYPE = RATSCCH (for TCH/AFS) and RATSCCH_DATA (for TCH/AHS), and transmitted on the same TCH (uplink).

If the channel decoder detects an erased valid RATSCCH frame (for TCH/AFS, RX_TYPE = RATSCCH and BFI = 1 ; for TCH/AHS, RX_TYPE=RATSCCH_DATA and BFI=1), then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, using TX_TYPE = RATSCCH (for TCH/AFS) and RATSCCH_DATA (for TCH/AHS), and transmitting on the TCH (uplink).

If the MS decodes the stealing flags as indicating an FACCH frame, then this shall be signalled to the SS by setting the input frame to the channel encoder to zero's, and transmitting on the TCH (uplink). The FACCH channel shall operate normally.

5.1.10
TCH loop without signalling of erased frames for in-band channel error rate (K)

5.1.10.1
Procedure

The SS orders the MS to close its TCH loop by transmitting a CLOSE_TCH_LOOP_CMD message, specifying the TCH to be looped and that in-band channel is to be signalled by the MS. The SS then starts timer TT01.

If no TCH is active, or any test loop is already closed, the MS shall ignore any CLOSE_TCH_LOOP_CMD message.

If a TCH is active, the MS shall close its TCH loop for the TCH specified and send back to the SS a CLOSE_TCH_LOOP_ACK. Upon reception of that message the SS stops timer TT01.

The Active Codec Set shall contain the maximum nuber of modes (four). 

After the MS has closed its TCH loop, every speech frame received by the MS on the specified TCH (downlink) shall be taken from the output of the channel decoder, input to the channel encoder and transmitted on the same TCH (uplink). The MS shall always use in uplink the in-band bits that have been decoded in downlink. The in-band bits shall not be interpreted as CMI or CMR messages.

The SS should avoid using the FACCH downlink in this situation until the test is complete.

5.1.11
Additional non-mandatory operating characteristics for single-slot loops

In order to optimise the speed and flexibility of mobile manufacturing and repair, the following non-mandatory characteristics of the test loops are suggested:

-
The normal FACCH downlink and uplink functions should ideally be maintained when the test loop is closed. In particular, channel assignments or handovers, and call termination from either the mobile or the base station simulator.

-
Following an assignment or handover, the loop should not open if it was closed prior to the handover.

-
Following call dropping or deliberate call termination, the loop should be re-opened.

-
The loopback functions should ideally operate with or without (i.e. no SIM) the test SIM present, but should not operate with a network SIM present.

-
Audio muting should be enabled when the loop is closed.

8
Message definitions and contents

NOTE 1:
A message received with skip indicator different from 0 will be ignored.

NOTE 2:
For definition of "Presence" and "Format", see 3GPP TS 04.07 subclauses 11.4 and 11.1.1. 

NOTE 3:
GSM and UTRAN test messages use the same protocol discriminator value ("1111"). Following message type value series are reserved for GSM testing commands: 0000xxxx, 0001xxxx and 0010xxxx where x represent 0 or 1. For UTRAN test commands, as specified by [7] 3GPP TS 34.109, the message type value series 0100xxxx is reserved.

8.1
CLOSE_TCH_LOOP_CMD

This message is only sent in the direction SS to MS.

Information Element
Reference
Presence
Format
Length

Protocol discriminator
3GPP TS 04.07 sect. 11.2.1
M
V
½

Skip indicator
3GPP TS 04.07 sect. 11.2.2
M
V
½

Message type

M
V
1

Sub-channel

M
V
1

where message type is:

8
7
6
5
4
3
2
1
bit no.

0
0
0
0
0
0
0
0
octet 1

and Sub-channel is:

8
7
6
5
4
3
2
1
bit no.

0

spare
0

spare
C

B
A
Z
Y
X
octet 1

X = 0
If there is only one TCH active (so there is no choice) or if sub-channel 0 of two half rate channels is to be looped.

X = 1
If sub-channel 1 of two half rate channels is to be used.









Other bits of the Sub-channel are given by the following table:

Test Loop
Bits C to Y from Sub-channel


C
B
A
Z
Y

A
0
0
0
0
0

B
0
0
0
0
1

C
0
0
0
1
-

D
0
0
1
-
-

E
0
1
0
-
-

F
0
1
1
-
-

I
1
1
1
-
-

J
1
1
0
-
-

K
1
0
1
-
-

Where “-“ means that the value is disregarded
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