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***** NEXT MODIFIED SECTION *****

10.10
Requested GPS Assistance Data

This is a variable length information element identifying the GPS assistance data requested for an MS.
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Figure 10.10.1/3GPP TS 49.031: Requested GPS Assistance Data IE
Octet 3

bit A
Almanac
 
0:
Almanac is not requested



1:
Almanac is requested

bit B
UTC Model
 
0:
UTC Model is not requested



1:
UTC Model is requested

bit C
Ionospheric Model
 
0:
Ionospheric Model is not requested



1:
Ionospheric Model is requested

bit D
Navigation Model
 
0:
Navigation Model is not requested – octets 5 to 8+2n are not present



1:
Navigation Model is requested – octets 5 to 8+2n are present

bit E
DGPS Corrections
 
0:
DGPS Corrections are not requested 


1:
DGPS Corrections are requested – octets 9 to 8+2n are present
bit F
Reference Location
 
0:
Reference Location is not requested



1:
Reference Location is requested

bit G
Reference Time
 
0:
Reference Time is not requested



1:
Reference Time is requested

bit H
Acquisition Assistance



0:
Acquisition Assistance is not requested



1:
Acquisition Assistance is requested

bit I   
Real-Time Integrity


0:
Real-Time Integrity is not requested



1:
Real-Time Integrity is requested

bits J through P are Spare bits

At least one of bits A, B, C, D, E, F, G, H or I, shall be set to the value "1".
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Figure 10.10.2/3GPP TS 49.031: Coding of Satellite Related Data
GPS Week (bits 7-8 octet 5 and octet 6) 

This field contains a 10 bit binary representation of the GPS Week of the assistance currently held by the MS. The most significant bit of the GPS Week is bit 8 in octet 5 and the least significant bit is bit 1 in octet 6.

GPS_Toe (octet 7)

This field contains a binary representation of the GPS time of ephemeris in hours of the latest ephemeris set contained in handset memory (range 0-167).

NSAT (octet 8, bits 5-8)

This field containss a binary representation of the number of satellites to be considered for the current GPS assistance request.

T-Toe limit (octet 8, bits 1-4)

This field contains a binary representation of the ephemeris age tolerance of the MS to the network in hours (range 0-10).

SatID x (x = 1,2, ... n) (octet 7 + 2x, bits 1-6)

This field contains a binary representation of the identity of a satellite for which the assistance request is applicable. The number of satellite fields is indicated in the field NSAT.

IODE x (x = 1,2, ... n) (octet 8 + 2x)

This field contains a binary representation of the Issue of Data Ephemeris, which identifies the sequence number for the satellite x (x = 1, 2, …, n).
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