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DTM

	Name
	Company
	Target Date
	Status 

	41
GPRS Paging, TBF establishment/release and DCCH related and DTM procedures
	
	
	

	Dual transfer mode
	
	
	

	41.x.1
PS Establishment whilst in Dedicated Mode
	
	
	

	41.x.1.1      Uplink TBF Establishment
	
	
	

	41.x.1.1.1
Uplink TBF Establishment with No Reallocation of CS Resources (9 test cases)
	
	
	

	41.x.1.1.2
Uplink TBF Establishment with Reallocation of CS Resources (2 test cases)
	
	
	

	41.x.1.2      Downlink TBF Establishment
	
	
	

	41.x.1.2.1
Whilst in Ready State (2 test cases)
	
	
	

	41.x.1.2.2
Whilst in Standby State 
	
	
	

	41.x.2
PS Establishment whilst in Dual Transfer Mode
	
	
	

	41.x.2.1
Uplink TBF Establishment with a Downlink TBF Established
	
	
	

	41.x.2.1.1
Uplink TBF Establishment with a Downlink TBF Established and No PS Downlink Reallocation
	
	
	

	41.x.2.1.2
Uplink TBF Establishment with a Downlink TBF Established and PS Downlink Reallocation
	
	
	

	41.x.2.2
Downlink TBF Establishment with a Uplink Established
	
	
	

	41.x.2.2.1
Downlink TBF Establishment with a Uplink TBF Established and No PS Uplink Reallocation
	
	
	

	41.x.2.2.2
Downlink TBF Establishment with a Uplink TBF Established and PS Uplink Reallocation
	
	
	

	
	
	
	

	41.x.4
Assignment
	
	
	

	41.x.4.1
Intra Frequency Reallocation of CS resources
	
	
	

	41.x.4.1.1
Intra Frequency Reallocation of CS resources / DTM Assignment
	
	
	

	41.x.4.1.2
Intra Frequency Reallocation of CS resources / Assignment Cmd
	
	
	

	41.x.4.1.3
Intra Frequency Reallocation of CS resources / Handover
	
	
	

	41.x.4.2
Inter Frequency Reallocation of CS Resources
	
	
	

	41.x.4.2.1
    Inter Frequency Reallocation of CS resources / DTM Assignment
	
	
	

	41.x.4.2.2
    Inter Frequency Reallocation of CS resources / Handover
	
	
	

	41.x.5
Handover
	
	
	

	41.x.5.1
Handover to same Routing Area
	
	
	

	41.x.5.1.1
    Handover to same Routing Area whilst Dedicated Mode & MM Ready / Completed on the main DCCH
	
	
	

	41.x.5.1.2
   Handover to same Routing Area whilst in DTM with DL TBF Only
	
	
	

	41.x.5.1.3
   Handover to same Routing Area whilst in DTM with Both DL & UL TBFs (2)
	
	
	

	41.x.5.2
Handover to different Routing Area whilst in DM
	
	
	

	41.x.5.2.1
   Handover to different Routeing Area whilst in DM / Performed on TBFs (2)
	
	
	

	41.x.5.2.2
   Handover to different Routeing Area whilst in DM / Performed on main DCCH (2)

	
	
	

	41.x.5.3
Handover to different Routeing Area whilst in DTM
	
	
	

	41.x.5.3.1
   Handover to different Routeing Area whilst in DTM / Performed on TBFs (2)
	
	
	

	41.x.6
Release of CS resources
	
	
	

	41.x.6.1
Mobile Originating CS Release whilst in DTM
	
	
	

	41.x.6.2
Network Originating CS Release whilst in DTM
	
	
	

	
	
	
	

	41.3
MAC/RLC Release
	
	
	

	41.3.1
TBF Release / Uplink / Normal / MS initiated

	
	
	

	41.3.1.3
TBF Release / Uplink / Normal / MS initiated / Whilst in DTM

	
	
	

	41.3.4
TBF Release / Downlink / Normal / Network initiated
	
	
	

	41.3.4.3
TBF Release / Downlink / Normal / Network initiated / Whilst in DTM
	
	
	

	
	
	
	

	42
Test of Medium Access Control (MAC) protocol
	
	
	

	42.6
Exclusive Allocation
	
	
	

	42.6.1
Exclusive Allocation in Single Slot Configuration
	
	
	

	42.6.2
Exclusive Allocation in Multi Slot Configuration
	
	
	

	42.6.3
Dynamic or Fixed Allocation in Multislot Configuration
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


