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45.4.3.1
T3390 Expiry
R97
All GPRS MS
C215


45.4.3.2
Collision of MS and network initiated PDP context deactivation requests
R97
All GPRS MS
C215


45.5.1
Error cases
R97
All GPRS MS
C215


46.1.2.1.1 
Data transmission in protected mode
R97
All GPRS MS
C215


46.1.2.1.2 
Data transmission in unprotected mode
R97
All GPRS MS
C215


46.1.2.1.3 
Reception of I frame in ADM
R97
All GPRS MS
C215


46.1.2.2.1.1 
Link establishment from MS to SS
R97
All GPRS MS
C215


46.1.2.2.1.2 
Link establishment from SS to MS
R97
All GPRS MS
C215


46.1.2.2.1.3 
Loss of UA frame
R97
All GPRS MS
C215


46.1.2.2.1.4 
Total loss of UA frame
R97
All GPRS MS
C215


46.1.2.2.1.5 
DM response
R97
All GPRS MS
C215


46.1.2.2.2.1 
Checking N(S)
R97
All GPRS MS
C215


46.1.2.2.2.2 
Busy condition at the peer, with RR sent for resumption of transmission
R97
All GPRS MS
C215


46.1.2.2.2.3 
Busy condition at the peer, with ACK sent for resumption of transmission
R97
All GPRS MS
C215


46.1.2.2.2.4 
SACK frame
R97
All GPRS MS
C215


46.1.2.2.3.1 
Checking N(R)
R97
All GPRS MS
C215


46.1.2.2.3.2 
MS handling busy condition during bi-directional data transfer
R97
All GPRS MS
C215


46.1.2.2.3.3 
SACK frame
R97
All GPRS MS
C215


46.1.2.2.3.4 
ACK frame
R97
All GPRS MS
C215


46.1.2.2.4.1 
Reestablishment due to reception of SABM
R97
All GPRS MS
C215


46.1.2.2.4.2 
Reestablishment due to N200 failures
R97
All GPRS MS
C215


46.1.2.2.4.3 
Reestablishment due to reception of DM
R97
All GPRS MS
C215


46.1.2.3.1 
Collision of SABM
R97
All GPRS MS
C215


46.1.2.3.2 
Collision of SABM and DISC
R97
All GPRS MS
C215


46.1.2.3.3 
Collision of SABM and XID commands
R97
All GPRS MS
C215


46.1.2.4.1 
Unsolicited DM
R97
All GPRS MS
C215


46.1.2.5.1 
Sending FRMR due to undefined command control field
R97
All GPRS MS
C215


46.1.2.5.2 
Sending FRMR due to reception of an S frame with incorrect length
R97
All GPRS MS
C215


46.1.2.5.3 
Sending FRMR due to reception of an I frame information field exceeding the maximum length
R97
All GPRS MS
C215


46.1.2.5.4 
Frame reject condition during establishment of ABM
R97
All GPRS MS
C215


46.1.2.6.1 
Simultaneous acknowledged and unacknowledged data transfer on the same SAPI
R97
GPRS MS supporting two or more PDP contexts
C224


46.1.2.6.2 
Simultaneous acknowledged and unacknowledged data transfer on different SAPIs
R97
GPRS MS supporting two or more PDP contexts
C223


46.1.2.7.1 
Negotiation initiated by the SS during ABM, for T200 and N200
R97
All GPRS MS
C215


46.1.2.7.2 
Negotiation initiated by the SS during ADM, for N201-I
R97
GPRS MS supporting network initiated PDP context activation
C215


46.1.2.7.3 
Negotiation initiated by the SS (using SABM, for IOV-I)
R97
All GPRS MS
C215


46.1.2.7.4 
Negotiation initiated by the SS (during ADM, for N201-U)
R97
All GPRS MS
C215


46.1.2.7.5 
Negotiation initiated by the SS (during ADM, for IOV-UI)
R97
All GPRS MS
C215


46.1.2.7.6 
Negotiation initiated by the SS (during ABM, for Reset)
R97
GPRS MS supporting two or more PDP contexts
C223


46.1.2.7.7 
XID command with unrecognised type field
R97
All GPRS MS
C215


46.1.2.7.8 
XID Response with out of range values
R97
All GPRS MS
C215


46.2.2.1.1 
Mobile originated normal data transfer with LLC in acknowledged mode
R97
All GPRS MS
C215


46.2.2.1.2 
Mobile originated normal data transfer with LLC in unacknowledged mode
R97
All GPRS MS
C215


46.2.2.1.3 
Usage of acknowledged mode for data transmission before and after PDP Context modification, on different SAPIs
R97
All GPRS MS
C215


46.2.2.1.4 
Reset indication during unacknowledged mode
R97
All GPRS MS
C215


46.2.2.1.5 
Reset indication during acknowledged mode
R97
All GPRS MS
C215


46.2.2.2.1 
LLC link re-establishment on reception of SN-DATA PDU with F=0 in ack mode in the Receive First Segment state
R97
All GPRS MS
C215


46.2.2.2.2 
LLC link re-establishment on receiving second segment with F=1 and with different PCOMP and DCOMP values in the acknowledged mode data transfer
R97
All GPRS MS
C215


46.2.2.2.3 
Single segment N-PDU from MS
R97
All GPRS MS
C215


46.2.2.3.1 
LLC link release on receiving DM from the SS during acknowledged data transfer
R97
All GPRS MS
C215


46.2.2.4.1
Response from MS on receiving XID request from the SS
R97
All GPRS MS
C215


46.2.2.4.2
Response from MS on receiving an XID request from the SS with an unassigned entity number


R97
All GPRS MS
C215


46.2.2.4.3
Response from MS on receiving an XID response from the SS with unrecognised type field
R97
All GPRS MS
C215


46.2.2.5
LLC link release on receiving “Invalid XID response” from the network during link establishment procedure
R97
All GPRS MS
C215


51.1.1.1
RR / Paging / on PCCCH for EGPRS service / normal paging with P-TMSI successful
R99
All EGPRS MS
C216


51.1.1.2
RR / Paging / on PCCCH for EGPRS service / normal paging with IMSI successful
R99
All EGPRS MS
C216


51.1.1.3
RR / Paging / on PCCCH for EGPRS service / extended paging with P-TMSI successful
R99
All EGPRS MS
C216


.........
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