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A.4.10
Support of UTRAN Radio Access Technology

The supplier of the implementation shall state the support of the implementation for each of the questions concerning Support of UTRAN Radio Access Technology given in the table below.

Table A.27: Support of UTRAN Radio Access Technology

Prerequisite:

A.1/56  -- TSPC_Type_UTRAN
Item
Additional Information
Ref.
Release
Status
Support
Mnemonic

1
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
3GPP TS 34.123-2,  A.18c/4

3GPP TS 34.108 6.10.2.4.1.4
R99
O

TSPC_Conversational_12_2_CSRAB_3_4_SRAB

2
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
3GPP TS 34.123-2,  A.18c/15

3GPP TS 34.108 6.10.2.4.1.15
R99
O

TSPC_Streaming_14_4_CSRAB_3_4_SRAB

3
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
3GPP TS 34.123-2,  A.18c/16

3GPP TS 34.108 6.10.2.4.1.16
R99
O

TSPC_Streaming_28_8_CSRAB_3_4_SRAB

4
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
3GPP TS 34.123-2,  A.18c/17

3GPP TS 34.108 6.10.2.4.1.17
R99
O

TSPC_Streaming_57_6_CSRAB_3_4_SRAB

Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable (”A”) or not (”N/A”) depending on the support of other optional or conditional items. ”i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax ”IF ... THEN (IF ... THEN ... ELSE...) ELSE ...” is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

60.1
Inter system handover to UTRAN/From GSM/Speech/Success
R99
MS supporting both GSM and UTRAN
C285


60.2
Inter system handover to UTRAN / From GSM/Data/Same data rate / Success
R99
MS supporting both GSM and UTRAN
C286


60.3
Inter system handover to UTRAN/From GSM/ Data/Same data rate upgrading / Success
R99
MS supporting both GSM and UTRAN
C287


60.4
Inter system handover to UTRAN/From GSM/Speech/Establishment/Success
R99
MS supporting both GSM and UTRAN
C288


60.5
Inter system handover to UTRAN/From GSM/Speech/Blind HO/Success
R99
MS supporting both GSM and UTRAN
C288


60.6
Inter system handover to UTRAN/From GSM/Speech/Failure
R99
MS supporting both GSM and UTRAN
C288


60.7
Inter system handover to UTRAN/From GSM/Failure/Cause: Frequency not implemented
R99
MS supporting both GSM and UTRAN
C289


60.8
Inter system handover to UTRAN/From GSM/Failure/Cause: UTRAN preconfiguration unknown
R99
MS supporting both GSM and UTRAN
C289


60.9
Inter system handover to UTRAN/From GSM/Failure/Cause: Protocol Error
R99
MS supporting both GSM and UTRAN
C289


70.2.1
Positioning/RR/Classmark Interrogation tests
R98
MSs supporting LCS EOTD
C281


70.2.2
Network Induced E-OTD emergency call test on an SDCCH
R98
MSs supporting LCS EOTD
C281


70.2.3
Network Induced E-OTD emergency call test on an SDCCH , Idle, no IMSI
R98
MSs supporting LCS EOTD
C281


70.2.4
E-OTD test for NI-LR on the TCH
R98
MSs supporting LCS EOTD
C281


70.4.1
E-OTD test for MT-LR Location Notification
R98
MSs supporting LCS EOTD
C281


70.4.2.1
E-OTD test for MT-LR Privacy Options – Location Allowed.
R98
MSs supporting LCS EOTD
C281


70.4.2.2
E-OTD test for MT-LR Privacy Options – Location Not Allowed.
R98
MSs supporting LCS EOTD
C281


70.7.1.1
A-GPS LCS Network Induced test case for MS-Based GPS for Emergency Call on an SDCCH, Idle, no IMSI state
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.1.2
A-GPS LCS Network Induced test case for MS-Assisted GPS for Emergency Call on an SDCCH, Idle, no IMSI state
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.7.2.1
A-GPS LCS Classmark Interrogation test case for MS-Based GPS 
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.2.2
A-GPS LCS Classmark Interrogation test case for MS-Assisted GPS 
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.7.3.1
A-GPS LCS Network Induced test case for MS-Based GPS test on an SDCCH radio channel
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.3.2
A-GPS LCS Network Induced test case for MS-Based GPS test on an SDCCH radio channel
R98
All MSs supporting LCS MS-Assisted GPS
C284


C1
IF NOT A.25/50 THEN A ELSE N/A
-- NOT TSPC_AddInfo_ApplAlwaysRun

C2
IF A.25/1 THEN A ELSE N/A
-- TSPC_AddInfo_HalfRate

C3
IF A.5/14 AND A.5/13 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

C4
IF A.5/14 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC

C5
IF A.25/11 THEN A ELSE N/A
-- TSPC_AddInfo_AsyncNonTransData

C6
IF A.25/10 THEN A ELSE N/A
-- TSPC_AddInfo_AsyncData

C7
IF A.2/26 THEN A ELSE N/A
-- TSPC_Feat_Autocall

C8
IF A.25/56 THEN A ELSE N/A
-- TSPC_AddInfo_AutocallBnoGreaterM

C9
IF A.2/22 THEN A ELSE N/A
-- TSPC_Feat_BO

C10
IF A.25/17 THEN A ELSE N/A
-- TSPC_AddInfo_fullRate4.8

C11
IF A.25/5 THEN A ELSE N/A
-- TSPC_AddInfo_FullRateData

C12
IF A.25/6 THEN A ELSE N/A
-- TSPC_ Addinfo_HalfRateData

C13
IF A.25/3 THEN A ELSE N/A
-- TSPC_Addinfo_HalfRateSpeech

C14
IF A.25/41 OR A.25/42 THEN A ELSE N/A
-- TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn

C15
IF (A.25/41 OR A.25/42) AND A.25/43 THEN A ELSE N/A
-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_DisablePin

C16
IF (A.25/41 OR A.25/42) AND A.2/21 THEN A ELSE N/A
-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_FND

C17
IF (A.25/41 OR A.25/42) AND A.25/44 THEN A ELSE N/A
-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_Pin2

C18
IF A.25/59 THEN A ELSE N/A
-- TSPC_AddInfo_MT2orOther

C19
IF A.2/41 AND A.2/58 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_non_zero_NON_DRX_TIMER

C20
IF A.25/60 THEN A ELSE N/A
-- TSPC_AddInfo_PermAntenna

C21
IF A.25/45 THEN A ELSE N/A
-- TSPC_AddInfo_Pin2Feature

C22
IF A.25/7 THEN A ELSE N/A
-- TSPC_AddInfo_NonTransData

C23
IF A.25/8 THEN A ELSE N/A
-- TSPC_AddInfo_TransData

C24
IF A.25/2 THEN A ELSE N/A
-- TSPC_ AddInfo_FullRateSpeech

C25
IF A.25/8 AND A.25/58 THEN A ELSE N/A
-- TSPC_AddInfo_TransData AND TSPC_AddInfo_MT2

C26
IF A.3/6 THEN A ELSE N/A
-- TSPC_Serv_TS61

C27
IF A.3/7 THEN A ELSE N/A
-- TSPC_Serv_TS62

C28
IF A.3/7 AND NOT A.3/6 THEN A ELSE N/A
-- TSPC_Serv_TS62 AND NOT TSPC_Serv_TS61

C29
IF A.3/7 OR A.3/6 THEN A ELSE N/A
-- TSPC_Serv_TS62 OR TSPC_Serv_TS61

C30
IF (A.3/7 OR A.3/6) AND A.25/28 THEN A ELSE N/A
-- (TSPC_Serv_TS62 OR TSPC_Serv_TS61) AND TSPC_AddInfo_FaxErrCor

C31
IF A.25/19 THEN A ELSE N/A
-- TSPC_ Addinfo_MTsvc

C32
IF NOT A.5/14 THEN A ELSE N/A
-- NOT TSPC_Serv_SS_AoCC

C33
IF A.5/14 AND (NOT A.5/10) THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND (NOT TSPC_Serv_SS_HOLD)

C34
IF A.5/14 AND A.5/10 AND (NOT A.5/11) THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD AND (NOT TSPC_Serv_SS_MPTY)

C35
IF NOT A.2/21 THEN A ELSE N/A
-- NOT TSPC_Feat_FND

C36
IF A.25/20 THEN A ELSE N/A
-- TSPC_ Addinfo_MOsvc

C37
IF A.25/22 THEN A ELSE N/A
-- TSPC_ Addinfo_SvcOnTCH

C38
IF A.25/23 THEN A ELSE N/A
-- TSPC_ Addinfo_DualRate

C39
IF A.25/4 THEN A ELSE N/A
-- TSPC_ Addinfo_DataSvc

C40
IF A.25/30 THEN A ELSE N/A
-- TSPC_ Addinfo_NonCallSS

C41
IF A.3/4 THEN A ELSE N/A
-- TSPC_Serv_TS22

C42
IF A.3/1 OR A.3/2 THEN A ELSE N/A
-- TSPC_Serv_TS11 OR TSPC_Serv_TS12

C43
IF A.25/26 THEN A ELSE N/A
-- TSPC_ AddInfo_CC

C47
IF A.25/26 AND (A.2/17 OR A.2/18) THEN A ELSE N/A
-- TSPC_ AddInfo_CC AND (TSPC_Feat_A51 OR TSPC_Feat_A52)

C48
IF A.25/26 AND A.25/55 THEN A ELSE N/A
-- TSPC_ AddInfo_CC AND TSPC_ Addinfo_RFAmp

C50
IF A.25/26 AND A.25/23 THEN A ELSE N/A
-- TSPC_ AddInfo_CC AND TSPC_ Addinfo_DualRate

C51
IF A.25/40 THEN A ELSE N/A
-- TSPC_ Addinfo_SIMRmv

C52
IF A.25/2 OR A.25/3 THEN A ELSE N/A
-- TSPC_ AddInfo_FullRateSpeech OR TSPC_ AddInfo_HalfRateSpeech

C53
IF NOT (A.25/2 AND A.25/3) THEN A ELSE N/A
-- TSPC_ NOT (AddInfo_FullRateSpeech AND TSPC_ AddInfo_HalfRateSpeech)

C55
IF (NOT A.25/27 ) AND (NOT A.25/51 ) AND A.25/19 THEN A ELSE N/A
-- (NOT TSPC_ Addinfo_EmgOnly ) AND (NOT TSPC_ Addinfo_ImmConn ) AND TSPC_ Addinfo_MTsvc

C56
IF A.3/1 OR A.3/2 OR A.3/6 OR A.4/20 THEN A ELSE N/A
-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_TS61 OR TSPC_Serv_BS61

C58
IF A.3/6 OR A.4/20 OR A.4/21 THEN A ELSE N/A
-- TSPC_Serv_TS61 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

C59
IF A.5/13 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCI

C62
IF A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15 THEN A ELSE N/A
-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC 

C64
IF A.5/7 OR A.5/5 THEN A ELSE N/A
-- TSPC_Serv_SS_CFNRy OR TSPC_Serv_SS_CFU

C65
IF A.5/6 OR A.5/5 OR A.5/8 OR A.5/7 THEN A ELSE N/A
-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFU OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

C66
IF A.5/6 OR A.5/8 OR A.5/7 THEN A ELSE N/A
-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

C67
IF A.5/6 THEN A ELSE N/A
-- TSPC_Serv_SS_CFB

C68
IF A.5/19 AND A.5/15 THEN A ELSE N/A
-- TSPC_Serv_SS_BICRoam AND TSPC_Serv_SS_BAOC

C69
IF A.5/14 AND A.25/40 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_ Addinfo_SIMRmv

C70
IF A.5/14 AND A.5/10 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD

C71
IF A.5/14 AND A.5/11 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_MPTY

C72
IF A.3/3 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_ AddInfo_CC

C73
IF A.3/4 AND A.3/3 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_TS22 AND TSPC_Serv_TS21 AND TSPC_ AddInfo_CC

C74
IF A.3/3 AND (A.25/36) THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_ Addinfo_StoreRcvSMSSIM

C76 
IF A.1/6 THEN A ELSE N/A
-- Type_MB_Simul

C78 
IF A.1/6 AND A.25/26 THEN A ELSE N/A
-- Type_MB_Simul AND TSPC_ AddInfo_CC

C79
IF A.25/26 AND A.25/61 THEN A ELSE N/A
-- TSPC_ AddInfo_CC AND TSPC_AddInfo_PseudoSynch

C80
IF A.25/62 THEN A ELSE N/A
-- TSPC_AddInfo_5V

C81
IF A.25/63 THEN A ELSE N/A
-- TSPC_AddInfo_3V

C82
IF A.25/64 THEN A ELSE N/A
-- TSPC_AddInfo_5V3V

C83
IF A.25/65 THEN A ELSE N/A
-- TSPC_ Addinfo_EFR

C84
IF A.25/20 AND A.25/65THEN A ELSE N/A
-- TSPC_ Addinfo_EFR AND TSPC_ Addinfo_MOsvc

C85
IF A.25/19 AND A.25/65THEN A ELSE N/A
-- TSPC_ Addinfo_EFR AND TSPC_ Addinfo_MTsvc

C86
IF A.1/15 THEN A ELSE N/A
-- TSPC_Type_HSCSD_Multislot

C87
IF A.1/15 AND A.25/26 THEN A ELSE N/A
-- TSPC_Type_GPRS_Multislot_operation AND TSPC_ AddInfo_CC

C88
IF A.1/15 AND A.25/20 THEN A ELSE N/A
-- Type_GPRS_Multislot_operation AND TSPC_ Addinfo_MOsvc

C89
IF A.1/15 AND A.25/19 THEN A ELSE N/A
-- Type_GPRS_Multislot_operation AND TSPC_ Addinfo_MTsvc

C90
IF A.1/15 AND NOT A.25/50 THEN A ELSE N/A
-- TSPC_Type_GPRS_Multislot_operation AND NOT TSPC_AddInfo_ApplAlwaysRun

C91
IF A.25/95 THEN A ELSE N/A
-- TSPC_AddInfo_1,8V

C92
IF A.25/104 THEN A ELSE N/A
-- TSPC_AddInfo_IntegrAntenna

C93
IF A.1/15 AND A.25/60 THEN A ELSE N/A
-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_PermAntenna

C94
IF A.1/15 AND A.25/104 THEN A ELSE N/A
-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna

C95
IF A.1/51 AND A.25/60 AND A.1/57 THEN A ELSE N/A
-- TSPC_Type_GPRS_Multislot_operation AND TSPC_AddInfo_PermAntenna AND TSPC_Type_GPRS_Multislot_uplink

C96
IF A.1/51 AND A.25/104 AND A.1/57 THEN A ELSE N/A
-- TSPC_Type_GPRS_Multislot_operation AND TSPC_AddInfo_IntegrAntenna AND TSPC_Type_GPRS_Multislot_uplink

C97
IF A.1/52 AND A.25/60 THEN A ELSE N/A
-- TSPC_Type_EGPRS_8PSK_uplink AND TSPC_AddInfo_PermAntenna

C98
IF A.1/52 AND A.25/104 THEN A ELSE N/A
-- Type_EGPRS_8PSK_uplink AND TSPC_AddInfo_IntegrAntenna

C99
IF (NOT A.1/3) AND A.25/60 THEN A ELSE N/A
-- NOT TSPC_Type_GSM_R_Band AND TSPC_AddInfo_PermAntenna

C100
IF (NOT A.1/3) AND (A.25/2 OR A.25/3) THEN A ELSE N/A
-- NOT TSPC_Type_GSM_R_Band AND (TSPC_AddInfo FullRateSpeech OR TSPC_AddInfo FullRateSpeech)

C101
IF A.25/96 THEN A ELSE N/A
-- TSPC_AddInfo_1,8V3V

C102
IF NOT A.1/3 THEN A ELSE N/A
-- NOT Type_GSM_R_Band

C103
IF A.1/3 THEN A ELSE N/A
-- TSPC_Type_GSM_R_Band

C104
IF A.25/66b OR A.25/68 THEN A ELSE N/A
-- TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening

C105
IF (A.25/66b OR A.25/68) AND A.25/71 AND A.25/80 AND A.25/81 AND A.25/82 THEN A ELSE N/A
-- (TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening) AND TSPC_ Addinfo_NCH_ReducedMonitor AND TSPC_ Addinfo_NCH_Monit_Rev AND TSPC_ Addinfo_NCH_Monit_Tra AND TSPC_ Addinfo_NCH_Monit_Ded

C106
IF A.25/67 OR A.25/69 THEN A ELSE N/A
-- TSPC_ Addinfo_VBS_Originating OR TSPC_ Addinfo_VGCS_Talking

C107
IF A.25/67 OR A.25/70 THEN A ELSE N/A
-- TSPC_ Addinfo_VBS_Originating OR TSPC_ Addinfo_VGCS_ Originating

C108
IF A.25/69 THEN A ELSE N/A
-- TSPC_ Addinfo_VGCS_Talking

C109
IF A.25/70 THEN A ELSE N/A
-- TSPC_ Addinfo_VGCS_Originating

C110
IF A.25/67 THEN A ELSE N/A
-- TSPC_ Addinfo_VBS_Originating

C111
IF A.5/21 AND A.3/1 THEN A ELSE N/A
-- TSPC_Serv_eMLPP AND TSPC_Serv_TS11

C112
IF A.5/21 AND A.5/10 AND A.5/9 AND A.3/1 THEN A ELSE N/A
-- TSPC_Serv_eMLPP AND TSPC_Serv_SS_HOLD AND TSPC_Serv_SS_CW AND TSPC_Serv_TS11

C113
IF (A.25/66b OR A.25/68) AND A.5/21 THEN A ELSE N/A
-- (TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening) AND TSPC_Serv_eMLPP

C114
IF A.5/21 THEN A ELSE N/A
-- TSPC_Serv_eMLPP 

C115
IF A.25/60 AND A.1/3 THEN A ELSE N/A
-- TSPC_AddInfo_PermAntenna AND TSPC_Type_GSM_R_Band 

C116
IF (A.25/2 OR A.25/3) AND A.1/3 THEN A ELSE N/A
-- (TSPC_Addinfo_FullrateSpeech OR TSPC_Addinfo_HalfrateSpeech) AND TSPC_Type_GSM_R_Band

C119
IF A.1/3 AND NOT (A.25/2 OR A.25/3) THEN A ELSE N/A
-- TSPC_Type_GSM_R_Band AND NOT (TSPC_ Addinfo_FullrateSpeech OR TSPC_Addinfo_HalfrateSpeech)

C120
IF A.25/7 AND A.25/66a THEN A ELSE N/A
-- TSPC_AddInfo_NonTransData AND TSPC_AddInfo_NonDefaultRlpParam

C121
IF A.25/57 THEN A ELSE N/A
-- TSPC_AddInfo_SpeechHandset

C122
IF A.25/58 THEN A ELSE N/A
-- TSPC_AddInfo_MT2

C123
IF (A.1/2 OR A.1/3) AND A.25/26 THEN A ELSE N/A
-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND TSPC_AddInfo_CC

C124
IF A.1/2 OR A.1/3 THEN A ELSE N/A
-- TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band

C125
IF (A.1/2 OR A.1/3) AND (A.3/1 OR A.3/6 OR A.3/7) THEN A ELSE N/A
-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND (TSPC_Serv_TS11 OR TSPC_Serv_TS61 OR TSPC_Serv_TS62)

C126
IF (A.1/2 OR A.1/3) AND A.3/1 THEN A ELSE N/A
-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND TSPC_Serv_TS11

C127
IF A.1/6 AND (A.3/1 OR A.3/7) THEM A ELSE N/A
-- TSPC_Type_MB_Simul AND (TSPC_Serv_TS11 OR TSPC_Serv_TS62)

C128
IF A.25/68 THEN A ELSE N/A
-- TSPC_ Addinfo_VGCS_Listening

C129
IF (A.1/1 OR a.1/6) AND (A.25/41 OR A.25/42) THEN A ELSE N/A
-- (TSPC_Type_DCS_Band OR TSPC_Type_MB_Simul) AND (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn)

C130
IF A.25/19 AND A.25/54 THEN A ELSE N/A
-- TSPC_ Addinfo_MTsvc AND TSPC_ Addinfo_RefusalCall

C131
IF A.3/1 OR A.3/7 THEN A ELSE N/A
-- TSPC_Serv_TS11 OR TSPC_Serv_TS62

C132
IF A.25/44 THEN A ELSE N/A
-- TSPC_AddInfo_Pin2

C133
IF A.5/6 OR A.5/8 THEN A ELSE N/A
-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFNRy

C134
IF A.5/16 THEN A ELSE N/A
-- TSPC_Serv_SS_BAOC

C135
IF A.5/18 THEN A ELSE N/A
-- TSPC_Serv_SS_BAIC

C136
IF A.5/17 THEN A ELSE N/A
-- TSPC_Serv_SS_BOICexHC

C137
IF A.5/17 OR A.5/18 THEN A ELSE N/A
-- TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BAIC

C138
IF A.5/16 OR A.5/19 THEN A ELSE N/A
-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BICRoam

C139
IF A.5/20 THEN A ELSE N/A
-- TSPC_Serv_SS_unstruct

C140
IF A.5/20 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_SS_unstruct AND TSPC_ AddInfo_CC

C141
IF A.5/3 AND A.5/4 AND A.25/35 THEN A ELSE N/A
-- TSPC_Serv_SS_COLP AND TSPC_Serv_SS_COLR AND TSPC_ Addinfo_SMSStatusRepCap

C142
IF A.5/3 AND A.25/35 THEN A ELSE N/A
-- TSPC_Serv_SS_COLP AND TSPC_ Addinfo_SMSStatusRepCap

C143
IF A.5/3 AND A.25/34 AND (A.25/36 OR A.25/37)
-- TSPC_Serv_SS_COLP AND TSPC_ Addinfo_DispRcvSMS AND (TSPC_ Addinfo_StoreRcvSMSSIM OR TSPC_ Addinfo_StoreRcvSMSME)

C144
IF A 5/3 AND A.25/33 AND A.25/34 THEN A ELSE N/A
-- TSPC_Serv_SS_COLP AND TSPC_ Addinfo_ReplaceSMS AND TSPC_ Addinfo_DispRcvSMS

C145
IF A.5/3 AND A.5/4 AND A.25/32 AND A.25/34 THEN A ELSE N/A
-- TSPC_Serv_SS_COLP AND TSPC_Serv_SS_COLR AND TSPC_ Addinfo_ReplyProc AND TSPC_ Addinfo_DispRcvSMS

C190
IF A.2/1 THEN A ELSE N/A
-- TSPC_Feat_DCN

C191
IF A.5/28 THEN A ELSE N/A
-- TSPC_Serv_SS_FollowMe

C192
IF A.5/25 THEN A ELSE N/A
-- TSPC_Serv_SS_ImpUUS1

C193
IF A.5/24 THEN A ELSE N/A
-- TSPC_Serv_SS_ECT

C194
IF A.5/11 THEN A ELSE N/A
-- TSPC_Serv_SS_MPTY

C195
IF A.5/10 THEN A ELSE N/A
-- TSPC_Serv_SS_HOLD

C196
IF A.5/9 THEN A ELSE N/A
-- TSPC_Serv_SS_CW

C197
IF A.5/1 THEN A ELSE N/A
-- TSPC_Serv_SS_CLIP

C198
IF A.5/2 THEN A ELSE N/A
-- TSPC_Serv_SS_CLIR

C199
IF A.5/3 THEN A ELSE N/A
-- TSPC_Serv_SS_COLP

C200
IF A.5/4 THEN A ELSE N/A
-- TSPC_Serv_SS_COLR

C201
IF A.2/11 THEN A ELSE N/A
-- TSPC_Feat_ServInd

C202
IF A.2/14 THEN A ELSE N/A
-- TSPC_Feat_SIM

C203
IF A.25/79 THEN A ELSE N/A
-- TSPC_ Addinfo_AMR

C204
IF A.1/57 THEN A ELSE N/A
-- TSPC_Type_GPRS_Multislot_uplink

C206
IF A.2/39 THEN A ELSE N/A
-- TSPC_Feat_audible_tone

C207
IF A.2/38 THEN A ELSE N/A
-- TSPC_SoLSA

C208
IF A.2/52 THEN A ELSE N/A
-- TSPC_GSM_CTS

C209
IF A.2/52 AND (A.1/1 OR A.1/2 OR A.1/3 OR A.1/4) THEN A ELSE N/A
-- TSPC_GSM_CTS AND (TSPC_Type_GSM_P_Band OR TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band OR TSPC_Type_DCS_Band)

C210
IF A.2/41 AND A.25/26 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC AddInfo_CC

C211
IF A.2/42 AND NOT A.1/18 THEN A ELSE N/A
-- TSPC_EGPRS AND TSPC_Type_GPRS_Multislot_operation

C213
IF A.2/58 THEN A ELSE N/A
-- TSPC_COMPACT

C214
IF A.2/53 THEN A ELSE N/A
-- TSPC_ECSD

C215
IF A.2/41 THEN A ELSE N/A
-- TSPC_GPRS

C216
IF A.2/42 THEN A ELSE N/A
-- TSPC_EGPRS

C220
IF A.25/109 THEN A ELSE N/A
-- TSPC AddInfo_MultSMS

C221
IF A.2/41 AND A.2/48 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_operation_mode_B

C222
IF A.2/41 AND A.25/83 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Addinfo_1PDP_CA

C223
IF A.2/41 AND A.25/84 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA

C224
IF A.2/41 AND A.25/85 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI

C225
IF A.2/41 AND A.25/88 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA

C226
IF A.2/41 AND A.2/47 OR A.2/48 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_operation_mode_A OR TSPC_operation_mode_B

C227
IF A.2/41 AND NOT (A.1/22 OR A.1/23 OR A.1/25 OR A.1/29) THEN A ELSE N/A
-- TSPC_GPRS AND NOT (TSPC_Type_Multislot_Class1 AND TSPC_Type_Multislot_Class2 AND TSPC_Type_Multislot_Class4 AND TSPC_Type_Multislot_Class8)

C228
IF A.2/41 AND (A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class4 OR...OR TSPC_Type_Multislot_Class29)

C229
IF A.2/41 AND (A.1/40 OR A.1/45) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC_Type_Multislot_Class19 OR TSPC_Type_Multislot_Class24)

C230
IF A.2/41 AND (A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC_Type_Multislot_Class10 OR...OR TSPC_Type_Multislot_Class29)

C231
IF A.2/41 AND A.1/22 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Type_Multislot_Class1

C232
IF A.2/41 AND (A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class19 OR...OR TSPC_Type_Multislot_Class29)

C233
IF A.2/41 AND (A.1/24 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/30 A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class5 OR TSPC_Type_Multislot_Class6 OR TSPC_Type_Multislot_Class7 OR TSPC_Type_Multislot_Class9 OR TSPC_Type_Multislot_Class10 OR...OR TSPC_Type_Multislot_Class29)

C234
IF A.2/41 AND (A.1/23 OR A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/40 OR A.1/45) THEN A ELSE N/A
-- TSPC_GPRS AND (

TSPC_Type_Multislot_Class2 OR TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class4 OR TSPC_Type_Multislot_Class5 OR TSPC_Type_Multislot_Class6 OR TSPC_Type_Multislot_Class8 OR TSPC_Type_Multislot_Class9 OR TSPC_Type_Multislot_Class10 OR TSPC_Type_Multislot_Class19 OR TSPC_Type_Multislot_Class24)

C235
IF A.2/41 AND (A.25/83 OR A.25/84 OR A.2/50) THEN A ELSE N/A
-- TSPC_GPRS AND (TSPC AddInfo_1PDP_CA OR TSPC_ AddInfo_mor1PDP CA OR TSPC_SMS_over_GPRS)

C236
IF A.2/41 AND NOT A.25/90 THEN A ELSE N/A
-- TSPC_GPRS AND NOT TSPC_AddInfo_on_auto_GPRS_AP

C237
IF A.2/41 AND NOT A.25/88 THEN A ELSE N/A
-- TSPC_GPRS AND NOT TSPC_AddInfo_N_req_PDP_CA

C238
IF A.1/52 THEN A ELSE N/A
-- TSPC_Type_EGPRS_8PSK_uplink Multislot_operation

C248
IF A.2/41 AND A.25/89 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC AddInfo_min_QoS

C251
IF A.25/94 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit

C252
IF A.25/94 AND A.26.1/5 AND A.26.3/4 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND 

C253
IF A.25/94 AND A.26.3/1 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Display_Text

C254
IF A.25/94 AND A.26.3/2 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Get_Inkey

C255
IF A.25/94 AND A.26.3/3 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Get_Inkey

C256
IF A.25/94 AND A.26.3/4 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_More_Time

C257
IF A.25/94 AND A.26.3/5 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Play_Tone

C258
IF A.25/94 AND A.26.3/6 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Poll_Interval

C259
IF A.25/94 AND A.26.3/7 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Refresh

C260
IF A.25/94 AND A.26.3/8 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Setup_Menu

C261
IF A.25/94 AND A.26.3/9 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Select_Item

C262
IF A.3/4 AND A.26.3/10 AND A.25/94 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Send_SMS AND TSPC_Serv_TS22 AND TSPC_SMS_description

C263
IF A.3/1 AND A.25/94 AND A.26.3/11 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND TSPC_Serv_TS11 AND Pro_Send_SS

C264
IF A.25/94 AND A.26.3/12 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Setup_Call

C265
IF A.25/94 AND A.26.3/13 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Polling_Off

C266
IF A.25/94 AND A.26.3/14 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Provide_Local

C267
IF A.25/94 AND A.3/3 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND TSPC_Serv_TS21

C268
IF A.25/94 AND A.26.3/3 AND A.26.1/7 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND Pro_Get_Inkey AND SAT_FEA_Menu_Sel

C269
IF A.25/94 AND A.3/1 AND A.25/20 AND A.26.1/8 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND TSPC_Serv_TS11 AND TSPC_ AddInfo_MOsvc AND SAT_FEA_CC

C270
IF A.25/94 AND A.3/1 AND A.26.1/8 AND A.2/21 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND TSPC_Serv_TS11 AND SAT_FEA_CC AND TSPC_Feat_FND

C271
IF A.25/94 AND A.3/1 AND A.2/22 THEN A ELSE N/A
-- TSPC_AddInfo_SIM_Appl_Toolkit AND TSPC_Serv_TS11 AND TSPC_Feat_BO

C272
IF A.25/97 THEN A ELSE N/A
-- TSPC_AddInfo_MultSMsameRR

C273
IF A.1/56 THEN A ELSE N/A
-- TSPC_Type_UTRAN

C274
IF A.2/41 AND A.25/105 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_AddInfo_Comb_DP_no_pwr_off

C275
IF A.2/41 AND A.25/106 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_AddInfo_Usr_non_GPRS_DP

C276 
IF A.2/42 AND (A.1/24 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/30 A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
-- TSPC_EGPRS AND (TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class5 OR TSPC_Type_Multislot_Class6 OR TSPC_Type_Multislot_Class7 OR TSPC_Type_Multislot_Class9 OR TSPC_Type_Multislot_Class10 OR...OR TSPC_Type_Multislot_Class29)

C277
IF A.2/42 AND (A.1/23 OR A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/40 OR A.1/45) THEN A ELSE N/A
-- TSPC_EGPRS AND (

TSPC_Type_Multislot_Class2 OR TSPC_Type_Multislot_Class3 OR TSPC_Type_Multislot_Class4 OR TSPC_Type_Multislot_Class5 OR TSPC_Type_Multislot_Class6 OR TSPC_Type_Multislot_Class8 OR TSPC_Type_Multislot_Class9 OR TSPC_Type_Multislot_Class10 OR TSPC_Type_Multislot_Class19 OR TSPC_Type_Multislot_Class24)

C278
IF A.2/42 AND (A.25/83 OR A.25/84 OR A.2/50) THEN A ELSE N/A
-- TSPC_EGPRS AND (TSPC AddInfo_1PDP_CA OR TSPC_ AddInfo_mor1PDP CA OR TSPC_SMS_over_GPRS)

C279
IF A.2/42 AND A.25/83 THEN A ELSE N/A
-- TSPC_EGPRS AND TSPC AddInfo_1PDP_CA 

C280
IF A.25/57 AND NOT A.2/56 THEN A ELSE N/A
--TSPC_AddInfo_SpeechHandset AND (NOT TSPC_Type_UTRAN)

C281
IF A.2/57 THEN A ELSE N/A
-- TSPC_EOTD

C282
IF A.2/41 AND A.25/88 AND A.25/110  THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA AND TSPC_Cell _Resel

C283
IF A.2/59 THEN A ELSE N/A
-- TSPC_A-GPS_Based

C284
IF A.2/60 THEN A ELSE N/A
-- TSPC_A-GPS_Assist

C285
IF (A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/6 OR A.1/17)) THEN A ELSE N/A
 -- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_Addinfo_FullRateSpeech OR TSPC_Addinfo_HalfRateSpeech  OR TSPC_ Addinfo_EFR  OR TSPC_ Addinfo_AMR ) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND )

C286
IF (A.1/56 AND (A.27/2 AND ((A.1/15 OR A25/5)  AND A.25/72)) OR (A.27/3 AND (A.1/15 OR A25/5) OR (A.27/4 AND A.25/4) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17)) THEN A ELSE N/A
-- TSPC_Type_UTRAN AND () AND TSPC_Streaming_14_4_CSRAB_3_4_SRAB AND (
TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateSpeech)  AND TSPC_ AddInfo_144Data) OR (TSPC_Streaming_28_8_CSRAB_3_4_SRAB  AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateSpeech) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_ AddInfo_DataSvc) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND ) 

C287
IF (A.1/56 AND (A.27/2 AND ((A.1/15 OR A25/5)  AND A.25/72) OR (A.27/4 AND (A.1/15 OR A25/5) AND A.25/72) OR (A.27/4 AND AND (A.1/15 OR A25/5) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17)) THEN A ELSE N/A
-- TSPC_Type_UTRAN AND (TSPC_STREAMING_28_8_CSRAB_3_4_SRAB AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateSpeech)  AND TSPC_ AddInfo_144Data)  OR ((TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateSpeech)  AND TSPC_ AddInfo_144Data) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateSpeech) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND ) 

C288
IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17)) THEN A ELSE N/A
-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_Addinfo_FullRateSpeech AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND)

C289
IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55)) THEN A ELSE N/A
-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_Addinfo_FullRateSpeech AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND)
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