Page 1



3GPP TSG-GERAN WG5 Meeting #04
Tdoc GP-021053

Seattle, USA, 16-18 April 2002
(Revision of GP-020531)
	CR-Form-v5.1

	CHANGE REQUEST

	

	(

	TS 51.010-2
	CR
	047
	(

rev
	1
	(

Current version:
	4.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.
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	Category:
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B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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REL-5
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	Reason for change:
(

	For SMS Type 0 there is currently no test existing. However, this feature is used by many network operators in order to get MS positioning data or to check whether an MS is ‘on air’ in the network. An MS receiving such a message shall behave according to the core specifications.

	
	

	Summary of change:
(

	Addition of section 34.2.6 to the Applicability Table

	
	

	Consequences if 
(

not approved:
	The Applicability Table will be incomplete.

	
	

	Clauses affected:
(

	Annex B, B.1, Applicability Table
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	 Other core specifications
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	affected:
	X
	 Test specifications
	3GPP TS 51.010-1

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	The corresponding test case of 3GPP TS 34.123-1 is 16.1.6


[…]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	[…]
	
	
	
	
	

	34.2.1
	SMS mobile terminated
	Phase 2
	MS supporting SMS MT/PP and supporting CC protocol for at least one Bearer Capability
	C72
	

	34.2.2
	SMS mobile originated
	Phase 2
	MS supporting SMS MO/PP and supporting CC protocol for at least one Bearer Capability
	C73
	

	34.2.3
	Test of memory full condition and memory available notification:
	Phase 2
	MS supporting SMS MT/PP and storing of short messages in the SIM
	C74
	

	34.2.4
	Test of the status report capabilities and of SMS-COMMAND:
	Phase 2
	MS supporting SMS MT/PP and SMS MO/PP and supporting SMS status report capabilities
	C141
	

	34.2.5.1
	Short message class 0
	Phase 2
	MS supporting SMS MT/PP and display of received short messages
	C142
	

	34.2.5.2
	Test of class 1 short messages
	Phase 2
	MS supporting storing of received Class I Short Messages and display of stored Short Messages
	C143
	

	34.2.5.3
	Test of class 2 short messages
	Phase 2
	MS supporting storing of received Class II Short Messages in the SIM
	C74
	

	34.2.6
	Test of short message type 0
	Phase 2
	MS supporting SMS MT/PP
	C285
	

	34.2.7
	Test of the replace mechanism for SM type 1‑7
	Phase 2
	MS supporting Replace Short Messages and display of received Short Messages
	C144
	

	34.2.8
	Test of the reply path scheme
	Phase 2
	MS supporting reply procedures, display of received Short Messages and submitting Short Messages
	C145
	

	34.2.9.1
	Multiple SMS mobile originated / MS in idle mode
	Phase 2
	MS supporting the ability of sending multiple short messages on the same RR connection
	C272
	

	34.2.9.2
	Multiple SMS mobile originated / MS in active mode
	Phase 2
	MS supporting the ability of sending multiple short messages when there is a call in progress
	C220
	

	34.3
	Short message service cell broadcast
	Phase 2
	All MS supporting SMS CB
	C199
	

	[…]
	
	
	
	
	

	[…]
	
	

	C282
	IF A.2/41 AND A.25/88 AND A.25/110  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA AND TSPC_Cell _Resel

	C283
	IF A.2/59 THEN A ELSE N/A
	-- TSPC_A-GPS_Based

	C284
	IF A.2/60 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist

	C285
	IF A.3/3 THEN A ELSE N/A
	-- TSPC_Serv_TS21
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