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7.4
System information broadcasting

7.4.1
General

The purpose of this procedure is to broadcast SYSTEM INFORMATION (SI) messages from the GERAN to MSs in a cell.

GERAN is required to broadcast SI messages on BCCH as specified in 3GPP TS 44.018.

7.4.2
Broadcast of Iu mode specific System Information

The support of Iu mode shall be indicated in SYSTEM INFORMATION TYPE 3 message sent on BCCH. The SI3 message contains the CBQ3 parameter that indicates if Iu mode is supported in the cell (see 3GPP TS 44.018). 

If Iu mode is supported and Gb mode is not supported in the cell, SYSTEM INFORMATION TYPE 13alt message shall be sent and the mobile station shall read SI13alt message. SI 13 message is not sent in this case. SI13alt message shall not be sent if Iu mode is not supported. 

If Gb mode is supported, SYSTEM INFORMATION TYPE 13 message shall be sent and the mobile station shall read SI 13 message in this case. SI13alt message is not sent in this case. Additional requirements for the broadcast of system information in a cell supporting Iu mode and Gb mode are specified in 3GPP TSs 44.060 and 44.160.
Figure 7.4.x presents the behaviour of Iu mode only capable mobile station and figure 7.4.x presents the behaviour of A/Gb and Iu mode capable mobile station on BCCH (see 3GPP TS 44.018). 
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Figure 1/3GPP TS 44.118: Behaviour of Iu mode only capable MS on BCCH.
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Figure 2/3GPP TS 44.118: Behaviour of A/Gb and Iu modes capable MS on BCCH.
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