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Reason for change:
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There is a collision between 45.008 and 44.060 regarding the GPRS 3G Cell Reselection list and PMO/PCCO.




Summary of change:
(

Modifications to the 3G Neighbour Cell list by Packet Measurement Order or Packet Cell Change Order messages affect also the GPRS 3G Cell Reselection list.
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not approved:
The MS is unable to modify the GPRS 3G Cell Reselection list with Packet Measurement Order or Packet Cell Change Order messages as specified in 45.008 Section 10.1.1.3.
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Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:
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 contain pop-up help information about the field that they are closest to.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
5.6.3.7
The GPRS 3G Cell Reselection list

This applies only to a (3G) multi-RAT MS.

In a cell without a PBCCH allocated, the GPRS 3G Cell Reselection list is equal to the 3G Cell Reselection list that is defined in 3GPP TS 44.018.

In a cell with a PBCCH allocated, the GPRS 3G Cell Reselection list is the union of 3G Cells and/or 3G frequencies provided in one or more instances of the PSI3quater message. The GPRS 3G Cell Reselection list may contain up to 96 3G Cells. 3G Cells not provided explicitly in the PSI3quater message (frequencies on their own) are not included in these 96 cells. Up to 8 frequencies on their own can be added to these 96 cells.

Whenever the 3G Neighbour Cell list is modified by PACKET MEASUREMENT ORDER or PACKET CELL CHANGE ORDER messages, following shall apply to the GPRS 3G Cell Reselection list.

· Each 3G cell added to the 3G Neighbour Cell list shall be added to the GPRS 3G Cell Reselection list.
· Each 3G cell removed from the 3G Neighbour Cell list shall be removed from the GPRS 3G Cell Reselection list.
When the MS reverts to the broadcast 3G Neighbour Cell list, the MS shall rebuild the GPRS 3G Cell Reselection list as specified above.
The MS behaviour is not specified if the number of 3G frequencies or cells exceeds the MS monitoring capabilities as defined in 3GPP TS 45.008.
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