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(

	The CBQ2 parameter and its usage as it is currently specified leads to a number of problems and ambiguities, as described in the discussion paper in TDoc GP-020852. Major issues are that its role in the cell selection and re-selection is not clear. Furthermore the parameter is not indicated in the SI4 but only in SI3 which leads to the fact, that the MS is no longer able to either read SI3 or SI4 during the indicial cell search and while scanning for other PLMNs. As the CBQ2 is not included in the SI4 this leads to the fact, that the average time for the cell selection and PLMN selection will increase significantly and will result in an higher power consumption in the MS.
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	It is proposed to delete the CBQ2 and its usage.
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	If the specification is left unmodified this could lead to different MS implementations and potential interoperability problems which would make the use of the CBQ2 parameter unfeasible.

	
	

	Clauses affected:
(

	3.2.2; 3.5.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	Affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


3.2.2
"Camp on any cell"

If the MS cannot find a suitable cell, it attempts to camp on any acceptable cell and enter a "limited service state", as defined in subclause 3.7. An MS attempting to camp on any acceptable cell shall not scan for CPBCCH.

There are various requirements that a cell must satisfy before being considered an acceptable cell to be camped on in  "limited service state":

i)
It should not be "barred" (see subclause 3.5.1);

ii)
The radio path loss between MS and BTS must be below a threshold set by the PLMN operator. This is estimated as shown in subclause 3.6.

3.5.1
Barred cells

The PLMN operator may decide not to allow MSs to camp on certain cells. (These cells may, for example, only be used for hand over traffic, i.e. calls which need to be handed over to other cells). Barred cell information is broadcast as system information to instruct MSs not to camp on these cells. The barred cell status may in fact change dynamically; hence the MS needs to regularly check the system information for this parameter.

The barred status of a cell depends on the parameters CELL_BAR_ACCESS and CELL_BAR_QUALIFY , further described in GSM 45.008. 

If a cell is barred this applies both for cell selection and reselection.
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