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52.3.4
Default message contents

The following default values of messages and the default contents of messages are defined for subclause 52.3. They, unless indicated otherwise in subclause 52.3, shall be transmitted by the system simulator and are required to be received from the MS under test.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "Hex", or a binary value, indicated by a "Binary" is used.

All macro definitions are referred to subclause 40.5 and test PDP contexts are referred to subclause 40.6.

The default initial conditions used in subclause 52.3 are that PBCCH is present.

[………………………………]
PACKET UPLINK ACK/NACK message:

	Information Element
	value/ remark

	MESSAGE_TYPE
	001001

	PAGE_MODE
	Normal Paging

	UPLINK_TFI
	00,

same as the TFI value of the TBF which the message applies

	
	1, message escape to define EGPRS contents

	EGPRS CHANNEL CODING COMMAND
	same coding scheme as in the assigned TBF which the message applies to

	Resegment 
	1 Retransmitted messages can be resegmented using the same MCS.

	PRE_EMPTIVE TRANSMISSION
	1, mobile shall use pre-emptive transmission.

	PRR RETRANSMISSION REQUEST
	Any value

	ARAC RETRANSMISSION REQUEST
	Any value

	{0|1<CONTENTION_RESOLUTION_TLLI>}
	0 (no contention resolution TLLI)

	TBF_EST
	1 Mobile station is allowed to make a request for new TBF.

	{0|1<Packet Timing Advance>}
	0 (no packet timing advance)

	{0|1<Packet Extended Timing Advance>}
	0 (no packet extended timing advance)

	{0|1<Power Control Parameters>}
	0 (no power control parameters)

	{0|1<Extension bits>}
	0 (no extension bits present)

	EGPRS Ack/Nack Description
	

	
- FINAL_ACK_INDICATION
	0 (not final ack)

	               - BEGINNING OF WINDOW
	1, SSN = (V(Q) + 1) MOD 2048

	               - END OF WINDOW
	1, Included in bitmap

	
- STARTING_SEQUENCE_NUMBER
	Any value

	               - {0|1 COMPRESSED_BITMAP_LENGTH
	0 No compression

	
- UNCOMPRESSED_RECEIVED_BLOCK_BITMAP
	Any value

	spare padding
	Spare Padding


[………………………………]
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