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●
A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	
	
	
	●●●
	
	
	

	41
	Support of GPRS
	3GPP TS 02.60

3GPP TS 22.060
	R97
	 O
	
	TSPC_GPRS

	42
	Support of EGPRS
	3GPP TS 02.60

3GPP TS 22.060
	R99
	 O
	
	TSPC_EGPRS

	
	
	
	●●●
	
	
	

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	Comments:


	
	


●

●

●
A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	
	
	●●●
	
	
	
	

	89
	Support for user settings of minimum QoS
	3GPP TS 02.60

3GPP TS 22.060
	R 97
	O
	
	TSPC_ AddInfo_min_QoS

	
	
	●●●
	
	
	
	

	94
	Support of SIM Application Toolkit
	3GPP TS 11.11, 11.6
	R96
	O
	
	TSPC_AddInfo_SIM_Appl_Toolkit

	
	
	●●●
	
	
	
	

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_Addinfo_HalfRateSpeech

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_Addinfo_FullRateSpeech

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	Comments:


	
	


A.4.9
SIM Application Toolkit

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the information given in the tables below.
A.4.9.1
SIM Application Toolkit mechanism

The supplier of the implementation shall state the support of the implementation for each of the SIM Application Toolkit (SAT) mechanism given in the table below.

Table A.26.1: SAT Mechanism


Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	SAT Mechanism
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Terminal Profile
	3GPP TS 11.11, 8.18, 11.6.3, 11.6.9, 
	R96
	M
	
	SAT_FEA_Term_Profile

	2
	Envelope
	3GPP TS 11.11, 8.19, 11.6.3, 11.6.9, 
	R96
	M
	
	SAT_FEA_Envelope

	3
	Fetch
	3GPP TS 11.11, 8.20, 11.6.3
	R96
	M
	
	SAT_FEA_Fetch

	4
	Terminal Response
	3GPP TS 11.11, 8.21, 11.6.3, 11.6.9
	R96
	M
	
	SAT_FEA_Term_Resp

	5
	Proactive Commands
	3GPP TS 11.14, 6
	R96
	O
	
	SAT_FEA_Proactive

	6
	Data download to SIM
	3GPP TS 11.14, 7
	R96
	O
	
	SAT_FEA_DDSIM

	7
	Menu selection
	3GPP TS 11.14, 8
	R96
	O
	
	SAT_FEA_Menu_Sel

	8
	Call Control by SIM
	3GPP TS 11.14, 9
	R96
	O
	
	SAT_FEA_CC

	Comments:


	
	


A.4.9.1.1
Terminal Profile

The supplier of the implementation shall state the contents of the TERMINAL PROFILE used in the Profile Download instruction sent to the SIM as part of the SIM initialisation. 

Table A.26.2: TERMINAL PROFILE


Prerequisite:

A.26.1/1 AND A.25/94: SAT_FEA_Term_Profile AND TSPC_ Addinfo_ SIM_Appl_Toolkit 
	Item
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Profile Download
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Pro_Dvnl

	2
	SMS-PP data download
	3GPP TS 11.14, 5
	R96
	C26.201
	
	PD_SMS_PP

	3
	Cell Broadcast data download
	3GPP TS 11.14, 5
	R96
	C26.2202
	
	PD_CB

	4
	Menu selection
	3GPP TS 11.14, 5
	R96
	C 26.203
	
	PD_Menu_sel

	5
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_5

	6
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_6

	7
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_7

	8
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_8

	9
	Command result
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Cmd_Res

	10
	Call Control by SIM
	3GPP TS 11.14, 5
	R96
	C 26.204
	
	PD_CC

	11
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_11

	12
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_12

	13
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_13

	14
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_14

	15
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_15

	16
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_16

	17
	DISPLAY TEXT
	3GPP TS 11.14, 5
	R96
	C 26.205
	
	PD_Display_Text

	18
	GET INKEY
	3GPP TS 11.14, 5
	R96
	C 26.206
	
	PD_Get_Inkey

	19
	GET INPUT
	3GPP TS 11.14, 5
	R96
	C 26.207
	
	PD_Get_Input

	20
	MORE TIME
	3GPP TS 11.14, 5
	R96
	C 26.208
	
	PD_More_Time

	21
	PLAY TONE
	3GPP TS 11.14, 5
	R96
	C 26.209
	
	PD_Play_Tone

	22
	POLL INTERVAL
	3GPP TS 11.14, 5
	R96
	C 26.210
	
	PD_Poll_interval

	23
	POLLING OFF
	3GPP TS 11.14, 5
	R96
	C 26.211
	
	PD_Polling_Off

	24
	REFRESH
	3GPP TS 11.14, 5
	R96
	C 26.212
	
	PD_Refresh

	25
	SELECT ITEM 
	3GPP TS 11.14, 5
	R96
	C 26.213
	
	PD_Select_Item

	26
	SEND SHORT MESSAGE 
	3GPP TS 11.14, 5
	R96
	C 26.214
	
	PD_Send_SMS

	27
	SEND SS 
	3GPP TS 11.14, 5
	R96
	C 26.215
	
	PD_Send_SS

	28
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_28

	29
	SET UP CALL
	3GPP TS 11.14, 5
	R96
	C 26.216
	
	PD_SetUp_Call

	30
	SET UP MENU
	3GPP TS 11.14, 5
	R96
	C 26.217
	
	PD_SetUp_Menu

	31
	PROVIDE LOCAL INFORMATION (LOCI & IMEI)
	3GPP TS 11.14, 5
	R96
	C 26.218
	
	PD_Provide_Local

	32
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_32

	33
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_33

	34
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_34

	35
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_35

	36
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_36

	37
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_37

	38
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_38

	C 26.201
	IF A.26.1/6 THEN ( IF A.26.2/3 THEN O ELSE M ) ELSE X
	-- SAT_FEA_DDSIM THEN (PD_CB)

	C 26.202
	IF A.26.1/6 THEN ( IF A.26.2/2 THEN O ELSE M ) ELSE X
	-- SAT_FEA_DDSIM THEN (PD_SMS_PP)

	C 26.203
	IF A.26.1/7 THEN M ELSE X
	-- SAT_FEA_Menu_Sel

	C 26.204
	IF A.26.1/8 THEN M ELSE X
	-- SAT_FEA_CC

	C 26.205
	IF A.26.3/1 THEN M ELSE X
	-- Pro_Display_Text

	C 26.206
	IF A.26.3/2 THEN M ELSE X
	-- Pro_Get_Inkey

	C 26.207
	IF A.26.3/3 THEN M ELSE X
	-- Pro_Get_Input

	C 26.208
	IF A.26.3/4 THEN M ELSE X
	-- Pro_More_Time

	C 26.209
	IF A.26.3/5 THEN M ELSE X
	-- Pro_Play_Tone

	C 26.210
	IF A.26.3/6 THEN M ELSE X
	-- Pro_Poll_Interval

	C 26.211
	IF A.26.3/13 THEN M ELSE X
	-- Pro_Polling_Off

	C 26.212
	IF A.26.3/7 THEN M ELSE X
	-- Pro_Refresh

	C 26.213
	IF A. 26.3/9 THEN M ELSE X
	-- Pro_Select_Item

	C 26.214
	IF A. 26.3/10 THEN M ELSE X
	-- Pro_Send_SMS

	C 26.215
	IF A. 26.3/11 THEN M ELSE X
	-- Pro_Send_SS

	C 26.216
	IF A. 26.3/12 THEN M ELSE X
	-- Pro_Setup_Call

	C 26.217
	IF A. 26.3/8 THEN M ELSE X
	-- Pro_Setup_Menu

	C 26.218
	IF A. 26.3/14 THEN M ELSE X
	-- Pro_Provide_Local

	Comments:

This static requirement for the TERMINAL PROFILE is specifying the bit coding of this command. In the support column a "Yes" (or "Y" or "y") means bit coding "1" and a "No" (or "N" or "n") and "X" means bit coding "0" in the command.


A.4.9.1.2
Proactive commands

The supplier of the implementation shall state which of the proactive commands are supported of the implementation in the table below.

Table A.26.3: Proactive commands


Prerequisite:

A.26.1/1 AND A.25/94: SAT_FEA_Term_Profile AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Proactive commands
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display Text
	3GPP TS 11.14, 6.4.1
	R96
	O
	
	Pro_Display_Text

	2
	Get Inkey
	3GPP TS 11.14, 6.4.2
	R96
	O
	
	Pro_Get_Inkey

	3
	Get Input
	3GPP TS 11.14, 6.4.3
	R96
	O
	
	Pro_Get_Input

	4
	More Time
	3GPP TS 11.14, 6.4.4
	R96
	O
	
	Pro_More_Time

	5
	Play Tone
	3GPP TS 11.14, 6.4.5
	R96
	O
	
	Pro_Play_Tone

	6
	Poll Interval
	3GPP TS 11.14, 6.4.6
	R96
	O
	
	Pro_Poll_Interval

	7
	Refresh
	3GPP TS 11.14, 6.4.7
	R96
	O
	
	Pro_Refresh

	8
	Set up Menu
	3GPP TS 11.14, 6.4.8
	R96
	O
	
	Pro_Setup_Menu

	9
	Select Item
	3GPP TS 11.14, 6.4.9
	R96
	O
	
	Pro_Select_Item

	10
	Send Short Message
	3GPP TS 11.14, 6.4.10
	R96
	O
	
	Pro_Send_SMS

	11
	Send SS
	3GPP TS 11.14, 6.4.11
	R96
	O
	
	Pro_Send_SS

	12
	Set Up Call
	3GPP TS 11.14, 6.4.13
	R96
	O
	
	Pro_Setup_Call

	13
	Polling off
	3GPP TS 11.14, 6.4.14
	R96
	O
	
	Pro_Polling_Off

	14
	Provide Local Information
	3GPP TS 11.14, 6.4.15
	R96
	O
	
	Pro_Provide_Local

	Comments:


	
	


A.4.9.1.2.1
Display Text

The supplier of the implementation shall state the support of possible qualifiers for the Display Text in the table below.

Table A.26.4: Display Text


Prerequisite:

A.26.3/1AND A.25/94: Pro_Display_Text AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Display Text
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Number of characters displayed.
	3GPP TS 11.14, 6.4.1 and 12.6
	R96
	M
	
	Display_
Text_Len
	0..160
	


	Comments:


Item 1: This clause means that it is mandatory for the implementation to support the command Display Text. The "Value" column allows the implementation to truncate the text string when displayed. The Value supported shall indicate how many characters the implementation is able to display. Due to different styles/fonts used in the implementations, it is allowed to specify a mean number of characters. If no "truncation" is applied by the implementation, the value supported shall be 160.


A.4.9.1.2.2
Get Inkey

The supplier of the implementation shall state the support of possible qualifiers for the Get Inkey in the table below.

Table A.26.5: Get Inkey


Prerequisite:

A.26.3/2 AND A.25/94: Pro_Get_Inkey AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Get Inkey
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Number of characters displayed as the text string.
	3GPP TS 11.14, 6.4.2
	R96
	M
	
	Get_Inkey_Len
	1..160
	

	2
	Input of digits 0‑9, +, *, # 
	3GPP TS 02.07, 2
	R96
	M
	
	Get_Inkey_C_digits
	N/A
	N/A

	3
	Input of characters other than 0‑9, +, *, # 
	3GPP TS 11.14, 6.4.3,
3GPP TS 02.07, 2
3GPP TS 03.38, 6.2.1
	R96
	O
	
	Get_Inkey_Char_Set
	Default alphabet defined in 3GPP TS 03.38 6.2.1 with 0‑9, +, *, # excluded.
	


	Comments:


Item 1: See comment table A.26.4/1


Item 3: If appropriate, the characters not supported can be stated.




A.4.9.1.2.3
Get Input

The supplier of the implementation shall state the support of possible qualifiers for the Get Input in the table below.

Table A.26.6: Get Input


Prerequisite:

A.26.3/3 AND A.25/94: Pro_Get_Input AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Get Input
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Number of characters displayed as the text string.
	3GPP TS 11.14, 6.4.3
	R96
	M
	
	Get_Input_Len
	1..160
	

	2
	Input of digits 0‑9, +, *, # 
	3GPP TS 02.07, 2
	R96
	M
	
	Get_Input_C_digits
	N/A
	N/A

	3
	Input of characters other than 0‑9, +, *, # 
	3GPP TS 11.14, 6.4.3,
3GPP TS 02.07, 2
3GPP TS 03.38, 6.2.1
	R96
	O
	
	Get_Input_Char_Set
	Default alphabet defined in 3GPP TS 03.38 6.2.1 with 0‑9, +, *, # excluded.
	


	Comments:


Item 1: See comment table A.26.4/1


Item 3: If appropriate, the characters not supported can be stated.




A.4.9.1.2.4
More Time

Not necessary.

A.4.9.1.2.5
Play Tone

The supplier of the implementation shall state the support of possible qualifiers for the Play Tone in the table below.

Table A.26.7: Play Tone


Prerequisite:

A.26.3/5 AND A.25/94: Pro_Play_Tone AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Play Tone
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.5, 6.5.3
	R96
	O
	
	Play_Tone_Alpha_Len
	1..241
	


	Comments:

Item 1:
This clause means that it is mandatory for the implementation to support this command. The "Value" column allows the implementation to truncate the alpha string when displayed. The Value supported shall indicate how many characters the implementation is able to display. Due to different styles/fonts used in the implementations, it is allowed to specify a mean number of characters. If no truncation is applied by the implementation, the value supported shall be 241.

241 = 256-1-2-5-4-3
Editors Note: Supervisory tones not included.




A.4.9.1.2.6
Poll Interval

The supplier of the implementation shall state the polling interval supported by the implementation in the table below.

Table A.26.8: Poll Interval


Prerequisite:

A.26.3/6 AND A.25/94: Pro_Poll_Interval AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Poll Interval
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Maximum poll interval
	3GPP TS 11.14, 6.4.6
	R96
	M
	
	Poll_Max
	0.1 s..
255 min
	

	2
	Minimum poll interval
	3GPP TS 11.14, 6.4.6
	R96
	M
	
	Poll_Min
	0.1 s..
255 min
	

	
	The supported value for Maximum poll interval shall be greater or equal to the Minimum poll interval.
	


	Comments:




A.4.9.1.2.7
Refresh

The supplier of the implementation shall state the support of possible qualifiers for the Refresh in the table below.

Table A.26.9: Refresh


Prerequisite:

A.26.3/7 AND A.25/94: Pro_Refresh AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Refresh
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Additional EFs read to those specified in SIM Initialisation
	3GPP TS 11.14, 6.4.7
	R96
	O
	
	Refresh_Add_EF

	Comments:


	
	


A.4.9.1.2.8
Set Up Menu

The supplier of the implementation shall state the support of possible qualifiers for the Set Up Menu in the table below.

Table A.26.10: Set Up Menu


Prerequisite:

A.26.3/8 AND A.25/94: Pro_Setup_Menu AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Set Up Menu
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.8, 6.5.3
	R96
	M
	
	Setup_Menu_Alpha_Len
	1..238
	

	2
	Number of characters displayed as text string of item.
	3GPP TS 11.14, 11.9
	R96
	M
	
	Select_Item_Text_Len
	1..240.
	


	Comments:

Item 1:
See comment for table A.26.7/1 

238 = 256-1-2-5-4-3-3

Item 2:
240 = 256-1-2-5-4-4



A.4.9.1.2.9
Select Item

The supplier of the implementation shall state the support of possible qualifiers for the Select Item in the table below.

Table A.26.11: Select Item


Prerequisite:

A.26.3/9 AND A.25/94: Pro_Select_Item AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Select Item
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.9, 6.5.3, 11.2
	R96
	O
	
	Select_Item_Alpha_len
	1..238
	

	2
	Number of characters displayed as text string of item.
	3GPP TS 11.14, 11.9
	R96
	M
	
	Select_Item_Text_Len
	1..240.
	


	Comments:

Item 1:
See comment for table A.26.7/1 

238 = 256-1-2-5-4-3-3

Item 2:
240 = 256-1-2-5-4-4



A.4.9.1.2.10
Send Short Message

The supplier of the implementation shall state the support of possible qualifiers for the Send Short Message in the table below.

Table A.26.12: Send Short Message


Prerequisite:

A.26.3/10 AND A.25/94: Pro_Send_SMS AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send Short Message
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.10, 6.5.3, 11.2
	R96
	O
	
	Send_SMS_Alpha_Len
	1..X
	


	Comments:

Item 1:
See comment for table A.26.7/1 

X = 256-1-2-5-4-3-length(SMS TPDU simple TLV)

(Minimum length of length(SMS TPDU simple TLV) is 9 octets, i.e. maxiimum of X=232).




A.4.9.1.2.11
Send SS

The supplier of the implementation shall state the support of possible qualifiers for the Send SS in the table below.

Table A.26.13: Send SS


Prerequisite:

A.26.3/11 AND A.25/94: Pro_Send_SS AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send SS
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.11, 6.5.3, 11.2
	R96
	O
	
	Send_SS_Alpha_Len
	1..X
	


	Comments:

Item 1:
See comment for table A.26.7/1 

X = 256-1-2-5-4-3- length(SS/USSD string simple TLV)

(Minumum length of length (SS/USSD string simple TLV) is 4 octets, (one octet for the SS/USSD string) i.e. maximum of X = 237).




A.4.9.1.2.12
Not used

Not necessary.

A.4.9.1.2.13
Set Up Call

The supplier of the implementation shall state the support of possible qualifiers for the Set Up Cal in the table below.

Table A.26.14: Set Up Call


Prerequisite:

A.26.3/12 AND A.25/94: Pro_Setup_Call AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Set up Call
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	Alpha identifier supported
	3GPP TS 11.14, 6.4.11, 6.5.3, 11.2
	R96
	O
	
	Send_SS_Alpha_Len
	1..240
	

	2
	Subaddress
	3GPP TS 02.07, B.1.18, 3GPP TS 11.14,6.6.12
	R96
	C26.1401
	
	Feat_Subaddress
	N/A
	

	3
	At least one autocalling feature.
	3GPP TS 02.07, 2, 3GPP TS 11.14, 6.6.12
	R96
	C26.1402
	
	Feat_Autocall
	N/A
	

	C26.1401

C26.1402
	A.2/16

A.2/26
	-- TSPC_Feat_Subaddress

-- TSPC_Feat_Subaddress


	Comments:

Item 1:
See comment for table A.26.7/1 

240 = 256-1-2-5-4-4




A.4.9.1.2.14
Polling Offl

Not necessary.

A.4.9.1.2.15
Provide Local Information

Not necessary.

A.4.9.1.3
Data Download

The supplier of the implementation shall state the support of possible qualifiers for the Data Download in the table below.

Table A.26.15: Data Download


Prerequisite:

A.26.1/6 AND A.25/94: SAT_FEA_DDSIM AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Data Download
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	The SIMPLE-TLV Address used in BER-TLV ENVELOPE for SMS-PP Download.
	3GPP TS 11.14, 7.1.2
	R96
	O
	
	DDSIM_SubAddr

	Comments:


	
	


A.4.9.1.4
Menu Selection

Not necessary.

A.4.9.1.5
Call Control

The supplier of the implementation shall state the support of possible qualifiers for the Call Control in the table below.

Table A.26.16: Call Control


Prerequisite:

A.26.1/8 AND A.25/94: SAT_FEA_CC AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Call Control
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	SIMPLE-TLV "Called Party Subadress" used in BER-TLV ENVELOPE.
	3GPP TS 11.14, 9.5
	R96
	C26.1601
	
	CC_SubAddr

	2
	Emergency Call Codes (ECC).
	3GPP TS 11.14, 9. 3GPP TS 11.11, 10.3.27
	R96
	O
	
	CC_ECC

	3
	Fixed Number Dialling
	3GPP TS 02.07 B.3.2
	R96
	C26.1602
	
	Feat_FND

	C26.1601

C26.1602
	IFA.2/16 THEN O ELSE X

IFA.2/21 THEN O ELSE X
	-- TSPC_Feat_Subaddress

-- TSPC_Feat_Subaddress

	Comments:


	
	


Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	
	
	●●●
	
	
	

	45.2.1.2.2
	QoS Rejected by MS
	R97
	All GPRS MS
	 C248
	

	
	
	●●●
	
	
	

	
	●●●
	

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	
	●●●
	

	C248
	IF A.2/41 AND A.25/89 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC AddInfo_min_QoS

	
	●●●
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