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1. Overall Description:

TSG-GERAN thanks for the LS (in R3-022152/GP-022585) on Iur-g. 

2. Discussion

1. TSG GERAN WG2 has discussed the proposals and has agreed to adopt solution 1 and that is to include the reference table in GERAN specification to point out all the UTRAN specifications related to Iur-g. In addition, TSG GERAN has agreed to convert the 3GPP TR 43.930 to a Stage 2 Technical Specification.

2. Further, TSG GERAN WG2 has agreed the attached CR (GP-022809) that solves in TSG GERAN’s opinion all remaining open issues. With respect to (extract from LS R3-022152/GP-022585):

During the discussion on Iur-g, there was also a concern that UE behaviour hasn’t been described in UTRAN specification. Since this is not TSG-RAN WG3 area, TSG-RAN WG3 kindly asks TSG-GERAN to discuss the issue and to take a proper action.

TSG GERAN WG2 has discussed the concern and believes that the same attached CR (GP-022809) clarifies the issue. In addition TSG GERAN WG2 has discussed a separate issue on inter-RAT cell reselection between GERAN Iu mode and UTRAN, and agreed appropriate CRs that further clarifies this matter. As part of that discussion TSG GERAN WG2 has endorsed a draft CR to 25.331 that is sent to TSG RAN WG2 as a separate LS.

3. As part of the discussion on open issues related to Iur-g interface, TSG GERAN WG2 has discussed the issue of Coding in ASN.1 or CSN.1 of RRC messages between MS and SRNC, and UE and SBSS. Attached CR (GP-022809) describes the solution to this concern as follows:

In cases of a mixed registration area (i.e. a registration area containing UTRAN cells and GERAN cells), the RRC entity in the serving node must implement RRC functionalities and appropriate coding that are potentially used over the Iur-g interface. For example, if a registration area contains UTRAN and GERAN cells and the serving node is SRNC, then RRC entity in SRNC must handle RRC functions for Cell Update, GRA Update and RRC Connection Release that are specified in 3GPP TS 44.118. Similarly, if in such mixed environment there is a SBSC, then the SBSC must handle related RRC functions as specified in 3GPP TS 25.331.
3. Actions:

To TSG RAN group

TSG-GERAN kindly asks TSG RAN to note that TSG GERAN has agreed on the solution 1 (of two solutions described in R3-022152). As consequence TSG RAN is invited to agree on the first set of the CRs coming from TSG RAN WG3 (R3-022038 (CR056) on TS25.401 and R3-022147 (CR028) on TS25.420).

To TSG RAN WG3 group

To note the discussion.

To TSG RAN WG2

To note the discussion and comment the issue of coding of RRC messages in case of Iur-g.
4. Date of Next TSG GERAN WG2 Meetings:

07-OCT-2002 to 11-OCT-2002, Atlanta, US

19-NOV-2002 to 21-NOV-2002, Sophia Antipolis, FR 


