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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	MOBILITY MANAGEMENT

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services

	9.2.1
	Authentication accepted
	R99
	C98
	UEs supporting CS domain services

	9.2.2
	Authentication rejected
	R99
	C98
	UEs supporting CS domain services

	9.2.3
	Authentication rejected by the UE (MAC code failure)
	R99
	C98
	UEs supporting CS domain services

	9.2.4
	Authentication rejected by the UE (SQN failure)
	R99
	C98
	UEs supporting CS domain services

	9.3.1
	General Identification
	R99
	C98
	UEs supporting CS domain services

	9.3.2
	Handling of IMSI shorter than the maximum length
	R99
	C98
	UEs supporting CS domain services

	9.4.1
	Location updating / accepted
	R99
	C98
	UEs supporting CS domain services

	9.4.2.1
	Location updating / rejected / IMSI invalid
	R99
	C98
	UEs supporting CS domain services

	9.4.2.2
	Location updating / rejected / PLMN not allowed
	R99
	C98
	UEs supporting CS domain services

	9.4.2.3
	Location updating / rejected / location area not allowed
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.1
	Location updating / rejected / roaming not allowed in this location area / Procedure 1
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.2
	Location updating / rejected / roaming not allowed in this location area / Procedure 2
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.3
	Location updating / rejected / roaming not allowed in this location area / Procedure 3
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.4
	Location updating / rejected / roaming not allowed in this location area / Procedure 4
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.5
	Location updating / rejected / roaming not allowed in this location area / Procedure 5
	R99
	C99
	UEs supporting CS domain services

UEs supporting USIM removal

	9.4.2.5
	Location updating / rejected / No Suitable Cells In Location Area
	R99
	C98
	UEs supporting CS domain services

	9.4.3.2
	Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.3.3
	Location updating / abnormal cases / attempt counter equal to 4
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.3.4
	Location updating / abnormal cases / attempt counter less or equal to 4, stored LAI equal to broadcast LAI
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.4
	Location updating / release / expiry of T3240
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.1
	Location updating / periodic spread
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.2
	Location updating / periodic normal / test 1
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.3
	Location updating / periodic normal / test 2
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.1
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits time T
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.2
	Location updating / periodic search for HPLMN or higher priority PLMN / UE in manual mode
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.3
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits at least two minutes and at most T minutes
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.6
	Location updating / interworking of attach and periodic
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.7
	Location Updating / accept with replacement or deletion of Equivalent PLMN list
	R99
	C98
	UEs supporting CS domain services 

	9.4.8
	Location Updating after UE power off
	R99
	C98
	UEs supporting CS domain services 

	9.4.9
	Location Updating / Accept, Interaction between Equivalent PLMNs and Forbidden PLMNs
	R99
	C98
	UEs supporting CS domain services 

	9.5.2
	MM connection / establishment in security mode
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.3
	MM connection / establishment in non-security mode
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.4
	MM connection / establishment rejected
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.5
	MM connection / establishment rejected cause 4
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.6
	MM connection / expiry T3230
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.7.1
	MM connection / abortion by the network / cause #6
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.7.2
	MM connection / abortion by the network / cause not equal to #6
	R99
	C100
	UEs supporting CS domain services

UEs supporting at least one non-call related SS

	9.5.8.1
	MM connection / follow-on request pending / test 1
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.8.2
	MM connection / follow-on request pending / test 2
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.8.3
	MM connection / follow-on request pending / test 3
	R99
	C98 
	UEs supporting CS domain services
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