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<Start of modified section>
 11.1.4.3
Abnormal cases

11.1.4.3.1
T3380 Expiry

11.1.4.3.1.1
Definition 

11.1.4.3.1.2
Conformance requirement

1)
On the first expiry of the timer T3380, the UE shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

2)
On the second expiry of the timer T3380, the UE shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

3)
On the third expiry of the timer T3380, the UE shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

4)
On the fourth expiry of the timer T3380, the UE shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

5)
On the fifth expiry of the timer T3380, the UE shall release all resources possibly allocated for this invocation and shall abort the procedure; no automatic secondary PDP context activation re-attempt shall be performed.

Reference

3GPP TS 24.008 clause 6.1.3.2.3 a).

11.1.4.3.1.3
Test purpose

To test the behaviour of the UE when the SS does not reply to ACTIVATE SECONDARY PDP CONTEXT REQUEST message.

11.1.4.3.1.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

User Equipment:


The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related ICS/IXIT statements

-
PS Supported
yes/no

-
Method of activating a context

Test procedure

A PDP context is activated by the user and accepted by the SS. Secondary PDP context activation is requested by the user. The UE shall send ACTIVATE SECONDARY PDP CONTEXT REQUEST message five times with T3380 seconds between each message. After this, no further ACTIVATE SECONDARY PDP CONTEXT REQUEST messages shall be sent by the UE.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	Initiate a PDP context activation

	2
	(
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	(
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	UE
	
	Initiate a secondary PDP context activation

	5
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation

	6
	SS
	
	T3380 seconds

	7
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	8
	SS
	
	T3380 seconds

	9
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	10
	SS
	
	T3380 seconds

	11
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	12
	SS
	
	T3380 seconds

	13
	(
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	14
	SS
	
	Wait for T3380 seconds to ensure no further ACTIVATE SECONDARY PDP CONTEXT REQUEST messages are sent by the UE

	
	
	
	


Specific message contents

None.

11.1.4.3.1.5
Test requirements

UE shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST to SS five times in order to initiate a Secondary PDP context, with expiry of timer T3380 between messages. After fifth try, UE shall send no more ACTIVATE SECONDARY PDP CONTEXT REQUEST messages to SS.

<End of modified section>
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