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A.4.8
Additional Information

….

	110
	Cell Reselection after T3184 Expiry
	3GPP TS 04.60


	R97
	O
	
	TSPC_Cell_Resel

	111
	GPRS attach attempted automatically due to outstanding request
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding

	112
	Speech supported for Half rate version 3
	3GPP TS 04.08, 10.5.4.5
3GPP TS 24.008, 10.5.4.5
	R98
	C203
	
	TSPC_AddInfo_Half_rate_version_3

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_Addinfo_HalfRateSpeech

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_Addinfo_FullRateSpeech

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	Comments:


	
	


….

Annex B (normative):
Applicability of the individual test

….

	14.1.5.1
	Bad frame indication - TCH/AFS - Random RF input
	R98
	MS supporting AMR
	C203
	

	14.1.6.1
	Bad frame indication - TCH/AHS - Random RF input
	R98
	MS supporting AMR
	C315
	

	14.2.1
	Reference sensitivity - TCH/FS
	Phase 2
	MS supporting full rate speech
	C24
	

	14.5.1.2
	Adjacent channel rejection - speech channels – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.5.1.3
	Adjacent channel rejection - speech channels – TCH/AHS
	R98
	MS supporting AMR
	C315
	

	14.5.2
	Adjacent channel rejection - control channels
	Phase 2
	MS not supporting speech
	C53
	

	26.15.5.5
	SoLSA signalling/ structured procedures/emergency call/idle updated
	R99
	MS supporting SoLSA
	C207
	

	26.15.5.6
	SoLSA signalling/ structured procedures/emergency call/idle, no IMSI
	R99
	MS supporting SoLSA
	C207
	

	26.16.1
	Adaptive Multi Rate Signalling/ Adaptive Multi Rate Signalling/
	R98
	MS supporting AMR
	C315
	

	26.16.2
	Adaptive Multi Rate Signalling/ Inband Signalling, Uplink Codec Adaptation
	R98
	MS supporting AMR
	C315
	

	26.16.3
	Adaptive Multi Rate Signalling/ Structured procedures/MS terminated call/early assignment/no initial codec mode
	R98
	MS supporting AMR
	C315
	

	26.16.3a
	Structured procedures / MS terminated call / early assignment / specified initial codec mode
	R98
	MS supporting AMR
	C315
	

	26.16.4
	Adaptive Multi Rate Signalling/ Structured procedures/MS originated call/late assignment/specified initial codec mode
	R98
	MS supporting AMR
	C315
	

	26.16.4a
	Structured procedures / MS originated call / late assignment / no initial codec mode
	R98
	MS supporting AMR
	C315
	

	26.16.5
	Adaptive Multi Rate Signalling/ AMR signalling/Handover/active call/successful case
	R98
	MS supporting AMR
	C315
	

	26.16.6
	Adaptive Multi Rate Signalling/ Structured procedures/emergency call
	R98
	MS supporting AMR
	C315
	

	26.16.7
	Adaptive Multi Rate Signalling/ AMR Signalling/Directed Retry/Mobile Originated Call
	R98
	MS supporting AMR
	C315
	

	26.16.8
	Adaptive Multi Rate Signalling/ AMR Signalling/Directed Retry/Mobile Terminated Call
	R98
	MS supporting AMR
	C315
	

	26.16.9.1
	AMR Configuration Change (normal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.2
	AMR Configuration Change (abnormal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.3
	Codec Mode Phase Change (normal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.4
	Codec Mode Phase Change (abnormal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.5
	Threshold  change (normal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.6
	Threshold  change (abnormal)
	R98
	MS supporting AMR
	C315
	

	26.16.9.7
	Unknown RATSCCH REQ message
	R98
	MS supporting AMR
	C315
	

	26.16.9.8
	Ignore subsequent REQ prior to expiry of REQ_Activation counter
	R98
	MS supporting AMR
	C315
	

	26.16.9.9
	Initialization of Transaction with ACK_OK, ACK_ERR or ACK_UNKNOWN
	R98
	MS supporting AMR
	C315
	

	26.16.9.10
	Inversion of the Phase of the CMR/CMI
	R98
	MS supporting AMR
	C315
	

	26.16.9.11
	Change of Active Codec Set
	R98
	MS supporting AMR
	C315
	

	26.16.9.12
	Change of Thresholds without changing ACS
	R98
	MS supporting AMR
	C315
	

	26.16.10
	AMR signalling/ test of the channel mode modify procedure
	R98
	MS supporting AMR
	C315
	

	26.16.11
	Handover/layer 1 failure (AMR signalling)
	R98
	MS supporting AMR
	C315
	

	27.1.1
	MS identification by short IMSI - Normal case
	Phase 2
	ME supporting either ID‑1 or Plug-in SIM
	C14
	

	27.1.2
	MS identification by short IMSI - Phase 1 DCS SIM
	Phase 2
	DCS ME supporting either ID‑1 or Plug-in SIM
	C129
	

	C313
	IF A.2/63 THEN A ELSE N/A
	TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

	C314
	IF A.2/64 THEN A ELSE N/A
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	C315
	IF A.25/112 THEN A ELSE N/A
	TSPC_AddInfo_Half_rate_version_3
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