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A.4.9.1
SIM Application Toolkit mechanism

The supplier of the implementation shall state the support of the implementation for each of the SIM Application Toolkit (SAT) mechanism given in the table below.

Table A.26.1: SAT Mechanism
Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit

	Item
	SAT Mechanism
	Ref.
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	1
	Timer Expiration
	3GPP TS 11.14, 10
	R98
	M
	
	SAT_TExpir

	2
	Event Download
	3GPP TS 11.14, 11
	R97
	M
	
	SAT_FEA_ED


A.4.9.1.1
Terminal Profile

The supplier of the implementation shall state the contents of the TERMINAL PROFILE used in the Profile Download instruction sent to the SIM as part of the SIM initialisation. 

Table A.26.2: TERMINAL PROFILE

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit

	Item
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Profile Download
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Pro_Dvnl

	2
	SMS-PP data download
	3GPP TS 11.14, 5
	R96
	C26.201
	
	PD_SMS_PP

	3
	Cell Broadcast data download
	3GPP TS 11.14, 5
	R96
	C26.202
	
	PD_CB

	4
	Menu selection
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Menu_sel

	5
	'9EXX' response code for SIM data download error
	3GPP TS 11.14, 5
	R97
	C26.257

	
	PD_9EXX

	6
	Timer expiration
	3GPP TS 11.14, 5
	R98
	C26.236
	
	PD_TExpir

	7
	USSD string data object supported in Call Control
	3GPP TS 11.14, 5
	R98
	C26.256  
	
	PD_CC_USSD_Str

	8
	Envelope Call Control always sent to the SIM during automatic redial mode
	3GPP TS 11.14, 5
	R99
	C26.258 
	
	PD_CC_Auto_Redial

	9
	Command result
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Cmd_Res

	10
	Call Control by SIM
	3GPP TS 11.14, 5
	R96
	M
	
	PD_CC

	11
	Cell identity included in Call Control by SIM
	3GPP TS 11.14, 5
	R97
	C26.255
	
	PD_CC_Cell_Id

	12
	MO short message control by SIM  
	3GPP TS 11.14, 5
	R98
	C26.259
	
	PD_MO_SMS_CC

	13
	Handling of the alpha identifier 
	3GPP TS 11.14, 5
	R97
	C26.279
	
	PD_Alpha _Id

	14
	UCS2 Entry supported
	3GPP TS 11.14, 5
	R97
	C26.260
	
	PD_UCS2_entry

	15
	UCS2 Display supported
	3GPP TS 11.14, 5
	R97
	C26.261
	
	PD_UCS2_Display

	16
	Display of the extension text
	3GPP TS 11.14, 5
	R98
	C26.262
	
	PD_Disp_Ext_Text

	17
	DISPLAY TEXT
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Display_Text

	18
	GET INKEY
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Get_Inkey

	19
	GET INPUT
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Get_Input

	20
	MORE TIME
	3GPP TS 11.14, 5
	R96
	M
	
	PD_More_Time

	21
	PLAY TONE
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Play_Tone

	22
	POLL INTERVAL
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Poll_interval

	23
	POLLING OFF
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Polling_Off

	24
	REFRESH
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Refresh

	25
	SELECT ITEM 
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Select_Item

	26
	SEND SHORT MESSAGE 
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Send_SMS

	27
	SEND SS 
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Send_SS

	28
	SEND USSD
	3GPP TS 11.14, 5
	R98
	C26.219
	
	PD_Send_USSD

	29
	SET UP CALL
	3GPP TS 11.14, 5
	R96
	M
	
	PD_SetUp_Call

	30
	SET UP MENU
	3GPP TS 11.14, 5
	R96
	M
	
	PD_SetUp_Menu

	31
	PROVIDE LOCAL INFORMATION (LOCI & IMEI)
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Provide_Local

	32
	PROVIDE LOCAL INFORMATION (NMR)
	3GPP TS 11.14, 5
	R97
	C26.250
	
	PD_Provide_Local_NMR

	33
	SET UP EVENT LIST
	3GPP TS 11.14, 5
	R98
	C26.220
	
	PD_Setup_Evt_List

	34
	Event : MT call
	3GPP TS 11.14, 5
	R98
	C26.237
	
	PD_MT_Call

	35
	Event : Call connected
	3GPP TS 11.14, 5
	R98
	C26.238
	
	PD_Call_Conn

	36
	Event : Call disconnected
	3GPP TS 11.14, 5
	R98
	C26.239
	
	PD_Call_Disc

	37
	Event : Location status
	3GPP TS 11.14, 5
	R98
	C26.240
	
	PD_Loc_Status

	38
	Event : User activity
	3GPP TS 11.14, 5
	R98
	C26.241
	
	PD_User_Act

	39
	Event : Idle screen available
	3GPP TS 11.14, 5
	R98
	C26.242
	
	PD_Idle_Scr_Avail

	40
	Event : Card reader status
	3GPP TS 11.14, 5
	R98
	C26.243
	
	PD_Evt_Rdr_Status

	41
	Event : Language selection
	3GPP TS 11.14, 5
	R99
	C26.244
	
	PD_Lang_Select

	42
	Event : Browser Termination
	3GPP TS 11.14, 5
	R99
	C26.245
	
	PD_Browser_Term

	43
	Event : Data available
	3GPP TS 11.14, 5
	R99
	C26.246
	
	PD_Data_Avail

	44
	Event : Channel status
	3GPP TS 11.14, 5
	R99
	C26.246
	
	PD_Evt_Ch_Status

	45
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_45

	46
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_46

	47
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_47

	48
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_48

	49
	POWER ON CARD
	3GPP TS 11.14, 5
	R98
	C26.223
	
	PD_C_On

	50
	POWER OFF CARD
	3GPP TS 11.14, 5
	R98
	C26.222
	
	PD_C_Off

	51
	PERFORM CARD APDU
	3GPP TS 11.14, 5
	R98
	C26.221
	
	PD_C_APDU

	52
	GET READER STATUS (Card reader status)
	3GPP TS 11.14, 5
	R98
	C26.224
	
	PD_Get_Rdr_Status

	53
	GET READER STATUS (Card reader identifier)
	3GPP TS 11.14, 5
	R99
	C26.263
	
	PD_Get_Rdr_Id

	54
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_54

	55
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_55

	56
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_56

	57
	TIMER MANAGEMENT (start, stop)
	3GPP TS 11.14, 5
	R98
	C26.225
	
	PD_Timer_Mgt_Start_Stop

	58
	TIMER MANAGEMENT (get current value)
	3GPP TS 11.14, 5
	R98
	C26.225
	
	PD_Timer_Val

	59
	PROVIDE LOCAL INFORMATION (date, time and time zone)
	3GPP TS 11.14, 5
	R98
	C26.251
	
	PD_Provide_Local_D_Time

	60
	Binary choice in GET INKEY
	3GPP TS 11.14, 5
	R98
	C26.264
	
	PD_Bin_Get_Inkey

	61
	SET UP IDLE MODE TEXT
	3GPP TS 11.14, 5
	R98
	C26.226
	
	PD_Stup_Id_Mod_Txt

	62
	RUN AT COMMAND (i.e. class "b" is supported)
	3GPP TS 11.14, 5
	R98
	C26.227
	
	PD_Run_AT

	63
	2nd alpha identifier in SET UP CALL
	3GPP TS 11.14, 5
	R98
	C26.265
	
	PD_SetUp_Call_Sec_Alpha_Id

	64
	2nd capability configuration parameter 
	3GPP TS 11.14, 5
	R98
	C26.266
	
	PD_Cap_Conf_Param

	65
	Sustained DISPLAY TEXT 
	3GPP TS 11.14, 5
	R98
	C26.267
	
	PD_Sustained_Displ_Txt

	66
	SEND DTMF command
	3GPP TS 11.14, 5
	R98
	C26.228
	
	PD_Send_DTMF

	67
	PROVIDE LOCAL INFORMATION - BCCH
	3GPP TS 11.14, 5
	R98
	C26.252
	
	PD_Provide_Local_BCCH_List

	68
	PROVIDE LOCAL INFORMATION (language)
	3GPP TS 11.14, 5
	R99
	C26.253
	
	PD_Provide_Local_LS

	69
	PROVIDE LOCAL INFORMATION (Timing Advance)
	3GPP TS 11.14, 5
	R99
	C26.254
	
	PD_Provide_Local_TA

	70
	LANGUAGE NOTIFICATION
	3GPP TS 11.14, 5
	R99
	C26.229
	
	PD_Lang_Notif

	71
	LAUNCH BROWSER
	3GPP TS 11.14, 5
	R99
	C26.230
	
	PD_Launch_Brws

	72
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_72

	73
	Soft keys support for SELECT ITEM
	3GPP TS 11.14, 5
	R99
	C26.248
	
	PD_Softkey_Select_Item

	74
	Soft Keys support for SET UP MENU
	3GPP TS 11.14, 5
	R99
	C26.249
	
	PD_Softkey_SetUp _Menu

	75
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_75

	76
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_76

	77
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_77

	78
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_78

	79
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_79

	80
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_80

	81
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	82
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	83
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	84
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	85
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	86
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	87
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	88
	Maximum number of soft keys available (‘FF’ = RFU)
	3GPP TS 11.14, 5
	R99
	C26.280
	
	PD_Max_SoftKey

	89
	OPEN CHANNEL
	3GPP TS 11.14, 5
	R99
	C26.231
	
	PD_Open_Ch

	90
	CLOSE CHANNEL
	3GPP TS 11.14, 5
	R99
	C26.232
	
	PD_Close_Ch

	91
	RECEIVE DATA
	3GPP TS 11.14, 5
	R99
	C26.233
	
	PD_Rx_Data

	92
	SEND DATA
	3GPP TS 11.14, 5
	R99
	C26.234
	
	PD_Send_Data

	93
	GET CHANNEL STATUS
	3GPP TS 11.14, 5
	R99
	C26.235
	
	PD_Get_Ch_Status

	94
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_94

	95
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_95

	96
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_96

	97
	CSD supported by ME
	3GPP TS 11.14, 5
	R99
	C26.269
	
	PD_CSD

	98
	GPRS supported by ME
	3GPP TS 11.14, 5
	R99
	C26.270
	
	PD_GPRS

	99
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_99

	100
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_100

	101
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_101

	102
	Number of channels supported by ME
	3GPP TS 11.14, 5
	R99
	C26.284
	
	PD_Nb_Channel

	103
	Number of channels supported by ME
	3GPP TS 11.14, 5
	R99
	C26.284
	
	PD_Nb_Channel

	104
	Number of channels supported by ME
	3GPP TS 11.14, 5
	R99
	C26.284
	
	PD_Nb_Channel

	105
	Number of characters supported down the ME
	3GPP TS 11.14, 5
	R99
	C26.281
	
	PD_Nb_Char

	106
	Number of characters supported down the ME
	3GPP TS 11.14, 5
	R99
	C26.281
	
	PD_Nb_Char

	107
	Number of characters supported down the ME
	3GPP TS 11.14, 5
	R99
	C26.281
	
	PD_Nb_Char

	108
	Number of characters supported down the ME
	3GPP TS 11.14, 5
	R99
	C26.281
	
	PD_Nb_Char

	109
	Number of characters supported down the ME
	3GPP TS 11.14, 5
	R99
	C26.281
	
	PD_Nb_Char

	110
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_110

	111
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_111

	112
	Screen Sizing Parameters
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Screen_Siz

	113
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	114
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	115
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	116
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	117
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	118
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	119
	Number of characters supported across the ME display
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Nb_Char_Disp

	120
	Variable size fonts Supported
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Var_Font

	121
	Display can be resized
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Disp_Resiz

	122
	Text Wrapping supported
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Txt_Wrap

	123
	Text Scrolling supported
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Txt_Scroll

	124
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_124

	125
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_125

	126
	Width reduction when in a menu
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Width_Reduc

	127
	Width reduction when in a menu
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Width_Reduc

	128
	Width reduction when in a menu
	3GPP TS 11.14, 5
	R99
	O
	
	PD_Width_Reduc

	129
	TCP
	3GPP TS 11.14, 5
	R99
	C26.277
	
	PD_TCP

	130
	UDP
	3GPP TS 11.14, 5
	R99
	C26.278
	
	PD_UDP

	131
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_131

	132
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_132

	133
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_133

	134
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_134

	135
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_135

	136
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_136

	137
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_137

	138
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_138

	139
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_139

	140
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_140

	141
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_141

	142
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_142

	143
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_143

	144
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_144

	145
	Protocol Version
	3GPP TS 11.14, 5
	R99
	O
	
	

	146
	Protocol Version
	3GPP TS 11.14, 5
	R99
	O
	
	

	147
	Protocol Version
	3GPP TS 11.14, 5
	R99
	O
	
	

	148
	Protocol Version
	3GPP TS 11.14, 5
	R99
	O
	
	

	149
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_149

	150
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_150

	151
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_151

	152
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_152

	C 26.201
	IF A.26.2/3 THEN O ELSE M  
	-- PD_CB

	C 26.202
	IF A.26.2/2 THEN O ELSE M  
	--  PD_SMS_PP

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
C26.219

C26.220
C26.221
C26.222
C26.223
C26.224
C26.225
C26.226
C26.227
C26.228
C26.229
C26.230
C26.231
C26.232
C26.233
C26.234
C26.235
C26.236
C26.237

C26.238
C26.239
C26.240
C26.241
C26.242
C26.243
C26.244
C26.245
C26.246
C26.247

C26.248
C26.249

C26.250

C26.251
C26.252
C26.253

C26.254
C26.255
C26.256
C26.257
C26.258
C26.259
C26.260
C26.261
C26.262
C26.263
C26.264
C26.265
C26.266

C26.267
C26.268

C26.269

C26.270

C26.271

C26.272
C26.273
C26.274

C26.275
C26.276

C26.277
C26.278
C26.279
C26.280
C26.281

C26.282

C26.283
C26.284

	
IF A.26.3/15 THEN M ELSE X

IF A.26.3/16 THEN M ELSE X

IF A.26.3/17 THEN M ELSE X

IF A.26.3/18 THEN M ELSE X

IF A.26.3/19 THEN M ELSE X

IF A.26.3/20 THEN M ELSE X

IF A.26.3/21 THEN M ELSE X
IF A.26.3/22 THEN M ELSE X

IF A.26.3/23 THEN M ELSE X

IF A.26.3/24 THEN M ELSE X

IF A.26.3/25 THEN M ELSE X

IF A.26.3/26 THEN M ELSE X

IF A.26.3/27 THEN M ELSE X

IF A.26.3/28 THEN M ELSE X

IF A.26.3/29 THEN M ELSE X

IF A.26.3/30 THEN M ELSE X

IF A.26.3/31 THEN M ELSE X
IF A.26.1/1 THEN M ELSE X
IF A.26.1/2 THEN M ELSE X
IF A.26.1/2 THEN M ELSE X 

IF A.26.1/2 THEN M ELSE X
IF A.26.1/2 THEN M ELSE X 

IF A.26.1/6 THEN M ELSE X

IF A.26.1/2 THEN M ELSE X

IF A.26.1/2 AND A.26.2/49 THEN M 
IF A.26.1/2 THEN M ELSE X

IF (A.26.1/2 AND A.26.2/71) THEN M ELSE X 

IF (A.26.1/2 AND A.26.2/91) THEN M ELSE X 

void
IF A.26.11/3 THEN M ELSE X 
IF A.26.10/4 THEN M ELSE X
IF A.26.17/1 THEN M ELSE X 
IF A.26.3/14 THEN ( IF A.26.17/2 THEN M ELSE X ) ELSE X
IF A.26.3/14 THEN ( IF A.26.17/3 THEN M ELSE X ) ELSE X

IF A.26.3/14 THEN ( IF A.26.17/4 THEN M ELSE X ) ELSE X

IF A.26.3/14 THEN ( IF A.26.17/5 THEN M ELSE X ) ELSE X

IF A.26.16/4 THEN M ELSE X 
IF A.26.16/5 THEN M ELSE X
IF A.26.15/2 THEN M ELSE X 

IF A.26.16/6 THEN M ELSE X
IF A.26.16/7 THEN M ELSE X
IF (A.26.5/6 AND A.26.6/5) THEN M ELSE X
IF (A.26.4/3 ) AND
    (A.26.5/5 ) AND 

    (A.26.6/4)  AND

    (A.26.7/2) AND
    (A.26.10/5) AND

    (A.26.11/4) AND
    (A.26.12/2) AND

    (A.26.13/2) AND

    (A.26.14/4) AND

    (A.26.3/15 AND A.26.19/1) AND
    (A.26.3/22 AND A.26.23/1) AND
    (A.26.3/24 AND A.26.21/1)

THEN M ELSE X
IF A.26.4/4 THEN M ELSE X 
IF (A.26.2/52 AND A.26.20/1) THEN M ELSE X
IF A.26.5/4 THEN M ELSE X 
IF A.26.3/12 THEN ( IF A.26.14/5 THEN M
ELSE X ) ELSE X

IF 26.16/8 THEN M ELSE X 

IF A.26.4/5 THEN M ELSE X 
void

IF A.26.3/27 THEN ( IF A.26.22/1 THEN M ELSE X ) ELSE X
IF A.26.3/27 THEN ( IF A.26.22/2 THEN M ELSE X ) ELSE X
void
void
void
void
void
void
IF A.26.2/89 THEN ( IF A.26.22/3 THEN M ELSE X ) ELSE X
IF A.26.3/89 THEN ( IF A.26.22/4 THEN M ELSE X ) ELSE X
IF A.26.16/9 THEN M ELSE X

IF A.2/73 AND A.2/74 THEN bit used ELSE X
void
void
void
IF A.26.2/89 THEN bit used ELSE X 
	
-- Pro_Send_USSD

-- Pro_Setup_Evt_List
-- Class_A_C_APDU
-- Class_A_C_OFF
-- Class_A_C_ON

-- Class_A_Get_Rdr_Status
-- Pro_Timer_Mgt 
-- Pro_Stup_Id_Mod_Txt
-- Class_B_Run_AT
-- Pro_Send_DTMF
-- Pro_Lang_Notif

-- Class_C_LB

-- Class_E_Open_Ch

-- Class_E_Close_Ch

-- Class_E_Rx_Data

-- Class_E_Send_Data
-- Class_E_Get_Ch_Status
-- SAT_TExpir
-- SAT_FEA_ED
-- SAT_FEA_ED 
-- SAT_FEA_ED
-- SAT_FEA_ED
-- SAT_FEA_ED
-- SAT_FEA_ED 
-- SAT_FEA_ED  AND  PD_C_On 
-- SAT_FEA_ED
-- SAT_FEA_ED  AND PD_Launch_Brws 
-- SAT_FEA_ED  AND PD_Open_Ch 
-- Select_Item_Soft_key
-- Setup_Menu_Soft_key
-- Provide_Local_NMR
-- Pro_Provide_Local THEN (Provide_Local_D_Time)
-- Pro_Provide_Local THEN (Provide_Local_BCCH_List)

-- Pro_Provide_Local THEN (Provide_Local_LS)

-- Pro_Provide_Local THEN (Provide_Local_TA)
-- CC_Cell_Id
-- CC_USSD_Str
-- DD_9EXX
-- CC_Auto_Redial
-- CC_MO_SMS_Ctrl
-- (Get_Inkey_Ucs2_Entry AND 
Get_Input_Ucs2_Entry
-- (Display_Text _Ucs2) AND

(Get_Inkey_Ucs2_Disp) AND  

 (Get_Input_Ucs2_Disp)AND

(Play_Tone _Ucs2) AND
(Setup_Menu Ucs2) AND

(Select_Item_Ucs2) AND
(Send_SMS_Ucs2) AND

(Send_SS_Ucs2) AND

(Setup_Call_Ucs2)  AND 
(Pro_Send_USSD AND Send_USSD_Ucs2) AND 
(Pro_Stup_IdMod_Txt AND Stup_IdMod_Txt Ucs2) AND
(Pro_Send_DTMF AND Send_DTMF_Ucs2)
-- Display_Text_Ext_Text
-- PD_Get_Rdr_Status AND (Class_A_Get_Rdr_Status_Detach)
-- Get_Inkey_Yes_no
-- Pro_Setup_Call THEN (Setup_Call_Sec_Alpha_Id)
-- CC_Sec_Cap_Param
-- Display_Text_Sustained
-- Class_E_Open_Ch THEN (Class_E_Open_Ch_CSD)
-- Class_E_Open_Ch THEN (Class_E_Open_Ch_GPRS)
-- Class_E_Open_Ch THEN (Class_E_Open_Ch_TCP)
-- Class_E_Open_Ch THEN (Class_E_Open_Ch_UDP)
-- CC_Alpha_Id
-- PD_Max_SoftKey
-- PD_Nb_Char
-- PD_Nb_Channel

	Comments:

This static requirement for the TERMINAL PROFILE is specifying the bit coding of this command. In the support column a "Yes" (or "Y" or "y") means bit coding "1" and a "No" (or "N" or "n") and "X" means bit coding "0" in the command.


A.4.9.1.2
Proactive commands

The supplier of the implementation shall state which of the proactive commands are supported of the implementation in the table below.

Table A.26.3: Proactive commands

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Proactive commands
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display Text
	3GPP TS 11.14, 6.4.1
	R96
	M
	
	Pro_Display_Text

	2
	Get Inkey
	3GPP TS 11.14, 6.4.2
	R96
	M
	
	Pro_Get_Inkey

	3
	Get Input
	3GPP TS 11.14, 6.4.3
	R96
	M
	
	Pro_Get_Input

	4
	More Time
	3GPP TS 11.14, 6.4.4
	R96
	M
	
	Pro_More_Time

	5
	Play Tone
	3GPP TS 11.14, 6.4.5
	R96
	M
	
	Pro_Play_Tone

	6
	Poll Interval
	3GPP TS 11.14, 6.4.6
	R96
	M
	
	Pro_Poll_Interval

	7
	Refresh
	3GPP TS 11.14, 6.4.7
	R96
	M
	
	Pro_Refresh

	8
	Set up Menu
	3GPP TS 11.14, 6.4.8
	R96
	M
	
	Pro_Setup_Menu

	9
	Select Item
	3GPP TS 11.14, 6.4.9
	R96
	M
	
	Pro_Select_Item

	10
	Send Short Message
	3GPP TS 11.14, 6.4.10
	R96
	M
	
	Pro_Send_SMS

	11
	Send SS
	3GPP TS 11.14, 6.4.11
	R96
	M
	
	Pro_Send_SS

	12
	Set Up Call
	3GPP TS 11.14, 6.4.13
	R96
	M
	
	Pro_Setup_Call

	13
	Polling off
	3GPP TS 11.14, 6.4.14
	R96
	M
	
	Pro_Polling_Off

	14
	Provide Local Information
	3GPP TS 11.14, 6.4.15
	R96
	M
	
	Pro_Provide_Local

	15
	Send USSD
	3GPP TS 11.14, 6.4.12
	R97
	M
	
	Pro_Send_USSD

	16
	Set Up Event List
	3GPP TS 11.14, 6.4.16
	R98
	M
	
	Pro_Setup_Evt_List

	17
	Perform Card APDU
	3GPP TS 11.14, 6.4.17
	R98
	O
	
	Class_A_C_APDU

	18
	Power Off Card
	3GPP TS 11.14, 6.4.18
	R98
	O
	
	Class_A_C_OFF

	19
	Power On Card
	3GPP TS 11.14, 6.4.19
	R98
	O
	
	Class_A_C_ON

	20
	Get Reader Status
	3GPP TS 11.14, 6.4.20
	R99
	O
	
	Class_A_Get_Rdr_Status

	21
	Timer Management
	3GPP TS 11.14, 6.4.21
	R98
	M
	
	Pro_Timer_Mgt

	22
	Set Up Idle Mode Text
	3GPP TS 11.14, 6.4.22
	R98
	M
	
	Pro_Stup_IdMod_Txt

	23
	Run AT Command
	3GPP TS 11.14, 6.4.23
	R98
	M
	
	Class_B_Run_AT

	24
	Send DTMF
	3GPP TS 11.14, 6.4.24
	R98
	M
	
	Pro_Send_DTMF

	25
	Language Notification
	3GPP TS 11.14, 6.4.25
	R99
	M
	
	Pro_Lang_Notif

	26
	Launch Browser
	3GPP TS 11.14, 6.4.26
	R99
	O
	
	Class_C_LB

	27
	Open Channel
	3GPP TS 11.14, 6.4.27
	R99
	O
	
	Class_E_Open_Ch

	28
	Close Channel
	3GPP TS 11.14, 6.4.28
	R99
	O
	
	Class_E_Close_Ch

	29
	Receive Data
	3GPP TS 11.14, 6.4.29
	R99
	O
	
	Class_E_Rx_Data

	30
	Send Data
	3GPP TS 11.14, 6.4.30
	R99
	O
	
	Class_E_Send_Data

	31
	Get Channel Status
	3GPP TS 11.14, 6.4.31
	R99
	O
	
	Class_E_Get_Ch_Status


A.4.9.1.2.1
Display Text

The supplier of the implementation shall state the support of possible qualifiers for the Display Text in the table below.

Table A.26.4: Display Text

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Display Text
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	2
	Immediate Response
	3GPP TS 11.14, 6.4.1 
	R98
	O
	
	Display_
Text_Imm_Resp
	
	

	
3
	UCS2 coding scheme supported
	3GPP TS 11.14, 12.15.3
	R97
	O
	
	Display_
Text _Ucs2
	
	

	4
	Extended string
	3GPP TS 11.14, 6.4.1 and 12.6
	R98
	O
	
	Display_Text_Ext_Text
	1..240
	

	5
	Sustained Text
	3GPP TS 11.14, 6.4.1 and 6.9
	R98
	M
	
	Display_
Text_Sustained
	
	

	


A.4.9.1.2.2
Get Inkey

The supplier of the implementation shall state the support of possible qualifiers for the Get Inkey in the table below.

Table A.26.5: Get Inkey

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Get Inkey
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	4
	Binary Choice
	3GPP TS 11.14, 6.4.2
	R98
	M
	
	Get_Inkey_Yes_no
	
	

	5
	UCS2 Display
	3GPP TS 11.14, 12.15.3
	R97
	O
	
	Get_Inkey_Ucs2_Disp
	
	

	6
	UCS2 Entry
	3GPP TS 11.14, 12.15.3
	R97
	O
	
	Get_Inkey_Ucs2_Entry
	
	

	


A.4.9.1.2.3
Get Input

The supplier of the implementation shall state the support of possible qualifiers for the Get Input in the table below.

Table A.26.6: Get Input

Prerequisite:

A.26.3/3 AND A.25/94: Pro_Get_Input AND TSPC_ Addinfo_ SIM_Appl_Toolkit

	Item
	Get Input
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	4
	UCS2 Display
	3GPP TS 11.14, 12.15.3
	R97
	O
	
	Get_Input_Ucs2_Disp
	
	

	5
	UCS2 Entry
	3GPP TS 11.14, 12.15.3
	R97
	O
	
	Get_Input_Ucs2_Entry
	
	


A.4.9.1.2.5
Play Tone

The supplier of the implementation shall state the support of possible qualifiers for the Play Tone in the table below.

Table A.26.7: Play Tone

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Play Tone
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	2
	UCS2 Display
	3GPP TS 11.14, 6.4.5, 6.6.5
	R97
	O
	
	Play_Tone_Ucs2
	
	


A.4.9.1.2.7
Refresh

Not necessary.


	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	
	


A.4.9.1.2.8
Set Up Menu

The supplier of the implementation shall state the support of possible qualifiers for the Set Up Menu in the table below.

Table A.26.10: Set Up Menu

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Set Up Menu
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	3
	Help Information
	3GPP TS 11.14, 6.4.8
	R97
	O
	
	Setup_Menu_Help_Info
	
	

	4
	Soft Key support
	3GPP TS 11.14, 6.4.8
	R99
	O
	
	Setup_Menu_Soft_key
	
	

	5
	UCS2  Display
	3GPP TS 11.14, 6.4.8, 6.6.7
	R98
	O
	
	Setup_Menu _Ucs2
	
	

	


A.4.9.1.2.9
Select Item

The supplier of the implementation shall state the support of possible qualifiers for the Select Item in the table below.

Table A.26.11: Select Item

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Select Item
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	3
	Soft Key Support
	3GPP TS 11.14, 6.4.9
	R99
	O
	
	Select_Item_Soft_key
	
	

	4
	UCS2 Display
	3GPP TS 11.14, 6.4.9
	R98
	O
	
	Select_Item_Ucs2
	
	


	


A.4.9.1.2.10
Send Short Message

The supplier of the implementation shall state the support of possible qualifiers for the Send Short Message in the table below.

Table A.26.12: Send Short Message

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send Short Message
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	2
	UCS2 Display
	3GPP TS 11.14, 6.4.10 6.6.9
	R97
	O
	
	Send_SMS Ucs2
	
	

	


A.4.9.1.2.11
Send SS

The supplier of the implementation shall state the support of possible qualifiers for the Send SS in the table below.

Table A.26.13: Send SS

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send SS
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	2
	UCS2 Display
	3GPP TS 11.14, 6.4.10 6.6.9
	R97
	O
	
	Send_SS_Ucs2
	
	

	


A.4.9.1.2.12
Send USSD
The supplier of the implementation shall state the support of possible qualifiers for the Send USSD in the table below.

Table A.26.19: Send USSD
Prerequisite:

A.26.3/15 AND A.25/94: Pro_Send_USSD AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send SS
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	1
	UCS2 Display
	3GPP TS 11.14, 6.4.12 6.6.11
	R97
	O
	
	Send_USSD_Ucs2
	
	




A.4.9.1.2.13
Set Up Call

The supplier of the implementation shall state the support of possible qualifiers for the Set Up Cal in the table below.

Table A.26.14: Set Up Call

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Set up Call
	Reference
	Release
	Status
	Support
	Mnemonic
	Value

	
	
	
	
	
	
	
	Allowed
	Supported

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	4
	UCS2 Display
	3GPP TS 11.14, 6.4.13 6.6.12
	R97
	O
	
	Setup_Call_Ucs2
	
	

	5
	2nd Alpha Identifier
	3GPP TS 11.14, 6.4.13 6.6.12
	R98
	O
	
	Setup_Call_Sec_Alpha_Id
	
	


A.4.9.1.2.15
Provide Local Information

Table A.26.17: Provide Local Information

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Provide Local Information
	Reference
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	1
	Network Measurements (NMR)
	3GPP TS 11.14 6.4.15
	R97
	M
	
	Provide_Local_NMR

	2
	Date Time and Time Zone
	3GPP TS 11.14 6.4.15
	R98
	M
	
	Provide_Local_D_Time

	3
	BCCH Channel List
	3GPP TS 11.14 6.4.15
	R98
	M
	
	Provide_Local_BCCH_List

	4
	Language Settings
	3GPP TS 11.14 6.4.15
	R99
	M
	
	Provide_Local_LS

	5
	Timing Advance
	3GPP TS 11.14 6.4.15
	R99
	M
	
	Provide_Local_TA



A.4.9.1.2.20
Get Reader Status
Table A.26.20: Get Reader Status
Prerequisite:

A.26.3/20 AND A.25/94: Class_A_Get_Rdr_Status AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Get Reader Status
	Reference
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	1
	Detachable Reader
	3GPP TS 11.14 6.4.20, 6.6.20
	R98
	O
	
	Class_A_Get_Rdr_Status_Detach


A.4.9.1.2.22
Set Up Idle Mode Text

Table A.26.23: Set Up Idle Mode Text

Prerequisite:

A.26.3/22 AND A.25/94: Pro_Stup_IdMod_Txt AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Set Up Idle Mode Text
	Reference
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	1
	UCS2 Display
	3GPP TS 11.14 6.4.22
	R98
	O
	
	Stup_IdMod_Txt_Ucs2


A.4.9.1.2.24
Send DTMF

Table A.26.21: Send DTMF
Prerequisite:

A.26.3/24 AND A.25/94: Pro_Send_DTMF AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Send DTMF
	Reference
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	1
	UCS2 Display
	3GPP TS 11.14 6.4.24
	R98
	O
	
	Send_DTMF_Ucs2


A.4.9.1.2.27
Open Channel

Table A.26.22: Open Channel

Prerequisite:

A.26.3/27 AND A.25/94: Class_E_Open_Ch AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Get Reader Status
	Reference
	Release
	Status
	Support
	Mnemonic

	
	
	
	
	
	
	

	1
	For CSD
	3GPP TS 11.14 6.4.27.1
	R99
	O
	
	Class_E_Open_Ch_CSD

	2
	For GPRS
	3GPP TS 11.14 6.4.27.2
	R99
	O
	
	Class_E_Open_Ch_GPRS

	3
	TCP Transport Protocol
	3GPP TS 11.14 6.4.27, 12.59
	R99
	O
	
	Class_E_Open_Ch_TCP

	4
	UDP Transport Protocol
	3GPP TS 11.14 6.4.27, 12.59
	R99
	O
	
	Class_E_Open_Ch_UDP


A.4.9.1.3
Data Download

The supplier of the implementation shall state the support of possible qualifiers for the Data Download in the table below.

Table A.26.15: Data Download

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Data Download
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	The SIMPLE-TLV Address used in BER-TLV ENVELOPE for SMS-PP Download.
	3GPP TS 11.14, 7.1.2
	R96
	O
	
	DDSIM_SubAddr

	2
	‘9EXX' response code for SIM data download error
	3GPP TS 11.14, 7.1.1 , 7.1.2
	R97
	O
	
	DD_9EXX


A.4.9.1.5
Call Control

The supplier of the implementation shall state the support of possible qualifiers for the Call Control in the table below.

Table A.26.16: Call Control

Prerequisite:

A.25/94: TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Call Control
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	SIMPLE-TLV "Called Party Subadress" used in BER-TLV ENVELOPE.
	3GPP TS 11.14, 9.5
	R96
	C26.1601
	
	CC_SubAddr

	2
	Emergency Call Codes (ECC).
	3GPP TS 11.14, 9. 3GPP TS 11.11, 10.3.27
	R96
	M
	
	CC_ECC

	3
	Fixed Number Dialling
	3GPP TS 02.07 B.3.2
	R96
	C26.1602
	
	Feat_FDN

	4
	Cell Identity
	3GPP TS 11.14, 9.6
	R97
	M
	
	CC_Cell_Id

	5
	USSD String
	3GPP TS 11.14, 9.1.2
	R98
	M
	
	CC_USSD_Str

	6
	Automatic Redial
	3GPP TS 11.14, 9.1.1
	R99
	M
	
	CC_Auto_Redial

	7
	MO SMS Control
	3GPP TS 11.14, 9.1.1
	R98
	M
	
	CC_MO_SMS_Ctrl

	8
	2nd capability configuration parameter
	3GPP TS 11.14, 9.1.6
	R98
	M
	
	CC_Sec_Cap_Param

	9
	Handling of the alpha identifier
	3GPP TS 11.14, 9.1.3
	R97
	M
	
	CC_Alpha_Id


A.4.9.1.6
Timer Expiration
Not necessary.
A.4.9.1.7
Event Download
The supplier of the implementation shall state which of the proactive events are supported of the implementation in the table below.

Table A.26.18: Event Download

Prerequisite:

A.26.1/2 AND A.25/94: SAT_FEA_ED AND TSPC_ Addinfo_ SIM_Appl_Toolkit
	Item
	Event Download
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Event : Card reader status
	3GPP TS 11.14, 11.7
	R99
	O
	
	Class_A_Evt_Rdr_Status

	2
	Event – Language Selection 
	3GPP TS 11.14, 11.8
	R99
	M
	
	Evt _Lang_Select

	3
	Event : Browser Termination 
	3GPP TS 11.14, 11.9
	R99
	O
	
	Class_C_Evt_Br_Term

	4
	Event : Data available
	3GPP TS 11.14, 11.10
	R99
	O
	
	Class_E_Evt_Data_Avail

	5
	Event : Channel Status
	3GPP TS 11.14, 11.11
	R99
	O
	
	Class_E_Evt_Ch_Status


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	27.22
	SIM Application Toolkit
	R96
	ME supporting SIM Application Toolkit.
	C251
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	C251



	IF A.25/94 THEN refer to 11.10-4 R99 for Applicability ELSE N/A 



	-- TSPC_AddInfo_SIM_Appl_Toolkit
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	B
	4.0.0
	4.1.0
	G4-010302
	TEI

	GP-06
	GP-011466
	007
	
	Harmonisation of conformance tests related to terminal acoustics in GSM and 3G
	F
	4.1.0
	4.2.0
	G4-010336
	TEI

	GP-06
	GP-011466
	008
	
	Correction of title for clause 44.2.3.3.4
	F
	4.1.0
	4.2.0
	G4-010369
	GPRS

	GP-06
	GP-011466
	009
	
	Correction of conditional statement C226
	F
	4.1.0
	4.2.0
	G4-010436
	GPRS

	GP-06
	GP-011466
	010
	
	Addition of new EGPRS test cases for section 51.3 (TBF Release)
	F
	4.1.0
	4.2.0
	G4-010419
	EDGE

	GP-06
	GP-011466
	011
	
	Addition of new EGPRS test cases for section 52.4 (Measurement reports and Cell change order procedures)
	F
	4.1.0
	4.2.0
	G4-010420
	EDGE

	GP-06
	GP-011466
	012
	
	Applicability table for EGPRS RR Paging Procedures
	F
	4.1.0
	4.2.0
	G4-010423
	EDGE

	GP-06
	GP-011466
	013
	
	Applicability table for EGPRS Medium Access Control (MAC) Protocol/ Fixed Allocation
	F
	4.1.0
	4.2.0
	G4-010425
	EDGE

	GP-06
	GP-011466
	014
	
	Addition of new EGPRS test cases for section 53 (EGPRS RLC Testcases)
	F
	4.1.0
	4.2.0
	G4-010429
	EDGE

	GP-06
	GP-011466
	015
	
	Addition of new EGPRS test cases for section 52.3 (EGPRS MAC Dynamic Allocation)
	F
	4.1.0
	4.1.0
	G4-010534
	EDGE

	GP-06
	GP-011466
	016
	
	Applicability table for Handover Test Cases
	F
	4.1.0
	4.2.0
	G4-010453
	GSM/UMTS interworking

	GP-06
	GP-011466
	017
	
	Addition of 1,8V and 1,8V/3V SIM-ME interface test cases into 51.010-2 section A4.8 and Annex B ( applicability table)
	F
	4.1.0
	4.2.0
	G4-010494
	TEI

	GP-06
	GP-011466
	018
	
	Correction of COMPACT and SoLSA tests in the Release column of table B.1
	F
	4.1.0
	4.2.0
	G4-010448
	TEI

	GP-07
	GP-012116
	019
	
	deletion of test case 27.11.2.1
	F
	4.2.0
	4.3.0
	G5-010043
	TEI

	GP-07
	GP-012117
	020
	
	Correction of applicability condition C220 in Annex B.1
	F
	4.2.0
	4.3.0
	G5-010027
	TEI

	GP-07
	GP-012118
	021
	
	Correction of applicability condition C52 in Annex B.1
	F
	4.2.0
	4.3.0
	G5-010028
	TEI

	GP-07
	GP-012119
	022
	
	Changes to applicability of test case 44.2.1.2.3
	F
	4.2.0
	4.3.0
	G5-010149
	GPRS

	GP-07
	GP-012120
	023
	
	45.2.1.2.1 – This Test Case Should Only Be Applicable To Mobiles That Support Configuration of Their QoS.
	F
	4.2.0
	4.3.0
	G5-010159
	GPRS

	GP-07
	GP-012609
	034
	
	Applicability Table for E-OTD Test Cases for LCS Clause 70 (Rel-4)
	F
	4.2.0
	4.3.0
	-
	LCS

	GP-07
	GP-012273
	024
	
	CR 51.010-2-024 on Annex B - removal of test case 51.2.4.2 (related to G4-010594) Rel-4
	F
	4.2.0
	4.3.0
	G4-010622
	EDGE

	GP-07
	GP-012274
	025
	
	CR 51.010-2-025 on GSM 700 and GSM850 inclusion into foreward Rel-4
	B
	4.2.0
	4.3.0
	G4-010649
	GSM 700

	GP-07
	GP-012275
	026
	
	CR 51.010-2-026 on New test cases for clause 42.1 Rel-4
	B
	4.2.0
	4.3.0
	G4-010649
	GPRS

	GP-07
	GP-012276
	027
	
	CR 51.010-2-027 on change of test case name for clause 51.2.2.2. Rel-4
	F
	4.2.0
	4.3.0
	G4-010663
	EDGE

	GP-07
	GP-012277
	028
	
	CR 51.010-2-028 on Table B1 - Addition of section 52.1 testcases to the applicability table Rel-4
	B
	4.2.0
	4.3.0
	G4-010669
	EGPRS

	GP-07
	GP-012191
	030
	
	CR 51.010-2-030 Correction to the Applicability of test cases 13.17.1; 13.17.3 and 13.17.4 (Rel 4)
	F
	4.2.0
	4.3.0
	GP-012191
	EDGE

	GP-07
	GP-012201
	031
	
	CR 51.010-2-31 Annex B - renameing of test case 51.2.4.1 (Rel 4)
	F
	4.2.0
	4.3.0
	GP-012201
	EDGE

	GP-07
	GP-012722
	034
	1
	CR 51.010-2-034r1 Bad frame indication - TCH/AFS - Random RF input 51.010-2
	B
	4.2.0
	4.3.0
	GP-012722
	AMR

	GP-07
	GP-012732
	035
	
	CR 51.010-2-035 14.18.7 Incremental Redundancy Performance, (addition of a new test) (Rel-4)
	B
	4.2.0
	4.3.0
	GP-012732
	EGPRS

	GP-07
	GP-012784
	036
	
	CR 51.010-2-036 Applicability of test 42.2.2.4; Fixed Allocation/Uplink Transfer/T3184 Expiry
	F
	4.2.0
	4.3.0
	GP-012784
	GPRS

	GP-07
	GP-012296
	037
	
	CR 51.010-2-035 Bad frame indication - TCH/AHS - Random RF input 51.010-2
	B
	4.2.0
	4.3.0
	GP-012296
	AMR

	GP-08
	GP-020367
	041
	1
	Applicability Table for E-OTD Test Cases for LCS Clause 70 (Rel-4)
	F
	4.3.0
	4.4.0
	GP-020367
	LCS

	GP-08
	GP-020064
	042
	
	Update of references
	F
	4.3.0
	4.4.0
	GP-020064
	TEI

	GP-08
	GP-020148
	044
	
	Additional Test Case
	B
	4.3.0
	4.4.0
	GP-020148
	GPRS

	GP-08
	GP-020378
	045
	1
	Addition of LCS test cases to the Applicability Tables A2 and B.1
	F
	4.3.0
	4.4.0
	GP-020378
	LCS

	GP-09
	GP-021053
	047
	1
	Applicability Table B.1: Addition of test of short message type 0 (34.2.6)
	F
	4.4.0
	4.5.0
	GP-021053
	TEI

	GP-09
	GP-020549
	048
	-
	Correction to reference clause
	F
	4.4.0
	4.5.0
	GP-020549
	TEI

	GP-09
	GP-021213
	049
	1
	CR 51.010-2-049   Addition of LCS performance test cases to the Applicability Table B.1
	F
	4.4.0
	4.5.0
	
	LCS

	GP-09
	GP-020605
	051
	-
	51.010-2 Annex B: Correction of applicability table for section 46
	F
	4.4.0
	4.8.0
	GP-020605
	GPRS

	GP-09
	GP-020665
	052
	
	Removal of applicability of GPRS Fixed Allocation tests (42.2.x) for R99 and Rel-4 - (Rel-4).
	F
	4.4.0
	4.5.0
	
	GPRS

	GP-09
	GP-020666
	053
	
	 Removal of EGPRS Fixed Allocation tests (52.2.x) for R99 and Rel-4 - (Rel-4).
	F
	4.4.0
	4.5.0
	
	EDGE

	GP-09
	GP-020728
	054
	-
	PICS update for GERAN to UTRAN Handover test cases
	F
	4.4.0
	4.5.0
	GP-020728
	GERAN>UTRAN HO

	GP-09
	GP-020784
	057
	
	Removal of testcase 20.22.27 of 51.010-1
	F
	4.4.0
	4.5.0
	
	GPRS

	GP-09
	GP-021181
	058
	3
	Applicability Table for A-GPS Test Cases for LCS Clause 70 (Rel 4)
	F
	4.4.0
	4.5.0
	GP-021181
	LCS

	GP-10
	GP-021840
	059
	1
	CR to Applicability Table B.1: Correction of various stati for SMS tests
	F
	4.5.0
	4.6.0
	GP-021840
	TEI

	GP-10
	GP-021842
	060
	1
	51.010-2-060 Correct the Applicability Tables B.1 and Table A.2  for LCS EOTD test cases.
	F
	4.5.0
	4.6.0
	GP-021842
	LCS

	GP-10
	GP-021561
	061
	-
	PICS update for AMR RATSCCH Test Cases
	F
	4.5.0
	4.6.0
	GP-021561
	AMR

	GP-10
	GP-021871
	062
	1
	Annex B – Renaming of testcase 41.4.3.3.2
	F
	4.5.0
	4.6.0
	GP-021561
	GPRS

	GP-11
	GP-022747
	069
	2
	51.010-2 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour.
	F
	4.6.0
	4.7.0
	GP-022747
	GPRS

	GP-11
	GP-022735
	070
	1
	CR 51.010-2-070 r1 Modification of Applicability Table for E-OTD Performance Tests
	F
	4.6.0
	4.7.0
	GP-022735
	LCS

	GP-11
	GP-022621
	071
	1
	DTM additons to the PICS proforma tables for GSM mobile stations.
	F
	4.6.0
	4.7.0
	GP-022621
	DTM

	GP-11
	GP-022294
	072
	-
	DTM additons to the test applicability tables for GSM mobile stations (WG5).
	F
	4.6.0
	4.7.0
	GP-022294
	DTM

	GP-11
	GP-022320
	073
	
	CR 51.010-2-073  DTM additons to the test applicability tables for GSM mobile stations (WG4).
	F
	4.6.0
	4.7.0
	GP-022320
	DTM

	GP-11
	GP-022342
	074
	
	CR 51.010-2-074 Removal of 5 EGPRS test cases from Annex B, Table B.1. - Rel-4
	F
	4.6.0
	4.7.0
	GP-022342
	EDGE

	GP-11
	GP-022693
	075
	1
	Correction of PICS conditions and corrected applicability of test case 45.2.1.2.2 in TS 51.010-2
	F
	4.6.0
	4.7.0
	GP-022693
	TEI4

	GP-11
	GP-022424
	077
	-
	Applicability Table Update
	F
	4.6.0
	4.7.0
	GP-022424
	LCS

	GP-11
	GP-022602
	078
	1
	CR 51.010-2-078 r1 Removal of TBF establishment via DCCH in Annex B, Table B.1
	F
	4.6.0
	4.7.0
	GP-022602
	GPRS

	GP-11
	GP-022734
	079
	1
	CR 51.010-2-079 r1 Addition of new layer 1 tests to matrix
	F
	4.6.0
	4.7.0
	GP-022734
	AMR

	GP-11
	GP-022635
	080
	1
	Addition of new layer 3 tests to matrix
	F
	4.6.0
	4.7.0
	GP-022635
	AMR

	GP-11
	GP-022473
	081
	-
	Applicability Table for E-OTD MOLR test cases
	F
	4.6.0
	4.7.0
	GP-022473
	LCS

	GP
	
	
	
	
	
	
	
	
	

	GP-11
	GP-022625
	066
	1
	CR to 51.010-2: Addition of test of short message type 0 REL-5 (34.2.6a) to Applicability Table B.1
	F
	4.6.0
	5.0.0
	GP-022625
	TEI

	GP-11
	GP-022128
	067
	-
	Creation of 51.010-2 REL-5: Merging of REL-5, REL-4, R99 etc. PICS proforma Specifications
	F
	4.6.0
	5.0.0
	GP-022128
	TEI

	
	GP-023220
	
	
	Modification to introduce the 11.10-4 R99 test spec
	B
	5.0.0
	5.1.0
	
	TEI
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