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7.5.1.
Opening of the meeting

The meeting was held on 19-21 November 2002 in Sophia Antipolis (France) hosted by ETSI. The chairman Mr. Rönbeck opened the meeting at 09.00.

7.5.2. Approval of the Agenda

The agenda is included in GP-022834 and it was agreed.

7.5.3. Approval of the Report of the Previous Meeting

The report from the last meeting was included in GP-022752, comments received were included in the report from GERAN. The report was agreed.

7.5.3.1
Review of action items from the previous meeting

	Responsible
	AP description
	Status

	Qualcomm and Ericsson
	AP9.3: Qualcomm and Ericsson will review if optional elements in message contents shall be included in the specific message contents.
	Open.

	Ericsson
	AP10.3: Ericsson to produce a CR to 51.010-1 to indicate if the sections are relevant to E-OTD or AGPS.
	Done in 

GP-022890

	Vodafone
	AP11.1: Vodafone to change the applicability of the test for short message type 0 in the T1 specifications.
	Done.

	Racal
	AP11.2: Racal to include new default message contents for AMR in 26.16.
	Closed. No specific messages required for AMR.

	Racal
	AP11.3: Racal to include in the PICS tables missing support of speech versions for AMR
	Done in 

GP-023069

	All
	AP11.4: All to evaluate whether it is better to update section 40 to R99 or whether to duplicate section 40 to R97.
	Closed.

	Qualcomm
	AP11.5: Qualcomm to check that all the references to LCS test cases are included in clause 2 of 51.010-1 (reference clause)
	Open

	Ericsson
	AP11.6: Ericsson to make further changes to all LCS test cases. The conformance requirement has to be taken from core specs; test purpose and test procedures will have to be modified accordingly; in the expected sequence, several comments have to be deleted and step have to be checked; in specific message contents, classmark change has to be deleted in several cases and RRLP is not complete yet.
	Done in 

GP-022890


7.5.4
Letters / Reports from other groups

7.5.4.1 TSG-CN, TSG-RAN, TSG-SA, TSG-T and PCG/OP

GP-022843: LS on TS 11.10-4 R99 SIM Application Toolkit test specification

TSG T informed GERAN that at its last meeting received an update of 11.10-4 to R99 to be conditionally approved by T as T3 would like to have the responsibility for this specification. As GERAN is still responsible for this specification, T ask GERAN to decide on the way forward with this upgrade to R99 of 11.10-4.

The LS was noted.

GP-023023: LS to G5, GERAN on SIM toolkit test specification (T3-020913)

TSG T WG3 ask GERAN to approve the attached CR to upgrade 11.10-4 to R99 and to consider the transfer of this specification to T3.

The LS was noted. An answer will be drafted to T and T3 in GP-0203291 (see 7.5.6).

GEMPLUS explained that they have prepared a presentation on the work done by T3 on this issue. At this moment it is urgent to have the new version of 11.1-4 approved and then in a later phase we can consider if the transfer to T3 is appropriate.
GP-023021: LS regarding TSG-T1 change requests to test cases that are thought to be of interest to G5

It was noted that no changes are needed to our specifications. 

The LS was noted.
7.5.4.2 From Partners and their bodies

None.

7.5.4.3 Others

None.

7.5.5
Technical work

GP-023022: PRD G4-02 v3: Handling of common issues between 3GPP TSG-GERAN WG5 and 3GPP TSG-T WG1

MCC presented this update of the document for information.

The document was agreed.

7.5.5.1 GSM

GP-023292: Presentation of 11.10-4 evolution to R99

GEMPLUS gave a presentation of the work done by T3 on the SIM Application Toolkit (11.10-4) to update the R96 existing specification to R99. Mr Laffont stressed the need for this specification since interoperability problems between mobiles and cards have revealed that more precise testing is needed.

The intention is to have just one single specification containing all the test cases from R96 to R99 into the R99 specification. Therefore, the previous releases will have to be closed and a pointer to the maintained specifications will be included (as it is done in other parts of 11.10). Due to lack of time during this meeting, this action was postponed to the next meeting.

AP: GEMPLUS to provide CRs for the closing/creation of previous version of 11.10-4 and to refer to the R99 specification.

Mr Laffont pointed out that the test coverage for the new specification is about 99%. The test cases included in the new specification are finished, only some GPRS test cases are missing that can be included in a later stage. He explained that SAT R99 was a significant step evolution with the creation of new commands, etc.

It was pointed out that comments marked in the presentation as coming from GERAN5 are in fact comments given by the GERAN5 chairman, Mr Rönbeck.

The new 11.10-4 includes a new applicability table containing all the test cases.

Mr Laffont explained that from Rel-4 onwards, the core specifications for both SAT and USAT refer to a common specification (CAT) developed by ETSI SCP and containing common requirements for smart card platforms from different technologies. It was clarified that the big command set is included in CAT and SAT and USAT are dealing with more specific things for GSM and UMTS.

For UMTS, the intention is to create directly the Rel-5 specification and the R99 and Rel-4 will be pointers to the Rel-5 one.

It was noted that in the last slide, option 1, for Rel-5 there will be no 51.010-4.

Mr Rönbeck suggested to have a common part for GSM and 3GPP, and try to avoid duplication.

At this meeting we need to revise in 11.10-4 that the format, scope and common clauses are consistent and to look at some test cases to see if there is any interaction with the radio interface.

Mr Laffont said that there are some commands on the SAT that allow to open the communication, or send SMS, but this is the same in 3GPP.

The document was noted.

GP-023024: CR 11.10-4-A008 to upgrade the Mobile Station SIM Application Toolkit Test Specification to Release 99 (T3-020913)

TSG T WG3 proposed this upgrade of 11.10-4 to R99. 

Comments:

· 11.10-4 is not relevant for Phase 2. The SAT is only applicable from R96. All references to Ph2 shall be deleted from the spec.

· It was clarified that from R99 onwards 5 'optional classes' have been introduced.

· In the applicability table it was agreed to remove the release and applicability for the commands (main sections) and just leave it for the individual tests.

· Conditions shall have 'ELSE N/A' at the end

· Clause 5.4: it shall refer to the PICS.

· It was agreed to delete Annex A completely and move the explanation of the columns on the table and the status notation before the applicability table, as it is done in 51.010-2.

· It was agreed to delete Annex B as the information is included in the applicability table.

· Test cases dealing with 'set up call' were revised in detail. Mr Rönbeck was concerned with the steps in the test sequence where the ME attempts to make a call, which means exchange of messages between the mobile and the network. Additionally, some messages that are already included in the generic call setup are also directly included in the test sequence. No reference to specific messages shall be included in the test case. It was agreed that wording similar to the following should be used instead: 'The SS and ME setup the call' and 'This involves several messages'. It was noted that the way of specifying the set up call is not consistent throughout the different test cases. This will be done in a later stage with another CR.

AP12.1: Gemplus to clarify the signalling between the SS and the ME. Messages exchanged with the SS shall not be specified in detail, it is better to specify them with macros.

· It was noted that it is planed to move PICS in 51.010-2 into 11.10-4.

AP12.2: Gemplus to move Terminal Profile from 51.010-2 to 11.10-4.

It was agreed that when the interaction with the network is done in a more independent way the issue of transferring to T3 responsibility will be discussed again. For the moment, it will stay under the GERAN responsibility.

The CR was revised in GP-023293 and agreed as CRA008 rev1.

GP-023220: CR 51.010-2-096 Alignment of test cases for SIM Toolkit evolution to R99

GEMPLUS presented this update of SAT to the PICS.

Comments:

· The cover page has to be modify: cat F, reason for change, summary of changes.

· Features/capabilities that are mandatory do not need to be specified.

· Applicability table for test cases in 27.22 shall refer to 11.10-4.

· Features used for the selection of test cases in 11.10-4 shall be included in the PICS tables.

· Only optional features/capabilities shall be included in the PICS.

The CR was revised in GP-023294. The following comments were made to the revision:

· It was noted that the PICS included in 51.010-2 are those features needed to select the test cases or to decide with branch to follow when executing some test cases. Features/capabilities that are mandatory shall not be included in 51.010-2. Therefore, table A.26/1 shall be deleted as only include mandatory features and a reference to the table A.1 in 11.10-4 shall be included.

· The reference to 11.10-4 for the applicability shall be done in a clearer way, i.e. without the use of a boolean condition and by including the reference directly in the applicability column of the table.

The CR was revised in GP-023392 and agreed.

GP-023072: CR 51.010-1-1204 TC 26.16.9.11 correction of message flow and AMR threshold and hysteresis values

Racal Instruments proposed to adjust the threshold and hysteresis values using the same criteria as that for sub-clause 26.16.1. Additionally, the incorrect direction of messages in the expected sequence have been fixed.

The CR was agreed.
GP-023073: CR 51.010-1-1205  TC 26.16.9.12 correction of AMR threshold and hysteresis values

Racal Instruments proposed to adjust the threshold and hysteresis values using the same criteria as that for sub-clause 26.16.1.
The CR was agreed.
GP-023069: CR 51.010-2-089 Add AMR half rate optional applicability

Racal Instruments proposed to add the PICS Half rate speech version 3.

Mr Rönbeck said that the support of half rate is optional, therefore the condition 'C203' shall be replaced by 'O'. Mrs Salmerón noted that the explanation text for the test cases for half rate has to be changed.
Mr Rönbeck noted that all the test cases in section 26.16 are applicable to all MS supporting AMR the only thing is that depending on the value of the PICS added in A25/112, the half rate part of the test case will be run or not. The cover page shall indicate that the CR is to 51.010-2.

The CR was revised in GP-023295 and agreed as CR089 rev1.

GP-022885: CR 51.010-1-1104 Section 9 - Format of tests
Ericsson proposed to described more precisely the format of higher layer tests. Some of the text is taken from section 26 but is restructured so that it follows the subclause titles.

The CR was agreed.

GP-022988: CR 51.010-1-1144  26.16.6 Restricting repetition of procedure to FR and HR speech version 3
Anite proposed to modify the test cases so that the test procedure is run only for FR speech version 3 and if supported, HR speech version 3 also.

Mr Rönbeck asked for clarification on the meaning of 'all the channel rates' in the test procedure. This shall be replaced with the same wording used in other AMR test cases.
Mr Rönbeck noted that the specific message content shall be specific for half rate or full rate in the Assignment command.

The CR was revised in GP-023296 and agreed as CR1144 rev1.

GP-023016: CR 51.010-1-1172  26.16.4 & 26.16.4a To correct the specification of speech versions supported by MS
Anite proposed to change speech versions specified as full rate version 1, 2 and 3 or half rate version 1 to specify FR and HR version 3 speech. The Channel Description is also changed to TCH/F for K=1.

It was noted that there is the same problem with the Assignment command as in the previous CR. It was also noted that for each M value, different K values have to be specified.

The CR was revised in GP-023301. In this revision it was noted that the value of K has to be specified for each M within the tables for Assignment command and that the last two tables for K are not needed.

The CR was revised in GP-023394 and agreed as CR1172 rev2.

7.5.5.2 GPRS

GP-023218:CR 51.010-1-1233  Section 40: Wrong HCS PRIORITY CLASS value for the near cell in PSI 3 and 3bis messages

Rohde & Schwarz proposed to set the HCS Priority Class for neighbouring cell in PSI 3 and 3Bis messages to same value as for serving cell. This issue was also raised by Wavecom in WG2 reflector.

Mrs Salmerón noted that the CR does not contain real revision marks.

The CR was revised in GP-023384 and agreed as CR1233 rev1.
GP-023051:CR 51.010-1-1197  Section 50 EGPRS Default Conditions, Message Contents and Macros

Rohde & Schwarz proposed this CR that was agreed in WG4. He explained that only message contents that are different from clause 40 are included in clause 50. Clause 50 is only for EGPR and we do not have any EGPRS tests in WG5. 

The CR was noted. 

GP-023052:CR 51.010-1-1198  Section 40.5 Test PDP contexts

Rohde & Schwarz proposed to add the settings required for R99 QoS elements for all Test PDP contexts in section 40.5. The values have been derived from R97 QoS values as specified in 3GPP TS 23.107 section 9.1.2.2. Additionally, the descriptions for values of Peak throughput and Mean throughput aligned with core spec.
Do we need the two options? Do we step over to R99 for all the GPRS tests? R99 QoS is never meant to be sent to a R97 MS, but the opposite is possible. A discussion took place on when shall these settings be applied. It was noted that the settings for R99 are already specified for all the EGPRS tests cases. The settings have to be applied if the test case simulates R99 or later networks. This has to be specified in the test case or in a default clause. It was noted that this has to be updated for the DTM test cases.
The release in the cover page shall be changed to Rel-5.

The CR was revised in GP-023349 and agreed as CR1198 rev1.

It was agreed that contents of clause 50 that are not EGPRS specific will be moved to clause 40. 

GP-023221: CR 51.010-1-1234 clause 40.4.3.17 Inter-SGSN RAU Macro

Ericsson proposed to change the macro so that the mobile station moves to Cell B using ordinary cell re-selection. 

It was noted that this change affects two test cases but they do not have the GCF priority assigned yet, so the change will not cause any de-categorization of test cases.

Motorola said that there is CR from Anite that shall be withdrawn due to the agreement of this CR.

The CR was agreed.

GP-023167:CR 51.010-1-1219 Clause 44.2.1.1.10 GPRS attach / rejected / GPRS services not allowed in this PLMN

Motorola proposed the addition of a new GPRS test case. This test cases is testing a feature that was added late in the core specifications.

Mr Rönbeck suggested that it is more interesting to perform the test case in mode B. It was agreed to modify the order of the PICS so that the mode B has priority in the execution. 
In step 20, the MS is already attached therefore it is not possible to perform another attach by MMI but Motorola clarified that it is possible because the attach is performed in different PLMN.

The CR was revised in GP-023350 and agreed as CR1219 rev1.

GP-023168:CR 51.010-1-1220 Clause 44.2.2.2.6 GPRS detach/ rejected / GPRS services not allowed in this PLMN

Motorola proposed the addition of a new GPRS test case.

The same change to the PICS as the previous document applies.
In step 13, the MS shall wait a fixed time.

The CR was revised in GP-023351 and agreed as CR1220 rev1.

GP-023176: CR 51.010-1-1234  44.2.3.2.4 Combined routing area updating / rejected / PLMN not allowed

Ericsson proposed to correct the incorrect references to test steps in expected sequence of test case 44.2.3.2.4.

The CR was agreed.

GP-023232:CR 51.010-1-1201 rev 1 44.2.3.2.5  Test purpose 1 - Cell re-selection due to power levels

Anite proposed to bring the strategy for power level changing into line with standard practice in other GMM tests and also to ensure CELL A is not selected after Step 9 Routing Area Updating Reject.
Mr Rönbeck said that what the CR is trying to change is already described in the test case.

It was clarified that the interpretation of the sentence 'a cell is not more suitable' is that the power levels are so low that the cell is not more selectable. Based on this clarification, the CR is not needed.

The CR was rejected.

GP-023046:CR 51.010-1-1193 Alignment of Conformance Requirement, Test Procedure and Expected Sequence according to 24.008 for clause 44.2.3.2.5.3.1 - Combined routing area updating / rejected / roaming not allowed in this location area

Nokia proposed this CR and they were not present in the meeting.

Mr Rönbeck noted that the CR did not take into account that there are differences between the core specifications for R97 and R99, therefore the CR was rejected.

GP-022996: CR 51.010-1-1152  46.1.2.2.1.1 Move initiation of data transfer to new test step 4
Anite proposed to move the initiation of data transfer to new step 4, in order to be in line with the core specifications.

The CR was agreed.

GP-023000: CR 51.010-1-1156  46.1.2.2.1.4 New test step 5: Reception of an UI frame
Anite proposed some clarifications on the test procedure and expected sequence.

Motorola did not agree with the addition of the new step. It was noted that 'GMM status Ind' is an internal signal and it will not be seen on the network. 

The CR was revised in GP-023352 and agreed as CR1156 rev1
GP-023005: CR 51.010-1-1161  46.1.2.2.1.5 Correction of test step 2: Remove Initiation of data transfer
Anite proposed to remove initiation of data transfer from step 2.

The CR was agreed.
GP-023001: CR 51.010-1-1157  46.1.2.2.2.3 Correction of N(R) and N(S) values and removal of steps 12 and 13
Anite proposed various modifications to the test procedure and expected sequence to make them clearer.

Motorola said that there is no need to specify some arbitrary values to fixed values, for example NMS = 20. It was said that this has been done in this way in other test cases but Motorola argued that in this test case there is no reason for fixing the value of NMS.
Motorola did not agreed also with the moving of the checking of RR frame from step 5 to 3.
Mr Rönbeck suggested to change some of the wording of the test procedure.

The CR was revised in GP-023353 and agreed as CR1157 rev1.

GP-023006: CR 51.010-1-1162  46.1.2.2.2.4 Removal of step 5 and correction of test procedure
Anite proposed to deleted the superfluous step 5 and to clarify the test procedure and expected sequence.

Motorola had the same comments about the fixed values as in the previous CR (Nms and the number of data to be transmitted).

The CR was revised in GP-023354 and agreed as CR1162 rev1.

GP-023002: CR 51.010-1-1158  46.1.2.2.3.2 Combining step 4 and 5 to one test step
Anite proposed to combine two test steps and to align the test procedure with the expected sequence.
The meeting agreed to specify windows size to 1 and leave the test case as it is.

The CR was revised in GP-023355. After some off line discussion it was discovered that the discussion about the window size was not relevant to this CR, instead it was agreed that the sequence depends on the speed of the MS. Therefore a note have been added in step 6 to say that the RR frame could have been sent after step 4.

GP-023355 was agreed as CR1158 rev1.

GP-023003: CR 51.010-1-1159  46.1.2.2.4.1 Add new test step 5
Anite proposed to set parameter kU = 1 and add test step (uplink data) before sending SABM command.
The CR was agreed.

GP-023007: CR 51.010-1-1163  46.1.2.7.2 Removal of constraint for C/R bit in step 7)
Anite proposed an alignment with the core specifications. 

The CR was agreed.

GP-023008:CR 51.010-1-1164  46.1.2.7.5 Correction of amount of uplink data in step 12)
Anite proposed to align the amount of date in the expected sequence with the test procedure.

The CR was agreed.

GP-023009:CR 51.010-1-1165  46.1.2.7.6 Correction of testing time and macro direction in step 14)
Anite proposed some changes related to the routing area updating and to change the maximum duration of the test.
It was agreed to just keep the change of the time since the other changes are not needed due to another CR that is changing a macro is clause 40.

The CR was revised in GP-023381 and agreed as CR1165 rev1.

GP-022997: CR 51.010-1-1153  46.2.2.1.3 Correction of T in SN-DATA PDU in step 11
Anite proposed to correct the value of T.

The CR was agreed.
GP-022851: CR 51.010-1-1070  Test cases 46.2.2.1.4 – Modification of the size of uplink data to transfer

Setcom proposed to modify the size of the data uplink transfer because 5000 octets is not sufficient to accomplish the test case.

It was agreed to state the number of N-PDUs instead of the number of octets.

The CR was revised in GP-023382 and agreed as CR1070 rev1.

GP-022998: CR 51.010-1-1154  46.1.2.2.2.2 Removal of test step 6, 7, 8 and 13
Anite proposed an alignment of the test procedure and the expected sequence.

The CR was agreed.
GP-022999: CR 51.010-1-1155  46.2.2.4.1 Release and re-establishment of LLC added in step 3 to 6
Anite proposed to add some new steps so that SNDCP releases the acknowledged peer-to-peer LLC operation for the originally assigned SAPI and establishes the acknowledged peer-to-peer operation for the indicated SAPI.

The CR was agreed
GP-023004: CR 51.010-1-1160  46.2.2.4.2 Algorithm type in step 2 removed
Anite proposed to delete the algorithm type in step 2 in order to be in line with the cores specifications.

The CR was agreed.
GP-023047:CR 51.010-2-088 Change of Applicability for test case 44.2.1.1.8 - GPRS attach/abnormal cases/power off

Nokia proposed to change the applicability of the mentioned test.

The CR was agreed.
GP-023142:CR 51.010-2-093 Applicability table for new GMM test cases

Motorola proposed to add two new test cases to the applicability table.

The CR was agreed.

GP-023222:CR 51.010-1-1223 rev 1  44.2.3.2.5 Combined routing area updating/rejected/roaming not allowed in this location area

Ericsson proposed to modify the test case to make it valid for R99, due to different requirements from R97 to R99.

The meeting did not agree to the change in the procedure 2, since it doesn't seem to be in line with the reason for change and to changes in the procedure 1 - if you switch on the MS you cannot have an outstanding request.

Mr Rönbeck questioned why in procedure 1, steps 10 and 11 (check that we try to perform an attach and no attach is sent) are removed for R99. It was clarified that a R99 MS will be still attached therefore it will not be possible to initiate another attach.

The CR was revised in GP-023383 and agreed as CR1223 rev2.

7.5.5.3 DTM

GP-023203:CR 51010-1-1231 Removal of DTM from list of missing tests

Vodafone Group proposed an update to the statement of important missing GPRS tests to exclude DTM, the subset of class A MS.

The CR was agreed.
GP-023204:CR 51010-1-1232 Inclusion of the PACKET TIMESLOT RECONFIGURE message in section 40

Vodafone Group proposed the addition of the default message contents for PACKET TIMESLOT RECONFIGURE message for use in DTM test cases.

The CR was agreed.
GP-023297:CR 51.010-1-1120 rev1 Change of cell between two LAs in idle mode / RAU completes first (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM that verifies that both Location Updating and Routeing Area Updating procedures are completed in parallel and also guarantees that the GPRS mobile obeys a command to use an SDCCH or TCH/F for signalling.

Mr Rönbeck said that reference to the stage 2 shall be included in the conformance requirement. 

The CR was revised in GP-023302 and agreed as CR1120 rev2.

GP-023298:CR 51.010-1-1121 rev 1 Change of cell between two LAs in idle mode / LAU completes first / SS releases channel (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that both Location Area Update and Routeing Area Update procedures are completed in parallel and also to verify that the MS can complete the RA update on TBFs when the channel is removed.

The conformance requirement has to be updated as in the previous CR.

It was also noted that there is an inconsistency between step 10 and the specific message content for step 12.

Step 6 is sending message from MS to MS what is wrong. 

Checking the signalling sent on the main DCCH is transmitted on the allocated TCH is needed in step 5.

Second test purpose is not really included in any of the conformance requirements but it was agreed to keep it as it is related to the parallel execution of procedures.

The CR was revised in GP-023303 and agreed as CR1121 rev2.

GP-023299:CR 51.010-1-1122 rev 1 Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that the MS can complete the RA update on the main DCCH, if the network maintains the CS connection after the LA update is completed.

The conformance requirement has to be updated.

The CR was revised in GP-023304 and agreed as CR1122 rev2.

GP-023300:CR 51.010-1-1123 rev 1 Change of routeing area whilst in dedicated mode (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies the MS can complete the Routeing Area Updating procedure whilst continuing a CS connection.

The CR was agreed.

GP-022950:CR 51.010-1-1131 Corrections to WG5 DTM Test Cases (Rel-5)

Vodafone Group proposed various correction to already approved DTM test cases.

Mr Rönbeck noted that in expected sequence in 47.3.1.3.1, there is no need to specify that the downlink message is sent before a timer expiry, but this is a default and normally there is not need to be specified.

The CR was revised in GP-023305 and agreed as CR1131 rev1.

GP-022940:CR 51.010-1-1124 Intra frequency reallocation of CS resources / DTM Assignment Command (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that the MS, can reallocate both the CS connection and PS resources to different timeslots with the same frequency band, having received the DTM ASSIGNMENT COMMAND message.

Vodafone noted that a clarification that is needed for this test is included in Rel-5 specification and not in the previous ones. It was agreed to include a note to clarify this issue.
It was suggested to add a note in step 4 to say that the message has to be sent before the completion of the data transmission.
The comment in the Packet Assignment has to be removed, since there is no specific message content for it.
Add step 7 verifying that the CS connection it is still connected.

The CR was revised in GP-023306 and agreed as CR1124 rev1.

GP-022941:CR 51.010-1-1125 Inter frequency reallocation of CS resources / DTM Assignment Command (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that the MS, can reallocate both the CS connection and PS resources to a different frequency band, having received the DTM ASSIGNMENT COMMAND message.

Note in the conformance requirement as in the previous CR and verification at the end of the sequence.

The CR was revised in GP-023307 and agreed as CR1125 rev1.

GP-022942:CR 51.010-1-1126 Mobile originating CS release (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that after the MS releases the CS connection, the PS resources are re-established correctly.

The mention of the timer shall be removed.

The CR was revised in GP-023308 and agreed as CR1126 rev1.

GP-022943:CR 51.010-1-1127 Network originating CS release (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that after the Network releases the CS connection, the PS resources are re-established correctly.

Remove timer statement.

The CR was revised in GP-023309 and agreed as CR1127 rev1.

GP-022944:CR 51.010-1-1128 Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that when a MS completes the CS handover, to a cell in a different routeing area, a MS performs an RA update on the main DCCH.

It was agreed to remove step 2 since the MS cannot select the cell in CS.
References has to be fixed.
Step 7 shall be deleted.
In step 8 and 9, the direction of the messages is the opposite.

The CR was revised in GP-023310 and agreed as CR1128 rev1.

GP-022945:CR 51.010-1-1129 Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete (Rel-5)

Vodafone Group proposed the addition of the conformance test for DTM, which verifies that when the MS completes the CS handover, to a cell in a different routeing area, the MS can complete the RA Updating procedure on new TBFs.

Same comments as before.
Add a final message to get a reply from the MS.

The CR was revised in GP-023346 and agreed as CR1129 rev1.

GP-022935:CR 51.010-1-1119 PDP Context Activation / Performed on main DCCH and TBFs (Rel-5)

Vodafone Group proposed the addition of a new test case.

The test case has to be updated to cover the case of auto-attach MS or to be restricted to non auto-attach MS.

The CR was revised in GP-023347 and agreed as CR1119 rev1.

GP-022948:CR 51.010-2-084 Addition of WG5 DTM Conformance Tests to the Applicability table (Rel-5)

Vodafone Group proposed to update the applicability table with the new test cases.

It was noted that the new condition C315 is not defined in the CR. This condition is defined in T1-022947 to be revised by WG4. This document was informally reviewed by WG5 and it was noted that the condition is incomplete and the mnemonics are in the inverse order.

The CR was agreed.

GP-022946:CR 51.010-1-1130 Handover to UTRAN while in DTM

Vodafone Group proposed the a Addition of the conformance test for DTM, which verifies that a MS aborts Packet resources while in DTM and proceeds with the handover to UTRAN, upon reception of an INTER SYSTEM TO UTRAN HANDOVER COMMAND message.

It was noted that this test case is based in the existing handover to UTRAN but this test cases are modified at this meeting in GP-023083. There are changes in the way the HO information is sent to the MS, pre-configured configurations are used now.

The CR was revised in GP-023348 and agreed as CR1130 rev1.

GP-022951: DTM Work Plan

Vodafone Group proposed an update of the WP. It includes all the CR numbers of the relevant test cases. All the test cases has the status of CRs agreed or submitted. It was noted that the following test cases have been removed from the work plan for the reasons indicated here:

· Network uses the main DCCH whilst in DTM: included in another test case.

· Network exceeds maximum LAPDm frame size: included in another test case.

· Reception of DTM messaging by a non DTM MS: no need to test a non DTM MS.

· Handover to different routeing area whilst in DM / Performed on TBFs / RAU complete before CS release: the MS shall always use the main DCCH for the main routing area update procedure because the messages never exceed the product of MAX_LAPDM and N201.

· Handover to different routeing area whilst in DM / Performed on TBFs / CS release before RAU complete: same as before.

The document was noted.

7.5.5.4 GSM-3G handovers and multimode operation

GP-023084:CR 51.010-1-1208 Introduction of UTRAN Classmark Change test cases in section 26.6.11

Ericsson proposed the addition of two new test cases.

It was noted that PICS for CDMA2000 are not relevant for this test case.

The CR was revised in GP-023391 and agreed as CR1208 rev1.

GP-023085:CR 51.010-2-091 Introduction of UTRAN Classmark Change test cases in section 26.6.11

Ericsson proposed an update to the applicability table.

It was noted that some of the PICS in the previous CR are not defined in 51.010-2.

The CR was revised in GP-023385 and agreed as CR091 rev1
GP-023083:CR 51.010-1-1207 Section 60 Inter System Handover

Ericsson, Motorola proposed to cover the testing of Inter system GSM to UTRAN handover test cases for MS stored default configurations and to do some corrections.

The CR was agreed.

7.5.5.5 Location Services (LCS)

GP-022890:51.010-1-1107  Corrections to the LCS EOTD Test Cases

Ericsson proposed some changes as result of two actions points from previous meetings. The test cases are aligned with the AGPS test cases format.

TIM noted that authentication and ciphering are not required in an emergency call and they are still included in the test case. It was clarified that if the network asks for authentication the MS will answer although this may not be done in a real network. It was also clarified that the ciphering is not a problem as far as a SIM card is inserted when running the test case. After some discussion, it was considered more interesting to perform these test cases without SIM, therefore, it was agreed to remove the authentication and ciphering from the emergency call LCS tests. Later on, it was noted that some LCS emergency call test cases are already run without a SIM.

AP12.3: Qualcomm to remove the authentication and ciphering from all (or some) emergency call tests in LCS.

The CR was agreed.

GP-023025: CR 51.010-1-1174 Basic Self Location in Dedicated Mode Test Case for Assisted GPS

Qualcomm proposed a new test case for Assisted GPS MO-LR Basic Self Location in Dedicated Mode.

Motorola noted that the conformance requirements are not a direct quote from the core specifications.
It was agreed to remove the first line reflecting the applicability of the test cases.
The initial conditions shall reflect that the test case is to be run in dedicated mode.
Some changes where also suggested in the cover page.

The CR was revised in GP-023386 and agreed as CR1174 rev1.

AP12.4: Qualcomm to check that the references are just to the conformance requirements listed in the test cases.
GP-023026: CR 51.010-1-1175  Transfer to 3rd Party Test Case for Assisted GPS

Qualcomm proposed a new test case.

Same comments as to the previous document.
Motorola said that authentication and ciphering are not included.

The CR was revised in GP-023387 and agreed as CR1175 rev1.
GP-023027: CR to TS 51.010-2-086 Applicability Table Update"

Qualcomm proposed the corresponding changes to the applicability table for the new test cases.

The cover page was not correct.

The CR was revised in GP-023388 and agreed as CR086 rev1.
GP-023143:CR 51.010-1-1212 Clause 70.3.3 - EOTD MO_LR Autonomous Location

Motorola proposed the addition of a new test case.

The CR was agreed.

GP-023144:CR 51.010-1-1213 Clause 70.3.4 - EOTD MO_LR Positioning Measurement

Motorola proposed the addition of 5 new test cases to test Protocol Error, Location Error, Multiple RRLP REQUEST with same Reference Number, Multiple RRLP REQUEST with different Reference Number, RR Management Commands.

It was suggested to remove the global applicability statement for the five test cases.

Qualcomm suggested to modify the applicability to say 'EOTD but not AGPS' for 70.3.4.2 in 51.010-2, additionally, the PICS for AGPS shall be listed in this CR.

Motorola thinks that for the moment there are no MS bases EOTD. Mr Rönbeck and Qualcomm suggested to change 'MS supporting EOTD' by 'MS supporting MS Assisted EOTD'.

AP12.5: Qualcomm to change applicability from 'MS supporting EOTD' to 'MS supporting MS Assisted EOTD' in all the existing EOTD test cases in 51.010-2 and check PICS in 51.010-1.

In test case 70.3.4.3, it was agreed to change the specific message contents for RRLP Measure Position Request (step 14) from 'MSAssisted' to 'MS Based' and 'GPS' to 'EOTP'.

Conformance requirements shall be direct quote from core specifications.

Editorial corrections were also suggested.

The CR was revised in GP-023389 and agreed as CR1213 rev1.
GP-023145:CR 51.010-2-094  Applicability table for new EOTD Mobile Originated test cases

Motorola proposed the applicability statements for the new test cases.

The applicability of one of the test cases will be revised according to the comments above.

The CR was revised in GP-023390. In the revision it was noted that the condition explanation did not match the booleand conditions. 

The CR was revised in GP-023393 and agreed as CR094 rev2
7.5.5.6 New Areas

None.

7.5.6 Letters to other groups

GP-023291: LS to T and T3 on SIM toolkit test specification

Mr Rönbeck drafted the LS and it was discussed on line during the meeting and agreed.

7.5.7
Work plan and future meetings

The next meeting will be in San Antonio, Texas (USA) from 4th to 6th February.

7.5.8
Any other business

7.5.9.
End of the meeting

The meeting was closed at 12.45 on Thursday. 
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	revised

	GP-023300
	CR 51.010-1-1123 rev 1 Change of routeing area whilst in dedicated mode (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023301
	CR 51.010-1-1172 rev 1 26.16.4 & 26.16.4a To correct the specification of speech versions supported by MS.
	Anite
	7.5.5.1
	3394
	revised

	GP-023302
	CR 51.010-1-1120 rev 2 Change of cell between two LAs in idle mode / RAU completes first (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023303
	CR 51.010-1-1121 rev 2 Change of cell between two LAs in idle mode / LAU completes first / SS releases channel (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023304
	CR 51.010-1-1122 rev 2 Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023305
	CR 51.010-1-1131 rev 1 Corrections to WG5 DTM Test Cases (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023306
	CR 51.010-1-1124 rev 1 Intra frequency reallocation of CS resources / DTM Assignment Command (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023307
	CR 51.010-1-1125 rev 1 Inter frequency reallocation of CS resources / DTM Assignment Command (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023308
	CR 51.010-1-1126 rev 1 Mobile originating CS release (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023309
	CR 51.010-1-1127 rev 1 Network originating CS release (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023310
	CR 51.010-1-1128 rev 1 Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023346
	CR 51.010-1-1129 rev 1 Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023347
	CR 51.010-1-1119 rev 1 PDP Context Activation / Performed on main DCCH and TBFs (Rel-5)
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023348
	CR 51.010-1-1130 rev 1 Handover to UTRAN while in DTM
	Vodafone Group
	7.5.5.3
	 
	agreed

	GP-023349
	CR 51.010-1-1198 rev 1 Section 40.5 Test PDP contexts
	Rohde & Schwarz
	7.4.5.1.3, 7.5.5.2
	 
	agreed

	GP-023350
	CR 51.010-1-1219 rev 1 Clause 44.2.1.1.10 GPRS attach / rejected / GPRS services not allowed in this PLMN
	Motorola
	7.5.5.2
	 
	agreed

	GP-023351
	CR 51.010-1-1220 rev 1 Clause 44.2.2.2.6 GPRS detach/ rejected / GPRS services not allowed in this PLMN
	Motorola
	7.5.5.2
	 
	agreed

	GP-023352
	CR 51.010-1-1156 rev 1 46.1.2.2.1.4 New test step 5: Reception of an UI frame
	Anite
	7.5.5.2
	 
	agreed

	GP-023353
	CR 51.010-1-1157 rev 1 46.1.2.2.2.3 Correction of N(R) and N(S) values and removal of steps 12 and 13
	Anite
	7.5.5.2
	 
	agreed

	GP-023354
	CR 51.010-1-1162 rev 1 46.1.2.2.2.4 Removal of step 5 and correction of test procedure.
	Anite
	7.5.5.2
	 
	agreed

	GP-023355
	CR 51.010-1-1158 rev 1 46.1.2.2.3.2 Combining step 4 and 5 to one test step
	Anite
	7.5.5.2
	 
	agreed

	GP-023381
	CR 51.010-1-1165 rev 1 46.1.2.7.6 Correction of testing time and macro direction in step 14)
	Anite
	7.5.5.2
	 
	agreed

	GP-023382
	CR 51.010-1-1070  Test cases 46.2.2.1.4 – Modification of the size of uplink data to transfer
	Setcom
	7.5.5.2
	 
	agreed

	GP-023383
	CR 51.010-1-1223 rev 2  44.2.3.2.5 Combined routing area updating/rejected/roaming not allowed in this location area
	Ericsson
	7.5.5.4
	 
	agreed

	GP-023384
	CR 51.010-1-1233 rev 1 Section 40: Wrong HCS PRIORITY CLASS value for the near cell in PSI 3 and 3bis messages
	Rohde & Schwarz
	7.5.5.2
	 
	agreed

	GP-023385
	CR 51.010-2-091 rev 1 Introduction of UTRAN Classmark Change test cases in section 26.6.11
	Ericsson
	7.5.5.4
	 
	agreed

	GP-023386
	CR 51.010-1-1174 rev 1 Basic Self Location in Dedicated Mode Test Case for Assisted GPS
	Qualcomm
	7.5.5.5
	 
	agreed

	GP-023387
	CR 51.010-1-1175 rev 1 Transfer to 3rd Party Test Case for Assisted GPS
	Qualcomm
	7.5.5.5
	 
	agreed

	GP-023388
	CR to TS 51.010-2-086 rev 1 Applicability Table Update"
	Qualcomm
	7.5.5.5
	 
	agreed

	GP-023389
	CR 51.010-1-1213 rev 1 Clause 70.3.4 - EOTD MO_LR Positioning Measurement
	Motorola
	7.5.5.5
	 
	agreed

	GP-023390
	CR 51.010-2-094 rev 1 Applicability table for new EOTD Mobile Originated test cases
	Motorola
	7.5.5.5
	3393
	revised

	GP-023391
	CR 51.010-1-1208 rev 1 Introduction of UTRAN Classmark Change test cases in section 26.6.11
	Ericsson
	7.5.5.4
	 
	agreed

	GP-023392
	CR 51.010-2-096 rev 2 Alignment of test cases for SIM Toolkit evolution to R99
	GEMPLUS
	7.5.5.1
	 
	agreed

	GP-023393
	CR 51.010-2-094 rev 2 Applicability table for new EOTD Mobile Originated test cases
	Motorola
	7.5.5.5
	 
	agreed

	GP-023394
	CR 51.010-1-1172 rev 2 26.16.4 & 26.16.4a To correct the specification of speech versions supported by MS.
	Anite
	7.5.5.1
	 
	agreed


Annex C: List of approved CRs

51.010-1

	TDoc
	Title
	Source
	Agenda Item

	GP-022885
	CR 51.010-1-1104 Section 9 - Format of tests
	Ericsson
	7.5.5.1

	GP-022890
	CR 51.010-1-1107  Corrections to the LCS EOTD Test Cases
	Ericsson
	7.5.5.5

	GP-022996
	CR 51.010-1-1152  46.1.2.2.1.1 Move initiation of data transfer to new test step 4
	Anite
	7.5.5.2

	GP-022997
	CR 51.010-1-1153  46.2.2.1.3 Correction of T in SN-DATA PDU in step 11
	Anite
	7.5.5.2

	GP-022998
	CR 51.010-1-1154  46.1.2.2.2.2 Removal of test step 6, 7, 8 and 13
	Anite
	7.5.5.2

	GP-022999
	CR 51.010-1-1155  46.2.2.4.1 Release and re-establishment of LLC added in step 3 to 6
	Anite
	7.5.5.2

	GP-023003
	CR 51.010-1-1159  46.1.2.2.4.1 Add new test step 5
	Anite
	7.5.5.2

	GP-023004
	CR 51.010-1-1160  46.2.2.4.2 Algorithm type in step 2 removed
	Anite
	7.5.5.2

	GP-023005
	CR 51.010-1-1161  46.1.2.2.1.5 Correction of test step 2: Remove Initiation of data transfer
	Anite
	7.5.5.2

	GP-023007
	CR 51.010-1-1163  46.1.2.7.2 Removal of constraint for C/R bit in step 7)
	Anite
	7.5.5.2

	GP-023008
	CR 51.010-1-1164  46.1.2.7.5 Correction of amount of uplink data in step 12)
	Anite
	7.5.5.2

	GP-023072
	CR 51.010-1-1204 TC 26.16.9.11 correction of message flow and AMR threshold and hysteresis values
	Racal Instruments
	7.5.5.1

	GP-023073
	CR 51.010-1-1205  TC 26.16.9.12 correction of AMR threshold and hysteresis values
	Racal Instruments
	7.5.5.1

	GP-023083
	CR 51.010-1-1207 Section 60 Inter System Handover
	Ericsson, Motorola
	7.5.5.4

	GP-023143
	CR 51.010-1-1212 Clause 70.3.3 - EOTD MO_LR Autonomous Location
	Motorola
	7.5.5.5

	GP-023176
	CR 51.010-1-1234  44.2.3.2.4 Combined routing area updating / rejected / PLMN not allowed
	Ericsson
	7.5.5.4

	GP-023203
	CR 51010-1-1231 Removal of DTM from list of missing tests.
	Vodafone Group
	7.5.5.3

	GP-023204
	CR 51010-1-1232 Inclusion of the PACKET TIMESLOT RECONFIGURE message in section 40
	Vodafone Group
	7.5.5.3

	GP-023221
	CR 51.010-1-1234 clause 40.4.3.17   Inter-SGSN RAU Macro
	Ericsson
	7.5.5.2

	GP-023296
	CR 51.010-1-1144 rev 1 26.16.6 Restricting repetition of procedure to FR and HR speech version 3.
	Anite
	7.5.5.1

	GP-023300
	CR 51.010-1-1123 rev 1 Change of routeing area whilst in dedicated mode (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023302
	CR 51.010-1-1120 rev 2 Change of cell between two LAs in idle mode / RAU completes first (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023303
	CR 51.010-1-1121 rev 2 Change of cell between two LAs in idle mode / LAU completes first / SS releases channel (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023304
	CR 51.010-1-1122 rev 2 Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023305
	CR 51.010-1-1131 rev 1 Corrections to WG5 DTM Test Cases (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023306
	CR 51.010-1-1124 rev 1 Intra frequency reallocation of CS resources / DTM Assignment Command (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023307
	CR 51.010-1-1125 rev 1 Inter frequency reallocation of CS resources / DTM Assignment Command (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023308
	CR 51.010-1-1126 rev 1 Mobile originating CS release (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023309
	CR 51.010-1-1127 rev 1 Network originating CS release (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023310
	CR 51.010-1-1128 rev 1 Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023346
	CR 51.010-1-1129 rev 1 Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023347
	CR 51.010-1-1119 rev 1 PDP Context Activation / Performed on main DCCH and TBFs (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023348
	CR 51.010-1-1130 rev 1 Handover to UTRAN while in DTM
	Vodafone Group
	7.5.5.3

	GP-023349
	CR 51.010-1-1198 rev 1 Section 40.5 Test PDP contexts
	Rohde & Schwarz
	7.4.5.1.3, 7.5.5.2

	GP-023350
	CR 51.010-1-1219 rev 1 Clause 44.2.1.1.10 GPRS attach / rejected / GPRS services not allowed in this PLMN
	Motorola
	7.5.5.2

	GP-023351
	CR 51.010-1-1220 rev 1 Clause 44.2.2.2.6 GPRS detach/ rejected / GPRS services not allowed in this PLMN
	Motorola
	7.5.5.2

	GP-023352
	CR 51.010-1-1156 rev 1 46.1.2.2.1.4 New test step 5: Reception of an UI frame
	Anite
	7.5.5.2

	GP-023353
	CR 51.010-1-1157 rev 1 46.1.2.2.2.3 Correction of N(R) and N(S) values and removal of steps 12 and 13
	Anite
	7.5.5.2

	GP-023354
	CR 51.010-1-1162 rev 1 46.1.2.2.2.4 Removal of step 5 and correction of test procedure.
	Anite
	7.5.5.2

	GP-023355
	CR 51.010-1-1158 rev 1 46.1.2.2.3.2 Combining step 4 and 5 to one test step
	Anite
	7.5.5.2

	GP-023381
	CR 51.010-1-1165 rev 1 46.1.2.7.6 Correction of testing time and macro direction in step 14)
	Anite
	7.5.5.2

	GP-023382
	CR 51.010-1-1070  Test cases 46.2.2.1.4 – Modification of the size of uplink data to transfer
	Setcom
	7.5.5.2

	GP-023383
	CR 51.010-1-1223 rev 2  44.2.3.2.5 Combined routing area updating/rejected/roaming not allowed in this location area
	Ericsson
	7.5.5.4

	GP-023384
	CR 51.010-1-1233 rev 1 Section 40: Wrong HCS PRIORITY CLASS value for the near cell in PSI 3 and 3bis messages
	Rohde & Schwarz
	7.5.5.2

	GP-023386
	CR 51.010-1-1174 rev 1 Basic Self Location in Dedicated Mode Test Case for Assisted GPS
	Qualcomm
	7.5.5.5

	GP-023387
	CR 51.010-1-1175 rev 1 Transfer to 3rd Party Test Case for Assisted GPS
	Qualcomm
	7.5.5.5

	GP-023389
	CR 51.010-1-1213 rev 1 Clause 70.3.4 - EOTD MO_LR Positioning Measurement
	Motorola
	7.5.5.5

	GP-023391
	CR 51.010-1-1208 rev 1 Introduction of UTRAN Classmark Change test cases in section 26.6.11
	Ericsson
	7.5.5.4

	GP-023394
	CR 51.010-1-1172 rev 2 26.16.4 & 26.16.4a To correct the specification of speech versions supported by MS.
	Anite
	7.5.5.1


51.010-2

	TDoc
	Title
	Source
	Agenda Item

	GP-022948
	CR 51.010-2-084 Addition of WG5 DTM Conformance Tests to the Applicability table (Rel-5)
	Vodafone Group
	7.5.5.3

	GP-023047
	CR 51.010-2-088 Change of Applicability for test case 44.2.1.1.8 - GPRS attach/abnormal cases/power off
	Nokia
	7.5.5.2

	GP-023142
	CR 51.010-2-093 Applicability table for new GMM test cases
	Motorola
	7.5.5.2

	GP-023295
	CR 51.010-2-089 rev 1 Add AMR half rate optional applicability
	Racal Instruments
	7.5.5.1

	GP-023385
	CR 51.010-2-091 rev 1 Introduction of UTRAN Classmark Change test cases in section 26.6.11
	Ericsson
	7.5.5.4

	GP-023388
	CR to TS 51.010-2-086 rev 1 Applicability Table Update"
	Qualcomm
	7.5.5.5

	GP-023392
	CR 51.010-2-096 rev 2 Alignment of test cases for SIM Toolkit evolution to R99
	GEMPLUS
	7.5.5.1

	GP-023393
	CR 51.010-2-094 rev 2 Applicability table for new EOTD Mobile Originated test cases
	Motorola
	7.5.5.5


11.10-4
	TDoc
	Title
	Source
	Agenda Item

	GP-023293
	CR 11.10-4-A008 rev 1 to upgrade the Mobile Station SIM Application Toolkit Test Specification to Release 99 (T3-020913)
	TSG T WG3
	7.5.5.1
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