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15

Timing advance and absolute delay
WG4



15.9
CR 51.010-1-1117
Timing advance whilst in DTM
WG4
Vodafone
Agreed

22

Transmit power control timing and confirmation
WG4



22.11
CR 51.010-1-1116
Power control in exclusive allocation mode.
WG4
Vodafone
Agreed

40

GPRS default conditions, message contents and macros
WG5



40.2

Default message contents
WG5



40.2.2

Packet System Information messages
WG5



40.2.2.1

Cell A
WG5



40.2.2.1.13
CR 51.010-1-974
PACKET SYSTEM INORMATION TYPE 14
WG5
Vodafone
Agreed

40.2.4

Default Contents of Layer 3 Messages
WG5



40.2.4.26
CR 51.010-1-974
DTM Assignment Command
WG5
Vodafone
Agreed

40.2.4.27
CR 51.010-1-974
DTM Information
WG5
Vodafone
Agreed

40.2.4.28
CR 51.010-1-974
DTM Reject
WG5
Vodafone
Agreed

40.2.4.29
CR 51.010-1-974
Packet Notification
WG5
Vodafone
Agreed

40.2.4.30
CR 51.010-1-974
Packet Assignment
WG5
Vodafone
Agreed

40.2.4.31
CR 51.010-1-974
Assignment Command
WG5
Vodafone
Agreed

40.2.4.32
CR 51.010-1-974
Handover Command
WG5
Vodafone
Agreed

40.2.4.33
CR 51.010-1-974
Physical Information
WG5
Vodafone
Agreed

40.2.4.34
CR 51.010-1-974
Connect Ack
WG5
Vodafone
Agreed

40.2.4.35
CR 51.010-1-974
Location Updating Accept
WG5
Vodafone
Agreed

40.2.4.36
CR 51.010-1-xxx
Packet Timeslot Reconfigure
WG5
Vodafone
Agreed

41

GPRS Paging, TBF establishment/release, DCCH related and DTM procedures
WG4



41.3

MAC/RLC release
WG4



41.3.1

TBF release / Uplink / Normal / MS initiated
WG4



41.3.1.4
CR 51.010-1-1108
TBF release / Uplink / Normal / MS initiated / Whilst in DTM
WG4
Vodafone
Agreed

41.3.2

TBF release / Uplink / Normal / Network initiated
WG4



41.3.2.3
CR 51.010-1-1109
TBF release / Uplink / Normal / Network initiated / Whilst in DTM
WG4
Vodafone
Agreed

41.3.4

TBF release / Downlink / Normal / Network initiated
WG4



41.3.4.3
CR 51.010-1-1110
TBF release / Downlink / Normal / Network initiated / Whilst in DTM
WG4
Vodafone
Agreed

41.5

Dual transfer mode
WG4



41.5.1

PS establishment whilst in dedicated mode
WG4



41.5.1.1

Uplink TBF establishment
WG4



41.5.1.1.1

Uplink TBF establishment with no reallocation of CS resources
WG4



41.5.1.1.1.1
CR 51.010-1-983
Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned
WG4
Vodafone
Agreed

41.5.1.1.1.2
CR 51.010-1-984
Uplink TBF establishment with no reallocation of CS resources / Successful case / Downlink resources assigned
WG4
Vodafone
Agreed

41.5.1.1.1.3
CR 51.010-1-985
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / DTM reject
WG4
Vodafone
Agreed

41.5.1.1.1.4
CR 51010-1-1111
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Inter System to UTRAN Handover Command
WG4
Vodafone
Agreed

41.5.1.1.1.5
CR 51.010-1-989
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Assignment Command
WG4
Vodafone
Agreed

41.5.1.1.1.6
CR 51.010-1-990
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Handover Command
WG4
Vodafone
Agreed

41.5.1.1.1.7
CR 51.010-1-991
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Channel Release
WG4
Vodafone
Agreed

41.5.1.1.2

Uplink TBF establishment with reallocation of CS resources
WG4



41.5.1.1.2.1
CR 51.010-1-992
Uplink TBF establishment with reallocation of CS resources / Successful case
WG4
Vodafone
Agreed

41.5.1.1.2.2
CR 51.010-1-993
Uplink TBF establishment with reallocation of CS resources / Abnormal case / Assignment Failure
WG4
Vodafone
Agreed

41.5.1.1.2.3

Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation
WG4



41.5.1.1.2.3.1
CR 51.010-1-994
Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / DTM multislot class 1
WG4
Vodafone
Agreed

41.5.1.1.2.3.2
CR 51.010-1-995
Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / DTM multislot class 5
WG4
Vodafone
Agreed

41.5.1.1.2.3.3
CR 51.010-1-996
Uplink TBF establishment with reallocation of CS resources / Abnormal case / Multislot class violation / DTM multislot class 9
WG4
Vodafone
Agreed

41.5.1.1.3
CR 51.010-1-997
Uplink TBF establishment required whilst in DM / DTM not supported in cell
WG4
Vodafone
Agreed

41.5.1.2

Downlink TBF establishment
WG4



41.5.1.2.1

Whilst in Ready State
WG4



41.5.1.2.1.1
CR 51.010-1-998
Downlink TBF establishment in Ready State / Successful case
WG4
Vodafone
Agreed

41.5.1.2.1.2
CR 51.010-1-999
Downlink TBF establishment in Ready State / Abnormal cases / No cell allocation available
WG4
Vodafone
Agreed

41.5.1.2.2
CR 51.010-1-1000
Whilst in Standby State / Downlink TBF establishment
WG4
Vodafone
Agreed

41.5.2

CS establishment whilst in packet transfer mode
WG4



41.5.2.1
CR 51.010-1-1001
MT CS establishment whilst in packet transfer mode with a downlink TBF established
WG4
Vodafone
Agreed

41.5.2.2
CR 51.010-1-1002
MT CS establishment whilst in packet transfer mode with a uplink TBF established
WG4
Vodafone
Agreed

41.5.2.3
CR 51.010-1-1003
MO CS establishment whilst in packet transfer mode with uplink and downlink TBFs established
WG4
Vodafone
Agreed

41.5.2.4
CR 51.010-1-1004
MO CS establishment whilst in packet transfer mode and DTM is not supported in current cell
WG4
Vodafone
Agreed

41.5.3

PS establishment whilst in dual transfer mode
WG4



41.5.3.1

Uplink TBF establishment with a downlink TBF established
WG4



41.5.3.1.1
CR 51.010-1-1112
Uplink TBF establishment with a downlink TBF established and no PS downlink reallocation
WG4
Vodafone
Agreed

41.5.3.1.2
CR 51.010-1-1113
Uplink TBF establishment with a downlink TBF established and PS downlink reallocation
WG4
Vodafone
Agreed

41.5.3.2

Downlink TBF establishment with a uplink established
WG4



41.5.3.2.1
CR 51.010-1-1114
Downlink TBF establishment with a uplink TBF established and no PS uplink reallocation
WG4
Vodafone
Agreed

41.5.3.2.2
CR 51.010-1-1115
Downlink TBF establishment with a uplink TBF established and PS uplink reallocation
WG4
Vodafone
Agreed

42

Test of Medium Access Control (MAC) protocol
WG4



42.6

MAC Modes whilst in DTM
WG4



42.6.1
CR 51.010-1-1005
Exclusive allocation in single-slot configuration
WG4
Vodafone
Agreed

42.6.2
CR 51.010-1-1006
Exclusive allocation in multi-slot configuration
WG4
Vodafone
Agreed

42.6.3
CR 51.010-1-1007
Dynamic allocation in multi-slot configuration
WG4
Vodafone
Agreed

44

Test case requirements for GPRS mobility management
WG5



44.2

Elementary procedures of GPRS mobility management
WG5



44.2.8

DTM mobility management
WG5



44.2.8.1

Change of cell between two LAs in idle mode
WG5



44.2.8.1.1
CR 51.010-1-1120
Change of cell between two LAs in idle mode / RAU completes first
WG5
Vodafone
Agreed

44.2.8.1.2
CR 51.010-1-1121
Change of cell between two LAs in idle mode / LAU completes first / SS releases channel
WG5
Vodafone
Agreed

44.2.8.1.3
CR 51.010-1-1122
Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel
WG5
Vodafone
Agreed

44.2.8.2 
CR 51.010-1-1123
Change of routeing area whilst in dedicated mode
WG5
Vodafone
Agreed

47

Dual Transfer Mode
WG5



47.1

Reallocation of CS resources
WG5



47.1.1
CR 51.010-1-975
Intra frequency reallocation of CS resources / Assignment Cmd
WG5
Vodafone
Agreed

47.1.2
CR 51.010-1-976
Intra frequency reallocation of CS resources / Handover
WG5
Vodafone
Agreed

47.1.3
CR 51.010-1-1124
Reallocation of CS resources / DTM Assignment Command / Intra frequency
WG5
Vodafone
Agreed

47.1.4
CR 51.010-1-1125
Inter frequency reallocation of CS resources / DTM Assignment
WG5
Vodafone
Agreed

47.2

Release of CS resources
WG5



47.2.1
CR 51.010-1-1126
Mobile originating CS release
WG5
Vodafone
Agreed

47.2.2
CR 51.010-1-1127
Network originating CS release
WG5
Vodafone
Agreed

47.3

Handover
WG5



47.3.1

Handover to same routeing area
WG5



47.3.1.1
CR 51.010-1-977
Handover to same routeing area whilst in dedicated mode & MM Ready / Completed on the main DCCH
WG5
Vodafone
Agreed

47.3.1.2
CR 51.010-1-978
Handover to same routeing area whilst in DTM with DL TBF only
WG5
Vodafone
Agreed

47.3.1.3

Handover to same routeing area whilst in DTM with both DL & UL TBFs
WG5



47.3.1.3.1
CR 51.010-1-979
Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case
WG5
Vodafone
Agreed

47.3.1.3.2
CR 51.010-1-980
Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure
WG5
Vodafone
Agreed

47.3.2

Handover to different routeing area whilst in DM
WG5



47.3.2.1
CR 51.010-1-1128
Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release
WG5
Vodafone
Agreed

47.3.2.2
CR 51.010-1-1129
Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete
WG5
Vodafone
Agreed

47.3.3

Handover to different routeing area whilst in DTM
WG5



47.3.3.1

Handover to different routeing area whilst in DTM / Performed on TBFs
WG5



47.3.3.1.1
CR 51.010-1-981
Handover to different routeing area whilst in DTM / Performed on TBFs / RAU complete before CS release
WG5
Vodafone
Agreed

47.3.3.1.2
CR 51.010-1-982
Handover to different routeing area whilst in DTM / Performed on TBFs / CS release before RAU complete
WG5
Vodafone
Agreed

47.3.4
CR 51.010-1-1130
Handover to UTRAN while in DTM
WG5



47.3.4.1

Handover to UTRAN while in DTM / Downlink TBF
WG5
Vodafone
Agreed

47.3.4.2

Handover to UTRAN while in DTM / Uplink TBF
WG5
Vodafone
Agreed

47.4

Session Management
WG5



47.4.1
CR 51.010-1-1119
PDP Context Activation / Performed on main DCCH

and TBFs
WG5
Vodafone
Agreed

Conformance Tests deleted from work plan

Test Case Name
WG

Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Multislot class violation / DTM Multislot Class 1
WG4

Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Multislot class violation / DTM Multislot Class 5
WG4

Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Multislot class violation / DTM Multislot Class 9
WG4

Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / T3148 expiry
WG4

MAC Mode upon leaving single-slot mode
WG4

Network uses the main DCCH whilst in DTM 
WG5

Network exceeds maximum LAPDm frame size
WG5

Reception of DTM messaging by a non DTM MS
WG5

Handover to different routeing area whilst in DM / Performed on TBFs / RAU complete before CS release
WG5

Handover to different routeing area whilst in DM / Performed on TBFs / CS release before RAU complete
WG5

