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<Start of modified section>

	MOBILITY MANAGEMENT

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services

	9.2.1
	Authentication accepted
	R99
	C98
	UEs supporting CS domain services

	9.2.2
	Authentication rejected
	R99
	C98
	UEs supporting CS domain services

	9.2.3
	Authentication rejected by the UE (MAC code failure)
	R99
	C98
	UEs supporting CS domain services

	9.2.4
	Authentication rejected by the UE (SQN failure)
	R99
	C98
	UEs supporting CS domain services

	9.3.1
	General Identification
	R99
	C98
	UEs supporting CS domain services

	9.3.2
	Handling of IMSI shorter than the maximum length
	R99
	C98
	UEs supporting CS domain services

	9.4.1
	Location updating / accepted
	R99
	C98
	UEs supporting CS domain services

	9.4.2.1
	Location updating / rejected / IMSI invalid
	R99
	C98
	UEs supporting CS domain services

	9.4.2.2
	Location updating / rejected / PLMN not allowed
	R99
	C98
	UEs supporting CS domain services

	9.4.2.3
	Location updating / rejected / location area not allowed
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.1
	Location updating / rejected / roaming not allowed in this location area / Procedure 1
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.2
	Location updating / rejected / roaming not allowed in this location area / Procedure 2
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.3
	Location updating / rejected / roaming not allowed in this location area / Procedure 3
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.4
	Location updating / rejected / roaming not allowed in this location area / Procedure 4
	R99
	C98
	UEs supporting CS domain services

	9.4.2.4.5
	Location updating / rejected / roaming not allowed in this location area / Procedure 5
	R99
	C99
	UEs supporting CS domain services

UEs supporting USIM removal

	9.4.2.5
	Location updating / rejected / No Suitable Cells In Location Area
	R99
	C98
	UEs supporting CS domain services

	9.4.3.2
	Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.3.3
	Location updating / abnormal cases / attempt counter equal to 4
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.3.4
	Location updating / abnormal cases / attempt counter less or equal to 4, stored LAI equal to broadcast LAI
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.3.5
	Location updating / abnormal cases / Failure due to non-integrity protection
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.4
	Location updating / release / expiry of T3240
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.1
	Location updating / periodic spread
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.2
	Location updating / periodic normal / test 1
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.3
	Location updating / periodic normal / test 2
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.1
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits time T
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.2
	Location updating / periodic search for HPLMN or higher priority PLMN / UE in manual mode
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.5.4.3
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits at least two minutes and at most T minutes
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.6
	Location updating / interworking of attach and periodic
	R99
	C98 
	UEs supporting CS domain services

 

	9.4.7
	Location Updating / accept with replacement or deletion of Equivalent PLMN list
	R99
	C98
	UEs supporting CS domain services

	9.4.8
	Location Updating after UE power off
	R99
	C98
	UEs supporting CS domain services

	9.4.9
	Location Updating/ Accept, Interaction between Equivalent PLMNs and Forbidden PLMNs
	R99
	C98
	UEs supporting CS domain services

	9.5.2
	MM connection / establishment in security mode
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.3
	Void
	
	
	

	9.5.4
	MM connection / establishment rejected
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.5
	MM connection / establishment rejected cause 4
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.6
	MM connection / expiry T3230
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.7.1
	MM connection / abortion by the network / cause #6
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.7.2
	MM connection / abortion by the network / cause not equal to #6
	R99
	C100
	UEs supporting CS domain services

UEs supporting at least one non-call related SS

	9.5.8.1
	MM connection / follow-on request pending / test 1
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.8.2
	MM connection / follow-on request pending / test 2
	R99
	C98 
	UEs supporting CS domain services

 

	9.5.8.3
	MM connection / follow-on request pending / test 3
	R99
	C98 
	UEs supporting CS domain services
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