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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the relevant Release.

-
For a GSM Phase 2+ Release 5 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2+ Release 4 MS, references to GSM documents are to version 4.x.y, when available.

-
For a GSM Phase 2+ Release 1999 MS, references to GSM documents are to version 8.x.y (for 01.-series to 12.-series) or (3.x.y for 21.-series to 35.-series), when available.

-
For a GSM Phase 2+ Release 1998 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 1997 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 1996 MS, references to GSM documents are to version 5.x.y, when available.

-
For a GSM Phase 2 MS, references to GSM documents are to version 4.x.y.

NOTE: 
References to 3GPP Technical Specifications and Technical Reports throughout this document shall be interpreted according to the Release shown in the formal reference in this clause, based upon the Release of the implementation under test.


Example 1: References for a Ph2 MS shall be interpreted as:




[1]

3GPP TS 01.04 Ph2




[2]

3GPP TS 02.02 Ph2




etc


Example 2: References for a Rel-4 MS shall be interpreted as:




[1]

3GPP TS 21.905 Rel-4




[2]

3GPP TS 22.002 Rel-4




etc

[1]
ETS 300 406 (January 1995): "Methods for Testing and Specification (MTS); Protocol and profile conformance testing specifications; Standardization methodology".

[2]
ISO/IEC 9646‑1 (1995): "Information technology – Open Systems Interconnection – Conformance testing methodology and framework – Part 1: General concepts".

[3]
ISO/IEC 9646‑7 (1995): "Information technology – Open Systems Interconnection – Conformance testing methodology and framework – Part 7: Implementation Conformance Statements".

[4]
3GPP TS 02.01 (Ph2 to R98): "Principles of telecommunication services supported by a GSM Public Land Mobile Network (PLMN)".


3GPP TS 22.001 (R99 onwards): "Principles of circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[5]
3GPP TS 02.02 (Ph2 to R98): "Bearer Services (BS) supported by a GSM Public Land Mobile Network (PLMN)".


3GPP TS 22.002 (R99 onwards): "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

[6]
3GPP TS 02.03 (Ph2 to R98): "Teleservices supported by a GSM Public Land Mobile Network (PLMN)".


3GPP TS 22.003 (R99 onwards): "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[7]
3GPP TS 02.04 (Ph2 to R98): "General on supplementary services".


3GPP TS 22.004 (R99 onwards): "General on supplementary services".

[8]
3GPP TS 02.06 (Ph2 to R98): "Types of Mobile Stations (MS)".

[8a]
3GPP TS 22.101 (R99 onwards): "Service aspects; Service principles".

[9]
3GPP TS 02.07 (Ph2 to R98): "Mobile Station (MS) features".

[10]
3GPP TS 02.09 (Ph2 to R99): "Security aspects". 


3GPP TS 42.009 (Rel-4 onwards): "Security aspects".

[11]
3GPP TS 02.11 (Ph2 to R98): "Service accessibility".


3GPP TS 22.011 (R99 onwards): "Service accessibility".

[12]
3GPP TS 02.16 (Ph2 to R98): "International Mobile station Equipment Identities (IMEI)".


3GPP TS 22.016 (R99 onwards): "International Mobile Equipment Identities (IMEI)".

[13]
3GPP TS 02.17 (Ph2 to R99): "Subscriber Identity Modules (SIM); Functional characteristics".


3GPP TS 42.017 (Rel-4 onwards): "Subscriber Identity Modules (SIM); Functional characteristics".

[14]
3GPP TS 02.24 (Ph2 to R98): "Description of Charge Advice Information (CAI)".


3GPP TS 22.024 (R99 onwards): "Description of Charge Advice Information (CAI)".

[15]
3GPP TS 02.30 (Ph2 to R98): "Man-Machine Interface (MMI) of the Mobile Station (MS)".


3GPP TS 22.030 (R99 onwards): "Man-Machine Interface (MMI) of the User Equipment (UE)".

[16]
3GPP TS 02.40 (Ph2 to R98): "Procedures for call progress indications".

[17]
3GPP TS 02.41 (Ph2 to R98): "Operator determined barring".


3GPP TS 22.041 (R99 onwards): "Operator determined barring".

[18]
3GPP TS 02.81 (Ph2 to R98): "Line identification supplementary services; Stage 1".


3GPP TS 22.081 (R99 onwards): "Line identification supplementary services; Stage 1".

[19]
3GPP TS 02.82 (Ph2 to R98): "Call Forwarding (CF) supplementary services; Stage 1".


3GPP TS 22.082 (R99 onwards): "Call Forwarding (CF) supplementary services; Stage 1".

[20]
3GPP TS 02.83 (Ph2 to R98): "Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 1".


3GPP TS 22.083 (R99 onwards): "Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 1".

[21]
3GPP TS 02.84 (Ph2 to R98): "MultiParty (MPTY) supplementary services; Stage 1".


3GPP TS 22.084 (R99 onwards): "MultiParty (MPTY) supplementary services; Stage 1".

[22]
3GPP TS 02.85 (Ph2 to R98): "Closed User Group (CUG) supplementary services; Stage 1".


3GPP TS 22.085 (R99 onwards): "Closed User Group (CUG) supplementary services; Stage 1".

[23]
3GPP TS 02.86 (Ph2 to R98): "Advice of Charge (AoC) supplementary services; Stage 1".


3GPP TS 22.086 (R99 onwards): "Advice of Charge (AoC) supplementary services; Stage 1".

[24]
3GPP TS 03.40 (Ph2 to R98): "Technical realization of the Short Message Service (SMS) Point to Point (PP)".


3GPP TS 23.040 (R99 onwards): "Technical realization of Short Message Service".

[25]
3GPP TS 03.41 (Ph2 to R98): "Technical realization of Short Message Service Cell Broadcast (SMSCB)".


3GPP TS 23.041 (R99 onwards): "Technical realization of Cell Broadcast Service (CBS)".

[26]
3GPP TS 03.45 (Ph2 to R99): "Technical Realization of Facsimile Group 3‑transparent".


3GPP TS 43.045 (Rel-4 onwards): "Technical Realization of Facsimile Group 3 Service - transparent".

[27]
3GPP TS 03.46 (Ph2 to R99): "Technical Realization of Facsimile Group 3 Service‑non transparent".


3GPP TS 23.146 (Rel-4 onwards): "Technical realization of facsimile group 3 service‑non‑transparent".

[28]
3GPP TS 04.02 (Ph2 to R98): "GSM Public Land Mobile Network (PLMN) access reference configuration".


3GPP TS 24.002 (R99 onwards): "GSM-UMTS Public Land Mobile Network (PLMN) Access Reference Configuration".

[29]
3GPP TS 04.04 (Ph2 to R99): "Layer 1; General requirements".


3GPP TS 44.004 (Rel-4 onwards): "Layer 1; General requirements".

[30]
3GPP TS 04.05 (Ph2 to R99): "Data Link (DL) layer; General aspects".


3GPP TS 44.005 (Rel-4 onwards): "Data Link (DL) layer; General aspects".

[31]
3GPP TS 04.06 (Ph2 to R99): "Mobile Station – Base Station System (MS – BSS) interface Data Link (DL) layer specification".


3GPP TS 44.006 (Rel-4 onwards): "Mobile Station - Base Station System (MS - BSS) interface Data Link (DL) layer specification".

[32]
3GPP TS 04.07 (Ph2 to R98): "Mobile radio interface signalling layer 3; General aspects".


3GPP TS 24.007 (R99 onwards): "Mobile radio interface signalling layer 3; General Aspects".

[33]
3GPP TS 04.08 (Ph2 to R99): "Mobile radio interface layer 3 specification". (see note)


3GPP TS 24.008 (R99 onwards): "Mobile radio interface layer 3 specification; Core network protocols; Stage 3". (see note)


3GPP TS 44.008 (Rel-4): "Mobile radio interface layer 3 specification". (see note)

[34]
3GPP TS 04.10 (Ph2 to R98): "Mobile radio interface layer 3; Supplementary services specification; General aspects".


3GPP TS 24.010 (R99 onwards): "Mobile radio interface Layer 3; Supplementary services specification; General aspects".

[35]
3GPP TS 04.11 (Ph2 to R98): "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".


3GPP TS 24.011 (R99 onwards): "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".

[36]
3GPP TS 04.12 (Ph2 to R99): "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".


3GPP TS 44.012 (Rel-4 onwards): "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".

[37]
3GPP TS 04.13 (Ph2 to R99): "Performance requirements on mobile radio interface".


3GPP TS 44.013 (Rel-4 onwards): "Performance requirements on the mobile radio interface".

[37a]
3GPP TS 04.14 (R96 to R99): "Individual equipment type requirements and interworking; Special conformance testing functions".


3GPP TS 44.014 (Rel-4 onwards): "Individual equipment type requirements and interworking; Special conformance testing functions".

[38]
3GPP TS 04.21 (Ph2 to R99): "Rate adaption on the Mobile Station – Base Station System (MS – BSS) interface".


3GPP TS 44.021 (Rel-4 onwards): "Rate adaption on the Mobile Station - Base Station System (MS - BSS) interface".

[39]
3GPP TS 04.22 (Ph2 to R98): "Radio Link Protocol (RLP) for data and telematic services on the Mobile Station – Base Station System (MS – BSS) interface and the Base Station System – Mobile-services Switching Centre (BSS – MSC) interface".


3GPP TS 24.022 (R99 onwards): "Radio Link Protocol (RLP) for circuit switched bearer and teleservices".

[40]
3GPP TS 04.80 (Ph2 to R98): "Mobile radio interface layer 3; supplementary services specification; Formats and coding". (See Note 1)


3GPP TS 24.080 (R99 onwards): "Mobile radio Layer 3; supplementary service specification; Formats and coding".

[41]
3GPP TS 04.81 (Ph2 to R98): "Line identification supplementary services; Stage 3".


3GPP TS 24.081 (R99 onwards): "Line identification supplementary service; Stage 3".

[42]
3GPP TS 04.82 (Ph2 to R98): "Call Forwarding (CF) supplementary services; Stage 3".


3GPP TS 24.082 (R99 onwards): "Call Forwarding (CF) supplementary service; Stage 3".

[43]
3GPP TS 04.83 (Ph2 to R98): "Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3".


3GPP TS 24.083 (R99 onwards): "Call Waiting (CW) and Call Hold (HOLD) supplementary service; Stage 3".

[44]
3GPP TS 04.84 (Ph2 to R98): "MultiParty (MPTY) supplementary services;Stage 3".


3GPP TS 24.084 (R99 onwards): "Multiparty (MPTY) supplementary service; Stage 3".

[45]
3GPP TS 04.85 (Ph2 to R98): "Closed User Group (CUG) supplementary services; Stage 3".


3GPP TS 24.085 (R99 onwards): "Closed User Group (CUG) supplementary services; Stage 3".

[46]
3GPP TS 04.86 (Ph2 to R98): "Advice of Charge (AoC) supplementary services; Stage 3".


3GPP TS 24.086 (R99 onwards): "Advice of Charge (AoC) supplementary service; Stage 3;".

[47]
3GPP TS 04.88 (Ph2 to R98): "Call Barring (CB) supplementary services; Stage 3".


3GPP TS 24.088 (R99 onwards): "Call Barring (CB) supplementary service; Stage 3".

[48]
3GPP TS 04.90 (Ph2 to R98): "Unstructured Supplementary Services Data (USSD)".


3GPP TS 24.090 (R99 onwards): "Unstructured Supplementary Service Data (USSD); Stage 3".

[49]
3GPP TS 05.01 (Ph2 to R99): "Physical layer on the radio path (General description)".


GPP TS 45.001 (Rel-4 onwards): "Physical layer on the radio path (General description)".

[50]
3GPP TS 05.02 (Ph2 to R99): "Multiplexing and multiple access on the radio path".


GPP TS 45.002 (Rel-4 onwards): "Multiplexing and multiple access on the radio path".

[51]
3GPP TS 05.03 (Ph2 to R99): "Channel coding".


3GPP TS 45.003 (Rel-4 onwards): "Channel coding".

[52]
3GPP TS 05.04 (Ph2 to R99): "Modulation".


3GPP TS 45.004 (Rel-4 onwards): "Modulation".

[53]
3GPP TS 05.05 (Ph2 to R99): "Radio transmission and reception".


3GPP TS 45.005 (Rel-4 onwards): "Radio transmission and reception".

[54]
3GPP TS 05.08 (Ph2 to R99): "Radio subsystem link control".


3GPP TS 45.008 (Rel-4 onwards): "Radio subsystem link control".

[56]
3GPP TS 05.10 (Ph2 to R99): "Radio subsystem synchronisation".


3GPP TS 45.010 (Rel-4 onwards): "Radio subsystem synchronization".

[57]
3GPP TS 05.09 (Ph2 to R99): "Link adaptation".


3GPP TS 45.009 (Rel-4 onwards): "Link adaptation".

[58]
3GPP TS 07.01 (Ph2 to R98): "General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)".


3GPP TS 27.001 (R99 onwards): "General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)".

[57]
3GPP TS 02.68 (R96 to R99): "Voice Group Call Service (VGCS); Stage 1".


3GPP TS 42.068 (Rel-4 onwards): "Voice Group Call Service (VGCS); Stage 1".

[58]
3GPP TS 02.69 (R96 to R99): "Voice Broadcast Service (VBS); Stage 1".


3GPP TS 42.069 (Rel-4 onwards): "Voice Broadcast Service (VBS); Stage 1".

[59]
3GPP TS 02.87 (R98): "User-to-User Signalling (UUS); Service description; Stage 1".


3GPP TS 22.087 (R99 onwards): "User-to-User Signalling (UUS); Service description, Stage 1".

[60]
3GPP TS 22.094 (R99 onwards): "Follow Me service description; Stage 1".

[61]
3GPP TS 03.68 (R96 to R99): "Voice Group Call Service (VGCS); Stage 2".


GPP TS 43.068 (Rel-4 onwards): "Voice Group Call Service (VGCS); Stage 2".

[62]
3GPP TS 03.69 (R96 to R99): "Digital cellular telecommunications system (See Note 1); Voice Broadcast Service (VBS); Stage 2".


3GPP TS 43.069 (Rel-4 onwards): "Voice Broadcast Service (VBS); Stage 2".

[63]
3GPP TS 03.87 (R98): "User-to-User Signalling (UUS); Stage 2".


3GPP TS 23.087 (R99 onwards): "User-to-User Signalling (UUS) supplementary service; Stage 2".

[64]
3GPP TS 23.094 (R99 onwards): "Follow-Me (FM); Stage 2".

[65]
3GPP TS 04.68 (R96 to R98): "Group Call Control (GCC) protocol".


3GPP TS 44.068 (Rel-4 onwards): "Group Call Control (GCC) protocol".

[66]
3GPP TS 04.69 (R96 to R99): "Broadcast Call Control (BCC) protocol".


GPP TS 44.069 (Rel-4 onwards): "Broadcast Call Control (BCC) protocol".

[67]
3GPP TS 04.87 (R98): "User-to-User Signalling (UUS) Supplementary Service; Stage 3".


3GPP TS 24.087: "User-to-User Signalling (UUS); Stage 3".

[68]
3GPP TS 02.43 (R98 to R99): "Support of Localised Service Area (SoLSA); Service description; Stage 1".

[69]
Void

[70]
3GPP TS 02.60 (R97 to R98): "General Packet Radio Service; Stage 1; Description".


3GPP TS 22.060 (R99 onwards): "General Packet Radio Service (GPRS); Service Description; Stage 1".

[71]
Void

[72]
3GPP TS 02.67 (R96 to R98): "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 1".


3GPP TS 22.067: "enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 1".

[73]
Void.

[74]
3GPP TS 02.72 (R98): "Call Deflection Service description, Stage 1".


3GPP TS 22.072 (R99 onwards): "Call Deflection (CD); Stage 1".

[75]
Void.

[76]
Void.

[77]
3GPP TS 02.91 (R96 to R98): "Explicit Call Transfer (ECT)".


3GPP TS 22.091 (R99 onwards): "Explicit Call Transfer (ECT)".

[78]
Void.

[79]
Void.

[80]
Void.

[81]
3GPP TS 03.38 (Ph2 to R98): "Alphabets and language-specific information for GSM".


3GPP TS 23.038 (R99 onwards): "Alphabets and language-specific information".

[82]
Void.

[83]
Void.

[84]
Void.

[85]
3GPP TS 03.73 (R98): "Support of Localised Service Area (SoLSA); Stage 2".


3GPP TS 23.073 (R99 onwards): "Support of Localised Service Area (SoLSA); Stage 2".

[86]
Void.

[87]
3GPP TS 04.65 (R97 to R99): "General Packet Radio Service (GPRS); Mobile Station (MS) - Serving GPRS Support Node (SGSN); Subnetwork Dependent Convergence Protocol (SNDCP)".


3GPP TS 44.065 (Rel-4 onwards): General Packet Radio Service (GPRS); Mobile Station (MS) - Serving GPRS Support Node (SGSN); Subnetwork Dependent Convergence Protocol (SNDCP)".

[88]
Void.

[89]
3GPP TS 09.07 (Ph2 to R98): "General Requirements on Interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)".


3GPP TS 29.007 (R99 onwards): "General requirements on Interworking between the Public Land Mobile Network (PLMN) and the Intergrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)".

[91]
3GPP TS 11.11 (Ph2 to R99): "Specification of the Subscriber Identity Module - Mobile Equipment (SIM - ME) interface".


3GPP TS 51.011 (Rel-4 onwards): "Specification of the Subscriber Identity Module - Mobile Equipment (SIM‑ME) interface".

[92]
3GPP TS 11.12 (Ph2): "Specification of the 3 Volt Subscriber Identity Module - Mobile Equipment (SIM - ME) interface".

[93]
3GPP TS 11.14 (R96 to R99): "Specification of the SIM application toolkit for the Subscriber Identity Module – Mobile Equipment (SIM – ME) interface".

[94]
3GPP TS 25.331 (R99 onwards): "Radio Resource Control (RRC) protocol specification".

[95]
3GPP TS 04.18 (R99): "Mobile radio interface layer 3 specification, Radio Resource Control Protocol". (See note)


3GPP TS 44.018 (Rel-4 onwards): "Mobile radio interface layer 3 specification, Radio Resource Control Protocol". (See note).

[96]
3GPP TS 11.10-4 (R99): " Digital cellular telecommunications system - Mobile Station (MS) conformance specification  Part 4: SIM Application Toolkit conformance specification"
NOTE:
From Rel-4 onwards, references to 3GPP TS 04.08 are replaced by references to 3GPP TS 44.018 (for RR) and 3GPP TS 24.008 (for CN).

A.4.9
SIM Application Toolkit

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the information given in the tables below.
A.4.9.1
SIM Application Toolkit mechanism

The PICS tables for SIM Application Toolkit mechanism are contained in document 3GPP TS 11.10-4.

A.4.9.1.1
Terminal Profile


The contents of TERMINAL PROFILE used in the Profile Download instruction is detailed in document 3GPP TS 11.10-4 [96]
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	F
	4.0.0
	4.1.0
	G4-010315
	GPRS

	GP-05
	GP-011151
	006
	
	Recommendation for updating the PICS specification 3GPP TS 51.010-2 according to changes in 3GPP TS 51.010-1 or 3GPP TS 11.10-4
	B
	4.0.0
	4.1.0
	G4-010302
	TEI

	GP-06
	GP-011466
	007
	
	Harmonisation of conformance tests related to terminal acoustics in GSM and 3G
	F
	4.1.0
	4.2.0
	G4-010336
	TEI

	GP-06
	GP-011466
	008
	
	Correction of title for clause 44.2.3.3.4
	F
	4.1.0
	4.2.0
	G4-010369
	GPRS

	GP-06
	GP-011466
	009
	
	Correction of conditional statement C226
	F
	4.1.0
	4.2.0
	G4-010436
	GPRS

	GP-06
	GP-011466
	010
	
	Addition of new EGPRS test cases for section 51.3 (TBF Release)
	F
	4.1.0
	4.2.0
	G4-010419
	EDGE

	GP-06
	GP-011466
	011
	
	Addition of new EGPRS test cases for section 52.4 (Measurement reports and Cell change order procedures)
	F
	4.1.0
	4.2.0
	G4-010420
	EDGE

	GP-06
	GP-011466
	012
	
	Applicability table for EGPRS RR Paging Procedures
	F
	4.1.0
	4.2.0
	G4-010423
	EDGE

	GP-06
	GP-011466
	013
	
	Applicability table for EGPRS Medium Access Control (MAC) Protocol/ Fixed Allocation
	F
	4.1.0
	4.2.0
	G4-010425
	EDGE

	GP-06
	GP-011466
	014
	
	Addition of new EGPRS test cases for section 53 (EGPRS RLC Testcases)
	F
	4.1.0
	4.2.0
	G4-010429
	EDGE

	GP-06
	GP-011466
	015
	
	Addition of new EGPRS test cases for section 52.3 (EGPRS MAC Dynamic Allocation)
	F
	4.1.0
	4.1.0
	G4-010534
	EDGE

	GP-06
	GP-011466
	016
	
	Applicability table for Handover Test Cases
	F
	4.1.0
	4.2.0
	G4-010453
	GSM/UMTS interworking

	GP-06
	GP-011466
	017
	
	Addition of 1,8V and 1,8V/3V SIM-ME interface test cases into 51.010-2 section A4.8 and Annex B ( applicability table)
	F
	4.1.0
	4.2.0
	G4-010494
	TEI

	GP-06
	GP-011466
	018
	
	Correction of COMPACT and SoLSA tests in the Release column of table B.1
	F
	4.1.0
	4.2.0
	G4-010448
	TEI

	GP-07
	GP-012116
	019
	
	deletion of test case 27.11.2.1
	F
	4.2.0
	4.3.0
	G5-010043
	TEI

	GP-07
	GP-012117
	020
	
	Correction of applicability condition C220 in Annex B.1
	F
	4.2.0
	4.3.0
	G5-010027
	TEI

	GP-07
	GP-012118
	021
	
	Correction of applicability condition C52 in Annex B.1
	F
	4.2.0
	4.3.0
	G5-010028
	TEI

	GP-07
	GP-012119
	022
	
	Changes to applicability of test case 44.2.1.2.3
	F
	4.2.0
	4.3.0
	G5-010149
	GPRS

	GP-07
	GP-012120
	023
	
	45.2.1.2.1 – This Test Case Should Only Be Applicable To Mobiles That Support Configuration of Their QoS.
	F
	4.2.0
	4.3.0
	G5-010159
	GPRS

	GP-07
	GP-012609
	034
	
	Applicability Table for E-OTD Test Cases for LCS Clause 70 (Rel-4)
	F
	4.2.0
	4.3.0
	-
	LCS

	GP-07
	GP-012273
	024
	
	CR 51.010-2-024 on Annex B - removal of test case 51.2.4.2 (related to G4-010594) Rel-4
	F
	4.2.0
	4.3.0
	G4-010622
	EDGE

	GP-07
	GP-012274
	025
	
	CR 51.010-2-025 on GSM 700 and GSM850 inclusion into foreward Rel-4
	B
	4.2.0
	4.3.0
	G4-010649
	GSM 700

	GP-07
	GP-012275
	026
	
	CR 51.010-2-026 on New test cases for clause 42.1 Rel-4
	B
	4.2.0
	4.3.0
	G4-010649
	GPRS

	GP-07
	GP-012276
	027
	
	CR 51.010-2-027 on change of test case name for clause 51.2.2.2. Rel-4
	F
	4.2.0
	4.3.0
	G4-010663
	EDGE

	GP-07
	GP-012277
	028
	
	CR 51.010-2-028 on Table B1 - Addition of section 52.1 testcases to the applicability table Rel-4
	B
	4.2.0
	4.3.0
	G4-010669
	EGPRS

	GP-07
	GP-012191
	030
	
	CR 51.010-2-030 Correction to the Applicability of test cases 13.17.1; 13.17.3 and 13.17.4 (Rel 4)
	F
	4.2.0
	4.3.0
	GP-012191
	EDGE

	GP-07
	GP-012201
	031
	
	CR 51.010-2-31 Annex B - renameing of test case 51.2.4.1 (Rel 4)
	F
	4.2.0
	4.3.0
	GP-012201
	EDGE

	GP-07
	GP-012722
	034
	1
	CR 51.010-2-034r1 Bad frame indication - TCH/AFS - Random RF input 51.010-2
	B
	4.2.0
	4.3.0
	GP-012722
	AMR

	GP-07
	GP-012732
	035
	
	CR 51.010-2-035 14.18.7 Incremental Redundancy Performance, (addition of a new test) (Rel-4)
	B
	4.2.0
	4.3.0
	GP-012732
	EGPRS

	GP-07
	GP-012784
	036
	
	CR 51.010-2-036 Applicability of test 42.2.2.4; Fixed Allocation/Uplink Transfer/T3184 Expiry
	F
	4.2.0
	4.3.0
	GP-012784
	GPRS

	GP-07
	GP-012296
	037
	
	CR 51.010-2-035 Bad frame indication - TCH/AHS - Random RF input 51.010-2
	B
	4.2.0
	4.3.0
	GP-012296
	AMR

	GP-08
	GP-020367
	041
	1
	Applicability Table for E-OTD Test Cases for LCS Clause 70 (Rel-4)
	F
	4.3.0
	4.4.0
	GP-020367
	LCS

	GP-08
	GP-020064
	042
	
	Update of references
	F
	4.3.0
	4.4.0
	GP-020064
	TEI

	GP-08
	GP-020148
	044
	
	Additional Test Case
	B
	4.3.0
	4.4.0
	GP-020148
	GPRS

	GP-08
	GP-020378
	045
	1
	Addition of LCS test cases to the Applicability Tables A2 and B.1
	F
	4.3.0
	4.4.0
	GP-020378
	LCS

	GP-09
	GP-021053
	047
	1
	Applicability Table B.1: Addition of test of short message type 0 (34.2.6)
	F
	4.4.0
	4.5.0
	GP-021053
	TEI

	GP-09
	GP-020549
	048
	-
	Correction to reference clause
	F
	4.4.0
	4.5.0
	GP-020549
	TEI

	GP-09
	GP-021213
	049
	1
	CR 51.010-2-049   Addition of LCS performance test cases to the Applicability Table B.1
	F
	4.4.0
	4.5.0
	
	LCS

	GP-09
	GP-020605
	051
	-
	51.010-2 Annex B: Correction of applicability table for section 46
	F
	4.4.0
	4.8.0
	GP-020605
	GPRS

	GP-09
	GP-020665
	052
	
	Removal of applicability of GPRS Fixed Allocation tests (42.2.x) for R99 and Rel-4 - (Rel-4).
	F
	4.4.0
	4.5.0
	
	GPRS

	GP-09
	GP-020666
	053
	
	 Removal of EGPRS Fixed Allocation tests (52.2.x) for R99 and Rel-4 - (Rel-4).
	F
	4.4.0
	4.5.0
	
	EDGE

	GP-09
	GP-020728
	054
	-
	PICS update for GERAN to UTRAN Handover test cases
	F
	4.4.0
	4.5.0
	GP-020728
	GERAN>UTRAN HO

	GP-09
	GP-020784
	057
	
	Removal of testcase 20.22.27 of 51.010-1
	F
	4.4.0
	4.5.0
	
	GPRS

	GP-09
	GP-021181
	058
	3
	Applicability Table for A-GPS Test Cases for LCS Clause 70 (Rel 4)
	F
	4.4.0
	4.5.0
	GP-021181
	LCS

	GP-10
	GP-021840
	059
	1
	CR to Applicability Table B.1: Correction of various stati for SMS tests
	F
	4.5.0
	4.6.0
	GP-021840
	TEI

	GP-10
	GP-021842
	060
	1
	51.010-2-060 Correct the Applicability Tables B.1 and Table A.2  for LCS EOTD test cases.
	F
	4.5.0
	4.6.0
	GP-021842
	LCS

	GP-10
	GP-021561
	061
	-
	PICS update for AMR RATSCCH Test Cases
	F
	4.5.0
	4.6.0
	GP-021561
	AMR

	GP-10
	GP-021871
	062
	1
	Annex B – Renaming of testcase 41.4.3.3.2
	F
	4.5.0
	4.6.0
	GP-021561
	GPRS

	GP-11
	GP-022747
	069
	2
	51.010-2 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour.
	F
	4.6.0
	4.7.0
	GP-022747
	GPRS

	GP-11
	GP-022735
	070
	1
	CR 51.010-2-070 r1 Modification of Applicability Table for E-OTD Performance Tests
	F
	4.6.0
	4.7.0
	GP-022735
	LCS

	GP-11
	GP-022621
	071
	1
	DTM additons to the PICS proforma tables for GSM mobile stations.
	F
	4.6.0
	4.7.0
	GP-022621
	DTM

	GP-11
	GP-022294
	072
	-
	DTM additons to the test applicability tables for GSM mobile stations (WG5).
	F
	4.6.0
	4.7.0
	GP-022294
	DTM

	GP-11
	GP-022320
	073
	
	CR 51.010-2-073  DTM additons to the test applicability tables for GSM mobile stations (WG4).
	F
	4.6.0
	4.7.0
	GP-022320
	DTM

	GP-11
	GP-022342
	074
	
	CR 51.010-2-074 Removal of 5 EGPRS test cases from Annex B, Table B.1. - Rel-4
	F
	4.6.0
	4.7.0
	GP-022342
	EDGE

	GP-11
	GP-022693
	075
	1
	Correction of PICS conditions and corrected applicability of test case 45.2.1.2.2 in TS 51.010-2
	F
	4.6.0
	4.7.0
	GP-022693
	TEI4

	GP-11
	GP-022424
	077
	-
	Applicability Table Update
	F
	4.6.0
	4.7.0
	GP-022424
	LCS

	GP-11
	GP-022602
	078
	1
	CR 51.010-2-078 r1 Removal of TBF establishment via DCCH in Annex B, Table B.1
	F
	4.6.0
	4.7.0
	GP-022602
	GPRS

	GP-11
	GP-022734
	079
	1
	CR 51.010-2-079 r1 Addition of new layer 1 tests to matrix
	F
	4.6.0
	4.7.0
	GP-022734
	AMR

	GP-11
	GP-022635
	080
	1
	Addition of new layer 3 tests to matrix
	F
	4.6.0
	4.7.0
	GP-022635
	AMR

	GP-11
	GP-022473
	081
	-
	Applicability Table for E-OTD MOLR test cases
	F
	4.6.0
	4.7.0
	GP-022473
	LCS

	GP
	
	
	
	
	
	
	
	
	

	GP-11
	GP-022625
	066
	1
	CR to 51.010-2: Addition of test of short message type 0 REL-5 (34.2.6a) to Applicability Table B.1
	F
	4.6.0
	5.0.0
	GP-022625
	TEI

	GP-11
	GP-022128
	067
	-
	Creation of 51.010-2 REL-5: Merging of REL-5, REL-4, R99 etc. PICS proforma Specifications
	F
	4.6.0
	5.0.0
	GP-022128
	TEI

	GP-12
	GP-023335
	083
	1
	CR 51.010-2-083 r1 Addition of WG4 DTM Conformance Tests to the Applicability table (Rel-5)
	F
	5.0.0
	5.1.0
	GP-023335
	DTM

	GP-12
	GP-022948
	084
	-
	Addition of WG5 DTM Conformance Tests to the Applicability Table
	F
	5.0.0
	5.1.0
	GP-022948
	DTM

	GP-12
	GP-023388
	086
	1
	Applicability Table Update
	F
	5.0.0
	5.1.0
	GP-023388
	LCS

	GP-12
	GP-023033
	087
	
	CR 51.010-2-087 Changed the name of clause 51.2.2.3.
	F
	5.0.0
	5.1.0
	GP-023033
	EDGE

	GP-12
	GP-023047
	088
	-
	Change of Applicability for test case 44.2.1.1.8 - GPRS attach/abnormal cases/power off
	F
	5.0.0
	5.1.0
	GP-023047
	GPRS

	GP-12
	GP-023295
	089
	1
	Add AMR half rate optional applicability
	F
	5.0.0
	5.1.0
	GP-023295
	AMR

	GP-12
	GP-023385
	091
	1
	Introduction of UTRAN Classmark Change test cases in section 26.6.11
	F
	5.0.0
	5.1.0
	GP-023385
	TEI

	GP-12
	GP-023096
	092
	
	CR 51.010-2-092 Addition of Extended Uplink TBF Mode test cases to matrix
	F
	5.0.0
	5.1.0
	GP-023096
	GPRS

	GP-12
	GP-023142
	093
	-
	Applicability Table for GMM Test Cases
	F
	5.0.0
	5.1.0
	GP-023142
	GPRS

	GP-12
	GP-023393
	094
	2
	Applicability Table for E-OTD MOLR test cases
	F
	5.0.0
	5.1.0
	GP-023393
	LCS

	GP-12
	GP-023334
	095
	1
	CR 51.010-2-095 r1 Error in Conditional Expression C53 in Table B.1
	F
	5.0.0
	5.1.0
	GP-023334
	GPRS

	GP-12
	GP-023392
	096
	2
	Modifications to allow introduction of the 11.10-4 R99 Test Spec
	F
	5.0.0
	5.1.0
	GP-023392
	TEI

	GP-12
	GP-023338
	097
	
	CR 51.010-2-097 Addition of 4 new EGPRS test cases.
	F
	5.0.0
	5.1.0
	GP-023338
	EDGE








�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


