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As defined in 04.18 section 3.5.2.1.2 3rd bullet, the cause used in the Channel Request of step shall be “One Phase Packet Access”. 

Note: In the GPRS macro 43.3.2.2 the cause is set correctly to “One Phase Packet Access”.
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Change cause in step 2 from “Paging Response” to “One Phase Packet Access”.
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53.2.2.2
Macro for downlink TBF establishment (PBCCH not present)

Step
Direction
Message
Comments



{Downlink TBF establishment}
Macro parameters:
TBF_STARTING_TIME



1
SS -> MS
PAGING REQUEST
Page info contains P-TMSI of the MS. Sent on PCH. 

2
MS -> SS
CHANNEL REQUEST
ACCESS TYPE = " One Phase Packet  Access ". Received on RACH.

3
SS -> MS
IMMEDIATE ASSIGNMENT 
Random Reference = pertaining to the message received in step 2. Dynamic allocation for RLC data blocks, Sent on AGCH.

4
MS -> SS
GPRS UPLINK RLC DATA BLOCK 
LLC PDU implicitly indicating paging response, containing TLLI in the RLC/MAC header. Received on uplink PDTCH assigned in step 3.

5
SS -> MS
PACKET UPLINK ACK/NACK
Acknowledge the received RLC data block. Sent on uplink PACCH.

6
MS -> SS
PACKET CONTROL ACKNOWLEDGEMENT
Acknowledge the RLC control message. Received on uplink PACCH.

7
SS -> MS
IMMEDIATE ASSIGNMENT
Downlink Assignment, TLLI value as received. Sent on AGCH. Macro parameter as assigned in the test case.
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