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51.1.6
RR / Paging / Before T3172 expiry

51.1.6.1
Conformance requirements

On receipt of a PACKET ACCESS REJECT message containing a WAIT_INDICATION field in a Reject structure addressed to the mobile station, where the Packet Request Reference in the Reject structure corresponds to one of its 3 last PACKET CHANNEL REQUEST messages, the mobile station shall stop sending PACKET CHANNEL REQUEST messages, start timer T3172 with the value indicated in the WAIT_INDICATION field. During the time T3172 is running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

References

3GPP TS 04.60, subclause 7.1.2.2.4.

51.1.6.2
Test purpose

To verify that during the time T3172 is running, the MS ignores all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

51.1.6.3
Method of test

Initial Conditions

System Simulator:


1 cell, CCCH combined with SDCCH, EGPRS supported, PCCCH present, Max-Retrans = 2, access burst type = 11 bits, BS_PAG_BLKS_RES = 2, BS_PBCCH_BLKS = 3, BS_PCC_CHANS = 1 and BS_PRACH_BLKS = 1.

Mobile Station:


The MS is GPRS attached with a P-TMSI allocated, SPLIT PG CYCLE negotiated.

Related PICS/PIXIT Statement(s)

-
Type of MS GSM 450, GSM 480, GSM 700, GSM 850, P-, E-, R-GSM 900 or DCS 1 800 or PCS 1 900.

-
Support EGPRS service.

-
Supporting GPRS: MS class A.

-
Supporting GPRS: MS class B.

-
Supporting GPRS: MS class C.

Test Procedure

The MS is paged for initiation of a random access. The access attempt is rejected with a WAIT_INDICATION = 12 s. in PACKET ACCESS REJECT. The MS is then continuously paged for TBF establishment for 5s. The SS checks that there is no transmission from the MS on PRACH for 8 s. after having sent PACKET ACCESS REJECT. The MS is paged for an RR connection establishment. The MS of class A or B shall start random accesses for channel request with cause 'answer to paging'. The access attempt is rejected.

Maximum Duration of Test

5 minutes.

Expected Sequence

Step
Direction
Message
Comments

1
SS -> MS
PACKET PAGING REQUEST
1st Repeated Page info contains P-TMSI of the MS, 2nd Repeated Page info contains IMSI not addressing the MS, for TBF establishment. Sent on PPCH.

2
MS -> SS
PACKET CHANNEL REQUEST
Received on PRACH.

3
SS -> MS
PACKET ACCESS REJECT
Containing WAIT_INDICATION = 12 s. and packet request reference = pertaining to the message received in step 2. Sent on PAGCH.

4
SS -> MS
PACKET PAGING REQUEST
1st Repeated Page info contains P-TMSI of the MS, 2nd Repeated Page info contains IMSI not addressing the MS, for TBF establishment. Sent on PPCH. 

5
SS

Repeat step 4 for 5 s. and check that there is no transmission from the MS on PRACH for 8 s. after step 4.

6
SS -> MS
PACKET PAGING REQUEST
1st Repeated Page info contains TMSI of the MS, for RR connection establishment, Channel Needed =" TCH/F ", PAGE_MODE = " normal paging ", sent on PPCH. 






8A
MS -> SS

For MS class C of mode of operation

9A




8B
MS -> SS
CHANNEL REQUEST
For GPRS  MS class A and B of mode of operation, answer to paging, received on RACH.

9B
SS -> MS
IMMEDIATE ASSIGNMENT REJECT
Request Reference = pertaining to message received in step 8B. Sent on AGCH.

Specific Message Contents

PACKET ACCESS REJECT message:

Information Element
value/ remark

MESSAGE_TYPE
100001

PAGE_MODE
Normal Paging

Reject



-
10 (not TLLI, but packet request reference)



- Packet Request Reference
pertaining to what received in step 3.


-
1 (wait indication)



- WAIT_INDICATION
12



- WAIT_INDICATION_SIZE
0 (units of seconds)


- 
0 (end of Reject struct)
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