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TSG GERAN WG4/WG5 Work Plan: Verification of R99 requirements correctly considered in GPRS test cases

General

The following Status Table gives the status for GPRS testcases applicable for R97 onwards on correctness of requirements checking for R97/R98 or R99 mobile stations.

Meaning of Status column:

ok: 
Testcase is testing the conformance requirements correctly for R97/R98 and R99 mobiles.

not ok:
There are deviations between the conformance requirements for R97/R98 and R99 and/or the test includes procedures which are different between R97/R98 and R99. This testcase must be adjusted to consider the R97/R98 and R99 differences correctly. (e.g. by updating conformance requirements section - introduction of R97/R98 and R99 branches to the test procedures.)

Comments column includes comments on required activities (e.g. change request required) to bring test case in line for R97/R98 and R99. It may also include some other comments for improvements of test cases regarding R99 issues also when the current test case is ok for R97/98 and R99 mobile testing.

The column Company includes the volunteering company for analysing the test case.

The columns TC number, Release, Applicability are taken from 3GPP TS 51.010-2.

New R97 GPRS test cases introduced into 51.010-1 at GERAN #14 will be added to the status table for revision 1.10 of this document.

Summary

Total number of R97 GPRS test cases:
320

ok:
165

not ok:
5

not yet analysed:
150

Status Table

TC number
Company 
Release
Applicability
Comments
Status

13.16.1
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink



13.16.2
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink - MS with permanent antenna connector



13.16.3
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink 



14.16.1
Rohde & Schwarz
R97
All GPRS MS



14.16.2.1
Rohde & Schwarz
R97
All GPRS MS



15.6
Rohde & Schwarz
R97
All GPRS MS



20.22.1
Motorola
R97
All GPRS MS
Attach Accept, Attach Reject, PMO, PCCO messages must be updated to R99. (this is default conditions section 40)
ok

20.22.2
Motorola
R97
All GPRS MS

ok

20.22.3
Motorola
R97
All GPRS MS

ok

20.22.4
Motorola
R97
All GPRS MS

ok

20.22.5
Motorola
R97
All GPRS MS

ok

20.22.6
Motorola
R97
All GPRS MS

ok

20.22.7
Motorola
R97
All GPRS MS

ok

20.22.8
Motorola
R97
All GPRS MS

ok

20.22.9
Motorola
R97
All GPRS MS

ok

20.22.10
Motorola
R97
All GPRS MS

ok

20.22.11
Motorola
R97
All GPRS MS

ok

20.22.12
Motorola
R97
All GPRS MS

ok

20.22.13
Motorola
R97
All GPRS MS

ok

20.22.14
Motorola
R97
All GPRS MS

ok

20.22.15
Motorola
R97
All GPRS MS

ok

20.22.16
Anite
R97
All GPRS MS



20.22.17
Anite
R97
All GPRS MS



20.22.18
Anite
R97
All GPRS MS



20.22.19
Anite
R97
All GPRS MS



20.22.20
Anite
R97
All GPRS MS



20.22.21
Anite
R97
All GPRS MS



20.22.22
Anite
R97
All GPRS MS



20.22.23
Anite
R97
All GPRS MS



20.22.24
Anite
R97
All GPRS MS



20.22.25
Anite
R97
All GPRS MS



20.22.26
Anite
R97
All GPRS MS



20.22.28
Anite
R97
All GPRS MS



22.3
Rohde & Schwarz
R97
All GPRS MS



22.4
Rohde & Schwarz
R97
All GPRS MS supporting GPRS multislot operation on the uplink



40
Rohde & Schwarz
R97
All GPRS MS
There are some more enhancements possible according to R99 additions in layers 2 and layer 3 default messages. It must be checked which of them should be activated.
ok

41.1.1.1
setcom
R97
All GPRS MS

Ok

41.1.1.2
setcom
R97
All GPRS MS

Ok

41.1.1.3
setcom
R97
All GPRS MS

Ok

41.1.1.4
setcom
R97
All GPRS MS

Ok

41.1.2
setcom
R97
MS supporting GPRS mode A or B

Ok

41.1.3
setcom
R97
All GPRS MS

Ok

41.1.4.1
setcom
R97
MS supporting GPRS mode A or mode B

Ok

41.1.4.2
setcom
R97
MS supporting GPRS mode A or B

Ok

41.1.5.1.1
setcom
R97
All GPRS MS

Ok

41.1.5.1.2
setcom
R97
All GPRS MS

Ok

41.1.5.1.3
setcom
R97
All GPRS MS

Ok

41.1.5.2.1
setcom
R97
All GPRS MS

Ok

41.1.5.3
setcom
R97
All GPRS MS

Ok

41.1.5.4
setcom
R97
All GPRS MS

Ok

41.1.6
setcom
R97
All GPRS MS

Ok

41.2.1.1
setcom
R97
All GPRS MS

Ok

41.2.2.1
setcom
R97
All GPRS MS

Ok

41.2.2.2
setcom
R97
All GPRS MS

Ok

41.2.2.3
setcom
R97
All GPRS MS

Ok

41.2.2.4
setcom
R97
All GPRS MS

Ok

41.2.2.5
setcom
R97
All GPRS MS

Ok

41.2.3.1
setcom
R97
All GPRS MS

Ok

41.2.3.2
setcom
R97
All GPRS MS

Ok

41.2.3.3
setcom
R97
All GPRS MS

Ok

41.2.3.4
setcom
R97
All GPRS MS

Ok

41.2.3.5
setcom
R97
All GPRS MS

Ok

41.2.3.6
setcom
R97
All GPRS MS

Ok

41.2.3.7
setcom
R97
All GPRS MS

Ok

41.2.3.8
setcom
R97
All GPRS MS

Ok

41.2.3.9
setcom
R97
All GPRS MS

Ok

41.2.3.10
setcom
R97
All GPRS MS

Ok

41.2.3.11
setcom
R97
All GPRS MS

Ok

41.2.4.1
setcom
R97
All GPRS MS



41.2.4.2
setcom
R97
All GPRS MS
PMO could be modified to include 

Release 99 fields (ENH Measurement Parameters structure)
Ok

41.2.5.1
setcom
R97
All GPRS MS

Ok

41.2.5.2
setcom
R97
All GPRS MS

Ok

41.2.6.1
setcom
R97
All GPRS MS

Ok

41.2.6.2
setcom
R97
All GPRS MS



41.2.6.3
setcom
R97
All GPRS MS

Ok

41.2.6.4
setcom
R97
All GPRS MS

Ok

41.2.7.1
setcom
R97
All GPRS MS
PMO could be modified to include 

Release 99 fields (ENH Measurement Parameters structure)
Ok

41.2.7.2
setcom
R97
All GPRS MS
PMO could be modified to include 

Release 99 fields (ENH Measurement Parameters structure)
Ok

41.3.1.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context
T3198 should be replaced by 

max(BS_CV_MAX,1) – 1 block period, since T3198 was deleted in R99 spec.

CR for GERAN #15 will be drafted by setcom
Not ok

41.3.1.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.1.3
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.2.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.2.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.3
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.4.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.4.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.5.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.5.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.6.1
setcom
Rel-4
All GPRS MS supporting activation of at least one PDP context

Ok

41.3.6.2
setcom
Release 4
All GPRS MS supporting activation of at least one PDP context

Ok

42.1.1.1
setcom
R97
All GPRS MS

Ok

42.1.1.2
setcom
R97
All GPRS MS

Ok

42.1.1.3
setcom
R97
All GPRS MS

Ok

42.1.1.4.1
setcom
R97
All GPRS MS

Ok

42.1.1.4.2
setcom
R97
All GPRS MS

Ok

42.1.1.4.3
setcom
R97
All GPRS MS

Ok

42.1.2.1.1.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.1.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.1.3
setcom
R97
All GPRS MS

Ok

42.1.2.1.1.4
setcom
R97
All GPRS MS

Ok

42.1.2.1.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.3.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.3.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.3.3
setcom
R97
All GPRS MS

Ok

42.1.2.1.4
setcom
R97
All GPRS MS

Ok

42.1.2.1.5
setcom
R97
All GPRS MS

Ok

42.1.2.1.6
setcom
R97
All GPRS MS

Ok

42.1.2.1.7
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.1.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.1.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.1.3
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.1.4
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.1.5
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.2.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.8.2.2
setcom
R98
All GPRS MS

Ok

42.1.2.1.8.2.3
setcom
R97
All GPRS MS

Ok

42.1.2.1.9.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.9.2.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.9.2.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.9.3
setcom
R99
All GPRS MS

Ok

42.1.2.1.10.1
setcom
R97
All GPRS MS

Ok

42.1.2.1.10.2
setcom
R97
All GPRS MS

Ok

42.1.2.1.11
setcom
R97
All GPRS MS

Ok

42.1.2.1.12
setcom
R97
All GPRS MS

Ok

42.1.2.1.13
setcom
R97
All GPRS MS

Ok

42.1.2.2.1
setcom
R97
All GPRS MS

Ok

42.1.2.2.2
setcom
R97
All GPRS MS

Ok

42.1.2.2.3
setcom
R97
All GPRS MS

Ok

42.1.2.2.4
setcom
R97
All GPRS MS

Ok

42.1.2.2.5.1
setcom
R97
All GPRS MS

Ok

42.1.2.2.5.2
setcom
R97
All GPRS MS

Ok

42.3.1.1.1
setcom
R97
All GPRS MS

Ok

42.3.1.1.2
setcom
R97
All GPRS MS

Ok

42.3.1.1.3
setcom
R97
All GPRS MS

Ok

42.3.1.1.4
setcom
R97
All GPRS MS

Ok

42.3.1.1.5
setcom
R97
All GPRS MS

Ok

42.3.1.1.6
setcom
R97
All GPRS MS

Ok

42.3.1.1.7
setcom
R97
All GPRS MS
Testcase need a CR to become applicable to R99 as well.

Optional step is needed 

CR for GERAN #15 will be drafted by setcom
Not ok

42.3.1.1.8
setcom
R97
All GPRS MS supporting Multislot classes: 3,5,6,7,9,..., 29)

Ok

42.3.1.1.9
setcom
R97
All GPRS MS
PSI messages should be modified to include  R99 parameters.
Not ok

42.3.1.2.2
setcom
R97
All GPRS MS
It should be taken into consideration that the reference in R99 spec is different from that of R97
Not ok

42.3.1.2.3
setcom
R97
All GPRS MS

Ok

42.3.2.1.1
setcom
R97
All GPRS MS

Ok

42.3.2.1.2
setcom
R97
All GPRS MS supporting Multislot classes: 2,3,4,5,6,8,9,10,19,24)

Ok

42.3.2.2.1
setcom
R97
All GPRS MS

Ok

42.3.2.2.2
setcom
R97
All GPRS MS

Ok

42.3.3.1.1
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context

Ok

42.3.3.1.2
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context

Ok

42.3.3.1.3
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context

Ok

42.3.3.2.1
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context 

Ok

42.3.3.2.2
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context

Ok

42.3.3.3
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context

Ok

42.4.1.1
setcom
R97
All GPRS MS
Also some new testcases could be defined to test R99 messages

Like: PACKET ENHANCED MEASUREMENT REPORT


Ok

42.4.1.2
setcom
R97
All GPRS MS

Ok

42.4.1.3
setcom
R97
All GPRS MS

Ok

42.4.2.1.1
setcom
R97
All GPRS MS

Ok

42.4.2.1.2
setcom
R97
All GPRS MS

Ok

42.4.2.1.3
setcom
R97
All GPRS MS

Ok

42.4.2.1.4
setcom
R97
All GPRS MS

Ok

42.4.2.1.5
setcom
R97
All GPRS MS

Ok

42.4.2.1.6
setcom
R97
All GPRS MS

Ok

42.4.2.2.1
setcom
R97
All GPRS MS

Ok

42.4.2.2.2
setcom
R97
All GPRS MS

Ok

42.4.2.2.3
setcom
R97
All GPRS MS

Ok

42.4.2.3.1
setcom
R97
All GPRS MS

Ok

42.4.2.3.2
setcom
R97
All GPRS MS

Ok

42.4.3.1.1
setcom
R97
All GPRS MS

Ok

42.4.4.1
setcom
R97
All GPRS MS

Ok

42.4.4.2
setcom
R97
All GPRS MS

Ok

42.5.1.1
setcom
R97
All GPRS MS

Ok

42.5.1.2
setcom
R97
All GPRS MS

Ok

42.5.2.1
setcom
R97
All GPRS MS

Ok

42.5.2.2
setcom
R97
All GPRS MS

Ok

42.5.2.3
setcom
R97
All GPRS MS

Ok

42.5.3.1
setcom
R97
All GPRS MS

Ok

42.5.4.1
setcom
R97
All GPRS MS

Ok

42.5.4.2
setcom
R97
All GPRS MS

Ok

42.5.4.3
setcom
R97
All GPRS MS

Ok

42.5.5.1
setcom
R97
All GPRS MS

Ok

42.5.5.2
setcom
R97
All GPRS MS

Ok

42.5.5.3
setcom
R97
All GPRS MS

Ok

43.1.1.1
setcom
R97
All GPRS MS

Ok

43.1.1.2
setcom
R97
All GPRS MS

Ok

43.1.1.3
setcom
R97
All GPRS MS

Ok

43.1.1.4
setcom
R97
All GPRS MS

Ok

43.1.1.5
setcom
R97
All GPRS MS
T3198 should be replaced by 

max(BS_CV_MAX,1) – 1 block period, since T3198 was deleted in R99 spec
CR for GERAN #15 will be drafted by setcom
Not ok

43.1.1.6
setcom
R97
All GPRS MS

Ok

43.1.2.1
setcom
R97
All GPRS MS

Ok

43.1.2.2
setcom
R97
All GPRS MS

Ok

43.1.2.3
setcom
R97
All GPRS MS

Ok

43.1.2.4
setcom
R97
All GPRS MS

Ok

43.2.1
setcom
R97
All GPRS MS

Ok

44.2.1.1.1
Qualcomm
R97
All GPRS MS



44.2.1.1.2
Qualcomm
R97
All GPRS MS



44.2.1.1.3
Qualcomm
R97
All GPRS MS



44.2.1.1.4
Qualcomm
R97
All GPRS MS



44.2.1.1.5
Qualcomm
R97
All GPRS MS



44.2.1.1.6
Qualcomm
R97
All GPRS MS



44.2.1.1.7
Qualcomm
R97
All GPRS MS



44.2.1.1.8
Qualcomm
R97
GPRS MS that supports On/Off switch



44.2.1.1.9
Qualcomm
R97
All GPRS MS



44.2.1.1.10
Qualcomm
R97
All GPRS MS



44.2.1.2.1
Qualcomm
R97
All GPRS MS



44.2.1.2.2
Qualcomm
R97
All GPRS MS



44.2.1.2.3
Qualcomm
R97
GPRS MS which do not auto GPRS attach on power up or switch on



44.2.1.2.4
Qualcomm
R97
All GPRS MS



44.2.1.2.5
Qualcomm
R97
All GPRS MS



44.2.1.2.6
Qualcomm
R97
All GPRS MS



44.2.1.2.7
Qualcomm
R97
All GPRS MS



44.2.1.2.8
Qualcomm
R97
All GPRS MS



44.2.1.2.9
Qualcomm
R97
All GPRS MS



44.2.2.1.1
Alcatel
R97
All GPRS MS



44.2.2.1.2
Alcatel
R97
All GPRS MS



44.2.2.1.3
Alcatel
R97
All GPRS MS



44.2.2.1.4
Alcatel
R97
All GPRS MS



44.2.2.1.5
Alcatel
R97
All GPRS MS



44.2.2.1.6
Alcatel
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.1.7
Alcatel
R97
All GPRS MS supporting user requested non-GPRS detach.



44.2.2.1.8
Alcatel
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.1.9
Alcatel
R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.2.1
Alcatel
R97
All GPRS MS



44.2.2.2.2
Alcatel
R97
All GPRS MS



44.2.2.2.3
Alcatel
R97
All GPRS MS



44.2.2.2.4
Alcatel
R97
All GPRS MS



44.2.2.2.5
Alcatel
R97
All GPRS MS



44.2.2.2.6
Alcatel
R97
All GPRS MS



44.2.3.1.1
Ericsson
R97
All GPRS MS



44.2.3.1.2
Ericsson
R97
All GPRS MS



44.2.3.1.3
Ericsson
R97
All GPRS MS



44.2.3.1.4
Ericsson
R97
All GPRS MS



44.2.3.1.5
Ericsson
R97
All GPRS MS



44.2.3.1.6
Ericsson
R97
All GPRS MS



44.2.3.1.7
Ericsson
R97
All GPRS MS



44.2.3.1.8
Ericsson
R97
All GPRS MS



44.2.3.2.1
Ericsson
R97
All GPRS MS



44.2.3.2.2
Ericsson
R97
All GPRS MS supporting CS operation



44.2.3.2.3-p1
Ericsson
R97
All GPRS MS



44.2.3.2.3-p2
Ericsson
R97
All GPRS MS



44.2.3.2.4
Ericsson
R97
All GPRS MS



44.2.3.2.5
Ericsson
R97
All GPRS MS



44.2.3.2.6
Ericsson
R97
All GPRS MS



44.2.3.2.7
Ericsson
R97
All GPRS MS



44.2.3.2.8
Ericsson
R97
All GPRS MS



44.2.3.2.9
Ericsson
R97
All GPRS MS



44.2.3.2.10
Ericsson
R97
All GPRS MS



44.2.3.3.1
Ericsson
R97
All GPRS MS



44.2.3.3.2
Ericsson
R97
All GPRS MS



44.2.3.3.3
Ericsson
R97
All GPRS MS



44.2.3.3.4
Ericsson
R97
All GPRS MS



44.2.4
Sasken
R97
All GPRS MS



44.2.5.1.1
Sasken
R97
All GPRS MS



44.2.5.1.2
Sasken
R97
All GPRS MS



44.2.5.2.1
Sasken
R97
All GPRS MS



44.2.5.2.2
Sasken
R97
All GPRS MS



44.2.5.2.3
Sasken
R97
All GPRS MS



44.2.6.1
Sasken
R97
All GPRS MS



44.2.7
Sasken
R97
All GPRS MS



45.2.1.1
Sony Ericsson
R97
All GPRS MS



45.2.1.2.1
Sony Ericsson
R97
All GPRS MS supporting user settings of minimum QoS



45.2.1.2.2
Sony Ericsson
R97
All GPRS MS supporting user settings of minimum QoS



45.2.2-c1
Sony Ericsson
R97
All GPRS MS



45.2.2-c2
Sony Ericsson
R97
All GPRS MS not supporting Network requested PDP context activation



45.2.4.1
Sony Ericsson
R97
All GPRS MS



45.2.4.2-c1
Sony Ericsson
R97
All GPRS MS



45.2.4.2-c2
Sony Ericsson
R97
All GPRS MS not supporting Network requested PDP context activation



45.3.1
Sony Ericsson
R97
All GPRS MS supporting user settings of minimum QoS



45.4.1
Sony Ericsson
R97 
All GPRS MS



45.4.2
Sony Ericsson
R97
All GPRS MS



45.4.3.1
Sony Ericsson
R97
All GPRS MS



45.4.3.2
Sony Ericsson
R97
All GPRS MS



45.5.1
Sony Ericsson
R97
All GPRS MS



46.1.2.1.1 
Rohde & Schwarz
R97
All GPRS MS
The existing LLC tests are not affected by some general LLC extensions as:

· new SAPIs (for TOM Layer)

· Cell update using specific U-Frame called "NULL"-Frame ("Cell Notification". Capability is signalled in "GPRS attach accept" and "RAU accept")

· New ciphering algorithm

The question is whether new LLC test cases are required or existing test cases shall be enhanced regarding those new R99 features.
ok

46.1.2.1.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.1.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.5 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.4.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.6.1 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.6.2 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.7.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.2 
Rohde & Schwarz
R97
GPRS MS supporting network initiated PDP context activation

ok

46.1.2.7.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.5 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.6 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.7.7 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.8 
Rohde & Schwarz
R97
All GPRS MS

ok

46.2.2.1.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.2 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.3 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.4 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.5 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.2 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.3 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.3.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.1
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.2
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.3
Rohde & Schwarz
R97
All GPRS MS



46.2.2.5
Rohde & Schwarz
R97
All GPRS MS
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