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27.11.2.4
PPS procedure

27.11.2.4.1
Definition and applicability

The PPS procedure is required to select the standard transmission protocol if the SIM does not use this as a default.

This test applies to GSM, DCS 1 800 and PCS 1 900 MEs using either ID.1 or Plug-in SIM.

27.11.2.4.2
Conformance requirement

If the ME receives an Answer to Reset where TA1 is not equal to "11", it shall initiate the PPS procedure as defined in 3GPP TS 11.11.

3GPP TS 11.11, subclause 5.8.2.

27.11.2.4.3
Test purpose

To verify that ME uses the PPS procedure as specified in 3GPP TS 11.11.

27.11.2.4.4
Method of test

27.11.2.4.4.1
Initial conditions

The ME is connected to the SIM (or SIM simulator).

27.11.2.4.4.2
Procedure

a)
The ME is powered on.

b)
The SIM (or the SIM simulator) sends an ATR as follows:

	Character name
	content
	meaning

	TS
	3B
	direct convention

	T0
	10
	TB1, TC1, TD1 not transmitted, TA1 transmitted, no historical characters

	TA1
	77
	invalid values for F and D


27.11.2.4.5
Test requirement

After step b), the ME shall send to the SIM (or the SIM simulator) "FF00FF".

[…]
27.11.2.6
Speed Enhancement

27.11.2.6.1
Definition and applicability

MEs that support speed enhancement use a specific PPS sequence to indicate the use of different transmission parameters F and D. If this PPS fails, the ME retries with standard parameters.

This test applies to GSM, DCS 1 800 and PCS 1 900 MEs supporting speed enhancement.

27.11.2.6.2
Conformance requirement

1.
If speed enhancement is implemented in the ME, it is mandatory to support F=512 and D=8 (in addition to the default values F=372 and D=1).


3GPP TS 11.11, subclause 5.8.3.

2.
If the SIM does not answer the PPS request within the initial waiting time, the ME shall reset the SIM. After two failed PPS attempts, following after reset of the SIM, using F=512 and D=8 (i.e. no PPS response from the SIM) the ME shall initiate a PPS procedure using default values F=372 and D=1. If this also fails (no PPS response from the SIM) the ME may proceed using default values without requesting PPS.


3GPP TS 11.11, subclause 5.8.3.

27.11.2.6.3
Test purpose

1.
To verify that the ME supports the transmission parameters F=512 and D=8.

2. To verify that the ME resets the SIM if the SIM does not answer the PPS request within the initial waiting time and initiates a PPS procedure using default values F=372 and D=1 after the second failed PPS attempt.
3. To verify that if the ME proceeds it uses the default values without requesting PPS.
27.11.2.6.4
Method of test

27.11.2.6.4.1
Initial conditions

The ME is connected to the SIM simulator.

27.11.2.6.4.2
Procedure
Part 1:
a)
The ME is powered on.

b)
The SIM simulator sends an ATR as follows:

	character name
	Content
	meaning

	TS
	3B
	direct convention

	T0
	10
	TB1, TC1, TD1 not transmitted, TA1 transmitted, no historical characters

	TA1
	94
	F=512, D=8


c)
After receipt of the PTS Request, the SIM simulator answers with the PTS Response "FF 10 94 7B" using a work waiting time of 9600 etu (initial waiting time).

d)
The ME and SIM simulator transmits with enhanced speed (F=512, D=8).

Part 2:

e)
The ME is switched off and on. The SIM simulator sends an ATR as in step b).

f) After receipt of the PPS Request, the SIM simulator does not answer within the initial waiting time.
g) After being reset by the ME the SIM simulator sends an ATR as in step b)

h) After receipt of the PPS Request, the SIM simulator does not answer within the initial waiting time
i) After being reset by the ME the SIM simulator sends an ATR as in step b)

j) After receipt of the PPS Request using default values "FF 00 FF", the SIM simulator answers with the PPS Response "FF 00 FF" using a work waiting time of 9600 etu (initial waiting time).

k) The SIM simulator sends with normal speed (F=372, D=1),
Part 3:
l) The ME is switched off and on. The SIM simulator sends an ATR as in step b).
m) After receipt of the PPS Request, the SIM simulator does not answer  within the initial waiting time.

n) After being reset by the ME the SIM simulator sends an ATR as in step b)

o) After receipt of the PPS Request, the SIM simulator does not answer within the initial waiting time
p) After being reset by the ME the SIM simulator sends an ATR as in step b)
q) After receipt of the PPS Request using default values "FF 00 FF", the SIM simulator does not answer within the initial waiting time
r) The ME may reset the SIM

s) After being reset by the ME the SIM simulator sends an ATR as in step b)

t) If the ME reset the SIM in step p) it shall not send a PPS request
u) The SIM simulator sends with normal speed (F=372, D=1),
Note: Part 3 is optional for ME
27.11.2.6.5
Test requirement

After step b) the ME shall send to the SIM simulator the PPS Request "FF 10 94 7B".

After step c) the ME shall work with the SIM simulator.

After step e) the ME shall send to the SIM simulator the PPS Request "FF 10 94 7B" .
After step f) the ME shall reset the SIM after the initial waiting time has expired.

After step h) the ME shall send to the SIM simulator the PPS Request "FF 10 94 7B".

After step h) the ME shall reset the SIM after the initial waiting time has expired.
After step i) the ME shall send to the SIM simulator the PPS Request "FF 00 FF".
After step m) the ME may reset the SIM after the initial waiting time has expired.
After step t) the ME shall not send a PPS request to the SIM simulator but continue to work with the SIM using default values (Fd=372, Dd=1).
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