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Table 1: Reference sensitivity performance

	GSM 850 and GSM 900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	FACCH/H
	(FER)
	0,1 %
	6,9 %
	6,9 %
	5,7 %
	10,0 %

	FACCH/F
	(FER)
	0,1 %
	8,0 %
	3,8 %
	3,4 %
	6,3 %

	SDCCH
	(FER)
	0,1 %
	13 %
	8 %
	8 %
	12 %

	RACH
	(FER)
	0,5 %
	13 %
	13 %
	12 %
	13 %

	SCH
	(FER)
	1 %
	16 %
	16 %
	15 %
	16 %

	TCH/F14,4
	(BER)
	10‑5
	2,5 %
	2 %
	2 %
	5 %

	TCH/F9,6 & H4,8
	(BER)
	10‑5
	0,5 %
	0,4 %
	0,1 %
	0,7 %

	TCH/F4,8
	(BER)
	‑
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/F2,4
	(BER)
	‑
	2 10‑4
	10‑5
	10‑5
	10‑5

	TCH/H2,4
	(BER)
	‑
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/FS
	(FER)
	0,1 %
	6 %
	3 %
	2 %
	7 %

	class Ib (RBER) 
	0,4/ %
	0,4/ %
	0,3/ %
	0,2/ %
	0,5/ %

	class II (RBER)
	2 %
	8 %
	8 %
	7 %
	9 %

	TCH/EFS
	(FER)
	< 0,1 %
	8 %
	3 %
	3 %
	7 %

	
	(RBER Ib)
	< 0,1 %
	0,21 %
	0,11 %
	0,10 %
	0,20 %

	
	(RBER II)
	2,0 %
	7 %
	8 %
	7 %
	9 %

	TCH/HS
	(FER)
	0,025 %
	4,1 %
	4,1 %
	4,1 %
	4,5 %

	class Ib (RBER, BFI=0)
	0,001 %
	0,36 %
	0,36 %
	0,28 %
	0,56 %

	class II (RBER, BFI=0)
	0,72 %
	6,9 %
	6,9 %
	6,8 %
	7,6 %

	
	(UFR)
	0,048 %
	5,6 %
	5,6 %
	5,0 %
	7,5 %

	class Ib (RBER,(BFI or UFI)=0)
	0,001 %
	0,24 %
	0,24 %
	0,21 %
	0,32 %

	
	(EVSIDR)
	0,06 %
	6,8 %
	6,8 %
	6,0 %
	9,2 %

	(RBER, SID=2 and (BFI or UFI)=0)
	0,001 %
	0,01 %
	0,01 %
	0,01 %
	0,02 %

	
	(ESIDR)
	0,01 %
	3,0 %
	3,0 %
	3,2 %
	3,4 %

	(RBER, SID=1 or SID=2)
	0,003 %
	0,3 %
	0,3 %
	0,21 %
	0,42 %

	MS TCH/AFS12.2
	(FER)
	     -    
	    4,9 %  
	    2,4 % 
	    2,8 % 
	    8,0 % 

	
	Class Ib (RBER) 
	< 0,001 % 
	    1,5 %  
	    1,5 % 
	    1,7 % 
	    2,8 % 

	MS TCH/AFS10.2
	(FER)
	     -    
	    2,1 %  
	   0,85 % 
	   1,0 % 
	    3,5 % 

	
	Class Ib (RBER) 
	< 0,001 % 
	   0,23 %  
	   0,15 % 
	  0,17 % 
	   0,46 % 

	MS TCH/AFS7.95
	(FER)
	     -    
	   0,36 %  
	  0,045 % 
	  0,06 % 
	  0,39 % 

	
	Class Ib (RBER) 
	     -    
	   0,11 %  
	  0,032 % 
	   0,04 % 
	   0,15 % 

	MS TCH/AFS7.4
	(FER)
	     -    
	   0,41 %  
	  0,069 % 
	  0,07 % 
	   0,44 % 

	
	Class Ib (RBER) 
	     -    
	  0,054 %  
	  0,016 % 
	  0,02 % 
	  0,08 % 

	MS TCH/AFS6.7
	(FER)
	     -    
	   0,27 %  
	  0,017 % 
	  0,019 %(*) 
	  0,14 % 

	
	Class Ib (RBER) 
	     -    
	  0,11 %  
	  0,022 % 
	  0,028 % 
	  0,11 % 

	MS TCH/AFS5.9
	(FER)
	     -    
	  0,18 %  
	  < 0,01 %(*) 
	  0,025 % 
	  0,053 % 

	
	Class Ib (RBER) 
	     -    
	  0,023 %  
	  0,001 % 
	  0,003 % 
	  0,02 % 

	MS TCH/AFS5.15
	(FER)
	     -    
	   0,12 %  
	  < 0,01 %(*) 
	  < 0,01 %(*) 
	  0,04 % 

	
	Class Ib (RBER) 
	     -    
	  0,02 %  
	 < 0,001 %
	  0,002 %
	  0,015 % 

	MS TCH/AFS4.75
	(FER)
	     -    
	  0,072 %  
	  < 0,01 %(*) 
	      -   
	  0,02 % 

	
	Class Ib (RBER)
	     -    
	  0,0072 %  
	 < 0,001 %
	 < 0,001 %
	 0,0027 %
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Table 1 (continued): Reference sensitivity performance

	GSM 850 and GSM 900

	Type of
	Propagation conditions

	Channel
	Static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	BTS TCH/AFS12.2
	(FER)
	     -    
	    4,9 %  
	    2,4 % 
	    1,4 % 
	    4,5 % 

	
	Class Ib (RBER) 
	< 0,001 % 
	    1,5 %  
	    1,5 % 
	    1,2 % 
	    2,1 % 

	BTS TCH/AFS10.2
	(FER)
	     -    
	    2,1 %  
	   0,85 % 
	   0,45 % 
	    1,6 % 

	
	Class Ib (RBER) 
	< 0,001 % 
	   0,23 %  
	   0,15 % 
	  0,092 % 
	   0,26 % 

	BTS TCH/AFS7.95
	(FER)
	     -    
	   0,36 %  
	  0,045 % 
	  0,024 % 
	  0,096 % 

	
	Class Ib (RBER) 
	     -    
	   0,11 %  
	  0,032 % 
	   0,02 % 
	   0,06 % 

	BTS TCH/AFS7.4
	(FER)
	     -    
	   0,41 %  
	  0,069 % 
	  0,028 % 
	   0,13 % 

	
	Class Ib (RBER) 
	     -    
	  0,054 %  
	  0,016 % 
	  0,009 % 
	  0,033 % 

	BTS TCH/AFS6.7
	(FER)
	     -    
	   0,16 %  
	  0,017 % 
	  < 0,01 %(*) 
	  0,026 % 

	
	Class Ib (RBER) 
	     -    
	  0,082 %  
	  0,022 % 
	  0,013 % 
	  0,044 % 

	BTS TCH/AFS5.9
	(FER)
	     -    
	  0,094 %  
	  < 0,01 %(*) 
	  < 0,01 %(*) 
	  0,011 % 

	
	Class Ib (RBER) 
	     -    
	  0,014 %  
	  0,001 % 
	  0,001 % 
	  0,003 % 

	BTS TCH/AFS5.15
	(FER)
	     -    
	   0,07 %  
	  < 0,01 %(*) 
	  < 0,01 %(*) 
	  < 0,01 %(*) 

	
	Class Ib (RBER) 
	     -    
	  0,014 %  
	 < 0,001 %
	 < 0,001 %
	  0,002 % 

	BTS TCH/AFS4.75
	(FER)
	     -    
	  0,029 %  
	  < 0,01 %(*) 
	      -   
	  < 0,01 %(*) 

	
	Class Ib (RBER)
	     -    
	  0,005 %  
	 < 0,001 %
	 < 0,001 %
	 < 0,001 %

	MS TCH/AFS-INB
	(FER)
	-
	0,034 %
	0,013 %
	0,008 %
	0,07 %

	MS TCH/AFS
	(EVSIDUR)
	-
	0,82 %
	0,17 %
	0,17 %
	0,5 %

	MS TCH/AFS
	(EVRFR)
	- 
	0,37 %
	0,007 %
	0,015 %
	0,2 %

	BTS TCH/AFS-INB
	(FER)
	-
	0,034 %
	0,013 %
	0,006 %
	0,019 %

	BTS TCH/AFS
	(EVSIDUR)
	-
	0,82 %
	0,17 %
	0,17 %
	0,17 %

	BTS TCH/AFS
	(EVRFR)
	- 
	0,095 %
	0.007 %
	0,007 %
	0,011 %

	MS TCH/AHS7.95
	(FER)
	< 0,01 %(*)
	  20 % 
	  20 %
	  24 %
	  34,3 %

	
	Class Ib (RBER) 
	 0,004 %
	 2,3 % 
	 2,3 %
	  3,0 %
	 3,7 %

	
	Class II (RBER)
	  0,66 %
	   5 % 
	   5 %
	5,9 %
	 6,5 %

	MS TCH/AHS7.4
	(FER)
	 < 0,01 %(*) 
	   16 % 
	  16 %
	  18,6 % 
	  27,8 %

	
	Class Ib (RBER) 
	 < 0,001 %(*) 
	  1,4 % 
	 1,4 %
	 2,0 % 
	   2,8 %

	
	Class II (RBER)
	  0,66 %  
	  5,3 % 
	 5,3 %
	   6,1 % 
	 6,9 %

	MS TCH/AHS6.7
	(FER)
	 < 0,01 %(*) 
	  9,2 % 
	 9,2 %
	  11,6 % 
	  18,7 %

	
	Class Ib (RBER)
	< 0,001 % 
	  1,1 % 
	 1,1 %
	1,5 % 
	 2,0 %

	
	Class II (RBER)
	  0,66 %  
	  5,8 % 
	 5,8 %
	 6,5 % 
	 7,2 %

	MS TCH/AHS5.9
	(FER)
	     -    
	  5,7 % 
	   5.7 %
	 7,2 % 
	 12,8 %

	
	Class Ib (RBER)
	     -    
	 0,51 % 
	0,51 %
	0,74 % 
	 1,2 %

	
	Class II (RBER)
	  0,66 %  
	    6 % 
	   6 %
	 6,6 % 
	 8,3 %

	MS TCH/AHS5.15
	(FER)
	     -    
	  2,5 % 
	 2,5 %
	 3,4 % 
	  6,7 %

	
	Class Ib (RBER)
	     -    
	 0,51 % 
	0,51 %
	0,7 % 
	1,2 %

	
	Class II (RBER)
	  0,66 %  
	  6,3 % 
	 6,3 %
	   7,0 % 
	 7,9 %

	MS TCH/AHS4.75
	(FER)
	     -    
	  1,2 % 
	 1,2 %
	 1,7 % 
	 3,8 %

	
	Class Ib (RBER) 
	     -    
	 0,17 % 
	0,17 %
	0,26 % 
	0,49 %

	
	Class II (RBER)
	  0,66 %  
	  6,4 % 
	 6,4 %
	 7,2 % 
	 8,2 %
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Table 1 (continued): Reference sensitivity performance

	GSM 850 and GSM 900

	Type of
	Propagation conditions

	Channel
	Static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	BTS TCH/AHS7.95
	(FER)
	 < 0,01 %(*)  
	  20 % 
	  20 %
	 17 %
	  28 %

	
	Class Ib (RBER) 
	 0,004 %
	 2,3 % 
	 2,3 %
	  2 %
	 2,9 %

	
	Class II (RBER)
	  0,66 %
	   5 % 
	   5 %
	4,7 %
	 5,7 %

	BTS TCH/AHS7.4
	(FER)
	< 0,01 %(*)  
	   16 % 
	  16 %
	  14 % 
	  22 %

	
	Class Ib (RBER) 
	 < 0,001 %(*)  
	  1,4 % 
	 1,4 %
	 1,1 % 
	   1,8 %

	
	Class II (RBER)
	  0,66 %  
	  5,3 % 
	 5,3 %
	   5 % 
	 6 %

	BTS TCH/AHS6.7
	(FER)
	< 0,01 %(*)  
	  9,2 % 
	 9,2 %
	   8 % 
	  13 %

	
	Class Ib (RBER)
	< 0,001 % 
	  1,1 % 
	 1,1 %
	0,93 % 
	 1,5 %

	
	Class II (RBER)
	  0,66 %  
	  5,8 % 
	 5,8 %
	 5,5 % 
	 6,6 %

	BTS TCH/AHS5.9
	(FER)
	     -    
	  5,7 % 
	   5.7 %
	 4,9 % 
	 8,6 %

	
	Class Ib (RBER)
	     -    
	 0,51 % 
	0,51 %
	0,42 % 
	0,73 %

	
	Class II (RBER)
	  0,66 %  
	    6 % 
	   6 %
	 5,7 % 
	 6,8 %

	BTS TCH/AHS5.15
	(FER)
	     -    
	  2,5 % 
	 2,5 %
	 2,2 % 
	   4 %

	
	Class Ib (RBER)
	     -    
	 0,51 % 
	0,51 %
	0,43 % 
	0,78 %

	
	Class II (RBER)
	  0,66 %  
	  6,3 % 
	 6,3 %
	   6 % 
	 7,2 %

	BTS TCH/AHS4.75
	(FER)
	     -    
	  1,2 % 
	 1,2 %
	 1,2 % 
	 1,8 %

	
	Class Ib (RBER) 
	     -    
	 0,17 % 
	0,17 %
	0,14 % 
	0,26 %

	
	Class II (RBER)
	  0,66 %  
	  6,4 % 
	 6,4 %
	 6,2 % 
	 7,4 %

	MS TCH/AHS-INB
	(FER)
	0,013 %
	0,72 %
	0,64 %
	0,53 %
	1,4 %

	MS TCH/AHS
	(EVSIDUR)
	-
	1,5 %
	1,5 %
	2,1 %
	2,1 %

	MS TCH/AHS
	(EVRFR)
	- 
	0,25 %
	0,24 %
	0,33 %
	0,6 %

	BTS TCH/AHS-INB
	(FER)
	0,013 %
	0,72 %
	0,64 %
	0,53 %
	0,94 %

	BTS TCH/AHS
	(EVSIDUR)
	-
	1,5 %
	1,5 %
	2,1 %
	1,5 %

	BTS TCH/AHS
	(EVRFR)
	- 
	0.25 %
	0.24 %
	0.33 %
	0,28 %
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Table 1 (continued): Reference sensitivity performance

	DCS 1 800 & PCS 1 900

	Type of
	Propagation conditions

	channel
	static
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)

	FACCH/H
	(FER)
	0,1 %
	7,2 %
	7,2 %
	5,7 %
	10,4 %

	FACCH/F
	(FER)
	0,1 %
	3,9 %
	3,9 %
	3,4 %
	7,4 %

	SDCCH
	(FER)
	0,1 %
	9 %
	9 %
	8 %
	13 %

	RACH
	(FER)
	0,5 %
	13 %
	13 %
	12 %
	13 %

	SCH
	(FER)
	1 %
	19 %
	19 %
	15 %
	25 %

	TCH/F14,4
	(BER)
	10‑5
	2,1 %
	2 %
	2 %
	6,5 %

	TCH/F9,6 & H4,8
	(BER)
	10‑5
	0,4 %
	0,4 %
	0,1 %
	0,7 %

	TCH/F4,8
	(BER)
	‑
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/F2,4
	(BER)
	‑
	10‑5
	10‑5
	10‑5
	10‑5

	TCH/H2,4
	(BER)
	‑
	10‑4
	10‑4
	10‑4
	10‑4

	TCH/FS
	(FER)
	0,1 %
	3 %
	3 %
	2 %
	7 %

	class Ib (RBER)
	0,4/ %
	0,3/ %
	0,3/ %
	0,2/ %
	0,5/ %

	class II (RBER)
	2 %
	8 %
	8 %
	7 %
	9 %

	TCH/EFS
	(FER)
	< 0,1 %
	4 %
	4 %
	3 %
	7 %

	
	(RBER Ib)
	< 0,1 %
	0,12 %
	0,12 %
	0,10 %
	0,24 %

	
	(RBER II)
	2,0 %
	8 %
	8 %
	7 %
	9 %

	TCH/HS
	(FER)
	0,025 %
	4,2 %
	4,2 %
	4,1 %
	5,0 %

	class Ib (RBER, BFI=0)
	0,001 %
	0,38 %
	0,38 %
	0,28 %
	0,63 %

	class II (RBER, BFI=0)
	0,72 %
	6,9 %
	6,9 %
	6,8 %
	7,8 %

	(UFR)
	0,048 %
	5,7 %
	5,7 %
	5,0 %
	8,1 %

	class Ib (RBER, (BFI or UFI)=0)
	0,001 %
	0,26 %
	0,26 %
	0,21 %
	0,35 %

	(EVSIDR)
	0,06 %
	7,0 %
	7,0 %
	6,0 %
	9,9 %

	(RBER, SID=2 and (BFI or UFI)=0)
	0,001 %
	0,01 %
	0,01 %
	0,01 %
	0,02 %

	(ESIDR)
	0,01 %
	3,0 %
	3,0 %
	3,2 %
	3,9 %

	(RBER, SID=1 or SID=2)
	0,003 %
	0,33 %
	0,33 %
	0,21 %
	0,45 %

	MS TCH/AFS12.2
	(FER)
	-
	3 %
	2,0 %
	2,8 %
	9,8 %

	
	Class Ib (RBER) 
	< 0,001 %
	1,5 %
	1,4 %
	1,7 %
	2,9 %

	MS TCH/AFS10.2
	(FER)
	-
	1,2 %
	0,65 %
	1,0 %
	4,5 %

	
	Class Ib (RBER) 
	< 0,001 %
	0,17 %
	0,12 %
	0,17 %
	0,55 %

	MS TCH/AFS7.95
	(FER)
	-
	 0,06 %  
	 0,025 % 
	 0,06 %  
	 0,51 % 

	
	Class Ib (RBER)
	-
	 0,049 %  
	 0,023 % 
	 0,04 %  
	 0,2 % 

	MS TCH/AFS7.4
	(FER)
	-
	 0,13 %  
	 0,036 % 
	 0,07 %  
	 0,62 % 

	
	Class Ib (RBER)
	-
	 0,026 %  
	 0,013 % 
	 0,02 %  
	 0,11 % 

	MS TCH/AFS6.7
	(FER)
	-
	 0,034 %(*)  
	 < 0,01 %(*) 
	 0,019  
	 0,018 % 

	
	Class Ib (RBER)
	-
	 0,037 %  
	 0,017 % 
	  0,028 %  
	 0,14 % 

	MS TCH/AFS5.9
	(FER)
	-
	 0,015 %(*)  
	 < 0,01 %(*) 
	 0,025 %
	 0,078 % 

	
	Class Ib (RBER) 
	-
	< 0,003 % 
	< 0,001  % 
	< 0,002 % 
	 0,017 % 

	MS TCH/AFS5.15
	(FER)
	-
	 0,01 %(*)  
	 < 0,01 %(*) 
	 < 0,01 % 
	 0,053 %

	
	Class Ib (RBER) 
	-
	 0,0034 % 
	< 0,001 % 
	 0,002 % 
	 0,016 % 

	MS TCH/AFS4.75
	(FER)
	-
	 < 0,01 %(*) 
	     -   
	     -    
	 < 0,01 %(*) 

	
	Class Ib (RBER)
	-
	< 0,001 % 
	< 0,001 %
	< 0,001 % 
	< 0,001 %
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Table 1 (continued): Reference sensitivity performance

	DCS 1 800 & PCS 1 900

	Type of
	Propagation conditions

	channel
	static
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)

	BTS TCH/AFS12.2
	(FER)
	-
	2 %
	2,0 %
	1,3 %
	4,6 %

	
	Class Ib (RBER) 
	< 0,001 %
	1,4 %
	1,4 %
	1,2 %
	2,1 %

	BTS TCH/AFS10.2
	(FER)
	-
	0,65 %
	0,65 %
	0,41 %
	1,6 %

	
	Class Ib (RBER) 
	< 0,001 %
	0,12 %
	0,12 %
	0,084 %
	0,26 %

	BTS TCH/AFS7.95
	(FER)
	-
	 0,025 %  
	 0,025 % 
	 0,018 %  
	 0,089 % 

	
	Class Ib (RBER)
	-
	 0,023 %  
	 0,023 % 
	 0,016 %  
	 0,061 % 

	BTS TCH/AFS7.4
	(FER)
	-
	 0,036 %  
	 0,036 % 
	 0,023 %  
	  0,13 % 

	
	Class Ib (RBER)
	-
	 0,013 %  
	 0,013 % 
	 0,007 %  
	 0,031 % 

	BTS TCH/AFS6.7
	(FER)
	-
	 < 0,01 %(*)  
	 < 0,01 %(*) 
	 < 0,01 %(*)  
	 0,031 % 

	
	Class Ib (RBER)
	-
	 0,017 %  
	 0,017 % 
	  0,01 %  
	 0,041 % 

	BTS TCH/AFS5.9
	(FER)
	-
	 < 0,01 %(*)  
	 < 0,01 %(*) 
	 < 0,01 %(*)  
	 < 0,01 %(*) 

	
	Class Ib (RBER) 
	-
	< 0,001 % 
	< 0,001  % 
	< 0,001 % 
	 0,002 % 

	BTS TCH/AFS5.15
	(FER)
	-
	 < 0,01 %(*)  
	 < 0,01 %(*) 
	     -    
	 < 0,01 %(*) 

	
	Class Ib (RBER) 
	-
	< 0,001 % 
	< 0,001 % 
	< 0,001 % 
	 0,003 % 

	BTS TCH/AFS4.75
	(FER)
	-
	 < 0,01 %(*)  
	     -   
	     -    
	 < 0,01 %(*) 

	
	Class Ib (RBER)
	-
	< 0,001 % 
	< 0,001 %
	< 0,001 % 
	< 0,001 %

	MS TCH/AFS-INB
	(FER)
	-
	0,034 %
	0,011 %
	0,008 %
	0,08 %

	MS TCH/AFS
	(EVSIDUR)
	-
	0,19 %
	0,19 %
	0,17 %
	0,8 %

	MS TCH/AFS
	(EVRFR)
	- 
	0,027 % 
	0,007 %
	0,015 %
	0,11 %

	BTS TCH/AFS-INB
	(FER)
	-
	0,011 %
	0,011 %
	0,006 %
	0,021 %

	BTS TCH/AFS
	(EVSIDUR)
	-
	0,19 %
	0,19 %
	0,17 %
	0,25 %

	BTS TCH/AFS
	(EVRFR)
	- 
	0,007 %
	0,007 %
	0,002 %
	0,01 %


Continued

Table 1 (continued): Reference sensitivity performance

	DCS 1 800 & PCS 1 900

	Type of
	Propagation conditions

	Channel
	Static
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)

	MS TCH/AHS7.95
	(FER)
	< 0,01 %(*) 
	     20 % 
	     20 %
	    24 %
	    38 %

	
	Class Ib (RBER)
	  0,004 % 
	    2,3 % 
	    2,3 %
	     3.0 %
	   3,9 %

	
	Class II (RBER)
	   0,66 % 
	      5 % 
	      5 %
	   5,9 %
	   6,8 %

	MS TCH/AHS7.4
	(FER)
	  < 0,01 %(*) 
	     16 % 
	     16 %
	    18,6 %
	  31,1 %

	
	Class Ib (RBER)
	  <0,001 %(*) 
	    1,4 % 
	    1,4 %
	   2,0 %
	   3,0%

	
	Class II (RBER)
	   0,66 % 
	    5,3 % 
	    5,3 %
	   6,1 %
	   7,1 %

	MS TCH/AHS6.7
	(FER)
	  < 0,01 %(*) 
	    9,4 % 
	    9,4 %
	  11,6 %
	  21 %

	
	Class Ib (RBER)
	 < 0,001 %
	    1,1 % 
	    1,1 %
	  1,5 %
	   2,3 %

	
	Class II (RBER)
	   0,66 % 
	    5,8 % 
	    5,8 %
	   6,5 %
	   7,6 %

	MS TCH/AHS5.9
	(FER)
	      -   
	    5,9 % 
	      5,9 %
	   7,2 %
	  14,6 %

	
	Class Ib (RBER)
	      -   
	   0,52 % 
	   0,52 %
	  0,74 %
	  1,3 %

	
	Class II (RBER)
	   0,66 % 
	    6,1 % 
	      6,1 %
	   6,6 %
	   8,4 %

	MS TCH/AHS5.15
	(FER)
	      -   
	    2,6 % 
	    2,6 %
	     3,4 %
	   7,8 %

	
	Class Ib (RBER)
	      -   
	   0,53 % 
	   0,53 %
	   0,7 %
	  1,4 %

	
	Class II (RBER)
	   0,66 % 
	    6,3 % 
	    6,3 %
	   7,0 %
	   8,3 %

	MS TCH/AHS4.75
	(FER)
	      -   
	    1,7 % 
	    1,2 %
	   1,7 %
	   4,6 %

	
	Class Ib (RBER)
	      -   
	   0,25 % 
	   0,18 %
	  0,26 %
	  0,57 %

	
	Class II (RBER)
	   0,66 % 
	    6,5 % 
	    6,5 %
	   7,2 %
	   8,6 %

	BTS TCH/AHS7.95
	(FER)
	  < 0,01 %(*) 
	     20 % 
	     20 %
	    17 %
	    27 %

	
	Class Ib (RBER)
	  0,004 % 
	    2,3 % 
	    2,3 %
	     2 %
	   2,9 %

	
	Class II (RBER)
	   0,66 % 
	      5 % 
	      5 %
	   4,8 %
	   5,7 %

	BTS TCH/AHS7.4
	(FER)
	  < 0,01 %(*) 
	     16 % 
	     16 %
	    13 %
	    22 %

	
	Class Ib (RBER)
	  < 0,001 %(*) 
	    1,4 % 
	    1,4 %
	   1,1 %
	     1,9 %

	
	Class II (RBER)
	   0,66 % 
	    5,3 % 
	    5,3 %
	   5,1 %
	   6 %

	BTS TCH/AHS6.7
	(FER)
	 < 0,01 %(*) 
	    9,4 % 
	    9,4 %
	   7,5 %
	    13 %

	
	Class Ib (RBER)
	 < 0,001 %
	    1,1 % 
	    1,1 %
	  0,92 %
	   1,5 %

	
	Class II (RBER)
	   0,66 % 
	    5,8 % 
	    5,8 %
	   5,5 %
	   6,6 %

	BTS TCH/AHS5.9
	(FER)
	      -   
	    5,9 % 
	      5,9 %
	   4,6 %
	   8,5 %

	
	Class Ib (RBER)
	      -   
	   0,52 % 
	   0,52 %
	  0,39 %
	  0,72 %

	
	Class II (RBER)
	   0,66 % 
	    6,1 % 
	      6,1 %
	   5,8 %
	   6,8 %

	BTS TCH/AHS5.15
	(FER)
	      -   
	    2,6 % 
	    2,6 %
	     2 %
	   3,7 %

	
	Class Ib (RBER)
	      -   
	   0,53 % 
	   0,53 %
	   0,4 %
	  0,76 %

	
	Class II (RBER)
	   0,66 % 
	    6,3 % 
	    6,3 %
	   6,1 %
	   7,2 %

	BTS TCH/AHS4.75
	(FER)
	      -   
	    1,2 % 
	    1,2 %
	   1,1 %
	   1,7 %

	
	Class Ib (RBER)
	      -   
	   0,18 % 
	   0,18 %
	  0,13 %
	  0,25 %

	
	Class II (RBER)
	   0,66 % 
	    6,5 % 
	    6,5 %
	   6,2 %
	   7,3 %


Continued

Table 1 (concluded): Reference sensitivity performance

	DCS 1 800 & PCS 1 900

	Type of
	Propagation conditions

	Channel
	Static
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)

	MS TCH/AHS-INB
	(FER)
	0,013 %
	0,7 %
	0,64 %
	0,53 %
	1,4 %

	MS TCH/AHS
	(EVSIDUR)
	-
	1,3 %
	1,3 %
	2,1 %
	2,1%

	MS TCH/AHS
	(EVRFR)
	-
	0,24 % 
	0,24 %
	0,33 %
	0,44 %

	BTS TCH/AHS-INB
	(FER)
	0,013 %
	0,64 %
	0,64 %
	0,53 %
	0,94 %

	BTS TCH/AHS
	(EVSIDUR)
	-
	1,3 %
	1,3 %
	2,1 %
	1,5 %

	BTS TCH/AHS
	(EVRFR)
	-
	0,24 % 
	0,24 %
	0,25 %
	0,24 %

	NOTE 1:
The specification for SDCCH applies also for BCCH, AGCH, PCH, SACCH. The actual performance of SACCH, should be better.

NOTE 2:
Definitions:


FER:

Frame erasure rate (frames marked with BFI=1)


UFR:

Unreliable frame rate (frames marked with (BFI or UFI)=1)


EVSIDR:
Erased Valid SID frame rate (frames marked with (SID=0) or (SID=1) or ((BFI or UFI)=1) if a valid SID frame was transmitted)


EVSIDUR:
Erased Valid SID_UPDATE frame rate associated to an adaptive speech traffic channel


ESIDR:
Erased SID frame rate (frames marked with SID=0 if a valid SID frame was transmitted)


EVRFR: 
Erased Valid RATSCCH frame rate associated to an adaptive speech traffic channel. This relates to the erasure of the RATSCCH message due to the failure to detect the RATSCCH identifier or due to a CRC failure.


BER:

Bit error rate


RBER, BFI=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "good" to the number of transmitted bits in the "good" frames).


RBER, (BFI or UFI)=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "reliable" to the number of transmitted bits in the "reliable" frames).


RBER, SID=2 and (BFI or UFI)=0:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


RBER, SID=1 or SID=2:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" or as "invalid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


TCH/AxS-INB FER: The frame error rate for the in-band channel. Valid for both Mode Indication and Mode Command/Mode Request. When testing all four code words shall be used an equal amount of time and the mode of both in-band channels (Mode Indication and Mode Command/Mode Request) shall be changed to a neighbouring mode not more often than every 22 speech frames (440 ms).

NOTE 3:
1 (  ( 1.6. The value of  can be different for each channel condition but must remain the same for FER and class Ib RBER measurements for the same channel condition.

NOTE 4:
FER for CCHs takes into account frames which are signalled as being erroneous (by the FIRE code, parity bits, or other means) or where the stealing flags are wrongly interpreted.

NOTE 5:
Ideal FH case assumes perfect decorrelation between bursts. This case may only be tested if such a decorrelation is ensured in the test. For TU50 (ideal FH), sufficient decorrelation may be achieved with 4 frequencies spaced over 5 MHz.

NOTE 6:
For AMR, the complete conformance should not be restricted to the channels identified with (*).
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