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52.1.2.1.9.1 
Packet Uplink Assignment / Two phase access / Packet Resource Request / RLC Octet Count 

52.1.2.1.9.1.1
Conformance requirements

The mobile station may request an open-ended or a close-ended TBF. If a close-ended TBF is requested, the number of octets of user data that the MS has to transfer in the TBF shall be indicated in the PACKET RESOURCE REQUEST message.

Reference

3GPP TS 04.60 subclause 7.1.3.1.

52.1.2.1.9.1.2
Test purpose

To verify that the mobile station indicates the number of octets of user data that it has to be transferred in the TBF.

52.1.2.1.9.1.3
Method of test

Initial conditions 

System Simulator:


1 cell supporting EGPRS.

Mobile Station:


The MS is GPRS attached and in packet idle mode. PDP context 1 has been established.

Related PICS/PIXIT statement

-
Support EGPRS service. 

-
Support PDP context.

-
Method of triggering the MS to initiate an uplink data transfer. 

Test procedure

The MS is triggered to initiate unacknowledged uplink data transfer. The SS shall send PACKET UPLINK ASSIGNMENT message including Multi Block Allocation struct information to instruct the MS to send PACKET RESOURCE REQUEST. The MS should perform a two-phase access i.e. the MS shall transmit a PACKET RESOURCE REQUEST message on the allocated uplink resource.

The RLC_OCTET_COUNT field shall indicate the number of LLC data octets the MS wishes to transfer.
The SS should then respond with PACKET UPLINK ASSIGNMENT message and the MS should begin transmitting RLC data blocks on the allocated uplink resources. The SS allows the MS to complete the sending of the data.

Maximum duration of the test

2 minutes.

Expected sequence

Step
Direction
Message
Comments

1
MS

The MS is triggered to initiate the transfer of 100 user data octets.

2
MS -> SS
EGPRS PACKET CHANNEL REQUEST
Two Phase Access Request. Received on PRACH.

3
SS -> MS
PACKET UPLINK ASSIGNMENT
Multi block allocation struct. Sent on PAGCH.

4
MS -> SS
PACKET RESOURCE REQUEST
Received on the single block assigned in step 3.

5
SS -> MS
PACKET UPLINK ASSIGNMENT
Dynamic allocation struct. Sent on the PACCH of the assigned PDCH. 

6

{Uplink data transfer, dynamic allocation}
Macro. Completion from step 4 in the TBF procedure.

7
SS

The SS verifies that in case of a close-ended TBF is requested ( RLC_OCTET_COUNT(0) the MS has transferred the number of user data octets indicated in step 4 as RLC_OCTET_COUNT value +/- 2 octets.

Specific message contents

None.
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