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3
Abbreviations, symbols and definitions

3.1
Abbreviations

In addition to abbreviations in 3GPP TR 01.04 [1] and 3GPP TS 02.60 [2] the following abbreviations apply:

ARQ
Automatic Repeat reQuest

BCS
Block Check Sequence

BEC
Backward Error Correction

BH
Block Header

CCN
Cell Change Notification

CFCCH
Compact Frequency Correction Channel

CPAGCH
Compact Packet Access Grant Channel

CPBCCH
Compact Packet Broadcast Control Channel

CPCCCH
Compact Packet Common Control Channel

CPNCH
Compact Packet Notification Channel
CPPCH
Compact Packet Paging Channel

CPRACH
Compact Packet Random Access Channel

CSCH
Compact Synchronization Channel

CS
Coding Scheme

CU
Cell Update

DTM
Dual Transfer Mode

EGPRS
Enhanced GPRS

FBI
Final Block Indicator

FH
Frame Header

GGSN
Gateway GPRS Support Node

HCS
Header Check Sequence

IR
Incremental Redundancy

LLC
Logical Link Control

MAC
Medium Access Control

MCS
Modulation and Coding Scheme

NCH
Notification Channel
NSS
Network and Switching Subsystem

PACCH
Packet Associate Control Channel

PAGCH
Packet Access Grant Channel

PBCCH
Packet Broadcast Control Channel

PC
Power Control

PCCCH
Packet Common Control Channel

PDCH
Packet Data Channel

PDTCH
Packet Data Traffic Channel

PDU
Protocol Data Unit

PL
Physical Link

PNCH
Packet Notification Channel
PPCH
Packet Paging Channel

PRACH
Packet Random Access Channel

PSI
Packet System Information

PTCCH
Packet Timing Advance Control Channel

RLC
Radio Link Control

SGSN
Serving GPRS Support Node 

SNDC
Subnetwork Dependent Convergence

TA
Timing Advance

TBF
Temporary Block Flow

TFI
Temporary Frame Identity

USF
Uplink State Flag

*** next modified section ***

4.2.4
Packet Notification Channel (PNCH) and Compact Packet Notification Channel (CPNCH) - downlink only



These channels are not used in this release of the specifications.
*** next modified section ***

4.4.1
Packet Data Traffic Channel (PDTCH) 

PDTCH is a channel allocated for data transfer. It is temporarily dedicated to one MS. In the multislot operation, one MS may use multiple PDTCHs in parallel for individual packet transfer.

All packet data traffic channels are uni-directional, either uplink (PDTCH/U), for a mobile originated packet transfer or downlink (PDTCH/D) for a mobile terminated packet transfer.

A PDTCH when used for single timeslot operation may be either full-rate (PDTCH/F) or half-rate (PDTCH/H) depending on whether it is carried on a PDCH/F or PDCH/H respectively. See 3GPP TS 05.02 [11]. A PDTCH, when used for multislot operation shall be full-rate. DTM capable MS shall support PDTCH/H.

*** next modified section ***

6.5.8
Power control procedure

Power control shall be supported in order to improve the spectrum efficiency and to reduce the power consumption in the MS. 

For the uplink, the MS shall follow a flexible power control algorithm, which the network can optimise through a set of parameters. It can be used for both open loop and closed loop power control.

For the downlink, the power control is performed in the BTS. Therefore, there is no need to specify the actual algorithms, but information about the downlink performance is needed. Therefore the MSs have to transfer Channel Quality Reports to the BTS.
For the detailed specification of power control see GSM 05.08 [15].

*** next modified section ***

6.5.10
Discontinuous Reception (DRX)

NOTE:
The text in this subclause is informative. The normative text is in GSM 05.02 [11]. Where there is a conflict between these descriptions, the normative text has precedence.

DRX (sleep mode) shall be supported when the MS is in Packet Idle mode. DRX is independent from MM states Ready and Standby.

Negotiation of DRX parameters is per MS. An MS may choose to use DRX or not together with some operating parameters. The following parameters are established:

-
DRX/non-DRX indicator
It indicates whether the MS uses DRX or not.

-
DRX period
A conditional parameter for MSs using DRX to determine the right paging group. The DRX period is defined by the parameter SPLIT_PG_CYCLE. 

-
Non-DRX timer
A conditional parameter for MSs using DRX to determine the time period within which the non-DRX mode is kept after leaving the Transfer state. The support for this feature is optional on the network side and the information about the maximum supported value for the timer in the cell is broadcast on PBCCH. 

An MS in DRX mode is only required to monitor the radio blocks defined by its paging group as defined in GSM 05.02 [11].

Paging group definition based on SPLIT_PG_CYCLE is optional on CCCH for both BTS and MS. If not supported, the definition based on BS_PA_MFRMS  shall be used. The parameters used to define the paging group for GPRS are shown in the Table 5, together with the corresponding GSM parameters. BS_PCC_CHANS is the number of PDCHs containing PCCCH. For Compact, BS_PCC_CHANS is the number of radio frequency channels per cell carrying CPCCCHs including the radio frequency channel carrying the CPBCCH.

An MS in non-DRX mode is required to monitor all the radio blocks where PCCCH or (for Compact) CPCCCH may be mapped on the PDCH defined by its paging group.

When page for circuit-switched services is conveyed on PPCH, it follows the same scheduling principles as the page for packet data. The same is valid for scheduling of resource assignments for downlink packet transfers for MSs in Ready State (i.e. where no paging is performed).


NOTE:
Paging reorganisation may be supported in the same way as for circuit switched GSM.

Table 5: Parameters for DRX operation

	Parameter
	GPRS
	Corresponding GSM parameters

	
	PCCCH
	CCCH
	CCCH

	DRX period
	SPLIT_PG_CYCLE 
	BS_PA_MFRMS      *) SPLIT_PG_CYCLE **)
	BS_PA_MFRMS

	Blocks not available for PPCH or CPPCH per multiframe
	BS_PAG_BLKS_RES    + BS_PBCCH_BLKS
	BS_AG_BLKS_RES
	BS_AG_BLKS_RES

	Number of physical channels containing paging;

or

for Compact, number of radio frequency channels per cell carrying CPCCCHs including the radio frequency channel carrying the CPBCCH.
	BS_PCC_CHANS
	BS_CC_CHANS
	BS_CC_CHANS



*)

Only when DRX period split is not supported.

**)
Only when DRX period split is supported.

*** next modified section ***

6.6.4
Model of Operation

Each PDCH is a shared medium between multiple MSs and the Network except in dual transfer mode, in which a PDCH may be dedicated to one MS. Direct communication is possible only between an MS and the network.

The GPRS radio interface consists of asymmetric and independent uplink and downlink channels. The downlink carries transmissions from the network to multiple MSs and does not require contention arbitration. The uplink is shared among multiple MSs and requires contention control procedures.

The allocation of radio resources by the PLMN and the use of these resources by the MSs can be broken down into two parts:

-
The PLMN allocates radio resources for the GPRS (uplink and downlink) in a symmetric manner.

-
The allocated uplink and downlink radio resources for point-to-point services are used independently of each other. Dependent allocation of uplink and downlink shall be possible, in order to allow simple MSs to transfer data simultaneously in both directions. Allocation of several PDTCHs for one MS is possible.

The access to the GPRS uplink uses a Slotted-Aloha based reservation protocol. 

The Network Protocol Data Units (N-PDU) are segmented into the Subnetwork Protocol Data Units (SN-PDU) by the Subnetwork Dependent Convergence (SNDC) protocol and SN-PDUs are encapsulated into one or several LLC frames. See GSM 03.60 [3] for information on SNDC and LLC. The details on SNDC can be found in GSM 04.65 [9] and the details on LLC can be found in GSM 04.64 (8(. LLC frames are segmented into RLC Data Blocks. At the RLC/MAC layer, a selective ARQ protocol (including block numbering) between the MS and the Network provides retransmission of erroneous RLC Data Blocks. When a complete LLC frame is successfully transferred across the RLC layer, it is forwarded to the LLC layer.




Figure 20: Transmission and reception data flow for GPRS and EGPRS

Transmission and reception data flows are same for GPRS and EGPRS, except for  EGPRS MCS-9, MCS-8 and    MCS-7, where four normal bursts carry two RLC blocks (one RLC block within two bursts for MCS-9 and MCS-8), as shown on Figures 21 and 22.
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Figure 21: Transmission and reception data flow for EGPRS MCS-7
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Figure 22: Transmission and reception data flow for EGPRS MCS-9 and MCS-8

*** next modified section ***

6.8
(void)
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