Page 1



3GPP TSG-GERAN Meeting #15 
Tdoc (
GP-031381

Fort Lauderdale, Florida (USA), 23-27 June 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	44.003
	CR
	005
	(

rev
	-
	(

Current version:
	5.0.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction on use of the PNCH

	
	

	Source:
(

	Siemens

	
	

	Work item code:
(

	TEI
	
	Date: (

	10/06/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The PNCH is defined as the part of the PCCCH that can be used to send notifications for the PTM-M service; however, this service does not exist in this release of the specifications, as it has been removed from the Stage 1 specification for GPRS. The text also states that the PNCH can be used to send notification messages for VGCS and/or VBS calls; however, Siemens believe that this is not possible, so the text should be corrected.

	
	

	Summary of change:
(

	The text is corrected to state that the PNCH is not used in this release of the specifications.
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7.1.2
Common Control Channel

A common control channel is a point-to-multipoint bi-directional control channel. Common control channels are physically sub-divided into the Common Control CHannel (CCCH), the Packet Common Control CHannel (PCCCH), and the Compact Packet Common Control CHannel (CPCCCH).

CCCH, PCCCH, and CPCCCH are primarily intended to carry signalling information necessary for access management functions (e.g., allocation of dedicated channels or radio resource on a packet data traffic channel). The CCCH can be used for other signalling purposes.

CCCH, PCCCH, and CPCCCH use a layered protocol according to Technical Specifications in GSM 04-Series. In particular the multipoint to point management is achieved through random access techniques.

The following terms may be used when the context requires it:

-
The RACH (Random Access CHannel) is the uplink (MS to network) part of the CCCH.

-
The PRACH (Packet Random Access CHannel) is the uplink part of the PCCCH.

-
The CPRACH (Compact Packet Random Access CHannel) is the uplink part of the CPCCCH.

-
The AGCH (Access Grant CHannel) is the part of the downlink (network to MS) part of the CCCH reserved for assignment messages.

-
The PAGCH (Packet Access Grant CHannel) is the part of the downlink part of the PCCCH used for assignment messages.

-
The CPAGCH (Compact Packet Access Grant CHannel) is the part of the downlink part of the CPCCCH used for assignment messages.

-
The NCH (Notification CHannel) is the part of the downlink part of the CCCH reserved for voice group and/or voice broadcast calls notification messages.

-
The PNCH (Packet Notification CHannel) is defined in the downlink part of the PCCCH, but is not used in this release of the specifications.

-
The CPNCH (Compact Packet Notification CHannel) is defined in the downlink part of the PCCCH, but is not used in this release of the specifications.

-
PCH (Paging CHannel) is the remaining part of the downlink part of the CCCH.

-
PPCH (Packet Paging CHannel) is the remaining part of the downlink part of the PCCCH.

-
CPPCH (Compact Packet Paging CHannel) is the remaining part of the downlink part of the CPCCCH.
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