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53.1.2.4
Acknowledged Mode/ Downlink TBF/ Window Size/ Assigned Value
53.1.2.4.1
Conformance requirements

1.
For EGPRS the window size (WS) shall be set by the network according to the number of timeslots allocated in the direction of the TBF (uplink or downlink).

2.
MS shall support the maximum window size corresponding to its multi timeslot capability.

3.
The selected WS shall be indicated within PACKET UL/DL ASSIGNMENT and PACKET TIMESLOT RECONFIGURE.

References

3GPP TS 04.60, subclause 9.1.9.2.

53.1.2.4.2
Test purpose

1.
To verify that the MS correctly interprets the window size indication in PACKET DOWNLINK ASSIGNMENT.

2.
To verify that the MS correctly interprets the window size indication in PACKET TIMESLOT RECONFIGURE during downlink TBF.

3.
To verify that the MS supports the maximum window size corresponding to its multi timeslot capability for downlink TBF.

53.1.2.4.3
Method of test

Initial Conditions

System Simulator:


1 cell with EGPRS support, default setting, PBCCH not present.

Mobile Station:


The MS is EGPRS updated with a P-TMSI allocated, SPLIT PG CYCLE negotiated and the test PDP context2 activated.

Related PICS/PIXIT Statement(s)

N/A

Test Procedure

The SS initiates the establishment of a downlink EGPRS TBF, setting WS = N < N' (the maximum possible legal WS value) in the PACKET DOWNLINK ASSIGNMENT message. The SS sends a RLC data block with BSN = N and polls for acknowledgement. MS shall send a Packet Downlink Ack/Nack message acknowledging no block. The MS is then triggered to transfer 440 octets of user data. The SS assigns an uplink TBF by sending a PACKET UPLINK ASSIGNMENT. The SS sends an RLC data block with BSN = N-1 and polls for acknowledgement.  The MS shall send a Packet Downlink Ack/Nack message acknowledging the BSN = N - 1 block.

During the downlink and uplink TBF’s, The SS sends a PACKET TIMESLOT RECONFIGURE message with WS = N'. The SS sends an RLC data block with BSN = N' and polls for acknowledgement. The MS shall send a Packet Downlink Ack/Nack message without acknowledging the BSN = N' block. The SS sends a RLC data block with BSN = N'-1 and poll for acknowledgement.  The MS shall send a Packet Downlink Ack/Nack message acknowledging the BSN = N'-1 block.
Maximum Duration of Test

30 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	
	{Downlink TBF establishment}
	Acknowledged Mode

EGPRS Window Size: N

	2
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Sent on the assigned PDTCH, with BSN = N, ES/P = '01'B, RRBP = '00'B

	3
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	Received on PACCH of the assigned PDTCH without the acknowledgement for the block of BSN = N.

	4
	MS
	
	The MS is triggered to send 440 octets of user data.

	5
	SS
	
	Steps 2 and 3 are repeated until reception of EGPRS PACKET DOWNLINK ACK/NACK with Channel request Description IE included

	
	
	
	

	
	
	
	

	6
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end

TLLI_BLOCK_CHANNEL_CODING: arbitrarily chosen

CHANNEL_CODING_COMMAND: arbitrarily chosen.

The uplink TBF is assigned on the same timeslot as the downlink TBF.

	7
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Sent on the assigned PDTCH, with BSN = N - 1, ES/P = '01'B RRBP = '00'B

	8
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	Received on PACCH of the assigned PDTCH with the acknowledgement for the block of BSN = N - 1.

	9
	SS -> MS
	PACKET TIMESLOT RECONFIGURE
	Sent on PACCH, containing the same Downlink Timeslot Allocation as before and Window Size of value N'.

	10
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Sent on the assigned PDTCH, with BSN = N', ES/P = '01'B RRBP = '00'B

	11
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	Received on PACCH of the assigned PDTCH without the acknowledgement for the block of BSN = N'.

	12
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Sent on the assigned PDTCH, with BSN = N' - 1, ES/P = '01'B RRBP = '00'B

	13
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	Received on PACCH of the assigned PDTCH with the acknowledgement for the block of BSN = N' - 1.

	14
	SS
	{Completion of uplink RLC data block transfer}
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