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	Reason for change:
(

	For R99 network simulation clear specification of ECSC should be applied in PSI2 messages ‘Non GPRS cell options’ - ‘optional extension information’.
See e-mail on WG3 reflector from 4.8.2003.

	
	

	Summary of change:
(

	Optional extension information added to Non GPRS cell options’ in PSI2 Instance 1 of 3 for R99 network simulation. Settings: ECSC on, 3G ECSR off.
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40.2.2.1.2
PACKET SYSTEM INFORMATION TYPE 2.  Instance 1 of 3

	MESSAGE_TYPE
	110010

	PAGE_MODE
	00     Normal Paging

	PSI2_CHANGE_MARK
	01     

	PSI2_INDEX
	000

	PSI2_COUNT
	010  Three instances of PSI2

	Cell Identification
	1        Cell Identification parameters present

	
-Location Area Identification IE
	00001  (ID value 1 represented in 5 octets)

	
-RAC
	00000101

	
-Cell Identity IE
	01        (ID value 1 represented in 2 octets)

	Non GPRS Cell Options
	1        Non GPRS Cell Options present

	
-ATT
	MS shall apply IMSI attach and detach procedures

	
-{Timeout for periodic update
	1        Timeout value for periodic update included

	
-T3212
	00000000     Timeout value

	
-NECI
	New establishment causes supported

	
-PWRC
	0        Power control indicator

	
-DTX
	10

	
-RADIO_LINK_TIMEOUT
	0001    value 8

	
 For Non Combined
	

	
   -BS_AG_BLKS_RES
	011    3 reserved

	
   -CCCH_CONF
	000

	
 For Combined
	

	
   -BS_AG_BLKS_RES
	010    2 reserved

	
   -CCCH_CONF
	001

	
-BS_PA_MFRMS
	100    6 multiframes

	
-MAX_RETRANS
	00  1 retransmission allowed

	
-TX_INTEGER
	0010  5 slots used for spread transmission

	
-EC
	0
emergency call allowed

	
-MS_TXPWR_MAX_CCCH
	01010

	
-{0|1<extension bits>}
	0       Extension information not present

	For R99 network simulation:
	

	
-{0|1<extension bits>}
	1       Extension information present

	
   - extension length
	1       2 bits

	
   - ECSC bit
	1       Early Classmark Sending is allowed

	
   - 3G ECSR
	0       Neither UTRAN nor cdma2000 classmark change

	
	

	Additions for Rel.99
	1

	
- COMPACT Ctrl Info flag
	0

	
- Additional PSI Messages flag
	0

	Padding
	Padding bits
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