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52.1.2.1.8.2 
Packet Uplink Assignment / One phase access / Timing Advance 

52.1.2.1.8.2.1
Packet Uplink Assignment / One phase access / Timing Advance / TA Index present

52.1.2.1.8.2.1.1
Conformance requirements

If a Timing Advance Index is included in the assignment message, the mobile station shall use the continuous update timing advance mechanism, using its allocation on PTCCH (see 3GPP TS 05.10).

Reference

3GPP TS 04.60 subclause 7.1.2.5.

3GPP TS 03.64 subclause 6.5.7.2.

52.1.2.1.8.2.1.2
Test purpose

To verify that the mobile station uses the continuous update timing advance mechanism and sends access bursts on the PTCCH slots as determined by the Timing Advance Index sent in the PACKET UPLINK ASSIGNMENT message. 

52.1.2.1.8.2.1.3
Method of test

Initial conditions

System Simulator:


1 cell supporting EGPRS. The packet system information ACCESS_BURST_TYPE indicates 8 bit access.
Mobile Station:


The MS is GPRS attached and in packet idle mode. PDP context 2 has been established. 

Related PICS/PIXIT statement

-
Support EGPRS service. 

-
Support PDP context.

-
Method of triggering the MS to initiate an uplink packet data transfer. 

Test procedure

The MS is triggered to initiate uplink data packet transfer. The SS responds with PACKET UPLINK ASSIGNMENT message indicating one phase access and containing a Timing Advance Index. The MS shall start to send data on the allocated uplink. The SS allows the MS to send the uplink data transfer. During the Uplink data transfer, the SS shall verify that the access bursts are sent correctly by the MS in the PTCCH.

Maximum duration of the test

2 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is triggered to initiate packet uplink transfer of an LLC PDU consisting of 500 octets data.

	2
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	Received on PRACH.

	3
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Including Timing Advance Index = 0, Dynamic allocation struct. Sent on PAGCH. 

	4
	
	{Uplink data transfer, dynamic allocation}
	Macro. Completion from step 4 in the TBF procedure. Verification, see below.


Verification

During the uplink data transfer (step 4) the SS monitors the access burst on PTCCH which are located on slots with numbers FN, such that (FN mod (8*52)) = 12 for Timing Advance Index = 0 (3GPP TS 03.64/6.5.7.2 and 3GPP TS 05.02 table 6). The access burst contents shall be MESSAGE_TYPE = 011111 and CTRL_ACK = 11.

The test is repeated with an arbitrarily chosen Timing Advance Index in the range 1 to 15. SS shall verify that the access burst are sent in the correct idle slots as specified in 3GPP TS 05.02 table 6.

Specific message contents

None.
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