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47.2.1
Mobile originating CS release

41.2.1.1
Conformance requirements

If the MS is operating in DTM when the RR connection release is requested by the MS, the radio resources allocated on a PDCH are released, the MS returns to the PCCCH or CCCH configuration, packet idle mode. The MS aborts the RR connection by initiating a normal release of the main signalling link, performing local end releases on all other signalling links, disconnecting all traffic channels and aborts all the packet resources. 

References

3GPP TS 04.18/44.018, sub-clauses 3.4.13.1 and 3.4.13.3

47.2.1.2
Test purpose

To verify that after the MS releases the CS connection, the PS resources are correctly re-established.

47.2.1.3
Method of test

Initial Conditions

System Simulator:

1 cell, DTM supported.

Mobile Station:

The MS is in the active state (U10) of a call.
The MS is GPRS attached with a P-TMSI allocated and the PDP context 1 activated.

Related PICS/PIXIT Statement(s)

-
Support of DTM

Test Procedure

The MS is in dedicated mode when it is triggered to initiate uplink data transfer. The MS sends a DTM REQUEST message to the SS requesting uplink resources. The SS assigns the required resources and waits until approximately half the uplink data has been passed to the SS before triggering the MS to release the CS resources. The MS initiates the signalling required to release the channel by sending a DISCONNECT message. Once the resources have been cleared the MS requests the establishment of an uplink TBF and completes the data transmission.

MS supporting DTM  shall complete testing for k=1and MSs indicating support of single slot DTM shall additionally  complete testing for k=2.

Maximum Duration of Test

5 minutes

Expected Sequence

The test sequence is repeated for k = 1,2.

	Step
	Direction
	Message
	Comments

	1
	SS
	
	MS in the active state (U10) of a call on Timeslot N. When:

k=1, Channel Type=TCH/F;

k=2, Channel Type=TCH/H.

	2
	MS
	
	Trigger the MS to initiate an uplink packet transfer containing 10k octets.

	3
	MS->SS
	DTM REQUEST
	

	4
	SS->MS
	PACKET ASSIGNMENT
	See specific message contents.

	5
	MS<->SS
	{ Uplink data transfer }
	Macro

	6
	MS
	
	The MS is triggered to initiate the release of the CS connection when approximately 5k octets have been received.

	7
	MS->SS
	DISCONNECT
	

	8
	SS->MS
	RELEASE
	

	9
	MS->SS
	RELEASE COMPLETE
	

	10
	SS->MS
	CHANNEL RELEASE
	

	11
	MS<->SS
	{ Uplink dynamic allocation two phase access }
	Macro

	12
	MS<->SS
	{ Completion of uplink RLC data block transfer } 
	Macro – Completion of the 10k octet transmission.


Specific Message Contents

PACKET ASSIGNMENT (Step 4):

k=1:

	Information Element
	Value/remark

	As default message contents except:
	

	RR Packet Uplink Assignment IE
	

	
- TIMESLOT_ALLOCATION
	(N ( 1) MOD 8

	RR Packet Downlink Assignment IE 
	Not included


k=2:

	Information Element
	Value/remark

	As default message contents except:
	

	RR Packet Uplink Assignment IE
	

	
- TIMESLOT_ALLOCATION
	N

	RR Packet Downlink Assignment IE 
	Not included
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