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A.4.1
Global statement of conformance

Are all mandatory capabilities implemented? (Yes/No)



NOTE:
Answering "No" to this question indicates non‑conformance to the relevant GSM/3GPP specifications. Non‑supported mandatory capabilities are to be identified in the PICS, with an explanation of why the implementation is non‑conforming, on pages attached to the PICS proforma.

70.10 A.4.2
Types of Mobile Stations

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the types of a mobile station given in the table below.

Table A.1: Types of Mobile Stations

Item
Type of Mobile Station
Ref.
Release
Status
Support
Mnemonic

1
Standard GSM Band (P-GSM)
3GPP TS 05.05, 2

3GPP TS 45.005, 2
Phase 2


O.101

TSPC_Type_GSM_P_Band

2
Extended GSM Band (E-GSM), (including standard Band)
3GPP TS 05.05, 2

3GPP TS 45.005, 2
Phase 2
O.101

TSPC_Type_GSM_E_Band

3
R-GSM Band (including standard and E-GSM Band)
3GPP TS 05.05,2

3GPP TS 45.005, 2
R96
O.101

TSPC_Type_GSM_R_Band

4
DCS 1800 band
3GPP TS 05.05

3GPP TS 45.005, 2
Phase 2
O.101

TSPC_Type_DCS_Band

5
Multiple-band, not simultaneously
3GPP TS 05.05

3GPP TS 45.005, 2
Phase 2
O.102

TSPC_Type_MB_NonSimul

6
Multiple-band, simultaneously
3GPP TS 05.05

3GPP TS 45.005, 2
Phase 2
O.102

TSPC_Type_MB_Simul

7
Small Mobile Station
3GPP TS 05.05, 1.1

3GPP TS 45.005, 1.1
Phase 2
O

TSPC_Type_SmallMS

8
GSM Power Class 2
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2
C101

TSPC_Type_GSM_Class2

9
GSM Power Class 3
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2
C101

TSPC_Type_GSM_Class3

10
GSM Power Class 4
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2
O

TSPC_Type_GSM_Class4

11
GSM Power Class 5
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2
O

TSPC_Type_GSM_Class5

12
DCS Power Class 1
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2
O

TSPC_Type_DCS_Class1

13
DCS Power Class 2
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2 
O

TSPC_Type_DCS_Class2

14
DCS Power Class 3
3GPP TS 05.05,4.1.2

3GPP TS 45.005, 4.1.1
Phase 2 
O

TSPC_Type_DCS_Class3

15
HSCSD Multislot MS
3GPP TS 05.02,B.1

3GPP TS 45.002, B.1
R96
C102

TSPC_Type_HSCSD_Multislot

16
GSM 450 band 
3GPP TS 05.05, 2

3GPP TS 45.005, 2


R99
O.101

TSPC_Type_GSM_450_Band

17
GSM 480 band 
3GPP TS 05.05, 2

3GPP TS 45.005, 2
R99
O.101

TSPC_Type_GSM_480_Band

18
PCS 1900 band
3GPP TS 05.05, 2

3GPP TS 45.005, 2
R98
O.101

TSPC_Type_PCS_Band

19
PCS Power Class 1
3GPP TS 05.05, 4

3GPP TS 45.005, 4
R98
O

TSPC_Type_PCS_Class1

20
PCS Power Class 2
3GPP TS 05.05, 4

3GPP TS 45.005, 4
R98
O

TSPC_Type_PCS_Class2

21
PCS Power Class 3
3GPP TS 05.05, 4

3GPP TS 45.005, 4
R98
O

TSPC_Type_PCS_Class3

22
Multislot Class1
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class1

23
Multislot Class2
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class2

24
Multislot Class3
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class3

25
Multislot Class4
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class4

26
Multislot Class5
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class5

27
Multislot Class6
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class6

28
Multislot Class7
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class7

29
Multislot Class8
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class8

30
Multislot Class9
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class9

31
Multislot Class10
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class10

32
Multislot Class11
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class11

33
Multislot Class12
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class12

34
Multislot Class13
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class13

35
Multislot Class14
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class14

36
Multislot Class15
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class15

37
Multislot Class16
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class16

38
Multislot Class17
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class17

39
Multislot Class18
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R96
O

TSPC_Type_Multislot_Class18

40
Multislot Class19
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class19

41
Multislot Class20
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class20

42
Multislot Class21
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class21

43
Multislot Class22
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class22

44
Multislot Class23
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class23

45
Multislot Class24
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class24

46
Multislot Class25
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class25

47
Multislot Class26
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class26

48
Multislot Class27
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class27

49
Multislot Class28
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class28

50
Multislot Class29
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
O

TSPC_Type_Multislot_Class29

51
GPRS Multislot operation
3GPP TS 02.60

3GPP TS 22.060
R97
C103

TSPC_Type_GPRS_Multislot_operation

52
EGPRS capable of 8PSK in Uplink, of all Multislot classes
3GPP TS 04.60 3GPP TS 44.060
R99
O

TSPC_Type_EGPRS_8PSK_uplink

53
GSM 700 band
3GPP TS 45.005, 2
Release 4
O.101

TSPC_Type_GSM_700_Band

54
GSM 750 band
3GPP TS 45.005, 2
Release 4
O.101

TSPC_Type_GSM_750_Band

55
GSM 850 band
3GPP TS 05.05, 2

3GPP TS 45.005, 2
R99
O.101

TSPC_Type_GSM_850_Band

56
Support of UTRAN Radio Access Technology
3GPP TS 25.301
R99
O

TSPC_Type_UTRAN

57
Support of GPRS Multislot class on the uplink
3GPP TS 05.02, B.1

3GPP TS 45.002, B.1
R97
C105

TSPC_Type_GPRS_Multislot_uplink

58
Support of COMPACT
3GPP TS 05.08

3GPP TS 45.008
R99
O

TSPC_COMPACT

59
DTM Multislot Class 1 
3GPP TS 05.02, 6.4

3GPP TS 45.002, 6.4
R99
C106

TSPC_DTM_Multislot_Class_1

60
DTM Multislot Class 5
3GPP TS 05.02, 6.4

3GPP TS 45.002, 6.4 
R99
C107

TSPC_DTM_Multislot_Class_5

61
DTM Multislot Class 9
3GPP TS 05.02, 6.4

3GPP TS 45.002, 6.4 
R99
C108

TSPC_DTM_Multislot_Class_9

62
Support of dynamic allocation in DTM
3GPP TS 24.008 10.5.1.7
R99
C108

TSPC_DTM_Dynamic_Allocation

63
Support of UTRAN FDD
3GPP TS 25.301
R99
O

TSPC_Type_UTRAN_FDD

64
Support of UTRAN TDD
3GPP TS 25.301
R99
O

TSPC_Type_UTRAN_TDD

65
Support of Conventional GPS
3GPP 03.71
R98
O

TSPC_Conv-GPS

O.101 
At least one of these items shall be supported


O.102
At least two of the following items shall be supported: A.1/1 OR A.1/2 OR A.1/3 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/54 OR A.1/55


O.103
IF A.2/41 THEN at least one of these items shall be supported ELSE N/A
-- TSPC_GPRS

C101
IF A.1/7 THEN X ELSE O
-- TSPC_Type_SmallMS

C102
ÎF (A.1/22 OR A.1/23 OR A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39) THEN M ELSE N/A
-- (TSPC_Type_Multislot_Class1 OR ...OR TSPC_Type_Multislot_Class18)

C103
ÎF A.2/41 AND (A.1/22 OR A.1/23 OR A.1/24 OR A.1/25 OR A.1/26 OR A.1/27 OR A.1/28 OR A.1/29 OR A.1/30 OR A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN M ELSE N/A
-- (TSPC_Type_Multislot_Class1 OR ...OR Type_Multislot_Class29) AND TSPC_GPRS

C104
void
Void

C105
IF A.1/51 THEN O ELSE N/A
-- TSPC_Type_GPRS_Multislot_uplink

C106
IF (A.2/62 OR A.1/60 OR A.1/61) THEN M ELSE N/A
-- (TSPC_DTM OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9)

C107
IF A.1/61 THEN M ELSEIF A.2/62 THEN O ELSE N/A
-- TSPC_DTM_Multislot_Class_9

C108
IF A.2/62 THEN O ELSE N/A
-- TSPC_DTM

Comments:





Table A.1b: MS Feature Release Supported

************************** Next change (Table B.1: Applicability of tests)*******************************

70.9.1.1
MT-LR Location Notification for mobiles supporting MS-Based GPS 
R98
All MSs supporting LCS MS-Based GPS
C283


70.9.1.2
MT-LR Location Notification for mobiles supporting MS-Assisted GPS
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.9.2.1
MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
R98
MSs supporting LCS MS-Based GPS and Privacy Options
C302


70.9.2.2
MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
R98
MSs supporting LCS MS-Assisted GPS and Privacy Options
C303


70.9.3.1
MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
R98
MSs supporting LCS MS-Based GPS and Privacy Options
C302


70.9.3.2
MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
R98
MSs supporting LCS MS-Assisted GPS and Privacy Options
C303


70.10.1.1
Network Induced Location Request Emergency Call on an SDCCH.
R98
All MSs supporting LCS conventional GPS
C327


70.10.2.1
Network Induced Location Request Emergency Call on TCH Radio Channel
R98
All MSs supporting LCS conventional GPS
C327


************************** Next change (Table B.1: Applicability of tests)*******************************

C302
IF A.2/59 AND A.2/61 THEN A ELSE N/A
-- TSPC_A-GPS_BASE AND TSPC_PRIVACY

C303
IF A.2/60 AND A.2/61THEN A ELSE N/A
-- TSPC_A-GPS_ASSIST AND TSPC_PRIVACY

C304
IF A.2/57 AND A.2/61THEN A ELSE N/A
-- TSPC_EOTD AND TSPC_PRIVACY

C305
IF A.2/62 THEN A ELSE N/A
-- TSPC_DTM

C306
IF A.1/59 THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_1

C307
IF A.1/60 THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_5

C308
IF A.1/61 THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_9

C309
IF NOT A.2/62 THEN A ELSE N/A
-- NOT TSPC_DTM

C310
IF A.1/62 THEN A ELSE N/A
-- TSPC_DTM_Dynamic_Allocation

C311
IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
-- TSPC_DTM AND NOT TSPC_DTM_Dynamic_Allocation

C312
IF (A.1/59 OR A.1/60 OR A.1/61) THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_1 OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9

C313
IF A.2/63 THEN A ELSE N/A
TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

C314
IF A.2/64 THEN A ELSE N/A
TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

C315
IF A.2/62 AND A.1/56 THEN A ELSE N/A
-- TSPC_Type_UTRAN AND TSPC_DTM

C316
IF A.2/42 AND A.2/65 THEN A ELSE N/A
-- TSPC_EGPRS AND TSPC_EGPRS_ENHANC

C317
IF A.2/41 AND A.2/15 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Feat_OnOff

C318
IF (A.2/57 AND NOT A.2/60) THEN A ELSE N/A
-- TSPC_EOTD_ASSIST  AND NOT -- TSPC_A-GPS_Assist

C319
IF A.25/112 THEN A ELSE N/A
-- TSPC_AddInfo_Half_rate_version_3

C320
IF (A.2/60 AND NOT A.2/57) THEN A ELSE N/A
-- TSPC_A-GPS Assist AND NOT -- TSPC_EOTD_ASSIST  

C321
IF A.25/79 AND A.25/113 THEN A ELSE N/A
-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_LoopBack_I

C322
IF A.2/41 AND A.2/66 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_NACC

C323
IF (A.25/23) AND A.25/26 THEN A ELSE N/A
-- TSPC_ Addinfo_DualRate AND TSPC_AddInfo_CC

C324
IF A.2/41 AND A.1/56 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_Type_UTRAN

C327
IF A.2/65 THEN A ELSE N/A
-- TSPC_Conv-GPS
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