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***** FIRST MODIFIED SECTION *****

9.1.6a
LCS QoS

This parameter provides the required Quality of Service for the LCS Request. Quality of Service may include LCS QoS Class, horizontal accuracy, vertical accuracy and allowed response time.

***** NEXT MODIFIED SECTION *****

10.16
LCS QoS

This information element defines the Quality of Service for a location request.
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Octet 3

bits 8-3
spare

bit 2
LQC = LCS QoS Class

0: Assured

1: Best Effort
bit 1
VERT = vertical coordinate indicator

0: vertical coordinate not requested

1: vertical coordinate is requested

Octet 4

 bit 8
HA = horizontal accuracy indicator
 
0: Horizontal Accuracy is not specified

1: Horizontal Accuracy is specified

bits 7-1
Horizontal Accuracy:


spare (set all zeroes) if HA=0


set to 7 bit uncertainty code in 3GPP TS 23.032 if HA=1

Octet 5 – applicable only if VERT = 1

 bit 8
VA = vertical accuracy indicator
 
0: Vertical Accuracy is not specified

1: Vertical Accuracy is specified

 bits 7-1
Vertical Accuracy:


spare (set all zeroes) if VA=0


set to 7 bit uncertainty altitude code in 3GPP TS 23.032 if VA=1

Octet 6

bits 8-7
RT = response time category

00:
Response Time is not specified

01:
Low Delay

10:
Delay Tolerant

11:
reserved

bits 6-1
spare
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