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**** First Modified Section ****
3.1.9
Release of Radio Resource And Terrestrial Resource

3.1.9.4
Release due to uplink release

If a talker on a dedicated connection releases its uplink, the BSS shall inform the MSC by an UPLINK RELEASE INDICATION message with cause value "Call control". Then the resources at the BSS are released by the MSC using the clearing sequence. The BSS is allowed to release the radio resources before the MSC initiates the clearing procedure.

If a talker on a group call channel releases its uplink, the BSS shall inform the MSC by an UPLINK RELEASE INDICATION message with cause value "Call control". In this case the MSC shall not start the clearing sequence, and the resources at the BSS are not released. The BSS shall initiate the radio interface uplink free procedure.
3.1.9.5
MSC initiated resource release for VGCS talking service subscriber on dedicated channel
This procedure shall be used in one of the following cases:

-
the group call anchor MSC detects that the previous talking service subscriber is no longer talking. 

-
the group call anchor or relay MSC detects that the talker has left the Group Call Area

To initiate this procedure the group call anchor MSC sends the CLEARCOMMAND message to the BSS where the talking service subscriber located. When the BSS receives the CLEAR COMMAND, normal release behaviour due to transaction completion shall apply.

After the resources for talking service subscriber is de-allocated, the MSC initiates the Uplink release procedure to allow the listening subscribers to talk.
**** End of Modified Section ****
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