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	1. During the second stage (BICRoam) the prompt: “Does the mobile correctly indicate the result of the supplementary service #17: Registration of password for call barring services” is not required as the check of the password is done in steps 28&30 (cf steps 15&16 in the BAOC case).
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	Test Case Dynamic Behaviour

	Test Case Name
	TC _31 _8 _3 _1

	Group
	Rel5 _GSM _L3 _MS _v500/SS/

	Test Purpose
	1)   To check that the MS correctly requests a supplementary service transaction for activation of a specific call restriction service in CHANNEL REQUEST message . 

2)   To check that the MS correctly requests a supplementary service transaction for activation of call restriction service in the subsequent CM-SERVICE REQUEST . 

3)   To check that the MS sends a REGISTER message containing the invoke of the ActivateSS operation with the expected parameter values for activation of a specific call restriction service . 

4)   To check that upon receipt of FACILITY message requiring the password, the MS provides the appropriate user indication (as described by the manufacturer) . 

5)   To check that the MS is able to send a password by sending a FACILITY message in accordance to the user request (MMI actions) . 

6)   To check that upon receipt of the RELEASE COMPLETE message, the MS provides the appropriate user indication (which is to be described by the manufacturer) . 

These checks are done for: 
a)   BAOC, for basic service group "all synchronous services" the result of the operation being sent in a FACILITY message . 
b)   BICRoam, for all basic service groups, the result of the operation being sent in a RELEASE COMPLETE message . 

	Defaults
	OtherEventsFail

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	1
	 
	START T _guard (300) 
	 
	 
	 

	2
	 
	 

+IdleUpdated ( C _E _default, C _CellA, C _SCH _A, C _BCCH _A _1, C _Immass, C _S0, C _SlotNU, C _SlotNU, C _SlotNU, C _BCC, C _TxInt _5, C _Max _1, C _NECI _0, C _ATT _0, TimingAdv ( 0) , C _BABR _0, C _cch _1Comb, C _BPM _3, C _T3212 _0,  C _ci _cellA, C _MCC _1, C _PLMN _1, C _LAC _1, CellOpt _01, CellChDes _Omit, CellChDes _Omit, C _CellReselectHys12, C _MaxPwrLvlG, C _MaxPwrLvlD, BcchFreqLst _45, BcchFreqLst _02, BcchFreqLst _03, BcchFreqLst _04, C _Restablishment, C _BCC, C _NCC, C _Start _Tmsi, TSPX _SDCCH4SubDef, TSPX _CKSNDef, TSPX _RANDDef, C _arfcnA, C _arfcnAd, TSPX _IMSI, C _Test _nfh, C _NCCP _2) 


	 
	 
	 

	3
	 
	 

(TCV _Null : = OO _InitSS ("*33*1234*22#") ) 


	 
	 
	2 . 

	4
	 
	 

+part1


	 
	 
	 

	5
	 
	 

(TCV _Null : = OO _InitSS ("*351*1234#") ) 


	 
	 
	3 . 

	6
	 
	 

+part2


	 
	 
	 

	 
	 
	part1
	 
	 
	 

	7
	L _0667
	L?DL _RacInChRq 
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _04) 
	(P) 
	 

	8
	 
	 

ACTIVATE (OtherEventsFail _02) 


	 
	 
	To match ChReq retrans . 

	9
	 
	 

L!DL _UdatRqImmass


	ImmAss ( TCV _agch, ImmAsgn _01Def ( TCV _Rr, TCV _Fn, TSPX _SDCCH4SubDef, TCV _slot, TCV _tsc, TCV _chdescr _arfcn, TimingAdv ( 0) ) ) 
	 
	 

	10
	 
	 

L?DL _EstInCmsRq


	CMSerReq ( CMServiceReq _08) 
	 
	 

	11
	 
	 

ACTIVATE (OtherEventsFail) 


	 
	 
	Restore Normal default 

	12
	 
	 

L!DL _DatRqCmsAcp


	CMSerAcp ( TCV _ch, CMServiceAcp _01) 
	 
	 

	13
	 
	 

+localtree


	 
	 
	 

	 
	 
	localtree
	 
	 
	 

	14
	L _0668
	L?DL _DatInRegister 
( TCV _TI : = DL _DatInRegister .msg .ti, 
TCV _TI0 : = TCV _TI, 
TCV _TI .ti _f : = '1'B, 
TCV _Comp : = DL _DatInRegister .msg .fie .components _1, 
TCV _n : = OC _PosinSet (TCV _Comp, ActivateSS _03) , 
TCV _InvkId : = OC _Asn1intToOct (TCV _Comp . [TCV _n] .activateSSComponents .activateSS _InvokeComp .invokeID, 1) ) 
	Register _03 ( RegisterPdu _03 ( facilityIErcviei (  ActivateSS _03) ) ) 
	(P) 
	 

	15
	 
	 

L!DL _DatRqFac


	FacilitySnd (TCV _ch, FacilityPdu _25 _ci ( TCV _TI, facilityIEtsnd ( GetPasswdSS _01 ( TCV _InvkId) ) ) ) 
	 
	4 . 

	16
	L _0669
	 

L?DL _DatInFac


	FacilityRcv ( FacilityPdu _26 _ci ( TCV _TI0, facilityIErcv (  GetPasswdRslt _01) ) ) 
	(P) 
	 

	17
	 
	 

L!DL _DatRqRelCmp


	RelComSnd (TCV _ch,   ReleaseCmp _09 ( TCV _TI, facilityIEtsndiei ( ActivateSSRslt _03 ( TCV _InvkId) ) ) ) 
	 
	 

	18
	 
	 

+Checktree (C _ActBAOC) 


	 
	 
	 

	19
	 
	 

+PostMainLinkRel (TCV _ch) 


	 
	 
	 

	 
	 
	part2
	 
	 
	 

	20
	L _0670
	L?DL _RacInChRq 
(TCV _Rr : = DL _RacInChRq . msg .ecau _rrf, 
TCV _Fn : = DL _RacInChRq .fn) 
	ChReq ( ChRequest _04) 
	(P) 
	 

	21
	 
	 

ACTIVATE (OtherEventsFail _02) 


	 
	 
	To match ChReq retrans . 

	22
	 
	 

L!DL _UdatRqImmass


	ImmAss ( TCV _agch, ImmAsgn _01Def ( TCV _Rr, TCV _Fn, TSPX _SDCCH4SubDef, TCV _slot, TCV _tsc, TCV _chdescr _arfcn, TimingAdv ( 0) ) ) 
	 
	 

	23
	 
	 

L?DL _EstInCmsRq


	CMSerReq ( CMServiceReq _08) 
	 
	 

	24
	 
	 

ACTIVATE (OtherEventsFail) 


	 
	 
	Restore Normal default 

	25
	 
	 

L!DL _DatRqCmsAcp


	CMSerAcp ( TCV _ch, CMServiceAcp _01) 
	 
	 

	26
	 
	 

+localtree1


	 
	 
	 

	 
	 
	localtree1
	 
	 
	 

	27
	L _0671
	L?DL _DatInRegister 
( TCV _TI : = DL _DatInRegister .msg .ti, 
TCV _TI0 : = TCV _TI, 
TCV _TI .ti _f : = '1'B, 
TCV _Comp : = DL _DatInRegister .msg .fie .components _1, 
TCV _n : = OC _PosinSet (TCV _Comp, ActivateSS _04) , 
TCV _InvkId : = OC _Asn1intToOct (TCV _Comp . [TCV _n] .activateSSComponents .activateSS _InvokeComp .invokeID, 1) ) 
	Register _03 ( RegisterPdu _03 ( facilityIErcviei (  ActivateSS _04) ) ) 
	(P) 
	 

	28
	 
	 

L!DL _DatRqFac


	FacilitySnd (TCV _ch, FacilityPdu _25 _ci ( TCV _TI, facilityIEtsnd ( GetPasswdSS _01 ( TCV _InvkId) ) ) ) 
	 
	4 . 

	
	
	


	
	
	

	29
	 
	 

L?DL _DatInFac


	FacilityRcv ( FacilityPdu _26 _ci ( TCV _TI0, facilityIErcv (  GetPasswdRslt _01) ) ) 
	 
	 

	30
	 
	 

L!DL _DatRqRelCmp


	RelComSnd (TCV _ch,   ReleaseCmp _09 ( TCV _TI, facilityIEtsndiei ( ActivateSSRslt _04 ( TCV _InvkId) ) ) ) 
	 
	 

	31
	 
	 

+Checktree (C _ActBICRoam) 


	 
	 
	 

	32
	 
	 

+PostMainLinkRel (TCV _ch) 


	 
	 
	 

	 
	 
	Checktree (par : INTEGER) 
	 
	 
	 

	33
	 
	(TCV _Res : = OO _SSresultCHK (par) ) 
	 
	 
	 

	34
	L _0672
	 

[TCV _Res ] 


	 
	(P) 
	 

	35
	L _0673
	 

[NOT TCV _Res ] 


	 
	(F) 
	 

	Detailed Comments: 
	1 . To setup physical channel as BCCH, CCCH and SDCCH4 . 
2 . To initiate Activation for BAOC . 
3 . To initiate Activation for BICRoam . 
4 . To send GetPassword invocation to the MS . 
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