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	Reason for change:
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	The applicability for test cases 20.22.8, 20.22.9, 42.1.2.1.8.2.2 and 42.1.2.1.9.3 should be R97 as those tests do not test anything which is later than R97.
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	20.22.1
	Cell selection
	R97
	All GPRS MS
	C215
	

	20.22.2
	Cell reselection in Packet Idle mode
	R97
	All GPRS MS
	C215
	

	20.22.3
	Priority of cells
	R97
	All GPRS MS
	C215
	

	20.22.4
	Cell re-selection with cells in different routing area
	R97
	All GPRS MS
	C215
	

	20.22.5
	Network controlled Cell re-selection in  Idle Mode
	R97
	All GPRS MS
	C215
	

	20.22.6
	Cell reselection timings
	R97
	All GPRS MS
	C215
	

	20.22.7
	Downlink signalling failure
	R97
	All GPRS MS
	C215
	

	20.22.8
	Cell selection when the best cell does not support GPRS
	R97
	All GPRS MS
	C215
	

	20.22.9
	Cell reselection when the best cell does not support GPRS
	R97
	All GPRS MS
	C215
	

	20.22.10
	Cell Selection-Search for Suitable Cell/ cell priority
	R97
	All GPRS MS
	C215
	

	20.22.11
	Cell Selection/No normal priority cell
	R97
	All GPRS MS
	C215
	

	20.22.12
	Cell Selection on "LA not allowed"
	R97
	All GPRS MS
	C215
	

	20.22.13
	Cell Reselection based on C32 quality
	R97
	All GPRS MS
	C215
	

	20.22.14
	Cell Reselection in case Cell reselection occurred in the previous 15 seconds
	R97
	All GPRS MS
	C215
	

	20.22.15
	Cell Reselection/ ready state/no reselection
	R97
	All GPRS MS
	C215
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	42.1.2.1.8.1.5
	Packet Uplink Assignment/One phase access/Contention resolution/3 or 4 access repetition attempts
	R97
	All GPRS MS
	C215
	

	42.1.2.1.8.1.6
	Packet Uplink Assignment / One phase access / Contention resolution / Retransmission / Inclusion of TLLI in RLC data blocks after completion
	R97
	All GPRS MS
	C215
	

	42.1.2.1.8.2.1
	Packet Uplink Assignment/One phase access/Timing Advance/TA Index present
	R97
	All GPRS MS
	C215
	

	42.1.2.1.8.2.2
	Packet Uplink Assignment/One phase access/Timing Advance/TA Index not present
	R97
	All GPRS MS
	C215
	

	42.1.2.1.9.1
	Packet Uplink Assignment/Two phase access/Packet Resource Request/RLC Octet Count
	R97
	All GPRS MS
	C215
	

	42.1.2.1.9.2.1
	Packet Uplink Assignment/Two phase access/Contention resolution/Expiry of timer T3168
	R97
	All GPRS MS
	C215
	

	42.1.2.1.9.2.2
	Packet Uplink Assignment/Two phase access/Contention resolution/TLLI mismatch
	R97
	All GPRS MS
	C215
	

	42.1.2.1.9.3
	Packet Uplink Assignment/Two phase access/Packet Resource Request/No respond to Packet Downlink Assignment 
	R97
	All GPRS MS
	C215
	

	42.1.2.1.10.1
	Packet Uplink Assignment/Abnormal cases/Incorrect PDCH assignment
	R97
	All GPRS MS
	C215
	

	42.1.2.1.10.2
	Packet Uplink Assignment/Abnormal cases/Expiry of timer T3164
	R97
	All GPRS MS
	C215
	

	42.1.2.1.11
	Non DRX mode on PCCCH 
	R97
	All GPRS MS
	C19
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