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	GP-040158
	CR 04.60-B130 Correction of the QoS change procedure (R99)
	
	
	
	TEI
	04.60
	B130
	
	F
	R99
	8.21.0

	G2-040346
	CR 08.18-A144 Length of ABQP IE in BSSGP (R99)
	Motorola
	
	CR
	TEI
	08.18
	A144
	
	F
	R99
	8.11.0

	G2-040189
	CR 43.059-051 rev 1 Inclusion of PS functionality for U-TDOA location method (Rel-6)
	Cingular T-Mob Andrew TrueP
	
	Disc
	UTDOA-PS
	43.059
	051
	1
	B
	Rel-6
	6.2.0

	GP-040305
	CR 44.018-313 VGCS Dedicated channel release (Rel-4)
	
	
	
	TEI4
	44.018
	313
	
	F
	Rel-4
	4.15.1

	GP-040306
	CR 44.018-314 VGCS Dedicated channel release (Rel-5)
	
	
	
	TEI4
	44.018
	314
	
	A
	Rel-5
	5.13.0

	GP-040307
	CR 44.018-315 VGCS Dedicated channel release (Rel-6)
	
	
	
	TEI4
	44.018
	315
	
	A
	Rel-6
	6.5.0

	GP-032627
	CR 44.060-460 Clarification on the Packet Flow Identifier change procedure (Rel-6)
	
	
	
	TEI6
	44.060
	460
	
	F
	Rel-6
	6.4.0

	GP-040022
	CR 44.060-469 rev 2 UL transmission of LLC SAPI 1 PDUs in case of MTBF (Rel-6)
	
	
	
	MULTBF-Agbmode
	44.060
	469
	2
	F
	Rel-6
	6.5.0

	GP-040159
	CR 44.060-477 Correction of the QoS change procedure (Rel-4)
	
	
	
	TEI
	44.060
	477
	
	A
	Rel-4
	4.14.0

	GP-040160
	CR 44.060-478 Correction of the QoS change procedure (Rel-5)
	
	
	
	TEI
	44.060
	478
	
	A
	Rel-5
	5.9.0

	GP-040161
	CR 44.060-479 Correction of the QoS change procedure (Rel-6)
	
	
	
	TEI
	44.060
	479
	
	A
	Rel-6
	6.5.0

	GP-040396
	CR 44.060-486 Mandatory procedure to dynamically build the Packet Serving Cell Data (PSCD) message instance set upon reception of Packet PSI (SI) (Rel-6)
	
	
	
	TEI6
	44.060
	486
	
	C
	Rel-6
	6.5.0

	GP-040311
	CR 48.006-001 VGCS Notification response (Rel-4)
	
	
	
	TEI4
	48.006
	001
	
	F
	Rel-4
	4.0.0

	GP-040312
	CR 48.006-002 VGCS Notification response (Rel-5)
	
	
	
	TEI4
	48.006
	002
	
	A
	Rel-5
	5.0.0

	GP-040313
	CR 48.006-003 VGCS Notification response (Rel-6)
	
	
	
	TEI4
	48.006
	003
	
	A
	Rel-6
	5.0.1

	GP-032640
	CR 48.008-095 Location Estimate in Old BSS to new BSS Information (Rel-6)
	
	
	
	TEI6
	48.008
	095
	
	F
	Rel-6
	6.3.0

	GP-040308
	CR 48.008-103 VGCS Dedicated channel release (Rel-4)
	
	
	
	TEI4
	48.008
	103
	
	F
	Rel-4
	4.10.0

	GP-040309
	CR 48.008-104 VGCS Dedicated channel release (Rel-5)
	
	
	
	TEI4
	48.008
	104
	
	A
	Rel-5
	5.11.0

	GP-040310
	CR 48.008-105 VGCS Dedicated channel release (Rel-6)
	
	
	
	TEI4
	48.008
	105
	
	A
	Rel-6
	6.4.6

	GP-040314
	CR 48.008-106 VGCS Notification response (Rel-4)
	
	
	
	TEI4
	48.008
	106
	
	F
	Rel-4
	4.10.0

	GP-040315
	CR 48.008-107 VGCS Notification response (Rel-5)
	
	
	
	TEI4
	48.008
	107
	
	A
	Rel-5
	5.11.0

	GP-040316
	CR 48.008-108 VGCS Notification response (Rel-6)
	
	
	
	TEI4
	48.008
	108
	
	A
	Rel-6
	6.4.6

	GP-040320
	CR 48.008-109 VGS queuing and premeption (Rel-4)
	
	
	
	TEI4
	48.008
	109
	
	F
	Rel-4
	4.10.0

	GP-040321
	CR 48.008-110 VGS queuing and premeption (Rel-5)
	
	
	
	TEI4
	48.008
	110
	
	A
	Rel-5
	5.11.0

	GP-040322
	CR 48.008-111 VGS queuing and premeption (Rel-6)
	
	
	
	TEI4
	48.008
	111
	
	A
	Rel-6
	6.4.6

	GP-040383
	CR 48.008-112 Location Estimate in Perform Location Request and Old BSS to new BSS Information (Rel-6)
	
	
	
	TEI
	48.008
	112
	
	F
	Rel-6
	6.4.0

	G2-040257
	CR 48.008-119 Using Directed Retry procedure for unsupported services (Rel-6)
	Ericsson
	
	CR
	TEI6
	48.008
	119
	
	B
	Rel-6
	6.4.0

	G2-040335
	CR 48.016-011 rev 1 Correction of SNS-SIZE-ACK PDU (Rel-5)
	Ericsson
	
	CR
	TEI5
	48.016
	011
	1
	F
	Rel-5
	5.2.0

	G2-040341
	CR 48.018-089 rev 4 RIM and NACC clean-up (Rel-5)
	Siemens
	
	CR
	TEI5
	48.018
	089
	4
	F
	Rel-5
	5.8.0

	G2-040226
	CR 48.018-106 Length of ABQP IE in BSSGP (Rel-6)
	Motorola
	
	CR
	TEI
	48.018
	106
	
	F
	Rel-6
	6.4.0

	G2-040259
	CR 48.018-107 Correction of BSS data queue handling at reception of DELETE PFC (Rel-6)
	Ericsson
	
	CR
	TEI6
	48.018
	107
	
	F
	Rel-6
	6.4.0

	G2-040190
	CR 48.071-022 rev 1 Inclusion of PS functionality for U-TDOA location method (Rel-6)
	Cingular T-Mob Andrew TrueP
	
	CR
	UTDOA-PS
	48.071
	022
	1
	B
	Rel-6
	6.3.0

	GP-032586
	CR 49.031-025 Introduction of LCS QoS Class (Rel-6)
	
	
	
	TEI6
	49.031
	025
	
	B
	Rel-6
	6.0.0

	GP-032639
	CR 49.031-026 Location Estimate in Perform Location Request (Rel-6)
	
	
	
	TEI6
	49.031
	026
	
	F
	Rel-6
	6.0.0

	GP-040382
	CR 49.031-031 Location Estimate in Perform Location Request (Rel-6)
	
	
	
	TEI
	49.031
	031
	
	F
	Rel-6
	6.0.0


