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	In case when NC mode is different from NC2 and PBCCH is not present in the cell and where neighbour cells are indicated in the testcase, the MS shall read system information on the target cell (e.g. SI3, SI4 ) for cell reselection calculations . In these cases, the MS may temporarily suspend ongoing TBF (see 3GPP TS 04.60/3GPP TS 44.060 sub-clause 5.5.1.4.2). Test case implementation should take this into account i.e. that blocks or control messages sent by SS are missed during these SI refreshes. 

In addition:

- When the MS is performing autonomous cell reselection or

- when a PACKET CELL CHANGE ORDER is received by MS and the IMMEDIATE_REL bit is set to "0" or

- when PACKET CELL CHANGE CONTINUE is received by MS and relevant PACKET NEIGHBOUR CELL DATA messages are not received

the MS may continue operation in the old cell and acquire certain system information for the target cell (as per 04.60/44.060). In cases listed above ongoing TBF might be suspended temporarily as well. Test case implementation should take this into account i.e. that blocks or control messages sent by SS are missed during these SI refreshes.
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	Note added in section 42.4
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	A correctly implemented MS will fail the test case.
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42.4
Measurement reports and Cell change order procedures

This subclause presents tests for "Measurement Reports and Cell Change Order Procedures" which are specified in 3GPP TS 04.60/3GPP TS 44.060 subclauses 5.6 and 8.4. 

Applicability and default conditions

The clause is applicable for mobiles supporting GPRS.

Default message contents and signalling macros are defined in the GPRS general defaults section, except for those messages and macros specified at the end of this subclause.

Note: 
1)In case when NC mode is different from NC2 and PBCCH is not present in the cell and where neighbour cells are indicated in the testcase, the MS shall read system information on the target cell (e.g. SI3, SI4 ) for cell reselection calculations . In these cases, the MS may temporarily suspend ongoing TBF (see 3GPP TS 04.60/3GPP TS 44.060 sub-clause 5.5.1.4.2). Test case implementation should take this into account i.e. that MS is allowed to miss DOWNLINK RLC DATA BLOCKS or control messages sent by SS during these SI refreshes (MS is allowed to suspend ongoing TBF for 3 block periods). 

2)In addition:

- When the MS is performing autonomous cell reselection or

- when a PACKET CELL CHANGE ORDER is received by MS and the IMMEDIATE_REL bit is set to "0" or

- when PACKET CELL CHANGE CONTINUE is received by MS and relevant PACKET NEIGHBOUR CELL DATA messages are not received

the MS may continue operation in the old cell and acquire certain system information for the target cell (as per 04.60/44.060). In cases listed above ongoing TBF might be suspended temporarily as well. Test case implementation should take this into account i.e. MS is allowed to miss DOWNLINK RLC DATA BLOCKS or control messages sent by SS during these SI refreshes (MS is allowed to suspend ongoing TBF for 3 block periods). 
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