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	Reason for change:
(

	1. Band Indicator in 51.010-1 version 5.9.0 SI 1 rest octets IE in System Information Type 1 must be set to PCS in section 26.6.18 “Default contents of PCS 1 900 layer 3 messages for RR tests”. 
2. In SI Type 6, an SI 6 rest octet IE is mandatory field according to 04.18 v8.22.0. But in 51.010-1 section 26.6.18 and 26.6.20 respectively the SI 6 rest octet IE is missing.

	
	

	Summary of change:
(

	In section 26.6.18

· In SI 1 rest octets Band Indicator in must be set to PCS.
- The value of SI 1 rest octets is set as ‘01101011’B
· SI 6 rest octets are a mandatory parameter in System Information Type 6
       - The values of SI 6 rest octets set as ‘00A22B2B2B2B2B’H
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	This change will be applicable to all Phase 2 and later phones
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26.6.18
Default contents of PCS 1 900 layer 3 messages for RR tests

This subclause contains the default values of PCS 1 900 L3 messages, which unless indicated otherwise in subclause 26.6 shall be transmitted by the system simulator and which are required to be received from the PCS 1 900 MS under test. These values are used in order to be consistent with the phase 2 version of 26.6.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

In this subclause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Default SYSTEM INFORMATION:

NOTE 1:
SYSTEM INFORMATION 2 bis, SYSTEM INFORMATION 7, and SYSTEM INFORMATION 8 messages are not used.


SYSTEM INFORMATION 5 bis is not sent as a default message. For those tests which require SYSTEM INFORMATION 5 bis see the specific message contents for that test.

Cell A

Contents of information elements in SYSTEM INFORMATION TYPE 1 to 6 messages for cell A.

	(CBCH) Channel Description
	Not present.

	(CBCH) Mobile Allocation
	Not present.

	Cell Channel Description
	

	
- Format identifier
	Range 512.

	
- Cell Allocation ARFCN
	Channel Numbers, 590, 650, 750 and 780.

	Cell Identity
	

	
- Cell Identity Value
	0001H

	Cell Options
	

	
- Power Control Indicator
	Power Control Indicator is not set, 0

	
- DTX Indicator
	MS shall not use DTX.

	
- Radio_Link_Timeout
	8 SACCH blocks.

	Cell Selection Parameters
	

	
- Cell_Reselect_Hysteresis
	12 dB

	
- MX_TXPWR_MAX_CCH
	Minimum level.

	
- ACS
	No addition cell parameters are present in SYSTEM INFORMATION messages 7 and 8.

	
- NECI
	New establishment causes not supported.

	
- RXLEV_ACCESS_MIN
	Minimum level.

	Control Channel Description
	

	
- Attach-Detach allowed
	MS shall not apply.

	
- BS_AG_BLKS_RES
	0 blocks reserved for access grant.

	
- CCCH_CONF
	1 basic physical channel used for CCCH, combined with SDCCHs.

	
- BS_PA_MFRMS
	5 multiframe periods for transmission of paging messages.

	
- T3212 Time-out value
	Infinite.

	L2 pseudo length
	

	
- System information 1
	21

	
- System information 2
	22

	
- System information 3
	18

	
- System information 4
	12

	Location Area Identification
	

	
- Mobile Country Code
	001 decimal.

	
- Mobile Network Code
	011 decimal.

	
- Location Area Code
	0001H

	Message Type
	

	
- System information 1
	00011001

	
- System information 2
	00011010

	
- System information 3
	00011011

	
- System information 4
	00011100

	
- System information 5
	00011101

	
- System information 6
	00011110

	Neighbour Cells Description
	

	
- Format identifier
	Range 512.

	
- BCCH Allocation Sequence
	0

	
- BCCH Allocation ARFCN
	Channels numbers, 520, 590, 600, 647, 664, 700, 720, 760, 780.

	
- EXT-IND
	This IE carries the complete BA. EXT-IND is 0.

	NCC Permitted
	0000 0010

	RACH Control Parameters
	

	
- Max Retrans
	Max 1 retrans.

	
- Tx-integer
	5 slots used.

	
- Cell Barred for Access
	Cell is not barred.

	
- Call Reestablishment Allowed
	Not Allowed.

	
- Access Control Class
	Access is not barred.

	
- Emergency Call allowed
	Yes.

	SI 1 rest octets
	01101011( Band Indicator must be set to PCS 1900 band

	SI 2 rest octets
	Not used (all bits are set to spare).

	SI 3 rest octets
	Not used (all bits are set to spare).

	SI 4 rest octets
	Not used (all bits are set to spare).

	SI 6 rest octets
	‘00A22B2B2B2B2B’H (PCH and NCH info is Not present, VBS/VGCS Not Present, 
DTM is not supported in the serving cell, 
RAC is set to BCCH, MAX_LAPDm - Any message segmented in up to 5 LAPDm frames,
Band indicator is set to PCS 1900 band and the remaining is set to spare)
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