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1. Overall Description:

RAN2 would like to thank CN4 for their liaison clarifying the currently agreed TMGI format. RAN2 would like to express its concern w.r.t. the MBMS service Id size in the currently agreed TMGI format. 

On the radio interface, the TMGI will be broadcast frequently to inform UEs entering a cell about the MBMS services for which a session is ongoing and transmission is possible/ongoing in this cell. Therefore it is important to keep the TMGI size as limited as possible.

For this reason, RAN2 assumes that it will specify a TMGI coding on the Uu which will remove the need to signal the MCC/MNC in most cases, e.g. by assuming in case of absence of an MCC/MCC in a TMGI that the MCC/MNC of the current PLMN are applicable
.
In this respect, RAN2 would like to question the need for a 3-octet MBMS service-ID. Would e.g. a 2-octet MBMS service-ID not be sufficiently large to handle all realistic scenarios ?

2. Actions:

To CN4.

ACTION: 
Consider whether it is possible to reduce the size of the MBMS service ID, e.g. to a size of 2 octects.
3. Date of Next TSG-RAN WG2 Meetings:

WG2#43
16-20 Aug
Prague
Czech Republic
European Friends of 3GPP

WG2#44
04-08 Oct

Sophia-Antipolis
France
ETSI

WG2#45
15-19 Nov
Shin-Yokohama
Japan
Japanese Friends of 3GPP
� Some further consideration w.r.t. “current PLMN” will be required for the case the network supports the Rel-6 WI network sharing.





