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3.3.3.1
Notification of a call

The mobile station may receive a notification that a voice broadcast call or a voice group call is established. Notifications may be sent on the NCH, on the PCH, or on the FACCH when in dedicated mode or group receive mode. The presence of an NCH is indicated on the PCH in the Pi Rest Octets IE. A notification contains the group call reference and possibly other related information. This notification may be contained:

-
in a NOTIFICATION/NCH message sent on the NCH to notify mobile stations of VBS or VGCS calls in the current cell, possibly together with a description of the related VBS or VGCS channel;

-
in a NOTIFICATION/FACCH message sent in unacknowledged mode on the main DCCH to notify mobile stations in dedicated mode or on the main DCCH of a VGCS or VBS channel, of other VBS or VGCS calls in the current cell, possibly together with a description of the related VBS or VGCS channel;

-
in the rest octets part of a PAGING REQUEST TYPE 1 message.

A mobile station supporting neither VGCS listening nor VBS listening may ignore the notifications sent on the NCH or PCH. It may also ignore the notifications sent on the main DCCH except that a RR-STATUS message shall be sent to the network with cause #97, "message not existent or not implemented".

Upon receipt of every notification message a mobile station supporting VGCS listening or VBS listening shall give an indication containing the notified group call reference(s) to upper layers in the mobile station which may then decide:

-
not to react on the notification; or

-
join the voice broadcast call or the voice group call, if needed after having stopped on going activities.

3.3.3.2
Joining a VGCS or VBS call

In order to join a VGCS or a VBS call the following procedures apply.

In this sub-clause, the term notification refers to the notification which has triggered the decision to join a VGCS or VBS call.

If the notification on the main DCCH concerns a VBS or VGCS in the current cell and does not contain a description of the VGCS or VBS channel, the mobile station shall read the corresponding notification on the NCH.

If the description of the VGCS or VBS channel was included in the notification for the current cell, RR connection establishment shall not be initiated, instead, the mobile station shall enter the group receive mode.

If no description for the VGCS or VBS channel is included in the notification, the mobile station shall establish a RR connection in dedicated mode in order to initiate the notification response procedure.

3.3.3.3
Reduced NCH monitoring mechanism

This sub-clause applies to mobile stations which read the NCH in idle mode in order to receive the notification messages for the voice broadcast call and the voice group call, which read the PCH to receive pagings and which aim at reducing the reception load.

A reduced NCH monitoring mechanism shall be used on the NCH. When the mobile station in idle mode enters a cell and deduces from the BCCH that an NCH is present, it shall read the NCH until it has received at least two messages on the NCH indicating NLN, with the two last received NLN being identical. Then it may stop reading the NCH until it receives on the PCH an NLN(PCH) different from the last previously received NLN or on the SACCH an NLN(SACCH) different from the last previously received NLN.

For this, parameters are provided:

-
NLN: Notification List Number. The NLN is a modulo 4 counter. A change of NLN indicates that new notifications are provided on the NCH. The network shall ensure that a mobile station receives the NLN as often as necessary for a good functioning of the reduced monitoring.

-
NLN status: The NLN status is a single bit field which indicates the status of the content of the NOTIFICATION/NCH messages for a particular NLN value. A change of the NLN status field indicates a change of information on the NCH which is not related to new calls (e.g. There may have been a release of a previous notified call, frequency redefinition etc...).

The network has to provide both NLN and NLN status parameters.

These parameters are defined on the NCH, PCH and SACCH:

-
NLN(NCH): Notification List Number (contained in certain NOTIFICATION messages on the NCH as required by the reduced NCH monitoring function).

-
NLN(PCH): Notification List Number (contained in all PAGING REQUEST TYPE 2 messages, PAGING REQUEST TYPE 3 messages and those PAGING REQUEST TYPE 1 messages with P1 rest octets value part of length >=1 on the PCH).

-
NLN(SACCH): Notification List Number (contained in all SYSTEM INFORMATION TYPE 6 messages on the SACCH when there are NCH blocks allocated ).

-
NLN status(PCH): NLN status (contained in all PAGING REQUEST TYPE 2 messages, PAGING REQUEST TYPE 3 messages and those PAGING REQUEST TYPE 1 messages with P1 rest octets value part of length >=1 on the PCH).

-
NLN status(SACCH): NLN status (contained in all SYSTEM INFORMATION TYPE 6 messages on the SACCH when there are NCH blocks allocated).

When there are no VGCS or VBS calls active in the cell, the network shall transmit notification messages with an empty notification list (not necessarily in every NCH block) but with NLN(NCH).

A mobile station supporting neither VGCS listening nor VBS listening shall ignore the NLN(NCH),NLN(PCH), NLN(SACCH) and NLN status fields.

If a mobile station (supporting VGCS listening and/or VBS listening) receives a NLN parameters on the NLN(PCH) or NLN(SACCH) field different from the last received NLN value it shall read the NCH until it has received at least two messages on the NCH indicating NLN with the two last received NLN being identical.

If a message in the paging subchannel is not received correctly, or if a paging message does not contain the information on the notification status, the mobile station shall read the NCH until it has received at least two messages on the NCH indicating NLN, with the two last received NLN being identical.

3.4.5
Frequency redefinition procedure

In dedicated mode, group transmit mode and group receive mode, this procedure is used by the network to change the frequencies and hopping sequences of the allocated channels. This is meaningful only in the case of frequency hopping.

The network sends to the mobile station a FREQUENCY REDEFINITION message containing the new parameters together with a starting time indication.
The network may send the FREQUENCY REDEFINITION message on the main DCCH of the  VGCS or VBS group channel in Unacknowledged mode for the mobile stations that are in group receive mode. If the frequency redefinition cannot be described in one message, then  the network may send to the mobile station additional information related to the frequency redefinition procedure in FREQUENCY REDEFINITION2 message(s). The contents of the two message types are linked via the Message Identity information element. Each FREQUENCY REDEFINITION2 message has a segment identity as well as a message identity which identifies to which Frequency DEFINITION message the segment is associated. The mobile station only acts on the message if all of the segments are correctly received. Optionally, the FREQUENCY REDEFINITION message and associated FREQUENCY REDEFINITION2 message(s) may be resent multiple times before starting time on the main DCCH of the VBS or VGCS channel. Each retransmission contains the same Message Identity information element as the original transmission.  
NOTE:
The network should take into account limitations of certain mobile stations to understand formats used in the Cell Channel Description IE used in the FREQUENCY REDEFINITION and  FREQUENCY REDEFINITION2 message, see sub-clause 10.5.2.13.

When receiving such a message or message combination, the mobile station modifies the frequencies/hopping sequences it uses at the exact indicated time slot, i.e. the indicated time slot is the first with new parameters. All other functions are not disturbed by this change. New parameters can be the cell channel description, the mobile allocation and the MAIO. In case of multislot configuration, the Channel Description IE shall describe the channel carrying the main signalling link, the new parameters however, shall be used for all assigned timeslots. Other parameters describing the allocated channels must be identical to the current parameters.

3.4.5.1
Abnormal cases

If the mobile station receives a FREQUENCY REDEFINITION message with a Mobile Allocation IE indexing frequencies that are not all in one band and a Starting Time IE indicating a time that has not elapsed, then the mobile station shall stay on the current channel(s) and send a RR STATUS message with cause "frequency not implemented".

If the mobile station receives a FREQUENCY REDEFINITION message with a Mobile Allocation IE indexing frequencies that are not all in one band and a Starting Time IE indicating a time that has elapsed, then the mobile station shall locally abort the radio connection and, if permitted, attempt Call Re-establishment.

If the mobile station receives a FREQUENCY REDEFENITION message on a channel for which it has a pending redefinition (defined by the immediate assignment, assignment or handover procedure or a previous frequency redefinition procedure) the frequencies, hopping and starting time parameters defined by the new frequency redefinition procedure supersedes those of the pending one.

NOTE:
A FREQUENCY REDEFINITION message sent to a multi band mobile station shall not be considered invalid because it indicates new frequencies that are all in a different frequency band to that of the ARFCN of the serving cell.

9.1
Messages for Radio Resources management

Table 9.1.1 summarizes the messages for Radio Resources management.

Table 9.1.1: Messages for Radio Resources management

	Channel establishment messages:
	Reference

	ADDITIONAL ASSIGNMENT
	9.1.1

	IMMEDIATE ASSIGNMENT
	9.1.18

	IMMEDIATE ASSIGNMENT EXTENDED
	9.1.19

	IMMEDIATE ASSIGNMENT REJECT
	9.1.20

	DTM ASSIGMENT FAILURE
	9.1.12f

	DTM REJECT
	9.1.12g

	DTM REQUEST
	9.1.12h

	PACKET ASSIGNMENT 
	9.1.21f

	Ciphering messages:
	Reference

	CIPHERING MODE COMMAND
	9.1.9

	CIPHERING MODE COMPLETE
	9.1.10

	Handover messages:
	Reference

	ASSIGNMENT COMMAND
	9.1.2

	ASSIGNMENT COMPLETE
	9.1.3

	ASSIGNMENT FAILURE
	9.1.4

	DTM ASSIGMENT COMMAND
	9.1.12e

	INTER SYSTEM TO UTRAN HANDOVER COMMAND
	9.1.15a

	HANDOVER ACCESS
	9.1.14

	HANDOVER COMMAND
	9.1.15

	HANDOVER COMPLETE
	9.1.16

	HANDOVER FAILURE
	9.1.17

	PHYSICAL INFORMATION
	9.1.28

	INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
	9.1.15b

	Channel release messages:
	Reference

	CHANNEL RELEASE
	9.1.7

	PARTIAL RELEASE
	9.1.26

	PARTIAL RELEASE COMPLETE
	9.1.27

	Paging messages:
	Reference

	PACKET NOTIFICATION
	9.1.21g

	PAGING REQUEST TYPE 1
	9.1.22

	PAGING REQUEST TYPE 2
	9.1.23

	PAGING REQUEST TYPE 3
	9.1.24

	PAGING RESPONSE
	9.1.25

	System information messages:
	Reference

	SYSTEM INFORMATION TYPE 1
	9.1.31

	SYSTEM INFORMATION TYPE 2
	9.1.32

	SYSTEM INFORMATION TYPE 2bis
	9.1.33

	SYSTEM INFORMATION TYPE 2ter
	9.1.34

	SYSTEM INFORMATION TYPE 2quater
	9.1.34a

	SYSTEM INFORMATION TYPE 3
	9.1.35

	SYSTEM INFORMATION TYPE 4
	9.1.36

	SYSTEM INFORMATION TYPE 5
	9.1.37

	SYSTEM INFORMATION TYPE 5bis
	9.1.38

	SYSTEM INFORMATION TYPE 5ter
	9.1.39

	SYSTEM INFORMATION TYPE 6
	9.1.40

	SYSTEM INFORMATION TYPE 7
	9.1.41

	SYSTEM INFORMATION TYPE 8
	9.1.42

	SYSTEM INFORMATION TYPE 9
	9.1.43

	SYSTEM INFORMATION TYPE 10
	9.1.50

	SYSTEM INFORMATION TYPE 13
	9.1.43a

	SYSTEM INFORMATION TYPE 13alt
	9.1.43k

	SYSTEM INFORMATION TYPE 14
	9.1.43i

	SYSTEM INFORMATION TYPE 15
	9.1.43j

	SYSTEM INFORMATION TYPE 16
	9.1.43d

	SYSTEM INFORMATION TYPE 17
	9.1.43e

	SYSTEM INFORMATION TYPE 18
	9.1.43g

	SYSTEM INFORMATION TYPE 19
	9.1.43f

	SYSTEM INFORMATION TYPE 20
	9.1.43h

	Specific messages for VBS/VGCS:
	Reference

	NOTIFICATION/FACCH
	9.1.21a

	NOTIFICATION/NCH
	9.1.21b

	NOTIFICATION RESPONSE
	9.1.21d

	TALKER INDICATION
	9.1.44

	UPLINK ACCESS
	9.1.45

	UPLINK BUSY
	9.1.46

	UPLINK FREE
	9.1.47

	UPLINK RELEASE
	9.1.48

	VGCS UPLINK GRANT
	9.1.49

	Measurement specific messages:
	Reference

	EXTENDED MEASUREMENT ORDER
	9.1.51

	EXTENDED MEASUREMENT REPORT
	9.1.52

	MEASUREMENT REPORT
	9.1.21

	MEASUREMENT INFORMATION
	9.1.54

	ENHANCED MEASUREMENT REPORT
	9.1.55

	Miscellaneous messages:
	Reference

	CHANNEL MODE MODIFY
	9.1.5

	CHANNEL MODE MODIFY ACKNOWLEDGE
	9.1.6

	CHANNEL REQUEST
	9.1.8

	CLASSMARK CHANGE
	9.1.11

	CLASSMARK ENQUIRY
	9.1.12

	UTRAN CLASSMARK CHANGE
	9.1.11a

	cdma2000 CLASSMARK CHANGE
	9.1.11b

	GERAN IU MODE CLASSMARK CHANGE
	9.1.11d

	FREQUENCY REDEFINITION
	9.1.13

	FREQUENCY REDEFINITION2
	9.1.13c

	MEASUREMENT REPORT
	9.1.21

	SYNCHRONIZATION CHANNEL INFORMATION
	9.1.30

	RR STATUS
	9.1.29

	GPRS SUSPENSION REQUEST
	9.1.13b

	Configuration Change messages:
	Reference

	CONFIGURATION CHANGE COMMAND
	9.1.12b

	CONFIGURATION CHANGE ACKNOWLEDGE
	9.1.12c

	CONFIGURATION CHANGE REJECT
	9.1.12d

	Application messages:
	Reference 

	APPLICATION INFORMATION
	9.1.53


9.1.13
Frequency redefinition

This message is sent on the main DCCH from the network to the MS to indicate that the frequencies and the hopping sequence of the allocated channels shall be changed. See table 9.1.13.1. When sent in Unacknowledged Mode, the message may be sent in conjunction with the Frequency DEFINITION2 message. The two message types are linked via the Message Identity IE.
Message type:
FREQUENCY REDEFINITION

Significance:
dual

Direction:
network to MS

Table 9.1.13.1: FREQUENCY REDEFINITION message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	½

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	½

	
	Frequency Redefinition Message Type
	Message Type
10.4
	M
	V
	1

	
	Channel Description
	Channel Description
10.5.2.5
	M
	V
	3

	
	Mobile Allocation
	Mobile Allocation
10.5.2.21
	M
	LV
	1-9

	
	Starting Time
	Starting Time
10.5.2.38
	M
	V
	 2

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	 O
	TV
	17

	01
	Message Identity
	Message Identity

10.5.2.57
	C
	TV
	2


9.1.13.1
Cell Channel Description

If it does not appear, the cell channel description is assumed to be unchanged.
9.1.13.2
Message Identity

This IE shall only be present when the FREQUENCY REDEFINITION message is transmitted in Unacknowledged mode. If any segment of the message is missing then the entire message shall be discarded. The segment number shall always be set to zero. 
9.1.13c
Frequency redefinition2

This message is sent on the main DCCH from the network to the MS in Unacknowledged mode. It is only sent in conjunction with the Frequency redefinition message. The message is linked to the Frequency Redefinition message via the message identity IE. See table 9.1.13c.1. 
Message type:
FREQUENCY REDEFINITION2
Significance:
dual

Direction:
network to MS

Table 9.1.13c.1: FREQUENCY REDEFINITION2 message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	½

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	½

	
	Frequency Redefinition Message Type
	Message Type
10.4
	M
	V
	1

	
	Message Identity
	Message Identity 

10.5.2.57
	M
	V
	1

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	 O
	TV
	17


9.1.13c.1
Cell Channel Description

If it is not present, the cell channel description is assumed to be unchanged.

9.1.13c.2
Message Identity

The message identifer links this message to a FREQURENCY REDEFINITION message. All segments related to a given frequency redefinition have the same message identifier. For a given frequency redefinition, the segment number should be incremented for each message sent.
10.4
Message Type

The message type IE and its use are defined in 3GPP TS 24.007. Tables 10.1.1 and 10.4.2 define the value part of the message type IE used in the Radio Resource management protocol. Table 10.4.3 defines the value part of the message type IE used in the GPRS Transparent Transport protocol.

Table 10.4.1: Message types for Radio Resource management

	8 7 6 5 4 3 2 1

	Channel establishment messages:

0 0 1 1 1 1 0 0
Reserved (see Note)

0 0 1 1 1 0 1 1
ADDITIONAL ASSIGNMENT

0 0 1 1 1 1 1 1
IMMEDIATE ASSIGNMENT

0 0 1 1 1 0 0 1
IMMEDIATE ASSIGNMENT EXTENDED

0 0 1 1 1 0 1 0
IMMEDIATE ASSIGNMENT REJECT



	Ciphering messages:

0 0 1 1 0 1 0 1
CIPHERING MODE COMMAND

0 0 1 1 0 0 1 0
CIPHERING MODE COMPLETE



	Configuration change messages:

0 0 1 1 0 0 0 0
CONFIGURATION CHANGE COMMAND

0 0 1 1 0 0 0 1
CONFIGURATION CHANGE ACK.

0 0 1 1 0 0 1 1
CONFIGURATION CHANGE REJECT



	Handover messages:

0 0 1 0 1 1 1 0
ASSIGNMENT COMMAND

0 0 1 0 1 0 0 1
ASSIGNMENT COMPLETE

0 0 1 0 1 1 1 1
ASSIGNMENT FAILURE

0 0 1 0 1 0 1 1
HANDOVER COMMAND

0 0 1 0 1 1 0 0
HANDOVER COMPLETE

0 0 1 0 1 0 0 0
HANDOVER FAILURE

0 0 1 0 1 1 0 1
PHYSICAL INFORMATION

0 0 0 0 1 0 0 0
Reserved (see Note)

0 0 1 0 0 0 1 1
Reserved (see Note)



	Channel release messages:

0 0 0 0 1 1 0 1
CHANNEL RELEASE

0 0 0 0 1 0 1 0
PARTIAL RELEASE

0 0 0 0 1 1 1 1
PARTIAL RELEASE COMPLETE



	Paging and Notification messages:

0 0 1 0 0 0 0 1
PAGING REQUEST TYPE 1

0 0 1 0 0 0 1 0
PAGING REQUEST TYPE 2

0 0 1 0 0 1 0 0
PAGING REQUEST TYPE 3

0 0 1 0 0 1 1 1
PAGING RESPONSE

0 0 1 0 0 0 0 0
NOTIFICATION/NCH

0 0 1 0 0 1 0 1
Reserved (see NOTE)

0 0 1 0 0 1 1 0
NOTIFICATION/RESPONSE

0 0 0 0 1 0 1 1
Reserved (see NOTE)



	System information messages:

0 0 0 1 1 0 0 0
SYSTEM INFORMATION TYPE 8

0 0 0 1 1 0 0 1
SYSTEM INFORMATION TYPE 1

0 0 0 1 1 0 1 0
SYSTEM INFORMATION TYPE 2

0 0 0 1 1 0 1 1
SYSTEM INFORMATION TYPE 3

0 0 0 1 1 1 0 0
SYSTEM INFORMATION TYPE 4

0 0 0 1 1 1 0 1
SYSTEM INFORMATION TYPE 5

0 0 0 1 1 1 1 0
SYSTEM INFORMATION TYPE 6

0 0 0 1 1 1 1 1
SYSTEM INFORMATION TYPE 7



	System information messages:

0 0 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 2bis

0 0 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 2ter

0 0 0 0 0 1 1 1
SYSTEM INFORMATION TYPE 2quater

0 0 0 0 0 1 0 1
SYSTEM INFORMATION TYPE 5bis

0 0 0 0 0 1 1 0
SYSTEM INFORMATION TYPE 5ter

0 0 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 9

0 0 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 13



	System information messages:

0 0 1 1 1 1 0 1
SYSTEM INFORMATION TYPE 16

0 0 1 1 1 1 1 0
SYSTEM INFORMATION TYPE 17



	Miscellaneous messages:

0 0 0 1 0 0 0 0
CHANNEL MODE MODIFY

0 0 0 1 0 0 1 0
RR STATUS

0 0 0 1 0 1 1 1
CHANNEL MODE MODIFY ACKNOWLEDGE

0 0 0 1 0 1 0 0
FREQUENCY REDEFINITION
0 x x x x x x x
FREQUENCY REDEFINITION2
0 0 0 1 0 1 0 1
MEASUREMENT REPORT

0 0 0 1 0 1 1 0
CLASSMARK CHANGE

0 0 0 1 0 0 1 1
CLASSMARK ENQUIRY

0 0 1 1 0 1 1 0
EXTENDED MEASUREMENT REPORT

0 0 1 1 0 1 1 1
EXTENDED MEASUREMENT ORDER

0 0 1 1 0 1 0 0
GPRS SUSPENSION REQUEST



	VGCS uplink control messages:

0 0 0 0 1 0 0 1
VGCS UPLINK GRANT

0 0 0 0 1 1 1 0
UPLINK RELEASE

0 0 0 0 1 1 0 0
Reserved (see NOTE)

0 0 1 0 1 0 1 0
UPLINK BUSY

0 0 0 1 0 0 0 1
TALKER INDICATION



	Application messages:

0 0 1 1 1 0 0 0
APPLICATION INFORMATION



	System information messages:

0 0 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 14

0 1 0 0 0 0 1 1
SYSTEM INFORMATION TYPE 15

0 1 0 0 0 0 0 0
SYSTEM INFORMATION TYPE 18

0 1 0 0 0 0 0 1
SYSTEM INFORMATION TYPE 19

0 1 0 0 0 0 1 0
SYSTEM INFORMATION TYPE 20

0 1 0 0 0 1 0 0
SYSTEM INFORMATION TYPE 13alt



	DTM control messages:

0 1 0 0 1 0 0 0
DTM ASSIGNMENT FAILURE

0 1 0 0 1 0 0 1
DTM REJECT

0 1 0 0 1 0 1 0
DTM REQUEST

0 1 0 0 1 0 1 1
PACKET ASSIGNMENT

0 1 0 0 1 1 0 0
DTM ASSIGNMENT COMMAND

0 1 0 0 1 1 0 1
DTM INFORMATION

0 1 0 0 1 1 1 0
PACKET NOTIFICATION

	3G specific messages:

0 1 1 0 0 0 0 0
UTRAN CLASSMARK CHANGE

0 1 1 0 0 0 1 0
CDMA 2000 CLASSMARK CHANGE

0 1 1 0 0 0 1 1
INTER SYSTEM TO UTRAN HANDOVER COMMAND

0 1 1 0 0 1 0 0
INTER SYSTEM TO CDMA2000 HANDOVER COMMAND

0 1 1 0 0 1 0 1
GERAN IU MODE CLASSMARK CHANGE




Bit 8 is reserved for possible future use as an extension bit, see 3GPP TS 24.007.

NOTE:
This value was allocated but never used in earlier phases of the protocol.

Table 10.4.2: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)


Table 10.4.3: Message types for GTTP messages 

	Message type
	Message

	8 7 6 5 4 3 2 1
	

	0 0 0 0 0 0 0 0
	GPRS Information


10.5.2.57
Message Identity

The Message Identity information element identifies the particular segment of a message.

The Message Identity information element is coded as shown in figure 10.5.2.57.1 and table 10.5.2.57.1.

The Message Identity is a type 3 information element.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Message Type
	Octet 1

	E
	Segment number
	Message identifier
	octet 2


Figure 10.5.2.57.1: Message Identity information element

Table 10.5.2.57.1: Message Identity information element format

	Message identifier (octet 2)

Bits



5 4 3 2 1

0 0 0 0 0
1St Message 

0 0 0 0 1    2nd Message


to



1 1 1 1 1   32nd message

Segment number (octet 2)

Bits



7 6 

0 0 
1st segment sent
0 1      2nd segment sent

to

1 1      4th segment sent
E  (octet 2)

Bits



8 

0 
Not the end of the message

1    End of message
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