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6.2
Mobility procedures

6.2.1
Distribution of MBMS Neighbouring Cell Information
If in a given cell an MBMS session is being sent on a p-t-m channel; and if in any neighbouring cell of that given cell, the same session is being sent on a p-t-m channel, the network may provide in that given cell for that MBMS session, information about the characteristics (frequency and timeslot allocation) of the MBMS p-t-m channel and the relevant MBMS_BEARER_ID of each of these neighbouring cells. The network shall not provide neighbouring cell information for sessions that are not being sent in that given cell.

This information is provided to mobile stations on the PACCH/D of the p-t-m channel using the MBMS NEIGHBOURING CELL INFORMATION message. An MBMS NEIGHBOURING CELL INFORMATION message is sent for each session, per neighbouring cell. This message also includes an indication of whether an uplink feedback channel associated to the MBMS p-t-m channel is established in the specific cell, and if so on which timeslot.

A mobile station on a p-t-m channel shall ignore any MBMS NEIGHBOURING CELL INFORMATION message for any session it is not acquiring on that p-t-m channel.

6.2.2
MBMS reception resumption after cell reselection

6.2.2.1
Default behaviour

If a mobile station receiving an MBMS session on a p-t-m channel reselects a new cell for which it does not have any information about an MBMS bearer being allocated in the cell for that MBMS session, the mobile station, after having acquired a consistent set of (packet) system information, shall request the MBMS service from the network using the following procedure, if MBMS is supported in the cell.
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1. RACH: CHANNEL REQUEST or

PRACH: PACKET CHANNEL REQUEST

2. AGCH: IMMEDIATE ASSIGNMENT or

PAGCH: PACKET UPLINK ASSIGNMENT

3. MBMS SERVICE REQUEST

4. MBMS ASSIGNMENT


1. / 2. 
The mobile station requests resources using a (PACKET) CHANNEL REQUEST message denoting “Single Block MBMS Access” and is allocated resources from the network. 

3.
The mobile station sends an MBMS SERVICE REQUEST message including its TLLI, the TMGI and the session ID of the requested MBMS service. In case the MBMS SERVICE REQUEST message is not correctly received on the network side, the network may repeat the IMMEDIATE ASSIGNMENT message on AGCH (or PACKET UPLINK ASSIGNMENT message on PAGCH), allowing the mobile station to re-send the MBMS SERVICE REQUEST message.
4.
Upon receiving the MBMS SERVICE REQUEST message the network can either:

-
Instruct the mobile station to move to an MBMS point-to-multipoint bearer (MBMS ASSIGNMENT message including the MBMS_BEARER_ID and the p-t-m channel description); or

-
Notify the mobile station that no p-t-m bearer will be available (MBMS ASSIGNMENT message not including the MBMS_BEARER_ID and the p-t-m channel description). 

If the network is adopting a feedback based retransmission strategy, and if there are further MS_ID identifiers available, after sending the MBMS ASSIGNMENT message on (P)AGCH, the network may decide to send an MBMS MS_ID ASSIGNMENT message on PACCH to perform the addressing procedure (see sub-clause 6.1.1.5). 

NOTE. The network may send a single assignment message on the (P)AGCH including not only the TMGI, the Session Id, the MBMS_BEARER_ID and the p-t-m channel description, but also the TLLI, the MS_ID and the timing advance parameters in the MBMS ASSIGNMENT message. 

If the network is adopting a feedback based retransmission strategy and there are no more MS_ID identifiers available, the network may:

-
Adopt a block repetition strategy on the already established MBMS p-t-m radio bearer; or

-
Allocate an additional MBMS p-t-m radio bearer; or 

-
Decide not to address the new mobile station and still continue with a feedback based retransmission strategy.  In this case, the mobile station shall only listen to the MBMS p-t-m radio bearer and will not send any feedback. 

6.2.2.2
Fast Reception Resumption

If a mobile station receiving an MBMS session on a p-t-m channel reselects a new cell for which it has received information about an MBMS bearer being allocated for that session (as described in sub-clause 6.2.1), the mobile station shall immediately switch to this MBMS bearer and continue receiving that MBMS session without waiting to receive a consistent set of (packet) system information messages on (P)BCCH in that cell. If the mobile station also has information about an uplink feedback channel being established in the cell, the mobile station shall initiate the address assignment procedure as described below, otherwise the mobile shall not perform any access to the network. 
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1. / 2. 
The mobile station requests resources using a (PACKET) CHANNEL REQUEST message denoting “Single Block MBMS Access” and is allocated resources from the network. 

3.
The mobile station sends an MBMS SERVICE REQUEST message including its TLLI, the TMGI and the session ID of the requested MBMS service.

4.
Upon receiving the MBMS SERVICE REQUEST message, if there are still MS_ID identifiers available, the network may send a MBMS ASSIGNMENT message on the (P)AGCH including not only the TMGI, the Session Id, the MBMS_BEARER_ID and the p-t-m channel description, but also the TLLI, the MS_ID and the timing advance parameters. If there are no more MS_ID identifiers available, the network shall answer with an MBMS ASSIGNMENT message containing no valid MS_ID, to inform the mobile station to stop the address assignment procedure. 

After receiving the MS_ID, the mobile station shall – upon polling - start sending feedback messages on the uplink feedback channel.

NOTE: The decision regarding which cell the mobile station should reselect to is performed using the existing procedures (see 3GPP TS 45.008).
6.2.3 Cell Reselection

Mobile stations in broadcast/multicast receive mode shall obey the normal intra-RAT and inter-RAT cell reselection algorithms for (packet) idle mode as specified in 3GPP TS 45.008 apart from the following exception.

During the last part of an MBMS session, the cell reselection algorithm may be adjusted by a configurable threshold, in order to reduce the likelihood of cell reselection. The offsets (defined independently for intra-RAT and inter-RAT cell reselection) may be applied during the time, defined by MBMS_RESELECT_TIME and XXX_MBMS_RESELECT_TIME, from the end of a session. The parameters for MBMS cell reselection may be sent by the network in the MBMS ASSIGNMENT message and, in order to cater for mobiles arriving in a cell after a session has started and have not received the MBMS ASSIGNMENT message, in the MBMS NEIGHBOUR CELL INFORMATION message. The time for which the session will run is defined by MBMS_SESSION_TIME_LEFT and may be sent in the MBMS ASSIGNMENT or MBMS NEIGHBOUR CELL INFORMATION messages. The remaining time to the end of a session is derived from the MBMS session duration and may be provided by the BM-SC in the MBMS_SESSION_REQUEST_MESSAGE sent by the SGSN.
As soon as the reception of MBMS terminates, the MS will resume normal cell reselection for idle mode, using the parameters broadcast in the System Information.

The MBMS cell reselection parameters are defined individually for each session. For mobiles receiving multiple sessions, the parameters for the session with the most restrictive cell reselection requirement shall apply.

































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

