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DARP implementation guidelines 
1 Introduction

This contribution provides the implementation guidelines for DARP – Downlink Advanced Receiver Performance – as independent release feature for R99, Rel-4 and Rel-5.
Previous versions of these documents were presented at GERAN#20, in document GP-041320 and at GERAN#21, in document GP-041928. They have been updated since the last presentation with the removal of the reference to section 6.2 of 3GPP TS 05.05/45.005, and a typo error was corrected in Rel-5 document.

2 DARP implementation guidelines
As it has been agreed that DARP will be a release independent feature, a new specification is required (similarly to 3GPP TS 05.14 or 3GPP TS 25.307). This new specification defines DARP indication for releases older than Rel-6. However, it is not necessary to consider earlier releases than R99, as DARP would not be introduced in pre-R99 MS (most of the new MSs will be based on R99 or later releases from now on). Therefore, since DARP is introduced in Rel-6, an extra specification is needed for R99, Rel-4 and Rel-5.
Whilst in 05.14 the requirements are copied, in 25.307 the requirements are included as references to the current release in order to promote maintainability (by avoiding the duplication of any clauses). This approach has been followed for DARP.

3 Conclusion

Specifications for R99, Rel-4 and Rel-5 are attached with this file.
If agreed, the specifications providing implementation guidelines for DARP as release independent feature would require a TS number.

1

