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52.1.2.1.3.2
Packet Uplink Assignment / Packet access reject / No respond 

52.1.2.1.3.2.1
Conformance requirements

On receipt of a PACKET ACCESS REJECT message containing a Reject structure addressed to the mobile station, where the Packet Request Reference in the Reject structure corresponds to one of its 3 last PACKET CHANNEL REQUEST messages:

-
the mobile station is not allowed to make a new attempt for packet access in the same cell until timer T3172 expires, but may attempt packet access in an other cell after successful cell reselection for radio conditions reasons (see 3GPP TS 05.08). A mobile station in class A or B mode of operation may attempt to enter the dedicated mode in the same cell before timer T3172 has expired. During the timer T3172 is running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

Reference

3GPP TS 04.60/44.060 subclause 7.1.2.2.4 and 7.1.2.1.

52.1.2.1.3.2.2
Test purpose

To verify that the mobile station ignores PACKET PAGING REQUEST messages requesting TBF establishment when T3172 is running.

52.1.2.1.3.2.3
Method of test

Initial conditions

System Simulator:


1 cell supporting EGPRS. The packet system information ACCESS_BURST_TYPE indicates 8 bit access.

Mobile Station:


The MS is GPRS attached and in packet idle mode.

Related PICS/PIXIT statement

-
Support EGPRS service.


-
Release of EGPRS supported.

-
Support of EGPRS Packet Access enhancement (this PICS statement is only applicable if “Release of EGPRS supported” indicates R99).

Test procedure 

The SS sends a PACKET PAGING REQUEST message. After response from the MS the SS sends PACKET ACCESS REJECT message with WAIT_INDICATION set to a value between 1-255 seconds (see specific message contents). The SS sends then a PACKET UPLINK ASSIGNMENT message after timer T3170 has elapse. The SS verifies that the MS not respond to the message. The SS sends a PACKET PAGING REQUEST message request TBF establishment before the wait indication has elapse. The SS verifies that the MS not respond to the message. The SS sends a PACKET PAGING REQUEST message request TBF establishment after the wait indication has elapse. The SS verifies that the MS respond to the message.

The test procedures shall be repeated with different chosen values of WAIT INDICATION.

NOTE:

EGPRS PACKET CHANNEL REQUEST shall be used to respond to Packet Paging Request in the following cases

- If Release of EGPRS supported is Release 4 or above.

- If  Support of EGPRS Packet Access enhancement is True for a R99 MS.

PACKET CHANNEL REQUEST shall be used to respond to Packet Paging Request if  Support of EGPRS Packet Access enhancement is False for a R99 MS.

Maximum duration of the test

10 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS 
	PACKET PAGING REQUEST
	Sent on PPCH.

	2
	MS -> SS
	PACKET CHANNEL REQUEST/

 EGPRS PACKET CHANNEL REQUEST 

(See NOTE above)


	Received on PRACH.

	3
	SS -> MS
	PACKET ACCESS REJECT
	See specific message contents. Sent on PAGCH.

	4
	SS -> MS 
	PACKET UPLINK ASSIGNMENT
	Send this message 1,1*T3170on PAGCH.

	5
	SS
	
	Verify for 5 seconds that the MS does not respond to message in step 4.

	6
	SS -> MS 
	PACKET PAGING REQUEST
	Request TBF establishment. Send this message after (0,9*WAIT INDICATION (step 3)) on PPCH.

	7
	SS
	
	Verify that the MS does not respond to message in step 6.

	8
	SS -> MS 
	PACKET PAGING REQUEST
	Request TBF establishment. Send this message after (1,1*WAIT INDICATION (step 3)) on PPCH.

	9
	MS -> SS
	PACKET CHANNEL REQUEST/

 EGPRS PACKET CHANNEL REQUEST 

(See NOTE above)
	Received on PRACH.


The test is repeated with different values of WAIT INDICATION, see specific message contents.

Specific message contents

As default messages contents, except:
PACKET ACCESS REJECT in step 3

	Information element
	Value/remark

	< WAIT_INDICATION >
	Set values between 1-255, see below. 

	< WAIT_INDICATION_SIZE >
	0 (units of seconds)


Case 1: WAIT_INDICATION = 60.

Case 2: WAIT_INDICATION = 240.
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