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Introduction
GCF and PTCRB are currently introducing DTM into their Certification Criteria. In the current version of TS 3GPP 51.010, there are 49 test cases defined. All of them are defined for GPRS. There are not test cases done for DTM over EGPRS although there seems to be a market interest also for that combination. This paper proposes a way on how to introduce DTM over EGPRS.

Analys

Most requirements for DTM are independent on whether GPRS or EGPRS is used. One typical example is the case where an MS supporting DTM is in dedicated mode and is handed over to another cell. When in GMM Ready State, the MS shall perform Cell Update on the main DCCH. This is independent on the packet bearer.

Other examples exist also for GPRS, e.g. NC2. The NC2 test cases were defined for GPRS and not EGPRS since NC2 is independent of the packet bearer.

It is proposed to have a similar strategy also for DTM over EGPRS:

· A reasonable set of test cases using new DTM messages with separate branches for GPRS and EGPRS shall be duplicated.

· DTM Assignment Command and Packet Assignment are affected.

· All test cases using DTM Assignment or Packet Assignment need not be duplicated. 

Following the mentioned strategy, it is proposed to duplicate the following test cases and makes them applicable for DTM/EGPRS:

	Test Case
	Title
	Comment

	41.5.1.1.1.1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned
	Normal case using Packet Assignment for uplink.

	41.5.1.1.1.2
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Downlink resources assigned
	Normal case using Packet Assignment for downlink.

	41.5.1.1.2.1
	Uplink TBF establishment with reallocation of CS resources / Successful case
	Normal case using DTM Assignment for uplink.

	41.5.1.2.1.1
	Downlink TBF establishment in Ready State / Successful case
	Normal case using Packet Assignment for downlink.

	41.5.3.1.1
	Uplink TBF establishment with a downlink TBF established and no PS downlink reallocation
	Normal case using Packet Assignment for downlink.

	41.5.3.2.1
	Downlink TBF establishment with a uplink TBF established and no PS uplink reallocation
	Normal case using Packet Assignment for uplink.

	47.1.3
	Reallocation of CS resources / DTM Assignment Command / Intra frequency
	Normal case using DTM Assignment for uplink and downlink.

	47.1.4
	Inter frequency reallocation of CS resources / DTM Assignment
	Normal case using DTM Assignment for uplink and downlink.

	47.2.2   
	Network Originating CS Release
	Note 1.


Note 1

47.2.1 and 47.2.2 releases the CS call in DTM mode. 47.2.1 is MS originating



CS release and 47.2.2 is Network originating CS release. From the MS point of



view, this is more or less exactly the same. It is therefore proposed to  
remove one of the test cases from DTM/GPRS and add it to DTM/EGPRS.

Proposal

It is proposed that the list of test cases mentioned above are duplicated for DTM/EGPRS except for TC 47.2.2, which is proposed to be moved from DTM/GPRS to DTM/EGPRS.

