3GPP TSG-GERAN Meeting #22
GP-042584
Cape Town, South Africa, 08-12 November 2004
Agenda 7.2.5.1

List of CRs agreed at GERAN WG2 #21bis in Malta

Source: MCC
	TDoc
	Title
	Source
	Agenda
	Type
	WI code
	Spec
	CR
	Rev
	Cat
	Rel
	Ver

	GP-042570
	CR 48.016-017 Correction of SNS PDUs for IP support (Rel-5)
	MCC
	7.2.5.2.2
	CR
	TEI5
	48.016
	017
	
	F
	Rel-5
	5.3.0

	GP-042571
	CR 48.016-018 Correction of SNS PDUs for IP support (Rel-6)
	MCC
	7.2.5.2.2
	CR
	TEI6
	48.016
	018
	
	A
	Rel-6
	6.0.0

	GP-042572
	CR 48.071-022 rev 7 Inclusion of PS functionality for U-TDOA location method (Rel-6)
	TruePosition
	7.2.5.4.2
	CR
	TEI6
	48.071
	022
	7
	B
	Rel-6
	6.6.0

	GP-042573
	CR 44.018-391 Removal of use of main DCCH for Packet Resource in DTM (Rel-6)
	Siemens
	7.2.5.4.5
	CR
	TEI6
	44.018
	391
	
	F
	Rel-6
	6.9.0

	GP-042574
	CR 04.31-A114 rev 3 Correction of relation between GSM Reference Frame and GPS TOW to achieve high-accuracy timing assistance for AGPS (R98)
	Ericsson
	7.2.5.1
	CR
	TEI
	04.31
	A114
	3
	F
	R98
	

	GP-042575
	CR 04.31-A115 rev 3 Correction of relation between GSM Reference Frame and GPS TOW to achieve high-accuracy timing assistance for AGPS (R99)
	Ericsson
	7.2.5.1
	CR
	TEI
	04.31
	A115
	3
	A
	R99
	

	GP-042576
	CR 44.031-118 rev 3 Correction of relation between GSM Reference Frame and GPS TOW to achieve high-accuracy timing assistance for AGPS (Rel-4)
	Ericsson
	7.2.5.1
	CR
	TEI
	44.031
	118
	3
	A
	Rel-4
	

	GP-042577
	CR 44.031-119 rev 3 Correction of relation between GSM Reference Frame and GPS TOW to achieve high-accuracy timing assistance for AGPS (Rel-5)
	Ericsson
	7.2.5.1
	CR
	TEI
	44.031
	119
	3
	A
	Rel-5
	

	GP-042578
	CR 44.031-120 rev 3 Correction of relation between GSM Reference Frame and GPS TOW to achieve high-accuracy timing assistance for AGPS (Rel-6) 
	Ericsson
	7.2.5.1
	CR
	TEI
	44.031
	120
	3
	A
	Rel-6
	

	GP-042579
	CR 44.060-551 rev 4 RLC data block usage during change of service demand (Rel-6)
	Infineon AG, Melco, Nortel Networks, Siemens, STMicroelectonics
	7.2.5.4.5
	CR
	TEI6
	44.060
	551
	4
	F
	Rel-6
	

	GP-042580
	CR 44.018-390 rev 1 MS behaviour in DTM resource reallocation during uplink TBF establishment (Rel-6)
	Siemens
	7.2.5.4.5
	CR
	TEI6
	44.018
	390
	1
	F
	Rel-6
	

	GP-042581
	CR 44.060-575 rev 1 MS behaviour on receiving PACKET CS RELEASE INDICATION message (Rel-6)
	Siemens
	7.2.5.4.5
	CR
	TEI6
	44.060
	575
	1
	F
	Rel-6
	

	GP-042582
	CR 44.018-388 rev 1 Clarification of messages used for change of frequency parameters in DTM resource reallocation (Rel-6)
	Siemens
	7.2.5.4.5
	CR
	TEI6
	44.018
	388
	1
	F
	Rel-6
	

	GP-042583
	CR 44.060-576 rev 2 RLC protocol behaviour for MBMS data transfer (Rel-6)
	Siemens 
	7.2.5.4.1
	CR
	MBMS
	44.060
	576
	2
	B
	Rel-6
	


