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	With the DTM enhancements the PACKET CS COMMAND message is used to encapsulate RR control messages. The PACKET CS COMMAND message may be segmented across more than two RLC/MAC control blocks by using extended RLC/MAC control message segmentation. However, it is optional for the mobile station to support extended RLC/MAC control message segmentation. Therefore the network has to omit IEs from the encapsulated messages like DTM ASSIGNMENT COMMAND. 
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	It is specified that the mobile station shall support also the extended RLC/MAC control message segmentation feature if it supports the DTM enhancements.
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	All IEs cannot be included in the encapsulated messages which leads unwanted behavior in the networks, e.g. Frequency List IE (length 4 – 132 octects) is omitted and therefore frequency hopping cannot be used.
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5.7
Dual transfer mode enhancements

The mobile station and the network may support enhanced DTM CS establishment and enhanced DTM CS release procedures, called DTM enhancements.

By using enhanced DTM CS establishment procedure, an RR connection can be initiated by either the mobile station or the network while the mobile station is in packet transfer mode. The procedure is specified in sub-clause 8.9.

By using enhanced DTM CS release, the network may delay the release of the RR connection until the mobile station in dual transfer mode has received the required system information, in order to maintain the radio resources (PDCH(s)) after the release of the RR connection while in dual transfer mode, as specified in sub-clause 5.5.1.1b.5. 

The support of the DTM enhancements is optional for the mobile station and the network and is indicated in the Mobile Station Classmark 3 IE, the MS Radio Access Capability IE and the GPRS Cell Options IE. A mobile station and a network supporting the DTM enhancements shall also support the extended RLC/MAC control message segmentation as defined in 9.1.12a. The DTM enhancements shall be used if the mobile station and the network support them.
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