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6.1
Resource management procedures

6.1.1
Session start

6.1.1.1
General

Upon receiving an MBMS SESSION START REQUEST message from the SGSN, if the network controls cells in the MBMS service area the network creates an MBMS Service Context, and acknowledges the SGSN using an MBMS SESSION START RESPONSE message. The network initiates the MBMS channel establishment in each cell belonging to the MBMS service area. 
The channel establishment procedure consists of the following steps:

-
the optional pre-notification of the MBMS service which is starting a data transmission; and
-
the notification of all MBMS users in the cell of this MBMS service; and

-
an  optional counting procedure; and 
-
a channel assignment message.  The type of channel assigned may depend on the number of users in the cell who respond to the notification in the counting procedure.  
The notification and channel assignment information may be transmitted in a single message in the case of an MBMS broadcast service or an MBMS multicast service where counting is not required.

Note:
The contents of the MBMS SESSION START REQUEST message is FFS.

6.1.1.1a
Pre-notification

The network may indicate the incoming notification of a given MBMS service and MBMS session by sending a pre-notification of this MBMS service and MBMS session to MBMS mobile stations in packet idle mode.
A pre-notification may be sent in PAGING REQUEST TYPE 1, 2 or 3 messages on CCCH, or if PCCCH is present, in PACKET PAGING REQUEST message and identifies the MBMS bearer service as well as the MBMS session (with MBMS Bearer Service ID and MBMS Session ID). Upon reception of a pre-notification for an MBMS service and MBMS session, a mobile station in packet idle mode enters non-DRX mode and monitors notifications as described in sub-clause 6.1.1.2 in the following cases:

-
if the MBMS service is a broadcast service, or 
-
if the MBMS service is a multicast service and the MS has joined this service.

NOTE:
The identification of the MBMS Bearer Service and MBMS Session may consist of identifiers providing a one-to-one mapping with MBMS Bearer Service ID and Session ID, but shorter than these. This is FFS
6.1.1.2
Notification of session start

If the network controls cells in the MBMS service area of a starting MBMS service, the network initiates the MBMS notification procedure on each of these cells.  A notification is sent in PAGING REQUEST TYPE 1, 2, or 3 messages on CCCH, or if PCCCH is present, in PACKET PAGING REQUEST message and identifies the MBMS bearer service as well as the MBMS session. 

A notification indicates to the mobiles whether the Initial Counting procedure should be used.
A notification may include the uplink resource description for a PRACH dedicated to MBMS (MPRACH) and used only for the Initial Counting procedure. If a PRACH is allocated in the cell, and no MPRACH Control Parameters are included in the Notification message, the PRACH Control Parameters shall be used for the MPRACH. If the network wishes to allocate an MPRACH and no PRACH is allocated in the cell, the MBMS Notification message shall include the MPRACH Control Parameters. If present, MPRACH Control Parameters take precedence over PRACH Control Parameters.
The MPRACH Control Parameters shall be the same in all notifications for a given MBMS session.

NOTE:
A notification may also include channel assignment information for the MBMS Session. 
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